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1 Features

Cost effective alternative to a fossil fuel boiler ... The sound pressure level is measured via a microphone at 1m from the unit. It is a ..... Transformer 24V for PCB. 
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Features Cost effective alternative to a fossil fuel boiler



•



Easy to install



Low energy bills and low CO2 emissions



•



Total solution for year round comfort
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Specifications TECHNICAL SPECIFICATIONS



Outdoor units Nominal input (Indoor only) Casing Dimensions



Packing



EKHBH016AA + ERHQ014AAV3



EKHBH016AA + ERHQ016AAV3



ERHQ011AAV3



ERHQ014AAV3



ERHQ016AAV3



230



230



230



Colour



RAL9010



Material



Epoxy polyester painted galvanised steel



Packing



Unit



Weight



W



EKHBH016AA + ERHQ011AAV3



Height



mm



1225



1225



1225



Width



mm



660



660



660



Depth



mm



610



610



610



Height



mm



922



922



922



Width



mm



502



502



502



Depth



mm



361



361



361



Unit



kg



55



55



55



Packed Unit



kg



65



65



65



Material



3 1 2



EPS Wood Carton PP (Straps)



Weight



kg



10



Type



10



10



Main components



Pump



Water cooled 2



2



2



Pump



Nominal ESP unit



Heating



kPa



52.5



43.5



35.0



Main components



Pump



Power input



W



210



210



210



Water side Heat exchanger



Type



Nr. of speed



Brazed plate



Qty



1



1



1



1.01



1.01



1.01



Water volume



l



Water flow rate Min.



l/min



16



16



16



Water side Heat exchanger



Water flow rate Heating Nom.



l/min



32.1



40.1



45.9



Main components



Water side Heat exchanger



Water flow rate Max.



l/min



58



58



58



Expansion vessel



Volume



l



10



10



10



Max. water pressure



bar



3



3



3



Pre pressure



bar



1



1



1



Diameter mm perforatio ns



1



1



1



Insulation material



Water filter



Polyurethane foam



Material Water circuit



Brass



Piping connections diameter



inch



Piping



inch



Safety valve



bar



1-1/4" MBSP 1-1/4" 3



Manometer



3



3



Yes



Drain valve / Fill valve



Yes



Shut off valve



Yes



Air purge valve



Yes



Total water volume (6)



l



5.5



Refrigerant Circuit



Gas side diameter



mm



5.5



Liquid side diameter



mm



Sound Level



Sound Pressure



dBA



Operation range



Ambient



Heating



×C



-20~35



Waterside



Heating



×C



15~55



5.5



15,9 9,52 28
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Specifications TECHNICAL SPECIFICATIONS



EKHBH016AA + ERHQ011AAV3



Notes



EKHBH016AA + ERHQ014AAV3



EKHBH016AA + ERHQ016AAV3



With option kit EKHBDP installed: Height=936mm Tamb 35×C - LWE 7×C (DT=5×C)



1



DB/WB 7×C/6×C-LWC 35×C(DT=5×C) The sound pressure level is measured via a microphone at 1m from the unit. It is a relative acoustic environment. The sound pressure level mentioned is valid for pump medium speed.



2



15×C-25×C: BUH only, no Heatpump operation=during commissioning. Including piping+PHE+backup heater/excluding expansion vessel.
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ELECTRICAL SPECIFICATIONS



EKHBH016AA + ERHQ014AAV3



Electric heater



Type



Current



Z-max



List



No requirements



Zmax electric heater + booster heater (EKSWW* Models)



List



No requirements



Electric heater



3V3 Phase Frequenc y



Electric heater Wiring connections Electric heater



Electric heater



50



V



230



230



230



13



13



13



Voltage range



Minimum



-10%



Maximum



+10%



For power supply backup heater



Quantity of wires



3G



Type of wires



Select diameter and type according to national and local regulations



Type



6V3 Phase



1



1



1



Hz



50



50



50



Voltage



V



230



230



230



Running Current



A



26



26



26



Z-max



Text



0.25 + j0.15



Zmax electric heater + booster heater (EKSWW* Models)



Text



0.15 + j0.09



Voltage range



Minimum



-10%



Maximum



+10%



For power supply backup heater



Quantity of wires



3G



Type of wires



Select diameter and type according to national and local regulations



Type



6WN Phase Frequenc y



Electric heater



50



A



Power Supply



Current



1



50



Voltage



Current



Wiring connections



1



Hz



Running Current



Frequenc y



Electric heater



1



Current



Power Supply



Current



EKHBH016AA + ERHQ016AAV3



No backup heater



Type Power Supply



3



EKHBH016AA + ERHQ011AAV3



3



3



3



Hz



50



50



50



Voltage



V



400



400



400



Current



Running Current



A



8.7



8.7



8.7



Z-max



List



No requirements



Zmax electric heater + booster heater (EKSWW* Models)



List



No requirements



Voltage range



Minimum



-10%



Maximum



+10%
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Specifications ELECTRICAL SPECIFICATIONS



Wiring connections



For power supply backup heater



Electric heater



Type Power Supply



Electric heater Wiring connections Electric heater



3



3



50



50



50



Voltage



V



230



230



230



A



15.1



15.1



15.1



Z-max



List



Out of scope



Zmax electric heater + booster heater (EKSWW* Models)



List



Out of scope



Voltage range



Minimum



-10%



Maximum



+10%



For power supply backup heater



Quantity of wires



9WN Phase



3



3



3



Hz



50



50



50



Voltage



V



400



400



400



Running Current



A



13



13



13



Voltage range



Minimum



-10%



Maximum



+10%



Type Power Supply



Quantity of wires



4G



Type of wires



Select diameter and type according to national and local regulations 9T1



Phase Frequenc y



Hz



3



3



3



50



50



50



Voltage



V



230



230



230



Current



Running Current



A



22.6



22.6



22.6



Z-max



List



Out of scope



Zmax electric heater + booster heater (EKSWW* Models)



List



Out of scope



Voltage range



Minimum



-10%



Maximum



+10%



For power supply backup heater



2



Select diameter and type according to national and local regulations



Current



Electric heater



1



4G



Type of wires



Type



For power supply backup heater



Wiring connections



3



Running Current



Wiring connections



Electric heater



Hz



3



Select diameter and type according to national and local regulations 6T1



Phase



Frequenc y



Current



EKHBH016AA + ERHQ016AAV3



Current



Power Supply



Electric heater



EKHBH016AA + ERHQ014AAV3



4G



Type of wires



Frequenc y



Current



EKHBH016AA + ERHQ011AAV3



Quantity of wires



Quantity of wires



4G



Type of wires



Select diameter and type according to national and local regulations



Connection type



For power supply connection to Optional Warm Water Tank + Q2L



Quantity of wires



3G



Type of wires



Select diameter and type according to national and local regulations



Type of wires



For more details of the voltage range and current refer to installation manual EKHBH/X016AA*



Connection type



For connection with R5T



Quantity of wires



Wire included in option EKSWW*



Type of wires



Wire included in option EKSWW*



Connection type



For connection with A3P



Quantity of wires



Depends on thermostat type, refr to installation manual EKHBH/X016AA*



Type of wires



Select diameter and type according to national and local regulations



Type of wires



Voltage: 230V/Maximum current: 100mA/Minimum 0,75 mm²
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Specifications ELECTRICAL SPECIFICATIONS



EKHBH016AA + ERHQ011AAV3



Connection type



2



5



EKHBH016AA + ERHQ016AAV3



For connection with M2S



Quantity of wires



1



EKHBH016AA + ERHQ014AAV3



3G



Type of wires



Select diameter and type according to national and local regulations



Type of wires



Voltage: 230V/Maximum current: 100mA/Minimum 0,75 mm²



Connection type



For connection with M3S



Quantity of wires



3G or 4G



Type of wires



Select diameter and type according to national and local regulations



Type of wires



Voltage: 230V/Maximum current: 100mA/Minimum 0,75 mm²
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Features



3 1 3
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Options



EKHBH(X)016 Factory mounted optional equipment for EKHB(H/X)016AA**
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Reference



Description Heating only model EKHBH016A....



A3V3



A6V3



Reversible model EKHBX016A....



A3V3



A6WN A6V3



A6T1 A6WN



A9WN A6T1



A9T1 A9WN



A9T1



** 3V3



Back up heater 3kW 1~230V



0



0



-



-



-



-



-



-



-



-



-



6V3



Back up heater 6kW 1~230V



-



-



0



0



-



-



-



-



-



-



-



-



6WN



Back up heater 6kW 3~400V



-



-



-



-



0



0



-



-



-



-



-



-



6T1



Back up heater 6kW 3~230V



-



-



-



-



-



-



0



0



-



-



-



9WN



Back up heater 9kW 3~400V



-



-



-



-



-



-



-



-



0



0



-



-



9T1



Back up heater 9kW 3~230V



-



-



-



-



-



-



-



-



-



-



0



0



Outdoor combination table for EKHB(H/X)016AA** Reference



Description



ERHQ011AAV3



ERHQ014AAV3



EKHBH016AA*



Heating only indoor unit



0



0



ERHQ016AAV3 0



EKHBX016AA*



Reversible indoor unit



0



0



0



Kit availability for EKHB(H/X)016AA* Reference



Description Heating only model EKHBH016A....



A3V3



Reversible indoor unit



A6V3 A3V3



A6WN A6V3



A6T1 A6WN



A9WN A6T1



A9T1 A9WN



A9T1



EKSWW150V3



Sanitary warm water tank 150l 1~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKSWW200V3



Sanitary warm water tank 200l 1~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKSWW300V3



Sanitary warm water tank 300l 1~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKSWW200Z2



Sanitary warm water tank 200l 2~400V



-



-



-



-



0



0



-



-



0



0



-



-



EKSWW300Z2



Sanitary warm water tank 300l 2~400V



-



-



-



-



0



0



-



-



0



0



-



-



EKSWWU150V3 Sanitary warm water tank 150l 1~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKSWWU200V3 Sanitary warm water tank 200l 2~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKSWWU300V3 Sanitary warm water tank 300l 2~230V



0



0



0



0



0(*)



0(*)



0



0



0(*)



0(*)



0



0



EKHBDP



-



0



-



0



-



0



-



0



-



0



-



0



Option kit for condensate free cooling operation



*if neutral line is available



3TW57759-2A
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Dimensional drawing & centre of gravity



5-1



Dimensional drawing



3



EKHBH016A FIXATION



1 5



Service door (closed) 361 (open) 553 1-1/4” MALE BSP Center of gravity



DIMENSIONS WALLBRACKET



MINIMUM SPACE FOR SERVICE & VENTILATION



1



Pump + switch for speed setting



2



Remocon



3



Water IN connection 1-1/4” M BSP



4



Water OUT connection 1-1/4” M BSP



5



Power supply intake (+ sanitary warm water tank)



6



Air purge



7



Expansion vessel + 7a nipple + 7b drain



8



Blow off valve



9



Blow off drain (flexible hose ∅20)



10



Pressure gauge



11



Waterfilter



12



Suction pipe connection ∅15.9 flare connection



13



15



Liquid pipe connection ∅9.52 flare connection Shut off valves with drain/fill valve (accessory delivered with unit) Holes for fixation



16



Switchbox terminals



14



17



Switchbox terminals option sanitary warm water tank



18



Wallbracket
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VIEW A Scale 1/5



3TW57754-1
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Piping diagram



EKHBH(X)016 Water Site



1



Expansion Vessel



Pressure Gauge



6



Drain Safety Valve Flowswitch



Evaporator Condensor



Air Purge



Blow Off



Field Installation R2T



Refriferant Side



R1T



Pump



Refr. Out



Water Outlet Refr. In Electric Heater Body



Shut Off Valve With Drain/Fill Valve



Plate Heat Exchanger



R3T



Field Installation



R4T Filter



Refr. In



Water Inlet Refr. Out Shut Off Valve With Drain/Fill Valve



Check Valve



Cooling (EKHBX) Heating (EKHBX + EKHBH)



Flare Conn.



Screw Conn.



Flange Conn.



Pinched Pipe



Spinned Pipe



R4T R3T R2T R1T Thermistor



Inlet water Thermistor Refrigerant Liquid Side Thermistor Outlet Water Backup heater Thermistor Outlet Water Heat-exchanger Thermistor Description



3TW57755-1
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Wiring diagram



7-1



Wiring diagram



3



EKHBH(X)016 3V3



POWER SUPPLY



1



sanitary tank



OUTDOOR UNIT



>> SEE NOTE 2 
 SEE NOTE 2 
 SEE NOTE 2 > SEE NOTE 2 
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1 Features 

Cost effective alternative to a fossil fuel boiler ..... Optional electric heater has 2 capacity steps except for the 3V3 model which has only 1 capacity step. For 6W1 ...
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More Features CB-1 Features Package Includes ... - Midland Radio 

CB-1 Features. 4 Watt Output Power. The maximum power allowed to give you the greatest range of communication. Instant Channel 9. Immediate access to.
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features 

5A Low Dropout Positive Regulator. Analog Integrations Corporation. Si-Soft Research Center. DS-1084P-02 061804. 3A1, No.1, Li-Hsin Rd. I , Science Park ...










 


[image: alt]





Technical Features: Product Features 

With external high gain and low noise amplifier. Stylish and compact size design with Shiny black finish. Excellent reception for digital, freeview and analog TV signals. Powered by DTV set-top box or included separate power adapter. Specially Compat
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Basic Features 

In this lesson you will learn how to create basic CATIA features. ... The case study for this lesson is the engine support used in the drill support assembly as.
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Basic Features 

Student Notes: CATIA V5 Automotive - Chassis Lesson 3: Basic Features ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The focus of this ...
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Additional Features 

2a. 2b. 1. 3. Both options, Mirror and Symmetry, allow you to mirror the selected geometry about an axis. The Mirror .... element(s) and all elements that form a chain with it are offset. ...... you will construct a damper assembly cap. High-level ..
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Basic Features 

Student Notes: CATIA V5 Automotive - Powertrain Lesson 3: Basic Features ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The focus of ...
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Key Features 

visualisation of all Dorna flag signals received through Dorna Transponder X2 CAN BUS ... Red Flag. Blue Flag. White Flag. White Flag with diagonal Red Cross.
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Main Features 

q Features an LCD screen for graphic display of the equalization setups stored in â€œMEMORY.â€� The screen has a handy backlit for use on stage and in dark ...
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Basic Features 

Basic Features. In this lesson you will learn how to create the basic CATIA features. ... The Timing Chain Cover is a part of the Powertrain sub-assembly. The.
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datasheet general features - RobotShop 

SOFTWARE COMPATIBILITIES. OS. PROGRAMMING LANGUAGES. Embedded Linux (32bit x 86. ELF) using custom OpenEm- bedded based distribution.
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features - Cinematography Mailing List 

The Digital Signal Processing (DSP) used in the camera sections allows the use of set-up ... camcorders, i.e. the '709 and the '790 now have 12 bit A/D converters and a new DSP ... Cards can be read or overwritten as many times as you like.
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Advanced Solid Features 

Create Ribs and Slots. Create Multi-sections Solid. Create Advanced Drafts. Advanced Solid Features. In this lesson you will learn how to create advanced solid ...
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Key Features and Benefits 

ComProbe is a registered trademark of ... ComProbe, Audio Expert System, BPA and the Frontline logo are trademarks, Debug Communications Faster! is a ...
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Oracle 11G New Features 

The SQL query result cache is an area of memory in the Shared Global Area ... the OCI client result cache can retain results from queries or functions on the.
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general 1999 features - shinny.co.uk 

The brake specifications have been partially changed as indicated in the following table. ... Torque (SAE-NET) N.m / rpm (lb-ft@rpm) ... 60. 65. 70. Major Dimensions & V ehicle W eights. Performance. Engine ...... Applicable models: SXV23 Series ....
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KEY FEATURES KLE500 

Allows tighter engine clearances for quieter running. â–«. Auxiliary cooling fan helps maintain optimum coolant temperature for best performance, fuel economy ...
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SPOT FEATURES COMPARISON 

Replaceable Help/Emergency Button Covers. N/A. Yes. GPS LED Indicator. No. Yes. Message Sent LED Indicator. No. Yes. Additional Message Button. No. Yes.
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Dress-Up Features 

CATIA V5 Automotive - Body Lesson 5: Dress-Up Features .... The draft on a part is designed to allow these molded ..... Exercise Recap: Stiffeners and Draft.
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Table 11-1: Features of On-line Communities .fr 

Convergence Affecting Ethics. â–« Three converging technologies that raise ethical concerns are: ..... a branch of engineering dedicated to the development of.
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features - Cinematography Mailing List 

Press the dial and check the ID of the card is the one you want to read. ... To create your own set-up, align the camera the way you like it via the menus, either from .... You don't have to buy a 'widescreen' lens for shooting widescreen. ... Note: 
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BCX ULTRA FEATURES: 

and this can be seen thru our wide variety of apparatuses, ease of use, and ... The BCX Ultra gives you the ability to research and do your own testing. ..... wave gives the body a chance to recognize, make adjustments for, and eventually ignore ... 
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Dress-Up Features 

and Engine assembly shown below. The Timing Chain Cover is part of the Power Train sub-assembly. ... Large hole A must be supported by five ribs, ..... Detailed instructions for this exercise are provided. ..... and bottom profiles and specify a.
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