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10 GigaBit Fiber Taps

GigaBit Fiber Tap saves rack spaceâ€”install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested ... 
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10 GigaBit Fiber Taps Multimode



Get total traffic visibility for monitoring and security devices by placing Net Optics 10 GigaBit Fiber Taps on critical network links. The new slim profile of the 10 GigaBit Fiber Tap saves rack space—install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested for high-performance on 10 GigaBit fiber networks. Available for both singlemode and multimode fiber, 10 GigaBit Fiber Taps support passive monitoring of GigaBit links at speeds at 10,000 Mbps. Requiring no power, the 10 GigaBit Fiber Taps maintain permanent passive access ports without introducing a point of failure or disturbing other network connections. These passive Taps deliver full-duplex monitoring with zero impact on network traffic around the clock. Full-duplex monitoring is a snap with a custom monitoring cable that sends each side of the signal to a separate NIC on the monitoring device. Custom monitoring cables send each side of the network link to a separate NIC on the monitoring tool. Cable Kits are sold separately by Net Optics. Without an IP address, monitoring devices are isolated from the network, dramatically reducing their exposure to attacks. However, the monitoring device connected to the Tap still sees all full-duplex traffic as if it were in-line, including Layer 1 and Layer 2 errors.



Passive, Secure Technology



• Provides passive access at speeds at 10,000 Mbps without data stream interference or introducing a point of failure • All-optical design is optimized and tested for 10 GigaBit fiber networks • Fully compatible with 1 GigaBit fiber networks • Permanent in-line installation without affecting network performance • Passes all full-duplex traffic (including errors) from all layers for comprehensive troubleshooting • Dual wavelegth 850/1300 nm supports both SR and LRM links • Compatible with all protocols, including Ethernet, SONET, and SDH • No IP address is needed for the Tap or monitoring device, enhancing monitoring security • Completely transparent to the network and requires no power



Ease of Use • • • •



Front-mounted connectors make installation and operation quick and easy Connectors are perfectly angled to reduce cable strain Optional 19-inch rack frame holds up to 8 Taps Compatible with all major manufacturers’ monitoring devices, including protocol analyzers, probes, and intrusion detection systems



Technical Specifications: Operating:



Operating Temperature: -40ºC to 85ºC Storage Temperature: -55ºC to 85ºC Relative Humidity: 10% min, 95%max, non-condensing



Mechanical:



Dimensions: 0.8” high x 5.5” deep x 4” wide



Splitter: Fiber Type:



Corning Multimode 50 or 62.5/125µm Dual wavelength 850nm 1300nm Split Ratio Network Port Insertion Loss 90/10 1.3 dB 80/20 1.8 dB 70/30 2.4 dB 60/40 3.1 dB 50/50 4.5 dB



Monitor Port Insertion Loss 11 .5 dB 8.1 dB 6.3 dB 5.1 dB 4.5 dB



Connectors:



Monitoring Port: (1) Duplex LC connector Network Ports: (2) Duplex LC connectors



Certifications:



Fully RoHS compliant Part Number



Description



TP-SRx-LCSLM* 10 GigaBit Fiber Tap, SR-MM, 850nm TP-50SRx-LCSLM* 10 GigaBit Fiber Tap, SR-MM, 50µm 850nm RK-8V2 Eight Slot Rack Mount Frame * The variable ”x” denotes the split ratio specification where “1” is 90:10, “2” is 80:20, “3” is 70:30, “4” is 60:40 and “5” is 50:50 respectively. All products include a 1 year manufacturer’s warranty. Recommended 1 or 2 year Maintenance Plan options are available at time of product purchase.
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10 GigaBit Fiber Taps Singlemode



Get total traffic visibility for monitoring and security devices by placing Net Optics 10 GigaBit Fiber Taps on critical network links. The new slim profile of the 10 GigaBit Fiber Tap saves rack space—install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested for high-performance on 10 GigaBit fiber networks. Available for both singlemode and multimode fiber, 10 GigaBit Fiber Taps support passive monitoring of GigaBit links at speeds at 10,000 Mbps. Requiring no power, the 10 GigaBit Fiber Taps maintain permanent passive access ports without introducing a point of failure or disturbing other network connections. These passive Taps deliver full-duplex monitoring with zero impact on network traffic around the clock. Full-duplex monitoring is a snap with a custom monitoring cable that sends each side of the signal to a separate NIC on the monitoring device. All network and monitoring cables necessary for plug-and-play deployment are included. Without an IP address, monitoring devices are isolated from the network, dramatically reducing their exposure to attacks. However, the monitoring device connected to the Tap still sees all full-duplex traffic as if it were in-line, including Layer 1 and Layer 2 errors.



Passive, Secure Technology



• Provides passive access at speeds at 10,000 Mbps without data stream interference or introducing a point of failure • Compatible with 1310nm and 1550nm lasers • Compatible with all protocols, including Ethernet, SONET, and SDH • All-optical design is optimized and tested for 10 GigaBit fiber networks • Fully compatible with 1 GigaBit fiber networks • Permanent in-line installation without affecting network performance • Passes all full-duplex traffic (including errors) from all layers for comprehensive troubleshooting • No IP address is needed for the Tap or monitoring device, enhancing monitoring security • Completely transparent to the network and requires no power



Ease of Use • • • •



Front-mounted connectors make installation and operation quick and easy Connectors are perfectly angled to reduce cable strain Optional 19-inch rack frame holds up to eight Taps Compatible with all major manufacturers’ monitoring devices, including protocol analyzers, probes, and intrusion detection systems



Technical Specifications: Operating:



Operating Temperature: -40ºC to 85ºC Storage Temperature: -55ºC to 85ºC Relative Humidity: 10% min, 95%max, non-condensing



Mechanical:



Dimensions: 0.8” high x 5.5” deep x 4” wide



Splitter: Fiber Type:



Corning Singlemode 8.5/125µm, wavelength 1310/1550*nm Split Ratio Network Port Monitor Port Insertion Loss Insertion Loss 90/10 0.8 dB 12.0 dB 80/20 1.3 dB 8.0 dB 70/30 2.0 dB 6.1 dB 60/40 2.8 dB 4.8 dB 50/50 3.7 dB 3.7 dB * Insertion losses increase by approximately 1 dB at 1550nm



Connectors:



Monitoring Port: (1) Duplex LC connector Network Ports: (2) Duplex LC connectors



Certifications:



Fully RoHS compliant Part Number



Description



TP-LR5-LCSLM* 1310nm, 50:50 TP-LR4-LCSLM* 1310nm, 60:40 TP-LR3-LCSLM* 1310nm, 70:30 TP-LR2-LCSLM* 1310nm, 80:20 TP-LR1-LCSLM* 1310nm, 90:10 RK-8V2



10 GigaBit Fiber Tap, LR-SM, 10 GigaBit Fiber Tap, LR-SM, 10 GigaBit Fiber Tap, LR-SM, 10 GigaBit Fiber Tap, LR-SM, 10 GigaBit Fiber Tap, LR-SM, Eight-Slot Rack Mount Frame



*Also available in Multimode SR models. All products include a 1 year manufacturer’s warranty. Recommended 1 or 2 year Maintenance Plan options are available at time of product purchase.
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10 GigaBit Fiber Taps Singlemode Extended Range



Get total traffic visibility for monitoring and security devices by placing Net Optics 10 GigaBit Fiber Taps on critical network links. The new slim profile of the 10 GigaBit Fiber Tap saves rack space—install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested for high-performance on 10 GigaBit fiber networks. Available for both singlemode and multimode fiber, 10 GigaBit Fiber Taps support passive monitoring of GigaBit links at speeds at 10,000 Mbps. Requiring no power, the 10 GigaBit Fiber Taps maintain permanent passive access ports without introducing a point of failure or disturbing other network connections. These passive Taps deliver full-duplex monitoring with zero impact on network traffic around the clock. Full-duplex monitoring is a snap with a custom monitoring cable that sends each side of the signal to a separate NIC on the monitoring device. Custom monitoring cables send each side of the network link to a separate NIC on the monitoring tool. Cable Kits are sold separately by Net Optics. Without an IP address, monitoring devices are isolated from the network, dramatically reducing their exposure to attacks. However, the monitoring device connected to the Tap still sees all full-duplex traffic as if it were in-line, including Layer 1 and Layer 2 errors.



Passive, Secure Technology



• Provides passive access at speeds at 10,000 Mbps without data stream interference or introducing a point of failure • All-optical design is optimized and tested for 10 GigaBit fiber networks • Permanent in-line installation without affecting network performance • Passes all full-duplex traffic (including errors) from all layers for comprehensive troubleshooting • No IP address is needed for the Tap or monitoring device, enhancing monitoring security • Completely transparent to the network and requires no power



Ease of Use • • • •



Front-mounted connectors make installation and operation quick and easy Connectors are perfectly angled to reduce cable strain Optional 19-inch rack frame holds up to 8 Taps Compatible with all major manufacturers’ monitoring devices, including protocol analyzers, probes, and intrusion detection/prevention systems



Technical Specifications: Operating:



Operating Temperature: 0ºC to 40ºC Storage Temperature: -10ºC to 70ºC Relative Humidity: 10% min, 95%max, non-condensing



Mechanical:



Dimensions: 0.8” high x 5.5” deep x 4” wide



Splitter: Fiber Type:



Corning Singlemode 8.5/125µm, wavelength 1550nm Split Ratio Network Port Monitor Port Insertion Loss Insertion Loss 50/50 3.7 dB 3.7 dB 60/40 2.8 dB 4.8 dB 70/30 2.0 dB 6.1 dB 80/20 1.3 dB 8.0 dB 90/10 0.8 dB 12.0 dB



Connectors:



Monitoring Port: (1) Duplex LC connector Network Ports: (2) Duplex LC connectors



Certifications:



Fully RoHS compliant Part Number



Description



TP-ER5-LCSLM TP-ER4-LCSLM TP-ER3-LCSLM TP-ER2-LCSLM TP-ER1-LCSLM RK-8V2



10 GigaBit Fiber Tap, ER, 1550nm, 10 GigaBit Fiber Tap, ER, 1550nm, 10 GigaBit Fiber Tap, ER, 1550nm, 10 GigaBit Fiber Tap, ER, 1550nm, 10 GigaBit Fiber Tap, ER, 1550nm, Eight Slot Rack Mount Frame



50:50 60:40 70:30 80:20 90:10



All products include a 1 year manufacturer’s warranty. An additional 1 or 2 year extended warranty may also be purchased.
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10 GigaBit In-Line Regeneration Taps 

Keep your intrusion detection and prevention systems, protocol analyzers, ... For extra uptime protection, Net Optics Taps offer redundant power connections.
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10 Gigabit Flexible Port Mapping 

Graphical â€œDrag & Drawâ€� Filters. â€¢ Port rate ... Additional company and product names may be ... All products include a 1 year manufacturer's warranty. Service.
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10 Module émetteur-récepteur Gigabit cuivre SFP+ 

10 Module émetteur-récepteur Gigabit cuivre SFP+. Port 10GBase-T (RJ45), 30 m, jusqu'à 10 Gbps de taux de transfert de données avec câblage. Cat6a. Part No.: 508179. Caractéristiques: Permet des connexions cuivre Ethernet 10 Gigabits rentables et fia
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Commutateur Gigabit Ethernet 48 ports avec le 10 GbE 

Architecture de commutation : Â« Store and forward Â» (stockage et retransmission). â€¢ 48 ports Gigabit Ethernet RJ-45. â€¢ 2 emplacements SFP+ (Small Formfactor Pluggable). â€¢ Certifications : FCC Classe A, CE. DEL. â€¢ Alimentation. â€¢ Liaison/a










 


[image: alt]





single fiber sfp - Silizone 

For a full list of comparable HPÂ® part numbers, please refer to page 2 ... Champion ONE and the Champion ONE logo, are registered trademarks of. Champion ...
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Xgig 10 GIGABIT ETHERNET AND FIBRE CHANNEL ANALYZER 

100% capture at full line rate of 10 Gb/s backed by the largest trace buffer (2 GB per XFP port and 4 GB per blade) in the industry. Multiple protocol supported on ...
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10 GigaBit Inline Regeneration Tapâ„¢ with SFP+ Monitor Ports 

Monitoring Ports: (16) SFP+ cages (SFP+ modules are sold separately) ... These 10 GigaBit Regeneration Taps have SFP+ monitor ports so they can attach to ...
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Commutateur Gigabit Ethernet 24 ports avec le 10 GbE 

2 emplacements SFP+ (Small Formfactor Pluggable). â€¢ Certifications : FCC Classe A, CE. DEL. â€¢ Alimentation. â€¢ Liaison/activitÃ©/vitesse par port. Alimentation. â€¢ Alimentation interne, 100-240 Vca, 50/60 Hz. â€¢ Consommation : 17,5 watts (maxi










 


[image: alt]





48-Port Gigabit Ethernet Switch with 10 GbE Uplink 

elÃ©ctricos y electrÃ³nicos (RAEE), este producto elÃ©ctrico no puede desecharse se con el resto de residuos no clasificados. DeshÃ¡gase de este producto ...
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24-Port Gigabit Ethernet Switch with 10 GbE Uplink 

Equipped with 24 auto-sensing 10/100/1000 Mbps RJ45 Gigabit Ethernet ports, this switch offers plenty of performance for your computers, servers and other networking devices. In addition, two 10 GbE small-form-factor pluggable GBIC module slots (SFP+
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Commutateur Gigabit Ethernet GBIC(Gigabit Interface Converter) 

Commutateur Gigabit Ethernet GBIC(Gigabit. Interface Converter) ... Compatible avec un commutateur GBIC spÃ©cification MSA . ... Contenance du paquet.
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Câble réseau LS0H Cat6a 10 Gigabit, SFTP (PIMF) 

Câble réseau LS0H Cat6a 10 Gigabit, SFTP (PIMF). 1 m, blanc ... Distances de connexion allant jusqu'à 100 mètres ... Pour plus d'informations sur les produits Intellinet, contactez votre revendeur local ou visitez www.intellinet-network.com.
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Thread Cutting With Taps and Dies 

HINTS FOR HOMEBUILDERS. ILLUSTRATIONS BY JOHN A. JOHNSON. THREADED FASTENERS ARE COMMON to just about every project. Occasionally ...
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Structural Fiber-glass For Homebuilders 

Jan 20, 1973 - cloth, polyester resins, little or no control of resin con- tent, and lots of ... the application and use properties of the resins by intro- ducing fillers.
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BODY FIBER 250 POLYESTER FILLER 

BODY FIBER 250 POLYESTER FILLER. Technical Data Sheet ... regulations. Two component, polyester- based ... ents and its properties. The maximum VOC ...
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FIBER OPTIC INSTALLATION KIT 

Cette trousse contient une peinture et un adhésif ... précaution afin d'éviter un contact de la peinture et ... po) – enlevez le tampon et le revêtement d'acrylate.
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fiber-optic communications 

Press, New York, 1988.) Fourier-transform-limited minimum value of a,, is therefore. (22.3-10) which is directly proportional to the bit rate B,. For B, = 10 Gb/s and ...
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Carbon Fiber Composites 

Library of Congress Cataloging-in-Publication Data. Chung ... Carbon fiber composites / Deborah D. L. Chung. ... Printed in the United States of America ...
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Honeywell SpectraÂ® 2000 fiber 

SpectraÂ® is a registered trademarks of Honeywell International Inc. ... ultra-lightweight fibers for armor, aerospace and high-performance sporting goods ...
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FIBER OPTIC INSTALLATION KIT 

Perform an “air polish” by holding the connector and ... Place the polishing pad onto a flat surface. Place ... tool, polish the end of the fiber in a “traveling figure-8”.
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Fiber Fracture - The Eye 

would like to acknowledge the support and encouragement of these institutions as ..... responsible for better compressive properties of carbon fiber than aramid fibers. ... The exponent, n obtained from the slope of the straight lines in this ...... 
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fiber-optic sensors - Main 

400Â°C. Infrared LED. 6. 12. 16. 22. 23. 26. Choose the performance you need. General application. Standard cylindrical. Square shape. Miniature. Long distance.
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INTEGRATED FIBER-OPTIC RECEIVERS 

being implemented in integrated form, and smaller systems are becoming .... Temes, Alan Willson, Jack Willis, Jason Woo, and all the students of ICSL. The first ...... Watts. Normally we will consider the signal f t to be a either a current or a volt
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Injecteur Gigabit ultra PoE 

1 port de 60 W, alimentation par Ethernet (PoE + / PoE / Ultra PoE) IEEE 802.3bt/ ... produits ou services mentionnés dans ce document sont la propriété de leurs ...
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