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10 GigaBit In-Line Regeneration Taps

Keep your intrusion detection and prevention systems, protocol analyzers, ... For extra uptime protection, Net Optics Taps offer redundant power connections. 
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10 GigaBit In-Line Regeneration Taps



Technical Specifications:



Net Optics 10 GigaBit Regeneration Taps solve the key physical layer challenges of multi-device monitoring for 10 GigaBit networks. For a complete picture of network health, these Taps connect up to eight different network management and security devices at any single 10 GigaBit network location.



Operating:



Keep your intrusion detection and prevention systems, protocol analyzers, RMON probes, and other security devices productive with a single Regeneration Tap. Maximize resources and save on access points when multiple devices can monitor link traffic simultaneously through a single Regeneration Tap.



Mechanical:



Without an IP address, monitoring devices are isolated from the network, dramatically reducing their exposure to attacks. However, the monitoring device connected to the Tap still sees all full-duplex traffic as if it were in-line, including Layer 1 and Layer 2 errors.



Operating Temperature: 0ºC to 55ºC Storage Temperature: -10ºC to 70ºC Relative Humidity: 10% min, 95% max, non-condensing



Redundant Power Supplies:



Input: 100-240VAC, 0.5A, 47-63Hz Dimensions: 1.75” high x 10.5” deep x 17” wide



Splitter:



Split Ratio: 50/50 Fiber Type:



Multimode Corning 50µm, wavelength 850nm (SR) Insertion Loss:



For extra uptime protection, Net Optics Taps offer redundant power connections. Should the primary power source fail, the Tap automatically switches to the backup power source. Power LEDs on the front of the Tap indicate the current power source.



Passive, Secure Technology



• Optimized and tested for 10 GigaBit fiber networks with 8.5µm fiber • Enables real-time, simultaneous monitoring of a single 10 GigaBit link with up to eight monitoring devices • Provides complete full-duplex visibility at 10 Gbps without data stream interference or introducing a point of failure • Passes all traffic (including errors) from all layers for comprehensive troubleshooting • No IP address is needed for the Tap or monitoring device, enhancing monitoring security • Redundant power ensures monitoring uptime



Ease of Use • • • • •



LED indicators show link status and redundant power Front-mounted connectors support easy installation and operation Connectors are perfectly angled to reduce cable strain Silk-screened application diagram illustrates all connections for easy deployment Optional custom monitoring cables support easy full-duplex monitoring by sending each side of the signal to a separate monitoring device NIC • Tested and compatible with all major manufacturers’ monitoring devices, including protocol analyzers, probes, and intrusion detection/prevention systems



Network Port: 4.5 dB, Monitoring Port: 4.5 dB max (SR)



Fiber Optic Interface:



Laser: Class I, eye-safe, laser emitter type. These Class I Lasers conform to the applicable requirements per US 21 CFR (J) and EN 60825-1, also UL 1950 applications. Optical Transmitter Wave Length:



850nm nominal (SR) Output Power:



-9.5 dB min, -4 dB max (SR) Optical Receiver Input Sensitivity:



0 dB min, -17 dB max (SR)



Connectors:



Monitoring Ports: (8) Duplex SC connectors Network Ports: (2) Duplex SC connectors



Certifications:



Fully RoHS compliant Part Number



Description



RGN-50SR-IL8 RGN-SR-IL4



8x1 10 GigaBit SR In-Line Regeneration Tap 4x1 10 GigaBit SR In-Line Regeneration Tap



*Also available in LR singlemode models. All products include a 1 year manufacturer’s warranty. An additional 1 or 2 year extended warranty may also be purchased. Net Optics® is a registered trademark of Net Optics, Inc. Copyright 1996-2007 Net Optics, Inc. All rights reserved. Additional company and product names may be trademarks or registered trademarks of the individual companies and are respectfully acknowledged. PUBRGNSR-IL8D Rev. 2, 08/08



*multi-mode model shown



10 GigaBit In-Line Regeneration Taps



Technical Specifications: Operating:



Operating Temperature: 0ºC to 55ºC



Net Optics 10 GigaBit Regeneration Taps solve the key physical layer challenges of multi-device monitoring for 10 GigaBit networks. For a complete picture of network health, these Taps connect up to eight different network management and security devices at any single 10 GigaBit network location. Keep your intrusion detection and prevention systems, protocol analyzers, RMON probes, and other security devices productive with a single Regeneration Tap. Maximize resources and save on access points when multiple devices can monitor link traffic simultaneously through a single Regeneration Tap. Without an IP address, monitoring devices are isolated from the network, dramatically reducing their exposure to attacks. However, the monitoring device connected to the Tap still sees all full-duplex traffic as if it were in-line, including Layer 1 and Layer 2 errors. For extra uptime protection, Net Optics Taps offer redundant power connections. Should the primary power source fail, the Tap automatically switches to the backup power source. Power LEDs on the front of the Tap indicate the current power source.



Passive, Secure Technology



• Optimized and tested for 10 GigaBit fiber networks with 8.5µm fiber • Enables real-time, simultaneous monitoring of a single 10 GigaBit link with up to eight monitoring devices • Provides complete full-duplex visibility at 10 Gbps without data stream interference or introducing a point of failure • Passes all traffic (including errors) from all layers for comprehensive troubleshooting • No IP address is needed for the Tap or monitoring device, enhancing monitoring security • Redundant power ensures monitoring uptime



Ease of Use • • • • •



LED indicators show link status and redundant power Front-mounted connectors support easy installation and operation Connectors are perfectly angled to reduce cable strain Silk-screened application diagram illustrates all connections for easy deployment Optional custom monitoring cables support easy full-duplex monitoring by sending each side of the signal to a separate monitoring device NIC • Tested and compatible with all major manufacturers’ monitoring devices, including protocol analyzers, probes, and intrusion detection/prevention systems



Storage Temperature: -10ºC to 70ºC Relative Humidity: 10% min, 95% max, non-condensing



Mechanical: Redundant Power Supplies:



Input: 100-240VAC, 0.5A, 47-63Hz Dimensions: 1.75” high x 10.5” deep x 17” wide



Splitter:



Split Ratio: 50/50 Fiber Type:



Singlemode Corning 8.5µm, wavelength 1310nm (LR) Insertion Loss:



Network Port: 3.7 dB, Monitoring Port: 3.7 dB max (LR)



Fiber Optic Interface:



Laser: Class I, eye-safe, laser emitter type. These Class I Lasers



conform to the applicable requirements per US 21 CFR (J) and EN 60825-1, also UL 1950 applications. Optical Transmitter Wave Length: 1310nm nominal (LR) Output Power: -10 dB min, -3 dB max (LR) Optical Receiver Input Sensitivity:



-3 dB min, -20 dB max (LR)



Connectors:



Monitoring Ports: (8) Duplex SC connectors Network Ports: (2) Duplex SC connectors



Certifications:



Fully RoHS compliant Part Number



Description



RGN-LR-IL8* RGN-LR-IL4*



8x1 10 GigaBit LR In-Line Regeneration Tap 4x1 10 GigaBit LR In-Line Regeneration Tap



*Also available in SR Multimde models. All products include a 1 year manufacturer’s warranty. An additional 1 or 2 year extended warranty may also be purchased.



ELEXO 20 Rue de Billancourt 92100 Boulogne-Billancourt Téléphone : 33 (0) 1 41 22 10 00 Télécopie : 33 (0) 1 41 22 10 01 Courriel : [email protected] TVA : FR00722063534



Net Optics® is a registered trademark of Net Optics, Inc. Copyright 1996-2007 Net Optics, Inc. All rights reserved. Additional company and product names may be trademarks or registered trademarks of the individual companies and are respectfully acknowledged. PUBRGNLR-IL8D Rev. 2, 08/08
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10 GigaBit Fiber Taps 

GigaBit Fiber Tap saves rack spaceâ€”install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested ...
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10 GigaBit Inline Regeneration Tapâ„¢ with SFP+ Monitor Ports 

Monitoring Ports: (16) SFP+ cages (SFP+ modules are sold separately) ... These 10 GigaBit Regeneration Taps have SFP+ monitor ports so they can attach to ...
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GigaBit Regeneration Tap 

Input: 100-240VAC, 0.5A, 47-63Hz. Dimensions: 1.75â€� high x 10.5â€� deep x 17â€� wide. Splitter: Split Ratio: 50/50, 60/40. Fiber Type: Multimode Corning 62.5Âµm, ...










 


[image: alt]





INLINE® 

E 2005 Hoffman Enclosures Inc. - 4 -. 87565782. Available Options. Lieferbare Alternativen. Accessoires. Opciones Disponibles. Panel. Abdeckplatte. Panneau de montage. Panel. DIN Mounting Bracket. DIN Einbauhalterung. Patte de fixation de rail DIN. P
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10 Gigabit Flexible Port Mapping 

Graphical â€œDrag & Drawâ€� Filters. â€¢ Port rate ... Additional company and product names may be ... All products include a 1 year manufacturer's warranty. Service.
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inline - Platt 

cuales se hace el montaje en la pared o alguna otra estructura, utilizando el siguiente material (proporcionado por el cliente): un seguro de 3/8 de pulgada o M8, arandela plana y tornillos. Para asegurar que el sello y el nivel de protecciÃ³n es el 
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inline - Hoffman 

2014 Pentair Equipment Protection. PH 763 422 2211 â€¢ hoffmanonline.com. 87568580. Rev. B. P/N 47338001. INLINEâ„¢ ...
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10 Module émetteur-récepteur Gigabit cuivre SFP+ 

10 Module émetteur-récepteur Gigabit cuivre SFP+. Port 10GBase-T (RJ45), 30 m, jusqu'à 10 Gbps de taux de transfert de données avec câblage. Cat6a. Part No.: 508179. Caractéristiques: Permet des connexions cuivre Ethernet 10 Gigabits rentables et fia
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Liasse fiscale META REGENERATION 

MY. IZ. I O/. I1. I2. NC. IY. I3. I4. M3. LX. IP. IQ. NÂ° 2054- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘¤. META REGENERATION. 14 765. 106 717. 271 448. 1 298 490.
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REgEnERAtiOn LAmps - Empire Cat 

Always operate the system in Automatic mode if the machine is so equipped. â€¢ The system monitors soot levels in the Diesel Particulate Filter (DPF) and ...
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Inline Pressure Boosting System 

small bucket to catch the dispersed water. 3. Close air bleed valve once all ...... Dimensions extÃ©rieures. 29,6 po x 8,5 po x 8,9 po (75,2 cm x 21,6 cm x 22,6 cm).
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Liasse fiscale SOCIETE PICARDIE REGENERATION 

CrÃ©ances rattachÃ©es Ã  des participations. BB. BC. Autres titres immobilisÃ©s. BD ... 1 2. 31122017. 8 539. 8 539. 8 539. 8 539. 34 336. 34 336. 101 882. 93 399.
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jeune rationnel regime de regeneration et remede 

Are you looking for jeune rationnel regime de regeneration et remede naturel pour toutes les PDF?. If you are areader who likes to download jeune rationnel ...
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Commutateur Gigabit Ethernet 48 ports avec le 10 GbE 

Architecture de commutation : Â« Store and forward Â» (stockage et retransmission). â€¢ 48 ports Gigabit Ethernet RJ-45. â€¢ 2 emplacements SFP+ (Small Formfactor Pluggable). â€¢ Certifications : FCC Classe A, CE. DEL. â€¢ Alimentation. â€¢ Liaison/a
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Xgig 10 GIGABIT ETHERNET AND FIBRE CHANNEL ANALYZER 

100% capture at full line rate of 10 Gb/s backed by the largest trace buffer (2 GB per XFP port and 4 GB per blade) in the industry. Multiple protocol supported on ...
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Commutateur Gigabit Ethernet 24 ports avec le 10 GbE 

2 emplacements SFP+ (Small Formfactor Pluggable). â€¢ Certifications : FCC Classe A, CE. DEL. â€¢ Alimentation. â€¢ Liaison/activitÃ©/vitesse par port. Alimentation. â€¢ Alimentation interne, 100-240 Vca, 50/60 Hz. â€¢ Consommation : 17,5 watts (maxi
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48-Port Gigabit Ethernet Switch with 10 GbE Uplink 

elÃ©ctricos y electrÃ³nicos (RAEE), este producto elÃ©ctrico no puede desecharse se con el resto de residuos no clasificados. DeshÃ¡gase de este producto ...
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24-Port Gigabit Ethernet Switch with 10 GbE Uplink 

Equipped with 24 auto-sensing 10/100/1000 Mbps RJ45 Gigabit Ethernet ports, this switch offers plenty of performance for your computers, servers and other networking devices. In addition, two 10 GbE small-form-factor pluggable GBIC module slots (SFP+
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Commutateur Gigabit Ethernet GBIC(Gigabit Interface Converter) 

Commutateur Gigabit Ethernet GBIC(Gigabit. Interface Converter) ... Compatible avec un commutateur GBIC spÃ©cification MSA . ... Contenance du paquet.
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Câble réseau LS0H Cat6a 10 Gigabit, SFTP (PIMF) 

Câble réseau LS0H Cat6a 10 Gigabit, SFTP (PIMF). 1 m, blanc ... Distances de connexion allant jusqu'à 100 mètres ... Pour plus d'informations sur les produits Intellinet, contactez votre revendeur local ou visitez www.intellinet-network.com.
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inline constant pressure system 

Locked pump detection/shut off ..... ensure detection of underload faults in a wide variety of pumping ...... La protection de court-circuit à semi-conducteur.
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Heaven and Earth Designs Regeneration 

yy4444444994499444444y4yyy4y4%888888888888/8884yyyyyyyyyyy4994444 yy44444449999999999yyyyy444448888888%//8888/ ...
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XLR Inline Transformer LL6809 - Lundahl Transformers 

The transformer LL6809 is designed to be housed in Neutrik XLR connector bodies. It can be ... ground isolation or for balanced-to-unbalanced conversion.
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Thread Cutting With Taps and Dies 

HINTS FOR HOMEBUILDERS. ILLUSTRATIONS BY JOHN A. JOHNSON. THREADED FASTENERS ARE COMMON to just about every project. Occasionally ...
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