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10-S4 Order code: BIS007N

EN 60068 Part 2-27 ... For use only with converters BIS C-901 or BIS C-6xx ... X1, BIS. Internet. Balluff Germany. Balluff USA. Balluff China. : www.balluff.com. 
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BIS C-324/10-S4 Order code: BIS007N Read/write head 74.5 mm x 40.00 mm x 41.00 mm



1) Active surface



Mechanical data Housing material Housing material, additional Enclosure Type per IEC 60529 Application weight Antenna type Ambient temperature Ta Storage temperature Vibration rating Shock rating Continuous shock load Free fall Installation type (steel)



PBT Mounting G-ZnAl4Cu1 IP67 180.00 g Round 0 °C... 70 °C -20 °C…+85 °C EN 60068 Part 2-6 EN 60068 Part 2-27 EN 60068 Part 2-29 EN 60068 Part 2-32 Flush



At 10m cable length, read/write distance is reduced by 10%. First ordering you need cable: BIS C-505-PU1-10 BIS C-505-PU-10 BIS C-506-PU1-10 BIS C-506-PU-10 BIS C-517-PVC-10 BIS C-518-PVC-10 Time specification includes data check. Values are under rated conditions unless otherwise specified. For use only with converters BIS C-901 or BIS C-6xx Indicated relative speed based on reading / writing first 4 Byte of first page



Approval



EMV EN61000-4-2/3/4/5/6 EN55022



Sev. Level 4A/3A/4A/-/3A Gr.1,Cl.B



Approvals



CE UL-FILE E227256, Vol.X1, BIS



Remarks



000000112212/137110/20101125



Caution!



Definitions see general catalog Subject to change without notice.



Internet Balluff Germany Balluff USA Balluff China



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



1 (3) Print Date: 15.12.2010 Selection date: 15.12.2010



BIS C-324/10-S4 Order code: BIS007N
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Read/write head 74.5 mm x 40.00 mm x 41.00 mm
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05-S4 Order code: BIS007R 

BIS C-325/05-S4. Order code: BIS007R. Read/write head. M18x1 x 45 mm. Mechanical data. Housing material. X6CrNiMoTi 17-12-2. Housing material ...
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01-S4 Order code: BIS007J 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/4A/-/3A. EN55022. Gr.1,Cl.B. Remarks. For installation in metal: Observe clear zone. First ordering you need cable: BIS ...
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BES 517-110-RK Order code: BES02MM 

11,8 mm x 60,0 mm x 63,2 mm. DC, direct ... 2,00 mm. Tolerance Sr. Â±10 %. Assured operating distance Sa. 1,60 mm. Hysteresis H ... Balluff USA. Balluff China.
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BIS C-351-05 Order code: BIS0087 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/3A/-/-. EN55011. Gr.1,Cl.A. Remarks. For installation in metal: Observe clear zone. For use only with converters BIS ...
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BGL 50C-001-S4 Order code: BGL0037 

Principle of optical operation. Through-beam. Optical special feature. Light band. Active length AL ... Switching freq. f max. (at Ue). 500 Hz. Turn on time ton max.
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BIS C-300-05 Order code: BIS005W 

BIS C-300-05. Order code: BIS005W ... EN 60068 Part 2-27. Continuous shock load ... For use only with converters BIS C-901 or BIS C-6xx. Indicated relative ...
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BES M18EI-POC80B-S04G-L01 Order code: BES0438 

Sensing face material. PEEK. Chemical resistance. 3% H2O2-Solution. 6% H2O2-Solution. 15% H2O2-Solution. Mounting length. 50.0 mm. Connection type.
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BCC M415-0000-1A-001-PX0334-200 Order code: BCC06TM 

BCC M415-0000-1A-001-PX0334-200. Order code: BCC06TM. Number of conductors: 3. Electrical data. Operating voltage UB max. DC. 250,0 V. Operating ...
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BIS C-6008-048-650-06-ST23 Order code: BIS00K3 

Mechanical data. Vibration rating. EN 60068 Part 2-6. Shock rating. EN 60068 Part 2-27. Continuous shock load. EN 60068 Part 2-29. Free fall. EN 60068 Part ...
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BIC 1I3-P2A50-M30MI3-SM4ACA Order code: BIC0009 

Short circuit protected. Yes. Inputs / Outputs. Number of inputs. 8. Inputs. PNP, Type 2. Switching output. PNP. Sensing data. Working range. 0.0 mm ... 5.0 mm.
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BAW 030-PF-1-K-05 Order code: BAW000C 

Print Date: 07.12.2009. Selection date: 07.12.2009. 000000109078/517872/20090401. Definitions see general catalog. Subject to change without notice.
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BES M12MI-PSC40B-S04G-M01 Order code: BES01ZM 

Inductive sensor. M12x1 x 65,0 mm. DC, direct ... Ambient temperature Ta min. -25 Â°C. Ambient temperature ... Function monitoring. Electrical data. Eff. operating ...
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BOS 26K-PA-1LHA-SA1-S4-C Order code: BOS008C 

II. Rated insulation voltage Ui. 75 V DC. Indicator. Stability - LED GN ... 2. Average power Po max. < 1 mW (IEC 60825-1). Ambient light max. ... Balluff China.
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BCC M41C-0000-2A-049-PX0C25-050 Order code: BCC06UW 

(drag chain). 5 m/sÂ². Traverse speed max(drag chain) at 5 m horiz. travel 200 m/min. Permiss.horizon. traverse dist at 5 m/secÂ² 5 m ... +86 (0) 21-50 644131. 1 (2).
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BAW M30ML-IAD15F-BV07-501 Order code: BAW002Z 

1-800-543-8390. : +86 (0) 21-50 644131. 1 (2). Print Date: 07.12.2009. Selection date: 07.12.2009. 000000108431/118996/20070205. Definitions see general ...
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BCC M418-0000-1A-044-PX0825-050 Order code: BCC06K2 

5.00 m. Ambient temp. (moving). -25 Â°Câ€¦ 80 Â°C. Ambient temp. (fixed). -50 Â°Câ€¦ 80 Â°C. Bending ... at 5 m horiz. travel 200 m/min ... +86 (0) 21-50 644131. 1 (2).
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BIP AD0-B014-01-EP02 Order code: BIP0001 

no. Enclosure Type per IEC 60529. IP67. Shock rating. Shock, half-sinus, 30 gn, 11ms. Vibration rating. 55 Hz, 1 mm ampl., 3x30 min. Degree of contamination.
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BIS C-600-022-650-00-KL1 Order code: BIS0093 

4â€¦40 V. Control voltage inactive. 1.5â€¦-40 V. Input current at 24V. 11 mA. Delay time typ. ... 0 Â°C... 60 Â°C. Application weight. 500.00 g. Electrical connection. Connection internal ... If the control signal CTS is not used, the shunt plug must
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BCC M41C-0000-1A-049-PX0C25-050 Order code: BCC06UL 

No. Ambient temperature Ta. -25 Â°Câ€¦ 80 Â°C. Enclosure Type per IEC 60529. IP68. Grip material. PUR. Contact material. CuZn. Contact carrier material. PUR.
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BES 516-133-MO-C-PU-04 Order code: BES017F 

Short circuit protected. Yes. Protected against miswiring. Yes. Polarity reversal protected. Yes. Rated short circuit current. 100 A. Output resistance Ra. 2.2k + D + ...
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BES M12ME-POC40B-S04G-003 Order code: BES00EC 

Connector type. M12x1-S04. Recommended connector. BKS-_19. BKS-_20. Enclosure Type per IEC 60529. IP67. Shock rating. Shock, half-sinus, 30 gn, 11ms.
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starting order 

AVENIRS GARCONS 3Ã‰ME DIV FREE SKATING. Starting. Number. Name. Nation. 1. Thomas LEFEVRE. FRAN printed at: 08/04/2009 20:53:02.
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ORDER FORM 

FLS Packages^. Qty. SAGES / ACS. Members. Non-. Members. S/H per item**. Total. Individual Package. Individual FLS Online Access & 1 Testing Voucher.
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Order Form 

For VISA and MasterCard the number is the last 3 digits. (usually set off by themselves) in the Signature Panel area on the back of the credit card. For American ...
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