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120v flexible track pendent adaptor - Minka Group

Do not fully tighten the strain relief set screw, but secure with only 2 or 3 rotations so that the pendant wire can still be moved as needed. 2. Remove a 3/8 inch of ...Termes manquants : 
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120V FLEXIBLE TRACK PENDENT ADAPTOR Adapts direct wire or track pendants for use with 120V Flexible Track system.



For use with Minka EC series line flexible track. 60 Hz 120V/ Pour l'usage avec l'EC de Minka les séries rayent la voie flexible. 60 hertz 120V.



Installation Instructions



IMPORTANT: Before installing, disconnect power by turning off the circuit breaker or by removing the fuse at the fuse box./ IMPORTANT: Avant l'installation, déconnectez la puissance en arrêtant le disjoncteur ou en enlevant le fusible à la boîte de fusible.



Step1:



1. Open the adaptor cover by removing the set screw. 2. Loosen the three set screws on the lower portion of the wiring terminal. 3. Determine the desired location of the pendant. 4. When the desired length is established, mark the pendant wire. 5. Cut the wire at the mark. NOTE: If installing more than one pendant and the same height is desired for all pendants make sure the mark on all pendants are at the same length before cutting. 6. The pendant wire has three (3) smaller wires running inside of it. Remove 1 ½” of the outer insulation exposing the three (3) smaller wires inside. CAUTION: Be careful not to cut or damage the insulation on the inside wires when removing the outer insulation./ATTENTION: Faites attention à ne pas couper ou ne pas endommager l'isolation sur les fils intérieurs en enlevant l'isolation externe.



STEP2: 1. 2. 3.



Pull the pendant wire through the bottom hole in the pendant adapter, and then secure the strain relief to the pendant wire. (NOTE: Do not fully tighten the strain relief set screw, but secure with only 2 or 3 rotations so that the pendant wire can still be moved as needed. Remove a 3/8 inch of the insulation on all three (3) of the smaller wires. Twist the copper wire strands.



STEP 3:



1. Carefully identify and connect the 3 wires following the pendant wiring instructions included with the pendant. NOTE: Please Read all instruction of the pendant head (sold separately), to identify polarity of the wires, then connect Live to Live, Neutral to Neutral, Ground to Ground. If you have any doubt, please contact or consult a qualified electrician. 2. Tighten screws to secure the wire. 3. Slide the strain relief to a suitable position on the wire and tighten the screws. 4. Position the strain relief to its original position in the adaptor. 5. Close the adaptor cover, and tighten the set screw.



INSTALLING ADAPTER TO TRACK: 1. 2. 3. 4. 5.



Make sure that the power is turned off. Remove the retaining cap on the power connector. Open the power connector cover and align the two slots of the track to the two tabs on the power connector. Close the power connector cover and replace the retaining cap. Retaining cap Restore the electrical power. Power connector cover



Power connector Track (Sold Separately) Set screw Step 1



Adaptor cover



Align the two slots of the track to the two tabs on the power connector.



Step3



Black wire (live) Green wire (grounding) White wire (neutral)



Strain relief



Wiring terminal



Step 2



1”



Pendant wire



3/8”



Screw



Track pendant (Sold Separately)
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120v flexible track pendent adaptor 

Pull the pendant wire through the bottom hole in the pendant adapter, and then secure the strain relief to the pendant wire. (NOTE: Do not fully tighten the strain ...
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120V Flexible Track Connector 

If you are unfamiliar with methods of installing electrical wiring, secure the services ... Do not install any lamps closer than 6 inches (15.25cm) from any curtain or ...
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120v flexible track connector 

3. Loosen set screws to allow the track to slide into the connector. 4. Remove end caps from track section to be joined. 5. Insert track, one at a time, into each side of the connector until they stop. Note: Do not force track into connector, check a
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120v flexible track connector 

copper conductors on one side and a flat conductor (ground) on the other side. ... Note: Do not force track into connector, check alignment of conductors and tabs ...
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LINE VOLTAGE FLEXIBLE TRACK LIGHTING 

To reduce the risk of fire and burns, do not install this lighting system where non insulated open shorted or contact any conductive metals./ Pour rÃ©duire les ...
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installation instructions for 4115 & 4215 - Minka Group 

Make sure all connections are tight a nd secure. 3.Do not install any components of this system to any metal surface. 4. For use with models 4115 & 4215 rail ...
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installation instructions for 346 - Minka Group 

Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the ...
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installation instructions for 987 - Minka Group 

PREPARATION. 1. Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the mounting hardware. 2. Carefully unpack your new fixture and lay out a
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installation instructions for 987 - Minka Group 

COMPLETING THE INSTALLATION. 7ï¼ŽInstall the PL Bulb in accordance with the fixture's specification(4Ã—Max 13W included):. DO NOT EXCEED THE MAXIMUM. WATTAGE RATING! ï¼ˆNE PAS. DEPASSER LA PUISSANCE. NOMINALE MAXIMALEï¼‰. 8. Slide the glass (H) over 
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installation instructions for 987 - Minka Group 

Shut off the power at the circuit breaker box. (avertissement! couper le courant au niveau des fusibles ou du disjoncteur) and remove the old fixture, including the ...
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installation instructions for 987 - Minka Group 

Return the power to the junction box and test the fixture. Your installation is now complete. IMPORTANT: Fixture should be installed by a qualified electrician to ...
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installation instructions for 349-84 - Minka Group 

with junction box screwsï¼ˆsize:8-32*1/2â€�Lï¼‰ (D). The side of the crossbar marked â€œGNDâ€� must face out. 4. Thread the nipple (Q) into the center hole of the crossbar ...
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INSTALLATION INSTRUCTIONS For P5217 - Minka Group 

fusibles ou du disjoncteur) and remove the old fixture, including the mounting hardware. 2. Carefully remove the fixture from the carton and check that all parts ...
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Track Accessories 

COMPATIBILITY MATRIX -SIGNOS T. COMPATIBILITY MATRIX -ARCHITRAK. ARCHITRAKÂ® ACCESSORIES. Frosted Glass Cone. Stepped Perforated.
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Efficient, Flexible, and Typed Group Communications in Java 

this paper proposes a scheme where, given a Java class, one can initiate ... computing. Performance measures demonstrate the viability of the approach. ... measurements of the basic mechanism are provided and anal- ... smoothly integrated mechanism, 
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TRACK LIGHT 

GUARDE UNA COPIA PARA FUTURA REFERENCIA DEL USUARIO / TÉCNICO DE MANTENIMIENTO. INFORMACIÓN IMPORTANTE DE SEGURIDAD.
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Track Penalties 

for not holding his/her line during the final sprint pour avoir quitté sa ligne pendant le .... track after passing the finish line for folding or mutilating the race number.
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Track Penalties 

EVOLUCION DE LOS CORREDORES EN PISTA for not holding his/her line during the final sprint pour avoir quitté sa ligne pendant le sprint final por desviarse ...
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Fast Track 

2 mars 2016 - Legalstart.fr obtient le fast-track de Cap Digital. Margaux Dalon. Margaux est spécialisée dans les problématiques liées au droit des affaires et ...
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POWER SUPPLY ADAPTOR Models; SKK-620C 

Where noise generating devices such as dimmer switches or inverter electrical appliances are close by. Â· Locations subject to frequent vibration or impact.
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NIXA TRACK AND NIXA TRACK AND FIE IXA TRACK AND FIELD R ... 

OZK. 55.4. Cook. REP. 55.7. Duncan. KICK 56.3. Richardson. NIX. 56.9. Blue ... Edwards. ROG 11:14.0. Castillo. NIX 11:18.0. Webber. MON 11:23.0. Collett.
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Flexible Absperrbarrieren Flexible barrier Barrages flexibles 

Die Barrieren müssen völlig locker im Kasten liegen. Der Kasten muss stets flach hingelegt werden. Bitte beachten. Zusammengefaltete Barrieren niemals lange ...
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Flexible Heating Pad Almohadilla Termica Flexible ... - Sunbeam 

brouillard d'eau à l'aide d'un flacon pulvérisateur. • Ne mouillez ou n'humectez pas le connecteur de la commande ou le connecteur de l'enveloppe (Figure 2 ...
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