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1450 Test Pump Cat-rd - Ridgid Tools

Variable lever-arm design means reduced han- dle force ... lever-arm design and automatic pressure holding valves to enable the ... Against Material Defects. 
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Ridge Tool Company 400 Clark St., Elyria Ohio 44035-6001 U.S.A. Catalog Sheet No. R-92-H Effective Date: September 1, 1992 Visit us on the Internet: www.ridgid.com



Model 1450 Pressure Test Pump The Model 1450 Pressure Testing Pump is a must for pressure-testing all types of piping systems for leaks, including: • Heating • Potable Water • Fire Sprinkler • Compressed Air • Small Bore Pipe lines • Oil The Model 1450 Test Pump uses a patented variable lever-arm design and automatic pressure holding valves to enable the user to easily pressurize the system.



Operation To use the Model 1450, the system should be completely filled with liquid. Connect the pump to the system with the hose supplied and simply pressurize the system to the desired pressure by pumping the handle. If there is no leak in the system, the pressure (as indicated on the gauge) should not fall during the test period. Pressure is released by opening one valve.



FULL LIFETIME WARRANTY Against Material Defects & Workmanship



Features: • Variable lever-arm design means reduced handle force required • Simple one-valve operation • Automatic pressure check valves • Lightweight: only 14 lbs.



• • • • •



Corrosion-proof construction Pressure gauge protected from damage Handle locks easily for convenient carrying Replaceable dirt filter keeps components clean Reservoir serves as handy tool box



Ordering Information Catalog No. 1450



Model No. 50557



Max. Pressure



L/W/H



725 p.s.i. 50 bar



28″ 8.5″ 9.5″



Printed in U.S.A. © RTC 12/03



Pressure Hose Connection 1/2″ NPT



Tank Capacity 3.6 Gal.



Piston Volume 2.3 in3



Weight 14 lbs.



All sales subject to Ridge Tool Company Terms and Conditions of Sales.



Max. Temp.



Liquids



120°F 50°C



Water, Oil Ethylene Glycol 999-997-634.10
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Tapping Tool - Ridgid Tools 

0.688. 11/16. M17-R11. 0.750. 3/4. M19-R12. 0.813. 13/16. M21-R13. 0.875. 7/8. M22-R14. 76272. 76297. 76322. RT1000 Tapping Tool. Ridge Tool Company.
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Pipe Cutters2 - Ridgid Tools 

de coupe d'équerre et correctement aligné lorsqu'il tourne autour du tuyau. La pression exercée sur le système entame le tuyau progressivement, et finit.
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Tapping Tool - Ridgid Tools 

l'aide d'une perceuse Ã  poignÃ©e d'Ã©querre, l'appareil risque de se bloquer et de se vriller subitement. â€¢ La canalisation d'alimentation Ã  tarauder doit.
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Rodder - Ridgid Tools 

Flammable liquids, vapors or dust that may ignite. â€¢ Adequate ventilation for engine exhaust. Exhaust contains poisonous carbon mon- oxide gas. Exposure may ...
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Power Pipe Cutter - Ridgid Tools 

Less likely to bind and lose control. â€¢ Do not reach across cutter or rotating pipe. May become entangled in the tool causing serious injury. â€¢ Keep hands and feet ...
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Drain Cleaning Machine - Ridgid Tools 

In this operator's manual and on the product, safety symbols and signal words ... crushed in the drain cleaning cable. ..... Install retaining clip into groove on one.
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Drain Cleaning Machine - Ridgid Tools 

To Couple Cable and Tools ...... limiteur de couple qui arrÃªte la rotation du cÃ¢ble dÃ¨s que l'outil de curage ..... cendie, renversement de la machine, vrillage ou ...
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micro LM-100 - Ridgid Tools 

ment methods for the conditions is the responsibility of the user. Laser Classification ..... Received signal too weak, measurement time too long, Distance >50m.
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Water Jetter Machines - Ridgid Tools 

Water Jetter. Machines. OPERATOR'S. MANUAL. â€¢ FranÃ§ais â€“ 15. â€¢ Castellano â€“ pÃ¡g. 31. KJ-1350. KJ-1750. WARNING! Read this Operator's Manual carefully before using this tool. Failure to understand and follow the contents of this manual may r
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In Place Roll Groover 915 - Ridgid Tools 

wear hard hats and be clear of the area below. Prevents serious injuries if roll groover or workpiece falls. â€¢ Groover is designed to manually roll groove pipe.
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Dry Cut Saw 614 - Ridgid Tools 

from the user. • Avoid body contact with grounded surfaces. ..... saw blade. 3. Push the horizontal lever until the vise contacts the ..... systèmes mécaniques.
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SP7007 AM2265 Air Mover - Ridgid Tools 

RIDGIDvacs.com. Part No. SP7007. Printed in China. oWNeR's mANuAl ... result in death or serious injury. cAutIoN: Indicates a hazardous situation which, if not ...
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Roll Groover OPERATOR'S MANUAL - Ridgid Tools 

Proper footing and balance enables better control of the tool in unexpected situations. â€¢ Use safety ... could get caught between grooving and drive rolls. â€¢ Keep guards in place. Do not operate the groover ..... 2. To help prevent â€œwalkingâ€�,
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HC-450 COVER-6.qxd - Ridgid Tools 

HC-450/HC-300. Operator's Manual. â€¢ FranÃ§ais â€“ 13. â€¢ Castellano â€“ pÃ¡g. 27. WARNING! Read this Operator's Manual carefully before using this tool. Failure to understand and follow the contents of this manual may result in electrical shock, f
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HC-450 COVER-6.qxd - Ridgid Tools 

Hole Cutting Tools are not designed for hot tapping purposes. Cutting into pressurized or systems with flu- ids in them can cause spills, electrical shock and.
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In Place Roll Groover 915 - Ridgid Tools 

The 1/2â€³ hand ratchet rotates a feed screw that advances a groove roll into the pipe/tube to form a groove that meets specifications required for mechanical ...
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Essential Test and Measurement Tools 

because wireless communication works through a complex .... ware. An exciting feature of the software is the user-friendly test configuration GUI. With its strong ...
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916 COVER1112:916 Sec A REV - Ridgid Tools 

Installing 916 Roll Groover on 300 Compact Threading Machine with 250 ..... Using a threading machine or power drive without ...... golpe simple, incorporado.
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K-750 COVER_114.qxd:Auto-Spin SEC A rev - Ridgid Tools 

Machine. â€¢ FranÃ§ais â€“ 19. â€¢ Castellano â€“ pÃ¡g. 41. WARNING! Read this Operator's Manual carefully before using this tool. Failure to understand and follow the ...
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918-I cover1112:918-I SEC A REV - Ridgid Tools 

has been repaired. 7. Lubricate the Roll Groover if necessary according to the Maintenance Instructions. 8. ...... passage de faible rÃ©sistance qui Ã©loigne le courant Ã©lectrique de l'opÃ©rateur. â€¢ Evitez tout contact avec les ..... Un passage dÃ
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122-122XL Cover815.qxd:100-B Sec A - Ridgid Tools 

du tube Ã  l'aide de galets d'entraÃ®nement, et le serrage manuel simultanÃ©e du galet ... Tirez sur le collier du mandrin pour y introduire la queue de la brosse, puis ...
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CD-100 SEC-A_814.qxd:Layout 1 - Ridgid Tools 

Retirez les piles de l'appareil avant de le régler, de changer ses accessoires ou de le ... Gardez le présent manuel à portée de main de l'utilisateur. Sécurité du détecteur .... sibilité sera alors indiquée par le témoin jaune à la droite de l'écran
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SF-2300-2500SuperFreeze cover 2013:ProPress Fitting ... - Ridgid Tools 

electrician if you are in doubt as to whether the out- ... Store idle tools out of the reach of children and .... Inspect the fan grille and louvers into the condenser.
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micro CA-100-Cover-111.qxd:Layout 1 - Ridgid Tools 

micro CA-100 Inspection Camera. Record Serial Number below and retain product serial number which is located on nameplate. Serial. No. ..... the cable. The inspection camera ca- ble can go down to a 2" (50mm) radius without damage. â€¢ Determine if t
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