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Technical Data Sheet



Shell Rimula R6 LM 10W-40



• Low Emissions • Maintenance Saving



Fully Synthetic Heavy Duty Diesel Engine Oil Shell Rimula R6 LM oil features “Low-SAPS” additive technology and unique anti-wear system. Protective power is enhanced with synthetic technology, resulting in maintenance saving long drain capability, exceptional wear and cleanliness performance.



·



Performance, Features & Benefits



·



Maintenance saving



Shell Rimula R6 LM meets the latest requirements of most



Shell Rimula R6 LM meets the long oil drain requirements



OEMs for Euro 4, 5, 6 engines and exceeds the performance



of Mercedes-Benz, MAN, DAF and others, from the latest



requirements of industry specifications such as ACEA E6



Euro 6 to older generation engines, to allow operators to



and API CJ4.



optimize maintenance schedules and control maintenance



·



Emissions system compatibility



fitted with engines designed to run on 100% CNG such as



Advanced low-ash formulation helps control blocking of or



those from Mercedes-Benz and MAN.



efficiency. Low wear, low deposits Unique additive technology delivers high levels of piston cleanliness essential for long engine life and wear protection. Fuel economy Shell Rimula R6 LM can save money in fuel consumption compared to high viscosity grades.



Main Applications



·



CNG engine oil performance Shell Rimula R6 LM is approved for use in buses and trucks



maintain vehicle emission compliance and engine fuel



·



·



costs.



poisoning of exhaust after-treatment devices, helping



·



Low emission engine use



On-highway heavy duty applications Particularly suited for a wide range of trucking and transportation applications in modern low-emission vehicles



Specifications, Approvals & Recommendations



· · · · · · · · · · · · · ·



ACEA E6, E9 API CJ-4, CI-4, CH-4, CG-4, CF-4, CF Caterpillar ECF-3 Cummins CES 20081 DAF Meets ACEA E6 Deutz DQC IV-10 LA IVECO NG2 (Meets requirements) JASO DH-2 MACK EO-O Premium Plus MAN M3477, M3271-1 MB-Approval 228.51 MTU Category 3.1 Renault Trucks RLD-3 Volvo VDS-4



from Mercedes-Benz, MAN, DAF, Volvo and others.



For a full listing of equipment approvals and



Especially suitable for fleets with mixed Euro 2,3,4, 5 and 6



recommendations, please consult your local Shell Technical



engine types.



Helpdesk.
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Typical Physical Characteristics Properties 0



Kinematic Viscosity



@40 C



mm /s



Method ASTM D445



Shell Rimula R6 LM 10W-40 96.8



2



Kinematic Viscosity



@100 C



mm2/s



ASTM D445



14.5



Dynamic Viscosity



@-250C



mPa s



ASTM D5293



6 080



%



ASTM D874



0.95



kg/l



ASTM D4052



0.850



Flash Point (COC)



0



ASTM D92



244



Pour Point



0



C



ASTM D97



-36



Total base number (TBN)



mg KOH/g



ASTM D2896



12.9



0



Sulphated Ash @150C



Density



C



These characteristics are typical of current production. Whilst future production will conform to Shell's specification, variations in these characteristics may occur.



Health, Safety & Environment



·



Health and Safety Shell Rimula R6 LM oils are unlikely to present any significant health or safety hazard when properly used in the recommended application, and good standards of industrial and personal hygiene are maintained. Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash immediately with soap and water. Guidance on Health and Safety is available on the appropriate Material Safety Data Sheet, which can be obtained from



·



www.epc.shell.com Protect the Environment Take used oil to an authorized collection point. Do not discharge into drains, soil or water.



Additional Information



·



Advice Advice on applications not covered here may be obtained from your Shell Representative.
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lm 

daille mililaire on troit au salut des miliaires du meme grade non renggis ou nondeora. Le salut n'est pasdi parles gendarines aux sous-officiers, caporaux et ...
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Heizmäntel LM Heating jacket LM Couverture chauffante LM 

... die eine getrennte Steuerung der unteren und der oberen Hälfte des Mantels erlauben. - Regelbereich: 0 bis 90°C. - Schutzart: je nach Anschluss > IP 40. 5.
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RN 13 R6 R6 LN2.3. Kashink Megumi Nemo Mister Pee 

crÃ©Ã© par cynicom Ã  ouagadougou avec l'association Face o ScÃ©no et. Camille Louvel. âž� concert de Jazzy Bazz + Lomepal. + cÃ©o (hip-hop). entrÃ©e payante Ã .










 


[image: alt]





OmniSwitch R6 series 

At the end of the course, the participant will be able to: â€¢. This 3-day course will focus on concepts and methodologies of network troubleshooting and design.
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Alcatel OmniSwitch R6 

installation, and problem resolution using the CLI and OmniVista (and its elements, such as WebView) are ... In addition, the student is required to have a basic understanding of routing principles (IP ... Â·Omnivista Installation and Administration.
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B7 R6 ... - BazzNetwork 

LVDS CH1. LVDS CH2. VCCLCD. VCCLCD. GND. Hsync ... Yx +/- : LVDS 3.3V Differential serialised, pannel link compatible video data. CLK +/- : LVDS 3.3V ...
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LM 400 

Description : Mortier‐colle industriel, prêt à l'emploi, à base de ciment blanc Portland de résistance supérieure (I‐52,5), aux granulats de marbre blanc et aux ...










 


[image: alt]





excellium 10w-50 

Mar 16, 2004 - Very high performance lubricant using Elf synthetic technology, intended for lubricating all gasoline ... degradation even in very severe use.
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TDS.51.. - Matthieu Benoit 

95 10086. VF â€“ Forward Voltage ( V ). I â€“ Forward Current ( mA. ) F tp/T=0.001 tp=10ms. Orange-Red. Figure 9. Forward Current vs. Forward Voltage. 0. 0. 0.4.
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Liasse fiscale TDS INTERNATIONAL 

Le bilan suivant reprend la prÃ©sentation d'une liasse fiscale. Il ne s'agit toutefois pas d'une version scannÃ©e de la liasse fiscale originale de l'entreprise. Il s'agit ...
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TDS: Behavioral Transformation System - CiteSeerX 

specifications into a data flow graph (DFG) optimized for final hardware implementation. The optimizing transformations are based on a canonical representation ...
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belfort - VARS-LM 

Jan 6, 2014 - Camille. 18 CHAUDET. Amandine. 17 LE BORGNE. Louise. 20 VICENTE. Maelys. 19 PEROL. Emma. 21 GIBARD. Eva. 22 VERNIER. CÃ©cile.
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LM OFFA - EAP 

mÃªme de la Fonction publique et participent, Ã  ce titre, Ã  l'Ã©volution et Ã  .... stratÃ©giques avec les organes de gouvernance de l'Office devant permettre Ã  ces.
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Dymo LM 100 
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