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1988-1991 Honda Civic Oil Change

15 janv. 2017 - Utiliser une clÃ© d'extrÃ©mitÃ© de clÃ© Ã  douille de 17 mm ou de la boÃ®te Ã  tourner le bouchon de vidange d'huile dans le sens antihoraire jusqu'Ã  ... 
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1988-1991 Honda Civic Oil Change



1988-1991 Honda Civic Oil Change Change the oil in your '88-'91 Honda Civic to improve engine performance and longevity.
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1988-1991 Honda Civic Oil Change



INTRODUCTION Change the oil in your '88-'91 Honda Civic to improve engine performance and longevity.



OUTILS:



PIÈCES:



17 mm Box End Wrench (1)



Oil Filter (1)



Can be substituted with a ratchet and 17 mm socket.



Consult your owner's manual or an online database to see what filter



Funnel (1)



Engine Oil - Quart (4) 10W-30 Consult your owner's manual if you think your operating conditions call for a different viscosity



Hydraulic Floor Jack (1) Jack Stands (1) Oil Drain Pan (1) Oil Filter Wrench (1) Optional, end type is recommended
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1988-1991 Honda Civic Oil Change



Étape 1 — Lifting the Car







Begin by placing a jack under the lifting point. It is on the driver's side of the car, below the rocker panel and just behind the front wheel.







Lift the car with the jack until you can work underneath it.







Slide a jack stand under the car, just behind the jack.







Slowly lower the jack until the jack stand is supporting the car. Remove the jack.



 Many hydraulic jacks are lowered by placing the open end of the handle over a knob and turning it counter-clockwise. Consult your owners manual for your jack if you don't know how to lower it.



 Never work underneath a car that is only supported by a jack. The jack may slip or fail, resulting in serious injury or death.
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1988-1991 Honda Civic Oil Change



Étape 2 — Draining the Oil



 Always wear protective gloves and eyewear when working with motor oil. Be careful if your car has been running recently as the engine, transmission and exhaust may be very hot. Keep rags or towels nearby to wipe up any spills. 



Locate the 17mm hex oil drain plug. It is on the driver's side of the car and facing backwards.







Use a 17 mm socket wrench or box end wrench to turn the oil drain plug counter-clockwise until it is loose enough to turn by hand.







Place the oil drain pan underneath the oil drain plug.



 Be sure that the drain pan is positioned so that it will catch the oil when it is streaming out of the pan.
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1988-1991 Honda Civic Oil Change



Étape 3







Finish removing the oil drain plug by hand and allow the oil to drain.



 Watch the draining oil for shiny specks. These shiny specks may be metal flakes and could mean that there is a serious problem with your engine internals. 



Clean the oil drain plug with a clean rag or towel. If the oil drain plug gasket is damaged, replace it.



Étape 4







Once the draining oil has slowed to a drip, wipe off the area around the oil drain plug hole with a clean rag or towel.







Reinstall the drain plug. Turn it clockwise as far as possible by hand, then use the 17 mm socket or box end wrench to finish tightening it.



 Only tighten the drain plug until it is snug. Over-tightening the oil drain plug can strip the threads or crack the oil pan.
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1988-1991 Honda Civic Oil Change



Étape 5 — Replacing the Oil Filter







Locate the oil filter. It is on the driver's side of the car, on the back side of the engine and above the oil drain plug.







Reposition the oil drain pan so that it catches the oil that will spill when you remove the oil filter.







Turn the oil filter counter-clockwise by hand until it comes off the engine's oil filter threads.



 If the filter is too tight to loosen by hand, use an oil filter wrench. A wrench that fits over the top of the oil filter is ideal, as there is very little space on the sides of the oil filter. 



Lower the oil filter with its threaded end up to reduce spills, then place it with the threaded end facing down in the oil drain pan.
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1988-1991 Honda Civic Oil Change



Étape 6







Dip a clean gloved finger into a bottle of new oil and spread the oil onto the gasket of the new oil filter.



 Wipe off any excess oil from your hands/fingers when you are done as the oil may make handling the filter or tools difficult. 



Guide the oil filter back over the engine's oil filter threads and turn the filter clockwise until it is snug.



 If the filter is difficult to turn at the beginning of its threads, stop! You may be cross threading the oil filter. Re-align the oil filter and try again.



 Do not over-tighten your oil filter. Doing so may cause the oil filter seal to leak and will make removing the oil filter very difficult in the future. 



Remove the oil drain pan from under the car.
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1988-1991 Honda Civic Oil Change



Étape 7 — Lowering the Car







Use the jack to lift the car off of the jack stand.







Remove the jack stand from under the car.







Slowly lower the jack until it is no longer supporting the car and remove it from under the car.



Étape 8 — Replacing the Oil







Locate the hood release lever. It is below the left side of the driver's console, by the door frame.







Pull the hood release lever until you hear the hood click.







Go to the front of the car and locate the hood release latch. It is under the hood and along the center line of the car.







Lift up on the hood release latch and lift the hood open.







Place the end of the hood prop rod into the hole on the driver's side of the hood marked by an arrow.
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1988-1991 Honda Civic Oil Change



Étape 9







Locate the oil filler cap. It is on the front passenger side of the valve cover.







Turn the oil filler cap counter-clockwise and remove it.







Place a funnel into the oil filler hole.
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1988-1991 Honda Civic Oil Change



Étape 10







Pour 4 quarts of 10W-30 oil* into the engine. Use one hand to stabilize the funnel to help prevent spills. 



* (Check your owner's manual for correct amount and grade of oil. My 1991 Honda Civic takes 3.2 Qt of 5W-30.)



 Consult your owner's manual if you think your operating conditions call for a different oil viscosity. 



Remove the funnel and place the oil filler cap over the oil filler hole.







Turn the oil filler cap clockwise until it is snug.
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Étape 11







Locate and remove the oil dipstick. It is in front of the valve cover, sticking out of the exhaust manifold's heat shield.







Wipe off the oil dipstick, reinsert it into its hole and remove it again.







Check the oil level on the end of the dipstick. It should be between the two holes or slightly above the top one.



 This is not your actual oil level, but a pre-check to make sure the engine will not run dry when you first start it. The oil level will drop slightly after the first run when oil fills the new oil filter. 



Add oil if the oil level is below the bottom hole of the dipstick. Place the oil dipstick all the way back in its hole.
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Étape 12 — Wrapping Up







Support the hood with one hand and use your other hand to place the hood prop rod back into its holder.



 Make sure the hood prop rod is secured in its holder to prevent damage. 



Gently lower the hood until it clicks into the secondary latch.







Press firmly on the edge of the hood until you hear the primary latch engage.
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Étape 13







Start the car and look for leaks under the car. If there are leaks, shut the car off and determine if the drain plug or filter need to be tightened, or if a part has been damaged.







After running the engine for a few minutes, let it cool down for at least an hour and re-check the oil level. If the oil level is more than a 1/2" above the top hole of the dipstick you will need to drain oil. If the oil level is below the bottom hole of the dipstick you will need to add oil.







Allow 12-24 hours for all the oil to drain out of your old oil filter.







Take your old oil and filter to a recycling facility. Most auto parts stores and repair shops accept these at no charge. In addition, some cities and/or counties have a service where they will collect used oil and filters from your home. For more information, see the American Petroleum Institute's web page on used motor oil collection and recycling.



Ce document a été généré pour la dernière fois le 2017-08-27 02:08:41 AM.
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2001-2005 Honda Civic Oil Change 

Donc, l'huile dans votre Civic est indiscernable de torréfaction foncée sumatra. Cela devrait aider. Pendant des années, 3000 miles a été l'intervalle correct ...
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Civic 2017 - Honda Canada 

MAÎTRE DE LA ROUTE. MAÎTRE DU SERVICE AU VOLANT ...... Les calculs de la puissance motrice et du couple respectent la SAE nette, révisée en août 2004, ...
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1998-2002 Honda Accord Oil Change (2.3L I4) 

loquet pendant que vous soulevez le capot.. InsÃ©rez la tige prop de la hotte dans le trou dans le capot marquÃ© par une flÃ¨che.. 1998-2002 Honda Accord Oil ...
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1995-2001 Honda CRV Oil Change 

Pour atteindre le filtre à huile, guider votre main autour de la face arrière de l'essieu .... après la première manche lorsque l'huile remplit le nouveau filtre à huile.
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CoupÃ© CIVIC 2016 - Honda Canada 

en plein trafic Ã  l'heure de pointe, vous aurez hÃ¢te de partir Ã  l'aventure. C'est que le .... la performance inspirÃ©e de la course automobile qui se reflÃ¨te dans nos ...
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Remplacement 2012-2015 Honda Civic Honda Batterie Key 

La tÃ©lÃ©commande de la clÃ© est importante pour dÃ©verrouiller et verrouiller la voiture, ouvrir le coffre et en activant le mode panique. Au fil du temps, la batterie de ...
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2001 honda civic parts diagram dbid 146sn 
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1996 honda civic parts diagram dbid 2ya 
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02 honda civic gx engine dbid su7a9 
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1993 honda civic parts diagram dbid 15 
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Nettoyer la vanne EGR sur Honda Civic 

Nettoyage de la vanne EGR qui a pour principe de renvoyer une partie des gaz d'Ã©chappement directement dans la chambre de combustion. pannes.
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Service Bulletin - Honda CIVIC 8. generace 

Mar 18, 2011 - and release, equals 1 short burst. 6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a ...
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engine parts diagram honda civic dbid 5p5b 
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1998 honda civic ignition coil dbid 11ibz 
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1997 honda civic parts diagram dbid 5a85p 












 


[image: alt]





1998 honda civic manual transmission dbid 18dd 
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2003 honda civic hybrid dbid 6e 
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2001 honda civic wire diagram dbid 15e6m 
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1992 honda civic engine dbid 2st56 
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2007-2012 Jeep Wrangler Oil Change 

Après le bouchon est remplacé, essuyer avec un chiffon sale pour nettoyer toute trace d'huile à l'extérieur. Cela garantit que le pétrole ne coule pas sur le sol.
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e34 manual transmission oil change dbid roc8j 
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2004 Pontiac Grand AM Oil Change 

RÃ©gler le frein de stationnement et placer un coin entre un pneu arriÃ¨re pour ... Ã‰liminer l'huile usagÃ©e dans le magasin automatique local ou atelier de ...
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e6 mack engine oil change dbid 128us 
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d12 715 engine oil change dbid hr5c 
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