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ACI-2050 10/100 E THERNET P HYSICAL L AYER S WITCH H IGHLIGHTS :



32 PORT 10/100 COPPER PHYSICAL LAYER SWITCH



16 or 32 Port RJ-45 Physical Layer Switch 10/100 MB/Second Data Rates Compliant with 100 Base-TX Fast Ethernet



nc i s d e u iSn t -C U Tn32 co s i D



LAN Port for Remote Management Transparent Electronic Switching GUI Remote Control Software Point-to-Point & One-to-Many Modes Ideal for Failover or Monitoring Solutions



10/100 ETHERNET COPPER FLEXIBILITY APCON’s Physical Layer Switch provides flexible point-to-point connectivity for 10/100 MB/Sec Ethernet network environments. This advanced device allows you to remotely connect, re-distribute and monitor Ethernet cable connections in 10/100 Ethernet LAN environments. It is a scalable solution with 16 or 32 Ethernet RJ-45 ports for connecting and easily reconfiguring devices in growing and changing networks. Network traffic is not affected by switching or tapping into segments by the Physical Layer Switch. APCON Physical Layer Switches are protocol independent.
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WITCHES



Up to 32 independent Physical Layer Switches can be connected and operated over a single RS232 serial interface. This configuration enables users to control and operate multiple Physical Layer Switches from a single network connection or serial port.



APCON PANEL OPERATION The Physical Layer Switch features an easyto-use, menu-driven LCD display with soft touch MENU, ENTER and directional keys. The LCD is lighted, which allows easy viewing and operation of the switch. * * * * * * * * *



Set Ports View Port Status Recall User-Defined Preset Configurations View Power Supply Status View Internal Temperature Set Internal Temperature Alarm Set Serial Port Configuration Set Panel Number Monitor Port Activity



EASY INSTALLATION



APCON CONTROL SOFTWARE



Category 5 (RJ-45) cables may be connected to any Physical Layer Switch port, providing connectivity into high-speed networking environments. The front panel LCD can be used to redirect and patch cables to other connections. No additional software is required for installation and operation. A universal power supply autoranges input voltages between 85 VAC and 264 VAC. REMOTE CONTROL FROM ANY



APCON Control Software provides users basic software control of the Physical Layer Switch, enabling Ethernet copper ports to be switched electronically. APCON also offers an Advanced Network Management and Scheduling application called AUTOSWITCH, which is compatible with all of APCON’s Physical Layer Switch products.



WORKSTATION



USER-DEFINED PRESET CONFIGURATIONS



APCON’s Physical Layer Switch includes a standard 10Base-T Ethernet LAN Port connection for remote control and monitoring. Through the use of TCP/IP, system administrators can control the switch from any workstation on the network.



Up to 16 frequently used patching configurations may be stored in the Physical Layer Switch non-volatile memory. These userdefined preset configurations may be instantly and effortlessly recalled from the front panel of the unit or via the LAN or RS-232 serial ports.



APCON Control Software



UNATTENDED MODE With the addition of APCON’s AUTOSWITCH software, you gain the ability to automatically and remotely schedule, monitor, switch and reconfigure devices connected to the Physical Layer Switch. AUTOSWITCH software enhances crosspoint switch capability by enabling unattended operation and control of Ethernet routing. AUTOSWITCH increases network security by monitoring connection activity and providing notification of unauthorized configuration changes. Ethernet network reliability can be increased by automatically detecting cable failures and reconfiguring to a backup port. Monitoring of individual network segments can be easily accomplished by using both the Physical Layer Switch and AUTOSWITCH. All network segments can be run through the Physical Layer Switch.



AutoSwitch Software Screen



SPECIFICATIONS RJ-45 COPPER INTERFACE Workstation #1



Workstation #2



Workstation #39



Workstation #40



Dedicated Control Workstation



ACI-2050-C16: Number of Ports: Port Types: Data rate: Cable Type:



Ethernet Protocols Supported: Max. Cat 5 Cable Length:



16 Ports RJ-45 10 MB/Sec and/or 100 MB/Sec Category 5 Unshielded Twisted Pair (UTP) or better Full or Half Duplex 10 Base-T and/or 100 Base-TX 100 meters (328 feet)



ACI-2050-C32:



Network "A" Hubs, Switches and other workstations



Number of Ports: Port Types: Data rate: Cable Type:



Network "B" Hubs, Switches and other workstations



Network "C" Hubs, Switches and other workstations



Ethernet Protocols Supported: Max. Cat 5 Cable Length:



32 Ports RJ-45 10 MB/Sec and/or 100 MB/Sec Category 5 Unshielded Twisted Pair (UTP) or better Full or Half Duplex 10 Base-T and/or 100 Base-TX 100 meters (328 feet)



SERIAL MANAGEMENT INTERFACE Baud Rate: Rear Panel Connectors: Mode: Max. Cable Length:



9600/19200 baud DB-9 No Parity, 8 bits, 1 stop bit 15 meters (50 feet)



LAN MANAGEMENT INTERFACE Protocol: Data Rate: Connector: Max. Cable Length:



TCP/IP 10 Mbits/sec RJ-45 100 meters (328 feet)



PHYSICAL SPECIFICATIONS Mechanical:



Server



Laser Printer



Server



Specialiaze Control Device



Example: The 10/100 Ethernet Physical Layer Switch is flexible enough to physically limit access from some workstations to specific networks. This example is being used in a government organization for providing highly secure and segmented network workgroups.



Weight: Power: Temperature:



16.75" W x 12" D x 3.5" H (42.5 cm W x 30.5 cm D x 8.9 cm H) 7.0 pounds (3.2kg) 85-264 VAC, 47-63 Hz (85W) 0°C to 55°C (32°F to 131°F)



Humidity:



0% to 90% RH (non-condensing)



Rack Mount:



Standard 19 inch EIA Rack



Agency Approvals:



UL, CUL, FCC Class A, CE



Solutions for Networks 2001 Apcon, Inc. All Rights Reserved. Apcon, IntellaPatch, AutoSwitch, PowerLink are trademarks of Apcon, Inc. Data Spec Sheet
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