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Model 2410 IS a professronal



qualrty high frequency



edgewound



driver which provides



clear, crrsp, natural



magnetic



reproductton



of speech and musrc



It



plate. Traditional



high-quality efficiency



sound



reinforcement



and power capacity



IS



Ideally surted to



rnstallatlons



Its high



permit great dynamic



tolerances



range,



and its peak-free response means that greater system gain can be attarned wrthout acoustic feedback The 2410 incorporates



an aluminum



to shape avoiding



\\ -



aluminum



compressron



a concentric



diaphragm,



localized



exponential



pneumatically



drawn



stresses or work hardening,



phasing



plug, 44 mm (1% In)



industry Calibrated



assembly,



ribbon voice coil, highly efficient



and non-resonant



JBL standards



cast aluminum



of precision,



so close as to be considered standards,



result in unparalleled



impedance



and response



sure that every unit released



back



involving



impractical



by



performance.



curves are run to make



meets JBCs performance



criteria, and that all 2410’s are accurately performance characteristics.



matched



in



Architectural



Specifications



The compression encased



driver shall consist of an AlnicoV



in a cast iron return circuit. All magnetic



parts shall be machined No stamped



from cast or extruded



or non-metallic



magnet assembly



billets stock.



parts shall be used. The phasing



plug shall be assembled of machined concentric exponential horns to eliminate phase cancellations, and it shall further be coupled



to a tapered



throat, the mouth of which shall



be 25 mm (1 in3 in diameter. aluminum



with reinforcing



The back cover shall be cast ribs to prevent ringing



which cause peaks in response. 0.05 mm (0.002-in)



aluminum



resonances



The diaphragm



shall be



alloy pneumatically



drawn



to shape to prevent stresses. The voice coil shall be edgewound



aluminum



in diameter,



operating



ribbon of not less than 44 mm (1% in) in a magnetic



field of not less than



1.6 tesla (16,000 gauss). Performance specifications be as follows: Measured



sensitivity



of typical production



at 1 mW on a terminated



(tube of 25 mm (1 in) diameter,



of electromechanical



efficiency, the BI factor shall be at least 8.7 Tom.



Usable frequency Frequency



tube basis



0.91 m (3.0 ft.) long) shall



be at least 117 dB. As an indication conversion



unit shall



response



response,



shall be from 500 Hz to 15 kHz.



measured



on a terminated



tube shall



be flat within *3 dB from 500 Hz to 4 kHz. From 4 kHz to 15 kHz response



shall rise at the rate of 3 dB/octave,



and



shall be flat within *1 dB. When used on a 2350 horn, response



shall be f 3 dB from 500 Hz- 15 kHz through



area. Nominal capacity program



impedance



this



shall be 16 ohms and power



shall be at least 30 watts normal



speech or music



material.



The compression driver shall be JBL Model 2410. Other drivers will be considered for equivalency provided that submitted



data from a recognized



laboratory



verify that the above performance



independent



are met.



q:



Professional



Division



test specifications
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The AES takes no responsibility for the contents. Additional papers ... array are arranged in a straight line while the lower elements are arranged to point .... Note that the maximum pressure at any given distance and frequency may ..... dominates t
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overall depth not greater than 191 mm (7% in). and weigh at least 13.6 kg (30 lb). The frame ... Rated power capacity shall be at least 600 W normal program ...
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Nominal impedance shall be 8 ohms and power capacity shall exceed ... data from a recognized independent test laboratory verify that the above performance ...
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Additionally it is desired that the line array take on different vertical patterns dependant upon use. This requires the .... energy at 100 meters in the high end would probably be offset by air ..... 10 degrees. Note irregularity at high frequencies
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Tooling is made from the same CAD file used to make the prototype. This assures final performance equals the initial prototype. Figure 12 shows the production ...
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Model 2215 is a professional quality low frequency loud- speaker capable of handling high power with negligible distortion. Overall sensitivity is controlled to ...
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system. By dividing the audio spectrum before power am- plification, treble tones are separated from, and unaffected by, bass frequencies. The result is more ...
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Jun 1, 2002 - ABSTRACT. An emergent market trend during the past decade, modular line array systems are now being used for a wide variety of sound ...
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A review of the literature reveals that the polar response of a line source is generally ..... is chosen to be coincident with the leading edge of the arc at the top.
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Route cables so that performers, production crew, and audience will not trip over them pulling the speaker over. • Do not .... roder les contacts électriques.
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LES CANCERS UROLOGIQUES. LIEU DU CONGRÈS. Cité, Centre de congrès de Lyon. 50, quai Charles de Gaulle. 69463 Lyon. INFORMATIONS.
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