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One rack space unit with 4 inputs and 8 output on Euroblock connectors. Internal specifications same as dbx 480. dbx 482S Description. Two rack space unit ... 
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SPECIFICATIONS



DriveRack™



Inputs Number of Inputs: Connectors: Type: Impedance: Max Input line Level: Max input RTA Level: CMRR: Maximum Input Level: Input Gain Range RTA:



Complete Equalization & Loudspeaker Management System



Pre Delay 4 (Inputs 3 or 4 can be selected as an RTA mic input) Female XLR Electronically balanced/RF filtered >40kΩ +30 dBu -10 dBu >40 dB typical, >55 dB at 1kHz Hardware selectable for +30, +22, +14 dBu 10 dB to 70 dB w/60 dB typical



Length: Crossover



¨



680ms/channel



Type:



1x2, 1x3, 1x4, 1x5, 1x6 2x3, 2x4, 2x5, 2x6, 2x7, 2x8, 3x4, 3x5, 3x6, 3x7, 3x8, 4x6, 4x8



Filter Type: Slope:



Butterworth, Bessel, or Linkwitz-Riley 6, 12, 18, 24, 36 and 48dB/Octave



Post EQ Outputs Number of Outputs: Connectors: Type: Impedance: Output Transformers: Max Output Level:



8 Male XLR Electronically balanced, RF filtered 120Ω Optional +26dBu



Type IV™ dynamic range:



Sample Rate: A/D Wordlength:



dbx Type IV™ Conversion System 110 dB unweighted, 115 dB A-weighted 127 dB with transient material, A-weighted, 22kHz BW 125 dB with transient material, unweighted, 22kHz BW 119 dB typical with program material, A-weighted, 22kHz BW 48kHz 24 bits



112 dB unweighted, 115 dB A-weighted 48kHz 24 bits



System Performance Internal Wordlength: THD + Noise: Frequency Response: Interchannel Crosstalk: Crosstalk input to output:



48 bits 0.002% typical at +4dBu, 1kHz, 9dB input gain 20Hz- 20kHz, +/-0.1dB +80dB



Pre EQ Type: Range:



One 31-band Graphic EQ per input channel, or 9 band Parametric EQ per input channel RTA can be substituted for EQ in channels 3 and 4 +/-15 dB range



Notch Filters Number:



Range:



+/-12 dB range



Type:



D/A Performance Dynamic Range: Sample Rate: D/A Wordlength:



Parametric 4 EQ bands per output channel



Dynamics



A/D Performance Type: Dynamic Range line:



Type: Number:



1-5 per input channel not to exceed 10 for all input channels



Compressor/Limiter with PeakStopPlus™, VariKnee™ and OverEasy®



Post Delay (Driver Alignment) Length:



170 ms per output channel



Pink Noise Generator Position:



Pink noise inserted on selected input(s)



Phase Compensation Number: Amount: Output Polarity:



One per output channel 0-180 degrees phase shift Reversible



Miscellaneous Output Transformers: Network: GUI: Flying Fader Remote: ROM Upgrade:



Optional Proprietary RS-485 Backbone RS-232 interface for computer display and configuration Optional dbx 480R Flash upgradeable through RS-232 and MIDI port



dbx 481S Description One rack space unit with 4 inputs and 8 output on Euroblock connectors. Internal specifications same as dbx 480.



is a perfect example of why



ments including the 480 , which can act as the master



dbx has always been synonymous with innovative ideas and



controller unit. The 480 is capable of controlling as many



The



DriveRack™



a leader in cutting edge technology. Designed to be the



481S



and



482S



slave units as your application



only device necessary between the mixer and the power



requires through the DriveRack™ network communica-



dbx 482S Description Two rack space unit with 4 inputs and 8 output on XLR connectors. Output transformers optional. Internal specifications same as dbx 480.



amps, the DriveRack™ exceeded our goal. Every tool you



tion interface. In addition, the entire system can be con-



dbx 480R Description Motorized fader remote control surface for DriveRack™ units.



could ever ask for has been included, and is completely



trolled and programmed by a single



dbx 480P Description One rack space power supply for dbx 480R Remote control unit.



configurable.



control unit or by a PC via the GUI interface.



The DriveRack™ is an all inclusive loud speaker man- Preliminary specifications, subject to change without notice.



480R



remote



It seems like such a simple idea to have one system post mix processing



agement system versatile enough to suit any sound rein-



capable of handling all of the



forcement, monitoring, or install application. There are five



and signal routing ,with one master controller



components available in the DriveRack™ line providing



capable of communicating with all the processing at once.



quick and easy solutions to every imaginable scenario



However, it took the creative insight of a leader in audio



across the audio spectrum.



innovations to think of it. It’s no wonder that dbx has been



¨



A Harman International Company



dbx Professional Products • 8760 South Sandy Parkway • Sandy UT 84070 • Phone (801) 568-7660 • Fax (801) 568-7662 Int’l Fax (801) 568-7583 • email: [email protected] • URL: http://www.dbxpro.com #18-1529-B



The DriveRack™ system is comprised of several ele-



a legend in the audio industry for over 25 years.



DriveRack™



Graphic EQ/Real-Time Analyzer/Parametric EQ/Notch Filter/Alignment Delay/Compressor/Limiter



Sample Applications



480 DriveRack™ 4-Way Front Of House



Front of House w/Delay 3-Way Towers



Stand-Alone Monitor EQ



At the heart of the DriveRack™ system is the 480. The 480 includes 4 inputs and 8 outputs which can be tailored for any configuration. By including every form of processing necessary to drive the signal from the mixer to the power amps, such as pre-crossover EQ, notch filters, speaker delay, multiple crossovers, speaker compensation equalizer, driver alignment delay, and compression/limiting, the 480 is truly the only box you’ll need for any sound system application. Two real time analyzers can be run simultaneously with RTA source inputs capable of being remotely switched on the fly. The 480 is fully programmable from the front panel, with the 480R remote control, or through a computer via the PC port.



Delay #1



Delay #2



STAGE



FOH



Inserts



RTA Mic 480R Remote (optional) 480R Remote (optional)



481S DriveRack™



482S DriveRack™ 480R Remote (optional)



The 481S and 482S include all of the functionality and features of the 480. They both incorporate 4 inputs and 8 outputs with Euroblock connectors on the 481S and XLRs on the 482S. However, they do not include the front panel programming interface. All programming functions can be performed through the 480, the 480R, or via the Windows GUI. An unlimited number of DriveRacks™ can be chained together. Dedicated FOH Cross-Over



Monitor - BiAmp & In-Ear



480R Remote for DriveRack™ System 480R Remote (optional)



The 480R is the remote controller for the entire DriveRack™ system. It is capable of controlling and programming multiple 480, 481S, and 482S units. It features 31 motorized faders which automatically recall the Graphic EQ settings of any unit on the network. The 480R can simultaneously control multiple DriveRacks™, allowing global EQ adjustments to be made quickly. Thirty-two instant access buttons can be programmed to immediately recall the parameter screens that you use the most. The large custom display mirrors the display of the selected unit, and the 480R also includes its own real time analyzer. The 480R can be stationed up to 500 feet from the master DriveRack™, making it the perfect choice for front-of-house mixing. 480P Power Supply for 480R



L-C-R + Sub + Rear
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25 - Puritanism 

States are soundly mended from head to foot, proportions duly admeasured, Justice justly dispenced ; then shall Rulers and. Subjects have peace with God and ...
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270kWh $25 

average electricity cost of 13 cents per kWh and natural gas cost of $1.05 per therm. â€¢For more information, visit www.ftc.gov/energy. W11243816. Dishwasher.
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25$ 20$ 20$ 15$ 25 - Ultra Prix 

15 dÃ©c. 2016 - GROssE MEulE FROMAGE. 20$. 2 KG. ENCOURAGER. NOS ENTREPRISES. D'ICI. FROMAGE En. GRAin. Beauceron. 1 KG. 15$. FROMAGE ...
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UMIL 25 

The UMIL 25 is an input matched COMMON EMITTER broadband transistor specifically intended for use in the 225-400 MHz frequency band. It may be operated ...
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25 sept.pdf 

nyls nous ont appriso comment faire des ustrement de preesique et aussi des maisons in. CP * 6 ans. F. PS. L. EHDET vidur ...
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270kWh $25 

Removal of this label before first retail purchase is an offence (S.C. 1992, c. 36). Enlever cette étiquette avant le premier achat au détail constitue une infraction ...
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270kWh $25 

Removal of this label before first retail purchase is an offence (S.C. 1992, c. 36). Enlever cette étiquette avant le premier achat au détail constitue une infraction ...
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270kWh $25 

average electricity cost of 13 cents per kWh and natural gas cost of $1.05 per therm. â€¢For more information, visit www.ftc.gov/energy. W11236379. Dishwasher.
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Document 25 

... Paul-AndrÃ© LINTEAU, Nouvelle histoire du QuÃ©bec et du Canada, MontrÃ©al, CEC, 1990, p. 243. RepÃ¨res / Guide. 12204. Document additionnel. (1867 Ã  nos ...
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270kWh $25 

â€¢Cost range based only on standard capacity models. â€¢Estimated energy cost based on four wash loads a week and a national average electricity cost of 13 ...
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270kWh $25 

average electricity cost of 12 cents per kWh and natural gas cost of $1.09 per therm. •For more ... KitchenAid by Whirlpool Corporation. Models: KDTM354E*** ... Yearly Electricity Use. Your cost will depend on your utility rates and use. $25.
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270kWh $25 

Amana by Whirlpool Corporation. Models: ADB1400AG**, ADB1500AD**. Estimated Yearly Energy Cost. (when used with an electric water heater). 270kWh.
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270kWh $25 

â€¢Cost range based only on standard capacity models. â€¢Estimated energy cost based on four wash loads a week and a national average electricity cost of 13 ...
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25 Off 

Du 31 janvier au 10 février 2019. From January 31 to February 10, 2019 sur tout achat de 75$ et plus* on any purchase of $75 or more*. 25$ de rabais. $25 Off.
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Dictée 25 

Vous devez absolument posséder Acrobat Reader (version 6.0 ou version ultérieure). 40 dictées pour réussir en français — 3e année. © ERPI Reproduction ...
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LK204-25 

The LK204-25 provides a simple command structure to allow text and bar graphs to be displayed on .... the one on the LK204-25, center it as well as possible.
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270kWh $25 

Federal law prohibits removal of this label before consumer purchase. Cost Range of Similar Models. $26. $40. $35. â–½. â€¢Cost range based only on standard ...
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270kWh $25 

â€¢Cost range based only on standard capacity models. â€¢Estimated energy cost based on four wash loads a week and a national average electricity cost of 12 ...
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25$ 20$ 20$ 15$ 25 - Ultra Prix 

15 dÃ©c. 2016 - FROMAGE. MOzzAREllA. RÃ‚PÃ‰. Beauceron. FROMAGE. CHEDDAR. RAPÃ‰. Beauceron. FROMAGE. bEAuCEROn. 300 g, rÃ©frigÃ©rÃ©. MÃ‰GA.
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Document (25) 

Page 1. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12. Page 13. Page 14. Page 15. Page 16. Page 17.
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307kWh $25 

(when used with an electric water heater). 307kWh. Estimated Yearly ... (when used with a natural gas water heater). Page 2. kWh per year / par annÃ©e. Energy ...
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25 MIN 

etc) might give you a little more control. 4) Once tray is fitted inside cabinet, use silicon adhesive around the entire perimeter and any holes you made for.
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25 ans 

la production de ce cahier et de l'ensemble de la revue. D'abord, les membres du comitÃ© de rÃ©daction scientifique qui rÃ©visent, commen- tent et corrigent tous ...
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25 points) 

14. She (crack) an egg open and (fry) it. She cracked an egg open and fried it. Exercice 3 ( /5 points). Transformer les phrases affirmatives en interrogatives et ...
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