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30-45 MIN

#8 X 5/8” DEEP THREADED. TRUSS HEAD SCREW (QTY 4). (4) #8 X 5/8” TORNILLO ROSCADO PROFUNDO. (4) #8 X 5/8” VIS À TÊTE FILETÉE PROFONDE. 
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12400 Earl Jones Way Louisville, KY 40299 rev-a-shelf.com Customer Service: 800-626-1126



448 BALL-BEARING SOFT-CLOSE WALL CABINET PULLOUT INSTALLATION TEMPLATE - 5 and 6.5” VERSION Instalación de Gabinete Desplegable de Pared de Cierre Suave con Baleros 448 - Versión de 5” y 6.5” Installation de l’Élément Coulissant avec Fermeture en Douceur à Roulement à Billes - Modèle Version 5” et 6.5”



Cut at this line to fit template in your cabinet



Corte en esta línea para que entre la plantilla en el gabinete Coupez à cette ligne pour adapter le modèle dans votre armoire



Pre-drill for machine bolt application



TOOLS REQUIRED:



Pre-taladre para la aplicación con pernos



HERRAMIENTAS REQUERIDAS: OUTILS REQUIS:



3 8



Pré-percez pour application avec boulons



Pre-drill for wood screw application Pre-taladre para la aplicación con tornillos Pré-percez pour une application avec vis



ESTIMATED ASSEMBLY TIME: TIEMPO ESTIMADO DE MONTAJE: DURÉE ESTIMÉE DE MONTAGE



30-45 MIN CARE AND MAINTENANCE: CUIDADO Y MANTENIMIENTO: ENTRETIEN ET MAINTENANCE:



CLEAN W/ A DAMP CLOTH & WIPE PARTS DRY LIMPIAR CON UN PAÑO HUMEDO Y SEQUE LAS PARTES NETTOYEZ AVEC UN LINGE HUMIDE ET ESSUYEZ LES PIÉCES POUR LES SÉCHER COMPLETÈMENT



Center of cabinet Center ofGabinete Cabinet Centro del Centre de l’Armoire



PARTS LIST: WOOD FRAME W/ ATTACHED SLIDE



MARCO DE MADERA CON DESLIZANTE ADJUNTO CADRE EN BOIS AVEC COULISSE ATTACHÉE



DOOR MOUNT BRACKETS



SOPORTES DE MONTAJE DE PUERTA



SUPPORTS POUR MONTAGE SUR PORTE



Pre-drill for machine bolt application



SHELVES



Pré-percez pour application avec boulons



REPISAS



Pre-taladre para la aplicación con pernos



ÉTAGÈRES



#8 X 5/8” DEEP THREADED TRUSS HEAD SCREW (QTY 4)



(4) #8 X 5/8” TORNILLO ROSCADO PROFUNDO (4) #8 X 5/8” VIS À TÊTE FILETÉE PROFONDE



1/4-20 X 1” MACHINE HEAD SCREW (QTY 4)



Pre-drill for wood screw application Pre-taladre para la aplicación con tornillos Pré-percez pour une application avec vis



(4) 1/4-20 X 1” TORNILLO DE CABEZA DE MÁQUINA (4) 1/4-20 X 1” VIS À TÊTE CYLINDRIQUE



T-448BBSCWC-0918



Edge of template to front of cabinet.



12400 Earl Jones Way Louisville, KY 40299 rev-a-shelf.com Customer Service: 800-626-1126



448 BALL-BEARING SOFT-CLOSE WALL CABINET PULLOUT INSTALLATION TEMPLATE - 8” and 9.5” VERSION Instalación de Gabinete Desplegable de Pared de Cierre Suave con Baleros 448 - Versión de 8” y 9.5” Installation de l’Élément Coulissant avec Fermeture en Douceur à Roulement à Billes - Modèle Version 8” et 9.5”



TOOLS REQUIRED:



HERRAMIENTAS REQUERIDAS: OUTILS REQUIS:



Cut at this line to fit template in your cabinet



Corte en esta línea para que entre la plantilla en el gabinete Coupez à cette ligne pour adapter le modèle dans votre armoire



Pre-drill for machine bolt application Pre-taladre para la aplicación con pernos



3 8



Pré-percez pour application avec boulons



Pre-drill for wood screw application Pre-taladre para la aplicación con tornillos



ESTIMATED ASSEMBLY TIME:



Pré-percez pour une application avec vis



TIEMPO ESTIMADO DE MONTAJE: DURÉE ESTIMÉE DE MONTAGE



30-45 MIN CARE AND MAINTENANCE: CUIDADO Y MANTENIMIENTO: ENTRETIEN ET MAINTENANCE:



CLEAN W/ A DAMP CLOTH & WIPE PARTS DRY LIMPIAR CON UN PAÑO HUMEDO Y SEQUE LAS PARTES NETTOYEZ AVEC UN LINGE HUMIDE ET ESSUYEZ LES PIÉCES POUR LES SÉCHER COMPLETÈMENT



PARTS LIST: WOOD FRAME W/ ATTACHED SLIDE



MARCO DE MADERA CON DESLIZANTE ADJUNTO CADRE EN BOIS AVEC COULISSE ATTACHÉE



Center of cabinet Centro del Gabinete



Center Cabinet Centre deof l’Armoire



DOOR MOUNT BRACKETS



SOPORTES DE MONTAJE DE PUERTA



SUPPORTS POUR MONTAGE SUR PORTE



SHELVES REPISAS



ÉTAGÈRES



#8 X 5/8” DEEP THREADED TRUSS HEAD SCREW (QTY 4)



Pre-drill for machine bolt application Pre-taladre para la aplicación con pernos Pré-percez pour application avec boulons



(4) #8 X 5/8” TORNILLO ROSCADO PROFUNDO (4) #8 X 5/8” VIS À TÊTE FILETÉE PROFONDE



1/4-20 X 1” MACHINE HEAD SCREW (QTY 4)



Pre-drill for wood screw application



(4) 1/4-20 X 1” VIS À TÊTE CYLINDRIQUE



Pré-percez pour une application avec vis



(4) 1/4-20 X 1” TORNILLO DE CABEZA DE MÁQUINA



T-448BBSCWC-0918



Pre-taladre para la aplicación con tornillos



Edge of template to front of cabinet.
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5 MIN 5 MIN 

ESTIMATED ASSEMBLY TIME: CARE AND MAINTENANCE: Clean with a damp cloth and wipe parts dry. I-5WB1-0417. #2. Step 1. Place entire unit into cabinet ...
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30 MIN 30 MIN 

NOTE: the hinges have slotted holes in case you need to micro-adjust sink panel left or right. NOTE: Using a screwdriver is recommended, but a drill is ...
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10 MIN 

ESTIMATED ASSEMBLY TIME: CARE AND MAINTENANCE: Clean with a damp cloth and wipe parts dry. Place base unit into the drawer and secure with (2) #5 ...
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20 MIN 

Customer Service: 800-626-1126 | rev-a-shelf.com. PARTS LIST: Description. QTY. 1. Wooden Frame. 1. 2. 8L Waste Container w/ Lid. 1. 3. #6 x 1/2” Flat Head ...
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10 MIN 

#2. WATCH TUTORIALS OF OUR. PRODUCTS BEING INSTALLED. WWW.REV-A-SHELF.COM/VIDEOS. PARTS LIST. No. Description. Qty. A. Spice Rack Unit.
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20 MIN 

20 MIN. ESTIMATED ASSEMBLY TIME: CARE AND MAINTENANCE: Clean with a damp cloth and ... Note: Align front of fillers with back of face frame (See. Fig.
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20 MIN 

Wood Frame. 1. 2. Silver Bins. 2. 3. #6 x 1/2” Flat Head Screws. 4. 12400 Earl Jones Way. Louisville, KY 40299 rev-a-shelf.com. Customer Service: 800-626- ...
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20 MIN 

front outside edge of cabinet. (Fig 2). Note: If installing into a cabinet with an inset door, move the slide assembly back additionally the thickness of the door. FIG.










 


[image: alt]





20 MIN 

up with front of face frame). Use a 3/8” nut driver to loosen and tighten the AMB brackets. The AMB brackets will allow for side to side door adjustment. STEP 5.
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15 MIN 

No. Description. Qty. A. Carbon Filter Holder. 1. B ... 12. I. Placard Stickers. 5. J. Activated Carbon Filters. 2 ... Filtros de carbón activado. / Filtre à charbon activé.
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20 MIN 

slides to REAR U-shaped support brackets with (4) machine screws (See Fig. 3). DO NOT attach lower slides to FRONT U-shaped bracket at this time! STEP 3.
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20 MIN 

Press orange release levers to disengage slides and pull slides off the unit. Presionar las palancas de liberaciÃ³n naranjas para desacoplar las diapositivas y ...
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20 MIN 

#8 x 5/8” Wood Screws. 14 (7 for FL). G. #8 x 1/2” Truss Head Screws. 2. H. Blum SC Slides. 2. I. Rear BLUM Brackets (FF only). 2. J. BLUM Release Triggers. 2.
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15 MIN 

bottom of the cabinet for your bottom cam base. 2) Using the star washer screws provided, install top bracket and bottom cam base into the cabinet (See FIG 1).
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15 MIN 

of where you would like it to be mounted. Note: Look to make sure that there is no interference with the cabinet door when opening and closing. STEP 1. With the ...
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15 MIN 

800-626-1126. TRIMMABLE WOOD DRAWER INSERT ... Flip board over and remove any screws that would be in the way of the cutting path. would be in the ...
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15 MIN 

Tornillos de cabeza de cruz #8 x 3/4”. Vis à tête bombée # 8 x ¾ po. 4. 12400 Earl ... tornillos traseros, retírela tirando de ella y levantándola de las correderas.
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30 MIN 

STEP 7. Attach u-shaped support bracket to the cabinet floor with the mounting holes. 1-13/16” back from outside front of cabinet shown with. 3/4” wood screws.
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20 MIN 

20 MIN. ESTIMATED ASSEMBLY TIME: CARE AND MAINTENANCE: Clean with a ... 1) Place template into cabinet and position front edge to where the back of.
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60 MIN 

INSTALLATION INSTRUCTIONS: REV-A-MOTION® KIT FOR TOP MOUNT WASTE CONTAINERS. 12400 Earl Jones Way. Louisville, KY 40299 rev-a-shelf.com.
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(min) Time (min) P/E - eLife Sciences 

1000. 2000. 3000. 4000. 5000. Time (min). Time (min). Time (min). Time (min). Time (min). Time (min). Time (min). Time (min). Time (min). Time (min). P/E (p ro.
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15 MIN 

deslizantes al piso del gabinete a través de los orificios del deslizante gris del pie. ... para almacenar alimentos (FSCO por sus siglas en inglés) con los.
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20 MIN 

20 MIN. ESTIMATED ASSEMBLY TIME: CARE AND MAINTENANCE: Clean with a damp cloth and ... the cabinet or from the back of the cabinet (See Fig A).
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15 MIN 

Step 2: Using mounting screw locations drill small pilot holes into door to prevent wood from splitting. Attach basket mount with (2) #8 x 5/8â€� screws. Make sure ...
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