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A Radiator Thermostat is installed onto a Thermostatic. Radiator Valve Body (TRV body). The combination of both, ... Influence of heating medium: 0.8K. Response time: 23 minutes. Closing dimension: 11.5 ... air passing around the sensor of the radiator thermostat causes the sensor to expand when the temperature rises. 
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T2040NA UNIVERSAL COMPACT-SIZE DESIGN RADIATOR THERMOSTATS



SUBMITTAL SHEET



APPLICATION A Radiator Thermostat is installed onto a Thermostatic Radiator Valve Body (TRV body). The combination of both, the Thermostatic Radiator Valve (TRV), controls the room temperature by adjusting the flow of hot water through a radiator. TRVs are installed in water-based heating systems on the supply side, or less commonly on the return connection. Honeywell radiator thermostats with Honeywell (HW) M30 x 1.5 connection are suitable for all TRV body and radiator inserts with M30 x 1.5 connection and 11.5 mm closing dimension.



DESIGN The radiator thermostat consists of: • Handwheel with lid and socket • Honeywell HW M30 x 1.5 connection and 11.5 mm closing dimension and Danfoss snapring RA type connection • Sensor with support cage • Liquid sensor • Spindle assembly • Connection nut



T2040NA radiator thermostat with included snapring (DA) type connection are suitable for TRV bodies and valve inserts with Danfoss (RA) type compatible snap connection.



FEATURES • “A”-class Energy Efficiency certified according TELL labeling sheme • M30 x 1.5 connection • Danfoss (RA) type adapter • Equipped with liquid sensor



MATERIALS



• Modern ergonomical design



• Handwheel, lid and socket made of white plastic to RAL9016 • Socket, support cage and spindle assembly made of plastic • Sensor filled with liquid • Connection nut made of nickel-plated brass



• Easy to clean



Job Name



• Compact size • Easy to equip with range stoppers
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T2040NA UNIVERSAL



SPECIFICATIONS



DIMENSIONS



Thermostat connection: M30 x 1.5 HW type and DA type snap connection



W



Setpoint options: , 1, 2, 3, 4, 5 Temperature range: 6 to 28 °C (43 to 82 °F) Minimum setpoint temperature: 43 °F (6 °C)



H



Maximum setpoint temperature: 82 °F (28 °C) Hysteresis: 0.45K Influence of differential pressure: 0.22K Influence of heating medium: 0.8K Response time: 23 minutes Closing dimension: 11.5 mm M36045



NOTES: — —



All temperature values specified assume ideal incident flow. Actual values can differ depending on installation position and air flow. Influence of differential pressure depends on the TRV body used.



Fig. 1. Dimensions Table 1. Dimensions in inches (mm). Type



H Closed



H Open



W



Thera-4 Design



2–7/8 (73)



3–1/8 (79)



1–15/16 (49)



FUNCTION Radiator thermostats of this type control the TRV body. The air passing around the sensor of the radiator thermostat causes the sensor to expand when the temperature rises. The expanding sensor closes the TRV accordingly. When the room temperature changes the TRV opens or closes proportionally. Only the amount of water required to maintain the room temperature set on the radiator thermostat is allowed to flow through the valve.



ORDERING INFORMATION Table 2. Available versions and OS number. (OS=Ordering Specification). Type T2040NA UNIVERSAL with M30 x 1.5 and Danfoss RA connection adapter and liquid-filled sensing element
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Connection



Color



Cap



OS-No.



M30 x 1.5 and DA type



white/white



Honeywell



T2040NA



T2040NA UNIVERSAL



SETPOINT



NOTES: —



Table 3. Radiator thermostats. Setpoint







1



2



3



4



5



—



°F



43



57



64



70



75



82



—



°C



6



14



18



21



24



28 —



All temperatures are approximate.



—



To avoid stone deposit and corrosion the composition of the medium should be of acceptable water quality. Additives have to be suitable for EPDM sealings. System has to be flushed thoroughly before initial operation with all valves fully open. Any complaints or costs resulting from noncompliance with above rules will not be accepted by Honeywell. Please contact us if you should have any special requirements or needs.



INSTALLATION EXAMPLES



3 2



3



1



5 3



1



2



M36046



M36047



Fig. 2. Acceptable installation positions.



Fig. 3. Improper installations.
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Automation and Control Solutions Honeywell International Inc. 1985 Douglas Drive North Golden Valley, MN 55422 customer.honeywell.com



® U.S. Registered Trademark © 2016 Honeywell International Inc. 33-00204EF—01 M.S. 04-16 Printed in United States
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T2040NA UNIVERSEL THERMOSTATS COMPACTS DE RADIATEUR



FEUILLE DE SOUMISSION



APPLICATION Le thermostat de radiateur est installé sur le corps de vanne de radiateur thermostatique. La combinaison des deux éléments, la vanne de radiateur thermostatique, contrôle la température de la pièce en réglant le débit d'eau chaude passant dans le radiateur. Les vannes de radiateur thermostatiques sont installées dans les systèmes de chauffage à eau sur le côté arrivée, ou moins souvent sur la connexion de retour. Les thermostats de radiateur équipés d'une connexion Honeywell (HW) M30 x 1,5 sont compatibles avec tous les corps de vanne de radiateur thermostatique et inserts de radiateur avec raccord M30 x 1,5 et dimension de fermeture de 11,5 mm.



CONCEPTION Le thermostat de radiateur est composé des éléments suivants : • Molette avec couvercle et douille • Raccord M30 x 1,5 HW Honeywell avec dimension de fermeture de 11,5 mm et raccord de type RA à anneau de retenue Danfoss • Capteur avec cage de support • Capteur à liquide • Fusée • Écrou de connexion



Le thermostat de radiateur T2040NA avec raccord (DA) à anneau de retenue inclus est compatible avec les corps de vannes de radiateur thermostatiques et les inserts de vanne avec raccords à anneau de type Danfoss (RA) compatibles.



CARACTÉRISTIQUES • Efficacité énergétique de classe A certifiée et conforme à la configuration d'étiquetage TELL • Raccord M30 x 1,5 • Adaptateur de type Danfoss (RA)



MATÉRIAUX



• Équipé d'un capteur à liquide • Conception ergonomique moderne



• Molette, couvercle et douille en plastique blanc à RAL9016 • Douille, cage de support et fusée en plastique • Capteur rempli de liquide • Écrou de connexion en laiton plaqué nickel Nom de la tâche



• Taille compacte • Nettoyage facile • Installation facile de butées de plage Modèle(s) Qté Qté Qté



Ingénieur Entrepreneur en mécanique N° de bon de travail de l'entrepreneur
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CARACTÉRISTIQUES TECHNIQUES



DIMENSIONS W



Raccord du thermostat : M30 x 1,5 HW et raccord à anneau de retenue de type DA Options de point de consigne : , 1, 2, 3, 4, 5 Plage de température : 6 à 28 °C (43 à 82 °F)



H



Température de consigne minimale : 6 °C (43 °F) Température de consigne maximale : 28 °C (82 °F) Hystérésis : 0,45 K Influence de la pression différentielle : 0,22 K Influence du média de chauffage : 0,8 K Temps de réponse : 23 minutes M36045



Dimension de fermeture : 11,5 mm REMARQUES : — Toutes les valeurs de température spécifiées présupposent un écoulement idéal. Les valeurs réelles peuvent varier en fonction de la position d'installation et de la circulation de l'air. — L'influence de la pression différentielle dépend du corps de vanne de radiateur thermostatique utilisé.



Fig. 1. Dimensions Tableau 1. Dimensions en po (mm). H H Hauteur en Hauteur en position position fermée ouverte



Type Conception Thera-4



2–7/8 (73)



3–1/8 (79)



W (Largeur) 1–15/16 (49)



FONCTION Les thermostats de radiateur de ce type contrôlent le corps de vanne de radiateur thermostatique. L'air qui passe autour du capteur du thermostat de radiateur cause l'expansion du capteur lorsque la température augmente. L'expansion du capteur ferme proportionnellement le corps de vanne thermostatique. Lorsque la température ambiante change, la vanne de radiateur thermostatique s'ouvre ou se ferme proportionnellement. Seule la quantité d'eau requise pour maintenir la température ambiante définie sur le thermostat du radiateur est autorisée à s'écouler dans la vanne.



RENSEIGNEMENTS POUR LA COMMANDE Tableau 2. Versions disponibles et référence de commande. Type T2040NA UNIVERSEL avec raccord M30 x 1,5, adaptateur de connexion RA Danfoss et élément de capteur rempli de liquide
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Connexion



Couleur



Capuchon



Réf. de commande



M30 x 1,5 et type DA



blanc/blanc



Honeywell



T2040NA



T2040NA UNIVERSEL



POINT DE CONSIGNE Tableau 3. Thermostats de radiateur. Point de consigne







1



2



3



4



5



°F



43



57



64



70



75



82



°C



6



14



18



21



24



28



Toutes les températures sont approximatives.



REMARQUES : — Pour éviter l'accumulation de minéraux et la corrosion, le média doit être constitué d'une eau de bonne qualité. — Les additifs doivent être compatibles avec les dispositifs d'étanchéité en EPDM. — Le système doit être intégralement rincé avec toutes les vannes en position complètement ouverte avant l'utilisation initiale. — Toute réclamation et tout frais découlant d'une non-conformité aux exigences ci-dessus ne seront pas acceptés par Honeywell. — Veuillez nous contacter si vous avez des exigences ou des besoins spécifiques.



EXEMPLES D'INSTALLATION
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3



1
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1



2



M36046



M36047



Fig. 2. Positions d'installation acceptables.



Fig. 3. Installations non permises.
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RADIATOR 

the system. only use a 50/50 mix of water and coolant liquid. INADEQUATE Ph .... The radiator is an integral component of the vehicle's engine cooling system.
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Radiator Heater 

26 mai 2015 - Close the window. 4. Increase the temperature setting. 5. Select the higher power setting. 2. The set temperature is lower than the current room.
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LINEAR AMPLIFIER DESIGN UNIVERSAL BY PASS RELAYS 

LINEAR AMPLIFIER DESIGN. UNIVERSAL BY PASS RELAYS. 09/11/10 [email protected]. 1/1. REV: 2. DOC NÂ°: Amateur Radio. RL1. 24V. RCOIL=180. RELAIS B2B.
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Universal - Bindevliese Universal - absorbents Absorbants 

Beachten Sie die nationalen Vorschriften zum Personen-,Gewässer- und Bodenschutz. Gemäß ISO 14001 (Anhang I, A.4.7. Notfallvorsorge und -maßnahmen) ...
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Universal - Bindevliese Universal - absorbents Absorbants 

Required amount of oil-binding agent. 6.25 kg. 100 kg. Disposal volume. 96.25 kg. 190 kg. 4.1 Product design. Matting. Absorbent mats are ideal for smaller ...
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Pursing Universal Design as part of national policy - Michel Puech 

The first outcome was the consultation process itself which ... appointments in universities he spent fifteen years in the construction industry working in ... Postgraduate diploma in Social and Vocational Rehabilitation Management in. University ...
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75-5544EF - VP525A,C Pneumatic Radiator Valves 

pressure is at or below the actuator range low end and is fully closed when ... Normal Life of Disc and Seat: Water: 20 ... 305923 Gage, 0 to 30 psi (0 to 207 kPa).
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universal white 

de rÃ©sistance supÃ©rieure (Iâ€�52,5), de granulats de ... Nous garantissons la qualitÃ© du produit, en ce qui concerne ses caractÃ©ristiques techniques telles qu'elles ...
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universal white 

Applications : La solution pour les professionnels. Montage puissant des carreaux cÃ©ramiques et monoâ€�cuisson et des briques de parement, sur supports ordinaires Ã  base de ciment, au sol ou au mur, en intÃ©rieur ou extÃ©rieur. Pour les carreaux Ã 
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universal grey 

croÃ»te (film) ne soit formÃ©e Ã  la surface de celuiâ€�ci. â€¢ Poser les carreaux en y appliquant une pression. â€¢ Le mortierâ€�colle, dans le pot, demeure ouvrable pour 3 Ã  ...
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VP525A,C Pneumatic Radiator Valve - Amre Supply 

l'aide des dimensions Ã  la Fig. 1, dÃ©terminer l'espace nÃ©cessaire pour l'installation de la vanne. S'assurer de laisser un espace suffisant au-dessus de l'actionneur pour l'entretien de la vanne lorsqu'elle sera installÃ©e. 38. (1-1/2). 1. MF16449
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VP525A,C Pneumatic Radiator Valve - Amre Supply 

COVER FASTENER. BEFORE INSTALLATION. This normally-open, single-seated, straight-through, pneumatic valve provides two-position or proportional control .... 35 Dynamic Drive. Golden Valley, MN 55422. Scarborough, Ontario. M1V 4Z9. 95-5544EFâ€“1 B.B. 
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1970 pontiac lemans radiator dbid ehx 
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Untitled - Universal Sewing Supply 

DESCRIZIONE. DESCRIPTION. DESCRIPTION. HE Õ’ Õ„ Ô» Õ€Ô±Õ’. DESCRIPCION. 00V DAWN OO Nou A WN - - ++0 volant complet bielle avec excentrique et vis.
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Universal Hopper Series 

solenoid payout with no software and few hardware changes. 1.2. Options. There is a standard Universal. Hopper handling coins in the diameter range of 21 mm ...
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51 - The Universal Solvent 

FAST THE MAGMA WILL. REMELT THE SHAFT! WE NEED TO GET THE OMNISOLVETM,. CAPTURE IT, AND GET BACK OUT. BEFORE THAT HAPPENS!
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Universal Slider Bracket - Torrco 

para separar y organizar las tuberías. Patte murale - Utiliser pour espacer et organiser les tuyaux. Flexibility - Bracket multiple size tube and pipe between joists.
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Untitled - Universal Sewing Supply 

☆3 -. 18. 19☆. - 20去. 由4. 5-. - 1台. 由日. - 21. 望者. 青9-. 24 吉. 10. 11: 12. 15. Ep 10 ... garniture bague vis pour volant bague d'étanchéité vis. Valent. Vis. ال. 13. 14. لا لا. 15. لا ..... TAV.10. LED. BB. L". (-000 0. 600) 一LED. 10. 12. LG-. As task 
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UB-1 Universal Button 

UB-1 Universal Button. UB-1/LTUL Universal Button with Latching Timer ... Model UB-1 when used in a system with a Listed, compatible Releasing Device. All.
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Untitled - Universal Sewing Supply 

washer eccentric pin feed og fixing screw washer bracket wick pin disc plate bush screw rov moveble needle ..... HE TE IN Ô±Õ’Ô±Õ†. DESCRIPCION. Ot. 304708-5- ...
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Untitled - Universal Sewing Supply 

5-. 9900690.00. 990474-0-11. -990723-0.00. 990176-0-10. Vituit, ir II, Ligi. Riinuidh ... 090578-0-13 ..... FOR FRONT FOLDER. POUR GUIDE FRONTAL.
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73-1b Universal Dilatometer.pdf 

Temperatur a 18Â° 200. 600. 400. Temperatur. 800. 1000. (Â°. 400. Temperatur. Fig. 7. Steel containing 0.18% C, 0.46% Si, 2.1% Mn. Fig. 8. Steel containing ...
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UNIVERSAL FIRE RATED DOWNLIGHTS 

IMPORTANT Do not use with granular, loose fill or blown fibre insulation materials as this will get into the body of the luminaire .... NEUTRE â€“ (bleu) Ã  la borne N.
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UNIVERSAL MOUNTING PLATE, CGE 

Celestron International â€¢ 2835 Columbia Street â€¢ Torrance, CA 90503 USA â€¢ Telefono 310-328-9560 â€¢ Fax: 310.212.5835. Â©2011 Celestron â€¢ Tutti i diritti sono ...
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