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MFJ-933 Loop TunerTM



Instruction & Technical Manual



RF HAZARD PRECAUTIONS



RF RADIATION EXPOSURE CONCERNS Controlled population exposure limits apply to amateur licensees and members of their immediate household (but not their neighbors - see next paragraph). In general, a controlled environment is one for which access is controlled or restricted. In the case of a fixed or portable amateur station, the licensee or grantee is the person responsible for controlling access and providing the necessary information and training as described in FCC OET Bulletin 65, Supplement B. General population/uncontrolled exposure limits apply to situations in which the general public may be exposed, or in which persons who are exposed as a consequence of their employment, such as hotel/motel employees or overnight residents, may not be made fully aware of the potential for exposure or cannot exercise control over their exposure. Therefore, members of the general public always fall under this category when exposure is not employment-related, as in the case of residents in an area near a broadcast tower. Neighbors of amateurs and other non-household members would normally be subject to the general population/uncontrolled exposure limits. OPERATING ENVIRONMENTS & GUIDELINES Table 1 and Table 2 lists MFJ-933 Loop Tuner TM operating environments, average power level, and safe distances that should provide compliance with the FCC’s MPE recommendations/standards for controlled and uncontrolled populations. Distance data listed is a result of computer-modeling a circular loop, which is the most efficient radiator configuration. Parameters used include those listed below: x Loop perimeter or circumference (75% of a quarter wave loop in length for each band) x Diameter of loop conductor (approximately 4mm/10 gauge) x Height of lowest section of loop above ground (1 and 3 meters feed-point heights) x Operating frequencies (7.175, 10.1, 14.2, 18.1, 21.2, 24.95, & 28.5 MHz) x Output power in watts (100 Watts average for Table 1 and 150 Watts average for Table 2)
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MFJ-933 Loop TunerTM



Instruction & Technical Manual



RF HAZARD PRECAUTIONS



Table 1 Freq (MHz)



Indoor & Outdoor Operating Environments at 100 Watts



Controlled Population Exposure



Uncontrolled Population Exposure



(Distance in feet/meters)



(Distance in feet/meters)



Output Power (Watts)



7.01



1.2



0.36



2.0



0.51



100



7.02



1.2



0.38



2.1



0.75



100



10.01



1.9



0.57



3. 0



0.75



100



10.02



2.3



0.69



3.6



0.92



100



14.01



2.4



0.72



3.8



0.96



100



14.02



2.5



0.77



4.6



0.96



100



18.01



2.8



0.85



5.1



1.06



100



18.02



2.9



0.87



5.2



1.08



100



21.01



3.0



0.92



5.9



1.23



100



21.02



3.1



0.93



6.0



1.50



100



24.01



3.2



0.98



6.6



1.66



100



24.02



3.3



1.02



6.6



1.67



100



28.01



3.4



1.05



7.2



1.83



100



28.02



3.4



1.05



7.3



1.83



100



1



MFJ-933 Loop Tuner TM located at one meter in height above ground level.



2



MFJ-933 Loop Tuner TM located at three meters in height above ground level.
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IC RF exposure ... - FCC ID 

Important Note: To comply with the FCC/IC RF exposure compliance requirements, a separation distance of at least 20 cm must be maintained between the antenna of this device and all persons. This device must not be co-located or operating in conjuncti
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1"rf 4 

elcgance of line drawings most of the time. ..... deck (figure 3). lhis display is what you want them to r.-. ..... Drawing Room Deceptions G9l9), page r8i. ..... Mead,, ry96) on page 299 and can even be found in David Pogue's Magicfor Dummies.
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RF exposure FCC Compliance Statement (Part15 ... - UserManual.wiki 

Compliance Statement (Part15.19). This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 1. This device may ...
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IC RF exposure compliance requirements, a 

Important Note: To comply with the FCC/IC RF exposure compliance requirements, a separation distance of at least 20 cm must be maintained between the ...
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Ultraviolet Radiation Hazard 

Guy Ford Byars was born in April 1958. At the age of 15, he and his fa- ther began restoring a J-3 Cub. Guy received his primary instruction in the Cub and ...
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RF-AC9023-RF-AC9023-CAM_RF-ACU9025-RF-ACU9025 ... 

To locate the correct tip for your laptop: 1 Find your laptop manufacturer (Acer, Dell, HP, etc.) in the table. 2 Find your laptop model (Aspire, Tablet, ThinkPad, etc.).










 


[image: alt]





Garantie de l'Ã©quipement connectÃ© (RF-HTS100 / RF-HTS105 / RF ... 

ou des chocs de foudre ou autres phÃ©nomÃ¨nes Ã©lectriques de courte durÃ©e. S'il peut Ãªtre dÃ©montrÃ© qu'une pointe de tension de plus de 1 ms s'est produite ...
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RF Poster 

Tel: Australia: +61-3-9558-8177 Brazil: +55-11-3283-2511 Canada: +1-613-591-2003 China: +86-10-6590-9230 France: +33-1-60-92-15-50 Germany: ...
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Screen_Surface_Assembly_Descender RF 

Tensioned Descender (RF) Electrol. Screen Surface Assembly www.projectascreens.com. Remove transport safety brackets before operating. Place plastic caps ...
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RF 999 

9 conducteurs / 9 supports plastique renforcé / largeur 9 mm. Conducteurs. Support. Largeur. 6 x inox Ø0.30 mm. 3 x cuivre étamé Ø0.25 mm. 9 PEHD Ø0.50 ...
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RF Coupler 

Page 1. Page 2. Page 3. Page 4.
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RF Transformer 

ISO 9001 ISO 14001 AS 9100 CERTIFIED. Mini-CircuitsÂ®. P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661 For detailed ...
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iPad RF Exposure information Model A1822 - FCC ID 

Apple Confidential. iPad RF Exposure information. iPad has been tested and meets applicable limits for radio frequency. (RF) exposure. Specific Absorption Rate (SAR) refers to the rate at which the body absorbs RF energy. The SAR limit is 1.6 watts p
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XR-RF-1100 è¡¨1-4 - Nexcesscdn.net 

snaps at the rear of the helmet first. DÃ©montage du coussinet ... Identify right and left at first. Insert rear end of ...... kÃ¶nnte zu Boden fallen. Non tenere porzioni dei ...
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Cell phone radiation: Evidence from ELF and RF studies ... - Tank 

Please cite this article in press as: C. Blackman, Cell phone radiation: ... There is another concern about exposure to cell phone radiation that has been virtually ...
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Observations of polarised RF radiation catalysis of ... - Organic Design 

Sep 14, 2007 - Laboratory at Penn State to conduct a series of experiments of the .... maximum power for most of our experiments was y300 W as recorded by ...
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This equipment complies with relevant RF radiation ... - UserManual.wiki 

environment. Cet Ã©quipement est conforme aux limites d'exposition aux rayonnements RF pertinentes Ã©noncÃ©es pour un environnement public / incontrÃ´lÃ©e.
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(FCC) Radiation Exposure Statement - UserManual.wiki 

is subject to the following two conditions: (1) The devices may not cause ... not emit RF field in excess of Health Canada limits for the general population. Consult ...
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rf-bpracdc2 09-0392_man_fr_v1 

d'un vÃ©hicule standard, du siÃ¨ge d'un avion de ligne offrant une alimentation Ã©lectrique ou d'une prise secteur c.a.. L'adaptateur d'alimentation combinÃ© c.a./c.c. ...
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Techtoyz RF Detector 

The bottom segment represents the signal threshold level, while the top segment rep- ... When the slide switch is in the top position the RF Detector will be in ...
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RF-200 manual OL 

Ne touchez pas les pieces mobiles ou les surfaces métalliques exposées. . N'utilisez que les ... proche pour examen, ou réparation électrique ou mécanique. 8.
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DoC RF Filters 
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RF-PHD25 FR.fm 

10 aoÃ»t 2009 - nouveau disque dur doit Ãªtre formatÃ©. Voir l'aide en ligne de Windows pour des renseignements supplÃ©mentaires. Remarques aux utilisateurs ...
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DoC CE RF Filters 
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