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400U - ARIA

Pulsed gas filled tungsten, no warm-up. â€¢ Performance: 0 to 200% reflectance. ... Physical Dimensions: H 8.4 cm W 8.1 cm L 19.1 cm. (3.3 x 3.2 x 7.5 inches). 
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Introducing



RM400/400U Countertop Spectrophotometer



This simple to use, lightweight spectrophotometer allows the user to take spectral measurements linked to a PC. Features • Compact, rugged and reliable • Consistent, accurate readings • 45/0 measurement geometry • Built-in captive white calibration reference in the cradle. No black calibration reference required • Requires only power outlet and a serial communications or USB connection to the host computer • Virtually no maintenance required. Just keep it clean • Includes spectrophotometer, cabling, cradle and user manual • Backed by X-Rite one-year limited warranty Technical specifications • Measurement Functions: Spectral reflectance, 400-700nm, 10nm interval. XYZ, Yxy, L*a*b*, L*u*v*, and L*C*H° • Illuminant/Observer: A, C, D50, D55, D65, D75, F2, F7, F11, F12. 2° or 10° • Spectral Sensor: DRS spectral engine. 16 band, 400-700 nm spectral range, 20 nanometer interval, 45°/0° geometry meeting ISO & ANSI standards. 8mm diameter measuring area. Pulsed gas filled tungsten, no warm-up • Performance: 0 to 200% reflectance. 20nm intervals, 400nm to 700nm range. 0.30 DEab avg. 12 BCRA Series II Tiles. 0.10 max DEab white repeatability on ceramic • I/O Connection: DB9 for IBM® compatible serial port, or USB for universal serial BUS • Data Interface: RS-232 serial interface with baud rates from 1200 to 19.2K communication via RCI commands • AC Adapter Requirements: 12v DC (1.25A) AC power supply, universal 100-240VAC • Environment: +10° to + 40°C operating 85% RH maximum non-condensing • Software: Interfaces with ColorDesigner® • Net Weight: 375 g (13.2 oz.) + base 300 g (10.6 oz.) • Physical Dimensions: H 8.4 cm W 8.1 cm L 19.1 cm (3.3 x 3.2 x 7.5 inches) • Model Numbers: RM400 – Serial, RM400X – Serial with with 240v line cord, RM400U – USB, RM400UX – USB with with 240v line cord • Installation Rating: FCC Class A, UL Listed, CSA Certified, type Cat II CE



Contact your X-Rite Representative for more information or visit www.xrite.com L3-089 (3 / 0 5 ) Printed in U.S.A.
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ARIA 350SP 

You want what's best for the people, places and things that matter in your ... FEATURES. â€¢ Your new Steam Press provides clean, professional results every time! .... Inseam- Place the inside of the crotch area on the board facing up. Align with ...
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ARIA 370 

ARIA 370. 7824 / SKU 1300003. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE. CE PRODUIT DOIT ÊTRE ...
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MatchStikTM - ARIA 

a fandeck match. With allowances for either matte or glossy finish, MatchStik provides an accurate color read in 2 seconds and stores up to 20 color readings.
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head office - ARIA 

BENASEDO S.p.A. Via Anguissola S., 2 - I-20146 MILANO. SALES OFFICE .... Saturated polyester. ---. BUTYLGLYCOL. BUTANOL. 70. Z3-Z4+. 42-50. ---. 2 g.
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Liasse fiscale ARIA SERVICES 

IMMOBILISATIONS CORPORELLES. TOTAL (II) BJ. BK. TOTAL GÃ‰NÃ‰RAL (I Ã  VI) CO. (2) Part Ã  moins d'un an des immobilisations financiÃ¨res nettes : (3) Part Ã  ...
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head office - ARIA 

Good compatibility with acrylic resins and CAB. IS. 12. ---. 100. Z5-Z6. 2-6. 3. 5.9-6.1. â–«. Polyurethane wood coatings; particularly suggested for floor varnishes, ...
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Aria and Allegro 

Dedicated to Emanuel Vardi for viola and piano (or strings) - December 1990 — ca 11'. [DD350]. Aria and Allegro. Richard LANE (1933-2004). I - Aria. & mf. >.
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projet E3P - ARIA Technologies 

10 déc. 2015 - Résultats: ➢ Wind speed for distribution sector, Sea level increase for nuclear power plant, flood. ➢ The energy providers don't seem to be not ...
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head office - ARIA 

Bake. Nitro. Catalyz. Suggested uses. AS308. Soya fatty acids. 47. XYLENE. XYLENE/W.S.. 60 ... compatibility with resins and film-forming binders. FL40. Special fatty acids. 48. WHITE SPIRIT ..... Water soluble tinting pastes systems. Clear or ...
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head office - ARIA 

BENASOL UR Oils and Resins URETHANE MODIFIED pag.4 7. IDROBEN. WATER EMULSION RESINS pag.8. 4. EPOBEN. EPOXY ESTERS pag.5 8.
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BENASEDO SpA - ARIA 

High gloss finishes for wood, endowed with high reactivity, build- up, flow and mar- resistance. LD 75 R Unsaturated polyester. STYRENE. ISOBUTYL. ACET. 75.
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CORIA 2009 - ACM - ARIA 

corpus enrichi en langue anglaise. Pour chaque mot, le lemme, la partie du discours et le numÃ©ro Synsets de WordNetâ„¢ (numÃ©ro de classe d'un thÃ©saurus) ...
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ARIA TOME 11 LES PDF 

aria tome 11 les | Read & Download Ebook aria tome 11 les for free at our Online Library. aria tome 11 les PDF eBook. ARIA TOME 11 LES. ARIA TOME 11 LES ...
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AlzChem Dyhard 100S - Specification - ARIA 

for Epoxy Resins. DyhardÂ® 100S. Specification. Assay of dicyandiamide. Content of water. Content of anti caking agent. Melting point of dicyandiamide.
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AlzChem Dyhard D50EP - Specification - ARIA 

DyhardÂ® D50EP. Latent Curing Agent for Epoxy Resins. DyhardÂ® D50EP. Specification. Content of dicyandiamide. Analysis of dicyandiamide: Particle size 98%.
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l'apport de techniques linguistiques - ARIA 

de ce concept s'inscrit dans le cadre d'un projet de recherche industriel visant la recherche automatique de ... In this article we present the concept of evolving information : the development of this concept lies within the ... la limite entre plus
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AlzChem Dyhard PI- Specification - ARIA 

for Epoxy Resins. DyhardÂ® PI. Specification. Assay of 2-phenyl-1H-imidazole. Content of water. Melting point min. 94.0% max. 0.3% min. 140 Â°C. DyhardÂ® PI is ...
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Alzchem Dyhard 103S - Specification - ARIA 

Latent Hardener for Epoxy Resins. DyhardÂ® 103S. Specification. Appearance. Particle size 98%. Anti caking agent white powder max. 10 m contains white silica.
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AlzChem Dyhard UR200 - Specification - ARIA 

DyhardÂ® UR200 is a latent urone accelerator for use in epoxy resin formulations based on a substituted urea. Typical Values. Appearance. Purity. Melting point.
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AlzChem Dyhard UR500 - Specification - ARIA 

max. 10 m max. 1.0%. DyhardÂ® UR500 is a difunctional latent urone accelerator with low toxicity for use in epoxy resin formulations. Typical Values. Appearance.
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AlzChem Dyhard OTB- Specification - ARIA 

AlzChem GmbH â€¢ P.O. Box 1262 â€¢ D-83303 Trostberg. DyhardÂ® OTB. Product Specification. Curing Agent for. Epoxy Powder Coatings. Packaging. Cardboard ...
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Non-text Separation as ... - ARIA 

Laboratory L3I, Faculty of Science and Technology, La Rochelle University, France ... point-clÃ© Ã  apparier, nous proposons d'utiliser la mÃ©thode de sÃ©paration ..... terms of recognition and location indices Â», International Journal on Document .
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AlzChem Dyhard UR300 - Specification - ARIA 

DyhardÂ® UR300 is a latent urone accelerator for use in epoxy resin formulations based on substituted urea. Typical Values. Appearance. Purity. Melting point.
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