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448 SPACER KIT INSTALLATION INSTRUCTIONS

Rev-A-Shelf, L.L.C.. 2409 Plantside Dr. â€¢ Jeffersontown, KY 40299 â€¢ (800) 626-1126 â€¢ www.rev-a-shelf.com. Base Cabinet. Base Gabinete. Armoire du bas. Spacer. Espaciador. Espaceur. Sujete el espaciador con tornillos de cabeza plana #6 x 3/4â€�. Attacher l'espaceur avec des vis Ã  tÃªte plate #6 x 3/4â€�. Spacer. Espaciador. 
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447/448 spacer kit Installation Instructions Instrucciones de Instalación del Paquete Espaciador 447/448 Instructions d’Installation pour le Kit Espaceur 447/448 I-447/448-Spacer
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Use this spacer for 1-1/2” face frame cabinet. Utilice este espaciador para la cara del marco del gabinete de 1-1/2”. Utiliser cet espaceur pour les armoires avec cadrage avant de 3.81cm (1-1/2”)



Wall Cabinet Gabinete de Pared Unité murale



Use this spacer for 1-3/4” face frame cabinet. Utilice este espaciador para la cara del marco del gabinete de 1-3/4”. Utiliser cet espaceur pour les armoires avec cadrage avant de 4.44cm (1-3/4”)



Base Cabinet (447) Base Gabinete (447) Armoire du bas (447)



Base Cabinet Base Gabinete Armoire du bas



Spacer Espaciador Espaceur Spacer Espaciador Espaceur



Spacer Espaciador Espaceur



For wall cabinets position spacer flush with the top of the unit. For base cabinets position spacer flush with the top shelf. For base cabinet (447), position spacer flush with the top chrome rail. Para gabinetes de pared coloque el espaciador a la misma altura con la parte superior de la unidad. Para gabinetes de base coloque el espaciador a la misma altura con la parte superior del estante. Para gabinetes de base (447), coloque el espaciador al mismo nivel de la parte superior del carril cromado. Pour les unités murales, positionner l’espaceur à ras du dessus de l’unité. Pour les armoires du bas, positionner l’espaceur à ras de l’étagère supérieure. Pour les armoires du bas (447), positionner l’espaceur à ras du rail supérieur en chrome.
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Attach spacer with #6 x 3/4” flat head screws. Sujete el espaciador con tornillos de cabeza plana #6 x 3/4”. Attacher l’espaceur avec des vis à tête plate #6 x 3/4”.



Rev-A-Shelf, L.L.C.



2409 Plantside Dr. • Jeffersontown, KY 40299 • (800) 626-1126 • www.rev-a-shelf.com



Step 1. Predrill two holes in floor of wall cabinet, centered, one towards the front and one towards the rear Installation Instructions 448 Series Pull-Out Wall Organizers Step 2. Center unit on cabinet floor, align front edge to inside edge of Instrucciones de instalación de los Organizadores face frame (see fig. 1). Deslizantes para Armarios de Pared de la Serie 448 Notice d’installation du système de rangement Step 3. Screw from underside of cabinet into block of wood (see fig.2). Screws not provided. mural coulissant 448 Step 1: Step Predrill holesdoor in floor of wall cabinet, one towards the front and one towards 4. two Attach to unit. Note: utilizecentered, the adjustable door mounting brackets to the rear. Paso 1: Taladre dos orificios iniciales en el piso del armario de pared, centrados, uno hacia la parte delantera y otro ensure mounting in thick portion of cabinet door (see fig. 3). hacia la parte trasera. Étape 1: Forer deux trous centrés dans le fond de l’armoire murale, le premier versThick l’avant et le deuxième portion of door. vers l’arrière. Step 2: Center unit on cabinet floor, align front edge to inside edge of face frame. Paso 2: Centre la unidad en el piso del armario, haga coincidir el borde delantero con el borde interior del bastidor delantero. Étape 2: Centrer l’unité sur le fond de l’armoire en alignant le bord avant sur le bord intérieur du cadre avant. Step 3: Screw from underside of cabinet into block of wood (see fig. 1). Screws not provided. Paso 3: Introduzca un tornillo desde la parte inferior del armario al bloque de madera (ver la figura 1). Tornillos no incluidos. Étape 3: Visser à partir du dessous de l’armoire dans le bloc en bois (figure 1). Les vis ne sont pas fournies.



Installation Instructions 448 Series Step 4: Attach door to unit. Note: Utilize the adjustable door mounting brackets to ensure mounting in thick portion of Pull-Out Base Organizers cabinet door (see fig. 2).



4: Monte puerta la unidad. Nota: Usecentered, los soportes montajethe ajustables para realizar el montaje en la parte Step 1.PasoPredrill two laholes in en floor of wall cabinet, onedetowards front and más gruesa de la puerta del armario (ver la figura 2). one towards the rear Étape 4: Attacher la porte à l’unité. Remarque. Utiliser les supports de montage de porte ajustables pour assurer le 



fig. 1



montage sur la partie épaisse de la porte de l’armoire. (Voir la figure 2.)



Step 2. Center unit on cabinet floor, align front edge to inside edge of face frame (see fig. 1).



fig. 3



The extra of chrome rails (included) are for Step 3. Screw from underside of cabinet into block of wood (seeNOTE: fig.2). notset provided. NOTE:Screws The extra set of chrome rails use in a 36” or 42” height wall cabinet for additional



(included) are for in a 36" or 42" Screwfrom from shelf space. Holes areuse predrilled. Screw heightbrackets wall cabinet for additional underside underside ofofmounting Note: utilize the adjustable door toadicional NOTA: El juego de rieles cromados shelf space. Holes en arearmarios predrilled. cabinet. (incluidos) se utiliza de pared de 91,4 ó cabinet.



Step 4. Attach door to unit. ensure mounting in thick portion of cabinet door (see fig. 3).



106,6 cm (36 ó 42 pulg.) para tener más área de Thick portion Los of©2005 door. almacenamiento. agujeros han sido Rev-A-Shelf, LLCtaladrados previamente. 2409 Plantside Drive REMARQUE. LaJeffersontown, paire de rails en chrome KY 40299 800-626-1126 supplémentaire (inclus) permet d’augmenter l’espace de rangement dans unewww.rev-a-shelf.com armoire murale de 6/05 91,4 cm (36 po) ou de 106,6 cm (42 po) de haut. Les trous sont préforés.



fig. 1



fig. 2 I-448WC



Patent Number: 7,204,569



I-448WC-TRI



fig. 2



fig. 1



©2007 Rev-A-Shelf, LLC 2409 Plantside Drive Jeffersontown, KY 40299 800-626-1126 www.rev-a-shelf.com
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448 spacer kit installation instructions - CabinetParts.com 

For wall cabinets position spacer flush with the top of the unit. For base cabinets position spacer flush with the top shelf. For base cabinet (447), position spacer ...
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448 spacer kit installation instructions - Rev-A-Shelf 

For wall cabinets position spacer flush with the top of the unit. For base cabinets position spacer flush with the top shelf. For base cabinet (447), position spacer ...
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installation instructions electric builtâ€‘in microwave oven spacer 

All safety messages will tell you what the potential hazard is, tell you how to ... This symbol alerts you to potential hazards that can kill or hurt you and others.
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Broan Elite ANKE60 Recirculation Kit Installation Instructions 

IT FROM GREASE. ANKE60 SERIES NON-DUCT KIT INSTALLATION INSTRUCTIONS. DIRECTIVES D'INSTALLATION DU KIT DE RECIRCULATION DE ...
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skt60* trim kit installation instructions instrucciones de 

WARNING: This product contains one or more chemicals known to the State of California to cause cancer. WARNING: This product contains one or more ...
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Versatile Wrapper and Trim Kit Installation Instructions 

Kit - Vandal Resistant Bubbler (VR). Kit - 70682C 1/4â€� Tee (3 Pack). Kit - Bottle Filler Drain. Wasteline Drain Assy. Power Cord Non-Refrigerated. Power Cord ...










 


[image: alt]





448 

448/447 SPACER KIT FOR FRAMELESS. ESPACEUR 447/448. ESPACIADOR 447/448. Use this spacer for 3/4” frameless cabinet. Utilice este espaciador para ...
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installation instructions built-in microwave oven kit instructions d 

Ces instructions d'installation couvrent plusieurs modèles. L'apparence de votre ..... the same distance from the side walls and spacers are flush with cabinet. 4.
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conversion kit instructions 

At 480 and 240 volts, 18KW is normally supplied using three 6,000 watt elements. They can however, be constructed using six 3,000 watt elements. At 480 volts ...
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conversion kit instructions - SupplyHouse.com 

Never touch electrical components with wet hands or when standing in water. .... Satisfying a customer order for a commercial electric heater from inventory may ...
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conversion kit instructions 

Thread sealer: When replacing screw-in type elements, be sure to use Dow Corning® silicone sealant (bathtub sealer) on threads. TABLE OF CONTENTS.
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conversion kit instructions - SupplyHouse.com 

Screwdrivers: Two required, one #2 phillips and one slotted screwdriver. 3. .... be on top, bottom and right side approximately 4” from the wooden edge. .... At 480 volts and 240 volts, 36KW is normally supplied using six 6,000 watt elements.
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FIBER OPTIC INSTALLATION KIT 

Perform an “air polish” by holding the connector and ... Place the polishing pad onto a flat surface. Place ... tool, polish the end of the fiber in a “traveling figure-8”.
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MAUI G2 INSTALLATION KIT 

LD Systems stands for this with its name and many years of experience ... After connecting the equipment, check all cables in order to prevent damage or .... holes on to the speaker column as far as it will go (slightly loosen the 3 mm hexagonal.
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conversion kit instructions 

Using a black magic marker, cross out heater identification on crate as appropriate. In bold letters, write new electrical specifications in crate, matching those on ...
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conversion kit instructions - SupplyHouse.com 

Conversion kit: Includes conversion instructions, replacement electrical elements, ... Fill out the check list on Page 12 after completing the unit conversion.
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maui g2 installation kit 

hexagonal socket) from the appropriate locations on the rear of the speaker column ...... Si es probable que caiga un rayo por una tormenta eléctrica o si no va a ..... urządzenie od źródła zasilania, gdy nie jest ono używane lub gdy ma zostać ...
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FIBER OPTIC INSTALLATION KIT 

Cette trousse contient une peinture et un adhésif ... précaution afin d'éviter un contact de la peinture et ... po) – enlevez le tampon et le revêtement d'acrylate.
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Chip-Kit Installation - Rennlist 

Chip-Kit Installation. Ã„rÃ‘vÃ…rq-?=:ZnÃ¡:?==A. FQS switch settings. FQS. INJECTORS. IGNITION. #0-stk. 34.6#. 0. #1. 55.0#. 0. #2. 65.0#. 0. #3. 75.0#. 0. #4. 34.6#.
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installation instructions for solid vent kit part number ... - Bradford White 

provided in accordance with information in this manual under LOCATION OF ... 2 In accordance with the current ANSI Z223.1-(Latest edition)/NFPA 54 National Fuel ... 14 3/4. 15 11/16. *order kit A (2) order kit A & B order kit A order kit A & C.
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AEM 30-1311 Ignition Kit Installation Instructions - Jegs 

EMS P/N 30-1311. 1991-97 Mitsubishi 3000GT VR4. 1991-1997 Dodge Stealth TT. WARNING: !This installation is not for the tuning novice nor the PC illiterate!
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installation instructions for solid vent kit part number 

Vent pipes serving direct vent appliances are classified by building codes as. â€œvent connectorsâ€�. .... joint, use only Loctite Ultra Blue 587 RTV Silicone sealant. A .... Using the supplied special RTV silicone sealant, apply a bead one (1) inch 
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CONVERSION KIT INSTRUCTIONS 

Screw Plug Element Remover: Part no. 9000429015 or 1-1/2â€� deep well socket and ratchet. 2. Screwdrivers: Two required, one #2 phillips and one slotted screwdriver. 3. Conversion kit: Includes conversion instructions, replacement electrical elements
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Whisker Kit Instructions (#28134) 

The Board of Education Rev. B. has built-in servo connects and power supply capacitors. The power supply capacitors replace the large 3300 uF capacitor that.
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