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Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division ... [l/min]. 25. 60. Fluid. Hydraulic oil according to DIN 51524...525. Fluid temperature. [Â°C] -20...+70. 
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Direct Operated Pressure Reducing Valve Series VM



Catalogue HY11-3500/UK



Characteristics



Direct operated pressure reducing valve with manual adjustment. Series VM is a direct-controlled, spring loaded 3 way pressure reducing valve, that is open in neutral position. The valve closes the connection from P to A (NG06) or B to A (NG10) when the pre-set pressure is exceeded. If the pressure increases due to an external inﬂuence in connection A, the spool moves and opens the connection from A to T (NG06) or A to Y (NG10) until the pre-set pressure is reached.



NG06



NG10



Features • Spool type valve • Subplate mounting acc. to ISO 5781 • 4 pressure stages at NG06 • 3 pressure stages at NG10 • 2 adjustment modes
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NG06



NG10



NG06



NG10
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Direct Operated Pressure Reducing Valve Series VM



Catalogue HY11-3500/UK



Ordering Code / Technical Data



Ordering code



VM Pressure relief valve
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Code 025 1) 064 125 2) 160 1) 210 350 1) 1) 2)



V



A Pressure Adjustment stages screw with hexagon socket



Nominal size



FPM Seals



Gauge port



Pressure stages up to 25 bar up to 64 bar up to 125 bar up to 160 bar up to 210 bar up to 350 bar



only NG 06 only NG 10



Code 06 10



Lock



Design series (not required for ordering)



Code omit Z



Lock Normal DIN lock



Code G 1) M 2)



Gauge port G 1/4” M18x1.5



Nominal size NG 06 NG 10



Technical data General Design Nominal size Interface Mounting position Ambient temperature Weight Hydraulics Max. operating pressure Pressure stages Nominal ﬂow Fluid Fluid temperature Viscosity recommended permitted Filtration



Pressure reducing valve, direct operated, spool type NG 06 (CETOP 03 / NFPA D03) NG 10 (CETOP 05 / NFPA D05) Subplate mounting according to ISO 5781 unrestricted [°C] -20...+80 [kg] 1.3 3.7 [bar] [bar] [l/min] [°C] [cSt] / [mm²/s] [cSt] / [mm²/s]



Port P and A 350 Port T depressurized 25; 64; 160; 210; 350 25 Hydraulic oil according to DIN 51524...525 -20...+70 30...50 20...380 ISO 4406 (1999); 18/16/13



Port A and B 210 Port Y depressurized 64; 125; 210 60
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Characteristic Curves



Direct Operated Pressure Reducing Valve Series VM



NG06 Setting pressure max. 25 bar



Setting pressure max. 160 or 210 bar



Catalogue HY11-3500/UK
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Setting pressure max. 64 bar



NG10 Setting pressure max. 64 bar



Setting pressure max. 210 bar
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Direct Operated Pressure Reducing Valve Series VM



Catalogue HY11-3500/UK



Dimensions NG06



4



Surface ﬁnish



Bolt kit



DIN 912 12.9



FPM 7.6 Nm ±15%



BK-M5x30-4pcs



SK-VB/VM/VS-A06V



Mounting pattern ISO 5781-03-04-0-00
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Direct Operated Pressure Reducing Valve Series VM



Catalogue HY11-3500/UK



Dimensions NG10
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Surface ﬁnish



Bolt kit



DIN 912 12.9



FPM 63 Nm ±15%



BK-M10x50-4pcs



SK-VB/VM-A10V



Mounting pattern ISO 5781-06-07-0-00
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Catalogue HY11-3500/UK



Notes
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équipe sous la responsabilité de son chef d'équipe. Il/elle doit tenir compte de respecter des réglementations spécifiques et des normes. Il/elle est en relation ...
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béton. Avant l'utilisation de ce produit neuf, lire ces instructions afin d'éviter ..... Localiser la partie centrale du montant* avec un détecteur de montants bord à.
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3. Fonctionnement de chaque composant. Ouvrir et fermer les portes et les fenêtres, réglage ...... siège du passager avant que dans une situation où il est impossible de ...... mission) a édicté une directive relative à l'exposition des usagers.
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VidÃ©o Ã  composantes et audio analogique. VidÃ©o composite et audio analogique (AV). Coaxiale vidÃ©o/audio. TYPE DE PRISE. CONNECTEUR DE CÃ‚BLE.
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Ce manuel explique le fonctionnement du systÃ¨me de navigation. Veuillez lire .... vidÃ©o et d'Ã©cran de navigation Ã  proximitÃ© ...... virtuel affichÃ© Ã  l'Ã©cran.
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qualified licensed electrician and comply with the National Electric ...... Guarde siempre este manual junto con la unidad para que sea fácilmente accesible.
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Mean power rating [ ]. Material black polyethylene. (MHz). (dB/100m). (kW). Thickness (mm). 2.0. 10. 0.16. 72.19. Diameter (mm). 60.0. 20. 0.23. 50.47. 30. 0.29.
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automoteur Ã  conducteur portÃ© de catÃ©gorie 1 tout en vÃ©rifiant leur comptabilitÃ©, le conditionnement et les quantitÃ©s. Il/elle rÃ©alise l'emballage, l'Ã©tiquetage avant ...
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Demain est Ã  nous. UNITÃ‰ 4. Pourquoi pas ! 4. Repr oduction autorisÃ©e Â© Les auteur s et DifusiÃ³n, Centr e de Recher che et de Public ations de Langues, S.L..
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