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Assembly Instructions Instructions d'assemblage 

Dimplex fireplace surrounds are tested and inspected prior to shipment and are guaranteed to the purchaser of each new product. Any part, which proves.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Insert the large grease tray all the way under the back edge ..... I Si un conduit de raccordement flexible est utilisé, sa longueur ne doit pas dépasser 4 pi (121,9 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

All safety messages will follow the safety alert symbol and either the word “DANGER” or ..... F. 6" (15.2 cm) min. clearance from both sides of range to side wall.
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mounting instructions instructions - Etilize 

For questions or concerns, please call 1-800-664-0042 available Monday-Friday 8:00 AM to 4:30 PM (Central Time) (English-speaking operators). Si vous avez ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

ventilation system may cause ignition and combustion problems with this gas ...... Power Spare. RD. WH. BK WH. RD. Reignition. Module. Cooktop. Front View.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to or ..... Use the following chart to find the exact orifice spud placement. Fully insert ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

that system at test pressures in excess of 1/2 psi (3.5 kPa). Line pressure .... continues until the flame is lit or the knob is turned to OFF. NOTE: The first time ...
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installation instructions instructions d'installation 

These words mean: follow instructions. instructions. DANGER. WARNING. BUILT-IN ..... Connect the 2 yellow-green wires (B) together using a UL listed wire ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

by its side or rear flanges. □. The gas and electric supply should be located as shown in the “Gas and Electric Connection Locations” section so that they are ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

1/2" (13 mm) deep-well socket. 7 mm nut driver. Masking tape. IMPORTANT: Do not install a ventilation system that blows air downward toward this gas cooking ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

•If you cannot reach your gas supplier, call the fire department. ... Flame spreader (on grill models). □ ...... Test the flame by turning the control from LO to HI,.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Operation of Cooktop Burners” section in the “Complete. Installation” section. 6. .... Remove spring retainer from the cap by pushing against the flat side of the ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

any pressure testing of the gas supply piping system at test pressures equal to .... continues until the flame is lit or the knob is turned to OFF. Check Operation of ...
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installation instructions instructions d'installation 

Outillage et piÃ¨ces . .... If your washer includes a sound shield, please refer to the instructions included with the sound shield to install it at this time. NOTE: Keep ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

A time-delay fuse or circuit breaker is recommended. □. This range is equipped with a CSA International Certified. Power Cord intended to be plugged into a ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

I Acceptable Shut-off Devices: Gas Cocks and Ball Valves installed for use shall be listed. ..... Insert the small grease tray all the way under the front of the.
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mounting instructions instructions 

Si vous avez des questions pour poser ou les préoccupations pour exprimer, connecter au 1-800-664-0042 de 8H00 à 16H30 (Heure centrale) (Opérateurs de ...
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Instructions 

them to select any image from the grid (the 4 rows of 3 cards |. I each, face up) and answer ... and phone numbers for future reference. Content may vary from ...
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instructions 

In scanning, quality matters a lot more than quantity. -. Our CDs are guaranteed free of any such defects, as blurred pictures. Black scanner marks ... Page 32 ...
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

This is the safety alert symbol. This symbol alerts you to potential hazards that can kill or hurt you and ..... †®TEFLON is a registered trademark of Chemours.










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Pour toutes cuisiniÃ¨res Ã  gaz Thermador ProfessionalÂ® ... Do not use any phone in your building. .... installed on either side of the hood is 13". A ..... The gas supply connections shall be made by a ..... cuisiniÃ¨re, car ces types d'appareils.T










 


[image: alt]





INSTALLATION INSTRUCTIONS INSTRUCTIONS D'INSTALLATION 

Failure to follow these instructions can result in death or serious burns to children and adults. Anti-Tip ..... I.D. flexible metal appliance connector may be used.
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installation instructions instructions d'installation 

tableau de commande (Voir REMARQUE.) C. 353/4" (90,8 cm) de hauteur de table de cuisson lors de l'installation des roulettes. D. 30" (76,2 cm) de largeur.
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INSTALLATION INSTRUCTIONS INSTRUCTIONS D 

(63.5 cm) countertop; front of oven door protrudes 3" (7.6 cm) beyond 24" (61.0 ..... screw for the left rear, right rear, center rear, and center front burner valves ...
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