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6-port 1Gbps test module

Supported (configurable IP and MAC address per port) ... The M6SFP is a low-cost 6 port 1 Gigabit Ethernet test module. ... Wire-speed capture buffer per port. 
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Xena Networks The price/performance leaders in Gigabit Ethernet test & measurement Product Order Numbers



M6SFP



1G



6-port 1Gbps test module



XenaCompact C1-M6SFP XenaBay M6SFP



TOP FEATURES - M6SFP • Price/performance



Robust 1U Gigabit Ethernet tester with six 1G ports.



• Robust form factor • Ease of use



The M6SFP is a low-cost 6 port 1 Gigabit Ethernet test module. Based on Xena’s advanced architecture, the M6SFP is a proven solution for testing up to 1G Ethernet at Layers 2-3. It is available for both the 4U 12-slot XenaBay chassis and the robust transportable 1U XenaCompact chassis. The M6SFP comes complete with Xena’s free XenaManager software - an easy-to-use GUI for handling both routine and advanced test schedules that includes XenaScripting, XenaIntegrator, Xena2544, Xena1564, Xena3918 and Xena2889.



• Free software (incl. XenaManager GUI, XenaScripting, XenaIntegrator, Xena3918, Xena2544, Xena1564 and Xena2889) • Free 12-month hardware warranty • 36 months free software updates • Free tech support product lifetime



PORT LEVEL FEATURES Interface category Number of test ports Interface options



10/100/1000M Ethernet 6 x 10/100/1000M 10/100/1000BASE-T 1) or 1000BASE-X (SFP-MSA) or 100BASE-FX 2) or 100BASE-BX 2)



Number of transceiver module cages Port statistics 3)



6 x SFP Link state, FCS errors, pause frames, ARP/PING, error injections, training packet All traffic: RX and TX Mbit/s, packets/s, packets, bytes Traffic w/o test payload: RX and TX Mbit/s, packets/s, packets, bytes Configurable from 16 to 56 bytes, default is 20B (12B IFG + 8B preamble) Ability to adjust the effective line rate by forcing idle gaps equivalent to -1000 ppm (increments of 10 ppm) Supported (configurable IP and MAC address per port) System is fully field upgradeable to product releases (FPGA images and Software) Two real-time histograms per port. Each histogram can measure one of RX/TX packet length, IFG, jitter, or latency distribution for all traffic, a specific stream, or a filter Enable/disable of optical laser or copper link IGMPv2 continuous multicast join, with configurable repeat interval • Initial Accuracy is 3 ppm • Frequency drift over 1st year: +/- 3 ppm (over 15 years: +/- 15 ppm) • Temperature Stability: +/- 20 ppm (Total Stability is +/- 35 ppm)



Adjustable Inter Frame Gap (IFG) Transmit line rate adjustment ARP/PING Field upgradeable Histogram statistics 3) Tx disable IGMPv2 multicast join/leave Oscillator characteristics
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TRANSMIT ENGINE Number of transmit streams per port



32 (wire-speed) continuous Each stream can generate millions of traffic flows through the use of field modifiers



Test payload insertion per stream Stream statistics 3) Bandwidth profiles Field modifiers Packet length controls Packet payloads Error generation TX packet header support and RX autodecodes Packet scheduling modes



Wire-speed packet generation with timestamps, sequence numbers, and data integrity signature optionally inserted into each packet. TX Mbit/s, packets/s, packets, bytes, FCS error, Pause Burst size and density can be specified. Uniform and bursty bandwidth profile streams can be interleaved 16-bit header field modifiers with inc, dec, or random mode. Each modifier has configurable bit-mask, repetition, min, max, and step parameters. 2 modifiers per stream. Fixed, random, butterfly, and incrementing packet length distributions. Packet length from 56 to 16384 bytes Repeated user specified 1 to 18B pattern, a 8-bit incrementing pattern Undersize length (56B min) and oversize length (16384 max.) packet lengths, injection of sequence, misorder, payload integrity, and FCS errors Ethernet, Ethernet II, VLAN, ARP, IPv4, IPv6, UDP, TCP, LLC, SNAP, GTP, ICMP, RTP, RTCP, STP, MPLS, PBB, or fully specified by user • Normal (stream interleaved mode). Standard scheduling mode, precise rates, minor variation in packet inter-frame gap. • Strict Uniform. New scheduling mode, with 100% uniform packet inter-frame gap, minor deviation from configured rates • Sequential packet scheduling (sequential stream scheduling). Streams are scheduled continuously in sequential order, with configurable number of packets per stream



RECEIVE ENGINE Number of traceable Rx streams per port Automatic detection of test payload for received packets Jitter measurement



648 (wire-speed) Real-time reporting of statistics and latency, loss, payload integrity, sequence error, and misorder error checking Jitter (Packet Delay Variation) measurements compliant to MEF10 standard with 8 ns accuracy



Stream statistics 3)



• RX Mbit/s, packets/s, packets, bytes. • Loss, payload integrity errors, sequence errors, misorder errors • Min latency, max latency, average latency • Min jitter, max jitter, average jitter ±16/32 ns (opto/elec) 8 ns (Latency measurements can calibrate and remove latency from transceiver modules)



Latency measurements accuracy Latency measurement resolution Number of filters:



6 x 64-bit user-definable match-term patterns with mask, and offset 6 x frame length comparator terms (longer, shorter) 6 x user-defined filters expressed from AND/OR’ing of the match and length terms. Per filter: RX Mbit/s, packets/s, packets, bytes.



Filter statistics 3)



CAPTURE Capture criteria Capture start/stop triggers Capture limit per packet Wire-speed capture buffer per port



All traffic, stream, FCS errors, filter match, or traffic without test payloads Capture start and stop trigger: none, FCS error, filter match 16 – 16384 bytes 16 kB



Low speed capture buffer per port (10Mbit/sec)



4096 packets (any size)



1) Requires Finisar SFP transceivers FCLF-8521-3 with sgmii host interface 2) Requires Source Photonics SFP transceivers with sgmii host interface



3) Counter size: 64 bits



PHYSICAL



ENVIRONMENTAL



REGULATORY



1U XenaCompact • W: 19” (48.26 cm) • H: 1.75” (4.45 cm) • D: 9.8” (25 cm) • Weight: 10 lbs (4.5 kg)



• Operating Temperature: 10 to 35º C • Storage Temperature: -40 to 70º C • Humidity: 8% to 90% non-condensing



FCC (US), CE (Europe)



4U XenaBay • W: 19” (48.26 cm) • H: 7” (17.78 cm) • D: 19.7” (50 cm) • Weight: 36.4 lbs (16.5 kg)



POWER • AC Voltage: 100-240V • Frequency: 50-60Hz • Max. Power: 12W for M6SFP (90W XenaCompact / 120W XenaBay) • Max. Current: 0.8A with 120V supply, and 0.4A with 240V supply



Xena Networks is an award-winning manufacturer of advanced Gigabit Ethernet test and measurement solutions.



XENA



N E T W O R K S



© Xena Networks — 2013-12-04



























des documents recommandant













Test du module C 

estig atio n S cienc es e t tech nologie. 7 e st u tilisé . Module C – Les substances pures et les mélanges. Évaluation du module. Fiche reproductible. C-17. Nom : ...










 








Test du module D 

La consommation quotidienne d'eau des Canadiennes et des Canadiens ... Quelles analyses rÃ©alise-t-on rÃ©guliÃ¨rement pour vÃ©rifier si l'eau potable est propre.










 








Test du module B 

C. Est une modification permanente, telle qu'une fissure dans une bibliothÃ¨que. 14. Signe de fatigue structurale. D. Est une structure pleine. 15. Prototype.










 








Test du module C 

16. la masse. F. La rÃ©sistance Ã  l'Ã©coulement. 17. pneumatique. G. La masse par unitÃ© de volume. 18. la pression. H. Un gaz ou un liquide. 19. la viscositÃ©.










 








Test du module D 

A. L'énergie sonore se transforme en énergie mécanique. B. L'énergie .... D : Réflexion sur la science, la technologie, la société et l'environnement. 30.










 








Test du module B 

Quel énoncé définit le mieux un système mécanique ? A. Un groupe de composantes physiques qui fonctionnent individuellement pour accomplir une tâche.










 








Test du module A 

Module A – Les interactions dans l'environnement. Évaluation du .... D. Réflexion sur les sciences, la technologie, la société et l'environnement. 30. Explique en ...










 








Test du module A 

Test du module A. A. Questions Ã  choix multiple. Consigne: Ã‰cris la lettre qui correspond Ã  la bonne rÃ©ponse dans l'espace prÃ©vu. 1. Quelle est l'unitÃ© de base ...










 








everfi test answers module taxes dbid 36gxwr 












 








everfi test answers module one dbid 68eio 












 








Pré-test : questionnaire d'introduction au module ... - Eratosthenes 

pas le sens et à répondre simplement " je ne sais pas" si c'est le cas. ” Modalités ... Peut-être sais-tu déjà ce qu'est un angle, et peut-être aussi, un angle droit ? Parmi les ... pourquoi il fait tantôt jour et tantôt nuit pour les Terriens : ( tu










 








TEST MODULE BLUETOOTH_CLICK via TERMINAL ... - paulfjujo 

Mar 12, 2012 - LowPower=0. TX Power=0. IOPorts= 0. IOValues=0. DebugMod=0. # Terminal macro file v2. Enter Cde Mode. #036#036#036. Settings. D#013.










 








PrÃ©-test : questionnaire d'introduction au module ... - Eratosthenes 

Lisez Ã  vos Ã©lÃ¨ves le petit texte ci-dessous concernant EratosthÃ¨ne : cela va aiguiser leur curiositÃ© et les motiver ensuite ..... put les louer Ã  prix d'or, coupant court aux moqueries dont il faisait l'objet. ...... Page 39 .... dessiner eux-










 








module 5 emt test and answers pdf 

We have many PDF Ebook and user guide is also associated with module 5 emt test and answers. PDF Ebook, include : Modern Portable Television Circuits Vol ...










 








Pré-test : questionnaire d'introduction au module ... - Eratosthenes 

pas le sens et à répondre simplement " je ne sais pas" si c'est le cas. ” Modalités ... Peut-être sais-tu déjà ce qu'est un angle, et peut-être aussi, un angle droit ? Parmi les ... pourquoi il fait tantôt jour et tantôt nuit pour les Terriens : ( tu










 








PrÃ©-test : questionnaire d'introduction au module ... - Eratosthenes.eu 

prions donc d'entreprendre les dÃ©marches nÃ©cessaires auprÃ¨s des parents d'Ã©lÃ¨ves figurant sur vos photos ou plus simple encore Ã©viter les plans oÃ¹ les ...










 








Agilent 83496A Clock Recovery Module - Liberty Test Equipment 

Sep 26, 2005 - Increased eye-mask and jitter measurement accuracy with breakthrough performance in clock recovery circuitry. â€¢ Continuous, unbanded ...










 








Wire-speed 2-port 10G L2-3 test module 

ARP/PING. Supported (configurable IP and MAC address per port) ... The M2XFP is a wire-speed 2-port 10 Gigabit Ethernet test module. Based on Xena's ...










 








test 

Behrens-Fisher problem. Permutation and parametric ANOVA fail ... Fisher's exact test for small 2 X 2 tables. Provides an exact p-value, computed from ...










 








module 1 

classe de 6e annÃ©e, alors que les enfants Ã©taient en rÃ©crÃ©ation. Pendant ma ... accroÃ®tre l'Ã©tendue des possibilitÃ©s chez vos enfants et amplifier le champ.










 








moDULe 1 

2 Ã‰coutez ! + Organigramme. Pour chacune des parties a, b et c, faites (rÃ©)Ã©couter l'enregistrement dans son intÃ©gralitÃ©. Chaque appre- nant note ses rÃ©ponses.










 








XBee Module 

second thanks to a GPS module. Â® It calculates the route to follow and compares it to the heading thanks to a compass. Â® It estimates the drift due to the wind ...










 








Module P00999 

Aug 2, 2005 - between human-immune system and computer security, we will reuse some of the ..... specialized organizations need to make a more intensive advertising about the ..... Besides, according to a survey of Marcus J.Ranum for ICSA Labs in 200










 








GigE Module 

(ToS/DSCP) traffic prioritization settings. â€¢ Dual Port capability for network element prequalification testing. â€¢ Control/Respond Loopback feature to loop-up/down.
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