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600 AAC Clamp Meter - SupplyHouse.com

Read First: Safety Information. Understand and follow ... Comply with local and national safety codes. .... For replacement parts or to inquire about service information contact IDEAL. INDUSTRIES, INC. at ...... Technical Hotline: 877- 201-9005. 
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Read First: Safety Information Understand and follow operating instructions carefully. Use the meter, test leads and all accessories only as specified in this manual; otherwise, the protection provided by the meter can be impaired. WARNING To avoid possible electric shock, personal injury or death, follow these guidelines: • Do not use if meter appears damaged. Visually inspect the meter to ensure case and jaws are not cracked. • Inspect and replace test leads if insulation is damaged, metal is exposed, or probes are cracked. Pay particular attention to the insulation surrounding the connectors. • To preserve the safety rating of this product, use only test leads with a minimum rating of CAT III 600V. Do not use improvised connections that could present a safety hazard. • Note that the measurement category and voltage rating of combinations of the meter, the test leads, and the accessories is the lowest of the individual components. • Do not use meter if it operates abnormally as protection maybe impaired. • Do not use during electrical storms or in wet weather. • Do not use around explosive gas, dust, vapor, amperage or in damp or wet environments. • Do not apply more than the rated voltage or amperage. • Remove the test leads from the input jacks before measuring current. • Replace battery as soon as battery indicator appears to avoid false readings. • Remove the test leads from the meter prior to removing battery cover. • Do not use without the battery and battery cover properly installed. • Do not attempt to repair this unit as it has no user-serviceable parts. • Use the proper terminals, functions and range for your measurements. • Never ground yourself when taking electrical measurements. • Connect the black common lead to ground or neutral before applying the red test lead to potential voltage. Disconnect the red test lead from the voltage first. • Keep fingers behind the guard rings of the probe tips. • Hold the clamp behind the tactile barrier.
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CAUTION To protect yourself, think “Safety First”: • Comply with local and national safety codes. • Use appropriate personal protective equipment such as face shields, insulating gloves, insulating boots, and/or insulating mats. • Before each use: - Perform a continuity test by touching the test leads together to verify the functionality of the battery and test leads. - Use the 3 Point Safety Method. (1) Verify meter operation by measuring a known voltage. (2) Apply meter to circuit under test. (3) Return to the known live voltage again to ensure proper operation. • Always work with a partner. Features: • Auto/manual ranging clamp meter • Non-Contact Voltage (70-600VAC) • Measures 600 AAC Current • Measures AC/DC Voltage and Resistance • Audible continuity • Data hold • Auto Power Off • Low Battery Indicator • Compact jaws for reaching into tight spaces • Electronic overload protection on all ranges



Features 1. Jaw Clamp 2. Lever 3. Function Dial 4. Display (LCD) 5. Volts and resistance (V-Ω) input terminal 6. Common (COM) input terminal 7. Non-Contact Voltage (NCV) 8. Range ( ) 9. Data Hold 10. Measuring Functions 11. Tactile Barrier Display Icons 1. 4000 count display 2. Units of measure 3. Voltage 4. Amperes 5. Ohms 6. Continuity 7. AC measurement is selected 8. DC measurement is selected 9. Polarity indicator for DC 10. Low battery indicator 11. Range ( ) 12. Data hold 13. APO - Auto Power Off CLAMP CAT.III
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• 61-744 model is averaging sensing, rms calibrated • 61-746 model is true rms sensing.
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Symbols on the Unit • Warning - read the instruction manual • NCV - Non-Contact Voltage • Cat III - 600V Safety category Page 3
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Auto/Manual Ranging Mode ( ) The meter defaults to autoranging mode when powered on. In this mode, the meter automatically selects the best range to display the measurement. By pressing the Range ( ) button on the meter, the manual range mode will override the autoranging feature of the meter. A ( ) appears in the upper left side of the display. Continue pressing the Range button until the desired range is obtained. Use this mode to lock in a specific range for repeated measurements. To return to the autoranging mode, either depress the Range button for greater than 1 second or turn the meter off and then back on again.



Measurement Category II applies to test and measuring circuits connected directly to utilization points (socket outlets and similar points) of the low-voltage installation Measurement Category III applies to measuring circuits connected to the distribution part of the building’s low-voltage installation Measurement Category IV applies to test and measuring circuits connected at the source of the building’s low-voltage installation



Data Hold Feature Press the Hold button on the side of the meter to toggle in and out of the data hold mode. “HOLD” appears in the upper left of the meter display when data hold is active. Use the data hold feature to lock a measurement reading on the display. Press the Hold button again to unlock the display and obtain a real-time reading.



Risk of Danger. Important Information. See Manual.



~



... CAT II CAT III CAT IV



Hazardous voltage. Risk of electrical shock. Application around and removal from Hazardous Live conductors is permitted. AC (Alternating Current) DC (Direct Current)



Test Leads CAT IV 600V CAT III 1000V
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OPERATION: Non-contact voltage (NCV) With the NCV tab on the tip of the clamp close to an AC voltage, press the NCV button. The NCV LED will light and the beeper will sound. The closer the NCV tab is to AC voltage, the louder the beep. To differentiate between hot and neutral in an outlet, insert the NCV tab into each slot in the outlet. The beeper will be much louder on the hot side of the outlet than the neutral. The test lead can also be used to differentiate between the hot and neutral. Plug the red test lead into the V/Ω input jack on the meter. Press the NCV button and insert the probe tip into each slot of the outlet. The beeper will only beep on the hot side of the outlet. Page 5



Auto Power Off (APO) Feature The meter automatically powers itself down after about 10 minutes of no use. Press any button, and the meter will wake up and display the last reading taken before power down. This feature can be overridden by holding the Range ( ) button while turning the function switch from Off to any other position. When APO is defeated, the “APO” will be removed from the display. Turning the meter off will restore the APO default.
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Measuring AC Current (Amps): CLAMP CAT.III
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Verifying Continuity ( ): • Verify the circuit is de-energized. • The meter will sense the level of resistance and beep if the resistance is less than 25Ω to confirm that continuity is present.
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Measuring Voltage:
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Measuring Resistance (Ohms): • Verify the circuit is de-energized to obtain accurate measurements.
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Battery Replacement: • Ensure test leads are disconnected from circuit or components. • Remove test leads from input jacks on meter. • Remove the two screws from the battery cap. • Remove the battery cap. • Replace batteries with two “AAA” batteries. • Assemble the battery cap to the meter and re-tighten the screws.



+



+



Maintenance: Switch off and disconnect the meter completely before carrying out any maintenance. Clean the case with a damp cloth and mild detergent. Do not use abrasives or solvents. Keep away from liquids and ensure the meter is completely dry before use. Service and Replacement Parts: This unit has no user-serviceable parts.



Low Battery Indication: Power Supply: Accuracy: Temperature Coefficient: Altitude: Operating Environment: Storage Environment: Jaw Opening: Dimensions: Weight: Accessories included: Safety: 



The “ “ is displayed when battery voltage drops below operating level. (2) 1.5V “AAA” batteries (NEDA R03). Includes an isolated battery compartment. Stated accuracy at 23°C ±5°C, 
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600 AAC Clamp Meter - Home Depot 

Inspect and replace test leads if insulation is damaged, metal is exposed, or probes are cracked ...... Retirer les fils d'essai du circuit avant de retirer le capuchon de pile. • Ne pas utiliser ... Il ne comporte aucune pièce réparable par l'utilis
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PIIICE AMPEREME'I'RIQUE CLAMP METER 

Commutateur de fonctions: permet de choisir entre VDC, VAC, AAC, ADC, 9 et 6)) . 5. Touche HIMAX: 'cette touche est utilisÃ©e de deux manieres. Si la touche ...
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Clamp Union Raccords Clamp - Eurobinox 

â€¢Possibility to adapt a control head with both micro or proximity switches, also without control head but with proximity switches. ... Electrical control head, solenoid valve, etc See â€œelectrical equipmentâ€�. ...... Force de relÃ¢chement minimum
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Clamp Union Raccords Clamp - Eurobinox 

F. VPD4FF28E. 52x1/6â€� 22.5. 79. 30. 61.5. 18. VPD4FF34E. 58x1/6â€�. 32. 80.5. 30. 63.2 .... 141. PNC76. 0.292 kg. 70.5. 147. PAP80. 0.414 kg. 79.5. 159. PAP104.
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PA 600 PA 600 - Domyos 

Ne restez pas sur le banc lors du réglage de l'inclinaison de la planche. SéCURITé. Avertissement ... ment et d'étirements. • Effectuez tous les mouvements avec ...
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Triple Clamp Mounting Triple Clamp Mounting - RevZilla 

acheter des boulons longs 4 x 65 mm pour remplacer les boulons 4 x 60 mm fournis. Ceci permet de s'assurer que l'on a un engagement sur le filetage d'au moins 12 mm. Phone: +61 (0)2 4271 8244. Email: [email protected]. Web: www.barkbusters.net. Ma
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AVIS D'APPEL A CANDIDATURES (AAC 

candidature en vue de fournir les services dÃ©crits ci-dessus. Les Candidats doivent ... disponibles sur le site web de la Banque Ã  l'adresse : http://www.afdb.org.
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Liasse fiscale AiroptA Centre - AAC 

CrÃ©ances rattachÃ©es Ã  des participations. BB. BC. Autres titres immobilisÃ©s. BD .... 224 000. 2 186. 30 489. 2 315. 258 991. 16 755. 219 166. 338 362. 204 265.
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AB 600 AB 600 - Domyos 

OPERATING INSTRUCTIONS. NOTICE d'UTIlISATION ... ments et instructions qu'il contient. â€¢ Ne pas permettre ..... autre exercice. Faites 3 exercices de la liste.
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AAC audits Effilogis version finale 

Rédaction d'un rapport, sur la base du rapport type joint en annexe, avec des ... sur la mise en œuvre des matériaux et des systèmes (étanchéité à l'air, transfert ...
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KING-METER 

6.3 Assisted Power Select or Throttle Level ... The default figure of the top riding speed in the display is ... This indicates that the battery is severely low voltage.
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COMBINATION METER 

MEâ€“70. METER â€“ METER / GAUGE SYSTEM (for Hatchback). ME. Power Steering ECU. Skid Control ECU (w/ ABS). Center Airbag Sensor Assembly. ECM.
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Light Meter 

IMPORTANT SAFETY INFORMATION. CAUTION. Take extreme care for the following conditions while measuring. â€¢ Do not operate the meter in an environment ...
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WATT METER 

Shorting a rechargeable battery or a Watt Meter connected to a rechargeable battery or battery charger cansupply huge currents ... 0 -655 Kwh for Doc Wattson.
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Wing Leading Edge Clamp 

Incorrect methods of application b. Unsuitable ... Humidi- ty can be controlled by heat and refrigeration (air ... Actually, the clamp was born of necessity because.
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Silicone Clamp Covers 

Les protections de clamps en silicone ne sont pas conçues pour une utilisation en contact direct avec le système nerveux central. MODE D'EMPLOI: 1. Sortir les protections de clamps en silicone de l'emballage. 2. Couper les protections de clamps à la 
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BPA 600 

802.11 ComProbe with antennas to monitor Bluetooth packets across a WiFi .... with all of the key chip manufacturers, phone companies, and peripherals.
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Wing Leading Edge Clamp 

(Continued on bottom of next page). STRIP. BOLT LEK^TH TO AllOW ... is recommended, if available, and can be made up with polyethylene sheets that are ...
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Clamp Storage - MetoS Expo 

CLAMP STORAGE. Have some scrap plywood and an empty bit of wall space? That's all you need to get your clamps organized. From Woodsmith Magazine.
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The Meter Stamp Society Quarterly - TURTLE METER STAMPS 

under Section 501(c)(3) of the Internal Revenue Code. Send financial .... The picture at right. (Figure 1) is the Postmatic Model 7000SA which is de- ... on eBay during the Spring. ...... (All MSS Bulletins as Searchable PDF Files). Mailed Via ...
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C Meter Inductance Capacitance 

Jan 3, 2011 - Especially qualify in microwave manufacture and measuring switching power supply transformer, filter inductance and so on. LC200A has four ...
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C METER TA2CBA 

Page 1. SOLDA. PY2CSU. L/C METER. TA2CBA.
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user manual - alti-meter 

May 17, 2007 - reserve parachute closing loop that is properly pulled through the ...... When the device is unlocked, the control unit display shows a colon â€œ:â€�.
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esr-lcf meter english 

ESR_LCF meter. Author: miron63 [email protected]. Appearance: Ð’Ð½ÐµÑˆÐ½Ð¸Ð¹ Ð²Ð¸Ð´: Described below, the instrument measures: ESR electrolytic capacitors- 0 - 50 ...
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