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62002 eh robust heavy duty crane ... - It works! - Palfinger

The High Speed Extension speeds up the extension boom system. Crane works faster and more efficiently. HPSC. MAXIMUM UTILISATION OF THE WORKING. 
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PK 56502 / 62002 EH LIFETIME EXCELLENCE



ROBUST HEAVY DUTY CRANE TECHNOLOGY AND MATURE ELECTRONICS ARE GUARANTORS FOR LONG-LIFE CYCLE
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PROFITABLE HEAVY-DUTY CRANE TECHNOLOGY
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è Maximum è High



operator friendliness thanks to radio remote control



è Additional è Shorter è High



utilisation of the working range thanks to HPSC



applications with Power Link Plus



load cycle times thanks to High Speed Extention



value retention due to KTL coating
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FIRST-RATE IN DESIGN AND PERFORMANCE



POWER LINK PLUS HIGH VARIETY OF USES



LOW-MAINTENANCE EXTENSION SYSTEM REDUCES SERVICE TIME



HIGH SPEED EXTENSION FOR EFFICIENT ASSIGNMENTS



With the 15-degree reverse linkage system, you can reach through low door openings and also work inside buildings. Heavy crane work – even in difficult conditions.



With sliding elements made of synthetic material and the high-quality KTL coating, this boom system significantly simplifies service performed by the operator. This saves time and money – and protects the environment.



The High Speed Extension speeds up the extension boom system. Crane works faster and more efficiently.



HPSC MAXIMUM UTILISATION OF THE WORKING RANGE The variable stabiliser positioning of the High Performance Stability Control System makes it possible to utilise the lifting capacity to the maximum. It enables working within tight spaces.



PAL 50 COMFORT AND SAFETY



CONTROL CONSOLE ALL INFORMATION AT A GLANCE



The PALTRONIC 50, PALFINGER offers the latest control electronics for the series production crane. The custom designed electronic operates and monitors the crane and offers more efficiency in use and safety.



All important information about the crane can be seen on the main control stand. Ergonomic control levers and the optional lighting package provide increased safety and comfort even in poor visibility conditions.



KTL – CATHODIC DIP PAINTING FOR RETAINING HIGH VALUE



FUNCTIONAL DESIGN PRACTICAL AND ATTRACTIVE



RADIO REMOTE CONTROL DIALOGUE WITH THE OPERATOR



The UV-resistant coating guarantees long-term surface protection. Perfect appearance during the entire lifetime for maximum resale value.



Robust plastic covers protect crane parts against dirt and damage. Better appearance and increased operational comfort – during the entire lifetime.



PALFINGER radio remote controls are quipped with linear lever or cross lever and provide the greatest possible comfort for the operator. All EH models with LED-Display inform the crane operato *



* Wunschausrüstung/länderspezifische Ausrüstung
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*



*



PERFECT DIMENSIONS DIMENSIONS



2197 (86.50")



4878 (192.05")



3147 (123.90") (38.43")



976



2587 (101.85")



2550 (100.39")



2280 (89.75")



1500



1567–1709



(59.06")



(61.69"–67.28")



7800 (307.09")



1709 (67.28")



TECHNICAL DATA PK 56502



PK 62002 EH



Max. lifting moment



52.2 mt/512.0 kNm



377600 ft.lbs



57.8 mt/567.0 kNm



418160 ft.lbs



Max. lifting capacity



20200 kg/198.2 kN



44530 lbs



22200 kg/217.8 kN



48940 lbs



Max. hydraulic outreach



16.2 m



53' 2''



16.2 m



53' 2''



Max. manual outreach



23.1 m



75' 9''



23.1 m



75' 9''



Slewing angle



370 °



Slewing torque



6.6 mt/65.0 kNm



47940 ft.lbs



6.6 mt/65.0 kNm



47940 ft.lbs



Stabiliser spread



7.8 m



25' 7''



7.8 m



25' 7''



Fitting space required (min./max.)



1.60 m/1.71 m



5' 3''/5' 7''



1.60 m/1.71 m



5' 3''/5' 7''



Width folded



2.55 m



8' 4''



2.55 m



8' 4''



Max. operating pressure



320 bar



4640 psi



350 bar



5075 psi



Recommended pump capacity Dead weight (std.)



370 °



from 70 l/min



18.5 US gal./min



from 80 l/min



21.1 US gal./min



to 80 l/min



21.1 US gal./min



to 100 l/min



26.4 US gal./min



5130 kg



11310 lbs



5130 kg



11310 lbs
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PK 56502 HIGH PERFORMANCE Modell



(S507–SK–E) Model



PK 56502



DTS507SGA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit
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Seite



Page
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B



Chapitre



01/2011 Edition



Page Edition



Modell



(S507–SK–E) Model
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PK 56502



DTS507SGA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit



PK 56502 C



Kapitel



Chapter Page



Ausgabe



C



Chapitre



0300



Seite



Page



01/2011 Edition



Edition



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account.



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account.



Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.



Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.



16m
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



Modell



(S507–SK–E) Model



PK 56502



DTS507SGA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit



Type



PK 56502 D



Seite Ausgabe
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01/2011 Edition
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999



Kapitel



2m



Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



Chapitre Page



Modell



Model



PK 56502



DTS507SGA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit



Type



PK 56502 E



Edition



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden.



(S507–SK–E)



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999 Kapitel Seite Ausgabe



Chapter



0500 Page



01/2011 Edition



Chapitre Page Edition



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account. Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.



D



E



Subject to change, production tolerances have to be taken into account.



Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale



Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



–2m



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999



Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999



PK 62002 EH HIGH PERFORMANCE Modell



(S507–SK–E) Model



DTS507SHA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit
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DTS507SHA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit
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Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account.



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account.



Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.



Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100
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(S507–SK–E) Model



Traglastdiagramm Lifting capacity diagram Diagramme de capacit
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PK 62002–EH PK 62002–EH D



Seite Ausgabe
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Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



DTS507SHA/04 Chapter
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999



Kapitel



2m



Chapitre Page
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DTS507SHA/04



Traglastdiagramm Lifting capacity diagram Diagramme de capacit
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Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden.



(S507–SK–E)



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999 Kapitel Seite Ausgabe



Chapter



0500 Page



01/2011 Edition



Chapitre Page Edition



Konstruktionsänderungen vorbehalten, fertigungstechn. Toleranzen müssen berücksichtigt werden. Subject to change, production tolerances have to be taken into account. Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.
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E



Subject to change, production tolerances have to be taken into account. Sous reserve de modifications de conception. Les tolerances relatives a la technique de production doivent etre prises en consideration.
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Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale



Krandarstellung symbolisch, Angaben bei 20° Hauptarmstellung & Lastarm horizontal Symbolic crane figure, indications at 20° main boom position & load arm in horizontal position Représentation symbolique de la grue, indication avec angle de premier bras 20° et extensions an position horizontale Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



–2m



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999



Zulässige Traglasten für Seilwinde siehe Datenblatt DTKBW0000-04.0100 For Rope winch load capacity refer to page DTKBW0000-04.0100 Charges autorisées pour le treuil, voir DTKBW0000-04.0100



Einstufung: HC1 HD4/B3 nach EN12999 Classification: HC1 HD4/B3 in EN12999 Classement: HC1 HD4/B3 en mesure EN12999
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Cranes shown in the leaflet are partially optional equipped and do not always correspond to the standard version. Country-specific regulations must be observed. Dimensions may vary. Subject to technical changes, errors and translation mistakes.
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Heavy-Duty Control Cables 

integrated part of the control. The extra stiffness supplied by the addition of the sleeve over the otherwise exposed por- tion of the control wire is significant and.
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RAM heavy duty 

slt (CABINe sIMple/CABINe D'ÉQuIpe/MegA CABMD). AMÉLIORATIONS PAR RAPPORT AU ... AMÉLIORATIONS PAR RAPPORT AU MODÈLE SLT (SUITE).
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Heavy Duty Trailer Coupler Lock 

Turn key another 90Â° to lock and remove key. 4. 5. 3. 2. 1. 6. Instructions d'installation. L'adaptation adÃ©quate du coupleur UFP et d'autres coupleurs de 47,6 mm ...
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Installation Manual Heavy Duty Submersible Effluent ... - PexUniverse 

aux exigences de la pompe, telles qu'indiquées sur la plaque signalétique. ... Les pompes d'assèchement et de système d'égout traitent souvent des matières ...
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defining gel - It Works 

FREQUENTLY ASKED QUESTIONS. WHAT IS DEFINING GEL? Defining Gel is an intensive body contouring gel that hydrates the skin, reduces the appearance ...
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Heavy Duty Walk-Thru Greenhouse - Home Depot 

21 janv. 2013 - A x5. 00669 x18. 10150 b. D. A. C. E. F. 02030 x15. 10273 x10. 803137 x14. 803138 x2. 10110 x12 x3. 02031. 10205 x2. 801454 x1. 10225 x7.
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Heavy Duty Laminator - Fellowes Canada Ltd 

5 janv. 2013 - â€œREADYâ€� LED switches to show the roller temperature is ready to laminate. Indicates running speed of the rollers. Function LED displays showing the ..... Les rouleaux sont endommagÃ©s ou il y a de l'adhÃ©sif sur les rouleaux. Passe
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Installation Manual Heavy Duty Submersible Effluent 

The installation must be in accordance with the National Electric Code, Uniform ..... in applications where loss of pump function could result in property damage.
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Installation Manual Heavy Duty Submersible Effluent 

*Do not throw away or lose this manual. 7000 Apple Tree Avenue. Bergen, NY 14416. Phone: (800) 543-2550. Fax: (585) 494-1839 www.libertypumps.com.
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Installation Manual Heavy Duty Submersible Effluent ... - PexUniverse 

2. Before Installation, read the following instructions carefully. Each Liberty pump ..... the pump directly on earth, gravel or debris since this can cause excessive ...










 


[image: alt]





Installation Manual Heavy Duty Submersible Effluent 

to minimize possible hazards from flood conditions. ..... of return is more than 3 years from the "CODE" (date of manufacture) number noted on the pump ...
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Installation Manual Heavy Duty Submersible Effluent 

6/10 HP. FL70-Series. 3/4 HP. FL100-Series. 1 HP. FL150-Series. 1-1/2 HP ... Always disconnect the pump from the power source before handling or making ..... Liberty Pumps, Inc. warrants that pumps of its manufacture are free from all ...... du compa
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Installation Manual Heavy Duty Submersible Effluent 

Set the pump in the pit making sure the switch has adequate clearance and will not hang-up on the pit wall. The float must be free to move throughout its travel ...
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Installation Manual Heavy Duty Submersible Effluent 

alarm such as Liberty's ALM-2 in applications where loss of pump function could result in ... an alarm is used, it must be connected to a separate electrical circuit.
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Installation Manual Heavy Duty Submersible Effluent 

Keep clear of suction and discharge openings. ... Separate the discharge pipe at either the check valve or at the union. ..... Liberty effluent/dewatering pumps come equipped with an air bleed hole in the base of the pump to help prevent airlock.
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heavy duty electric can opener - West Bend 

contact the Focus Electrics Customer Service Department at (866) 290 ... Replacement parts, if available, may be ordered directly from Focus Electrics online at.
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preventage - It Works Body Wraps 

Apply every morning over cleansed skin with a gentle circular massage. Can be used alone or under your sunscreen, cream, or make up. 1. PREVENTAGEâ„¢.
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ultimate body applicator - It Works 

1. These statements have not been evaluated by the Food and Drug Administration. This product is not intended to treat, diagnose, cure or prevent any disease.
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facial - It Works Body Wraps 

Don't wear your age on your face! Tighten, tone, and firm to give your face a lift in as little as 45 minutes. This cream-infused, deep hydration mask soothes skin ...










 


[image: alt]





1996-GSA-heavy-duty-pocket-knife - Collectors of Camillus 

mmr,ping VITC or tg mrocma vi pmnlns ah-ma. Type x;, clam. 1,. t.o-bhde electricimâ€�o knife k. lat.aded for .lectriclan,. .M! la cu%cing ad. CICr.ping wire ad ar.
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Installation Manual Heavy Duty Submersible Effluent ... - PEX Universe 

3/4 HP. FL30-Series. 1/3 HP. FL50-Series. 1/2 HP. FL60-Series. 6/10 HP ..... Liberty Pumps, Inc. warrants that pumps of its manufacture are free from all factory ...
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31-484 heavy duty oscillating floor spindle sander - Amazon Simple ... 

Technical Service Manager, DELTAÂ® Power Equipment Corporation, 2651 New Cut Road, ...... la machine de la palette et posez-la sur une surface au sol plane.
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FCA CANADA Ram 2500 et 3500 Heavy Duty 

exploite une usine de piÃ¨ces d'aluminium Ã  Etobicoke et possÃ¨de un centre de ... dÃ©veloppement Ã  Windsor, ainsi que des bureaux de vente et des centres de ...
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FCA Canada – Le nouveau Ram Heavy Duty 2019 

et Cummins ont atteint un couple jalon de 1 000 lb-pi avec le tout nouveau ..... Chrysler 300, la Dodge Charger et la Dodge Challenger (à Brampton), FCA ...
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