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7-9 Characteristics Pilot operated check valves Series CPOM

Pilot-operated check valves from the Parker Manapak series CPOM are sandwich plate valves designed for stacking beneath a directional valve with a ... 
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Pilot operated check valves Series CPOM



Catalogue HY11-2500/UK



Characteristics Pilot-operated check valves from the Parker Manapak series CPOM are sandwich plate valves designed for stacking beneath a directional valve with a standardised mounting pattern. Depending on the function required, one or two pilot-operated check valves are arranged in the ports A and/or B. The free flow direction is always from the valve side to the manifold side.



Function
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B



A



P



T



B



A



Model CPOM3



The check valves open when flowing to the consumer side, where the opposing check valve is hydraulicallymechanically pilot-operated simultaneously by a control spool, and thus the return flow is enabled from other consumer sides. Features The valve bodies of the Parker Manapak valve series CPOM are made of steel. The valve poppet is precisely guided into the steel sleeve and ensures a good seal on the seat. This metallic sealing configuration is subject to the criteria as a result of metallic line contact and operational wear.



Characteristics Port size



DIN



NG6



NG10



NG16



NG25



CETOP NFPA



03 D03



05 D05H



07 D07



08 D08



Mounting pattern



DIN 24430, ISO 4401, CETOP RP21, NFPA



When the valve poppet is open, the large cross-section allows high flow rates at low differential pressure.



Series



CPOM2



CPOM3



CPOM4



CPOM6



Working pressure



350 bar



350 bar



350 bar



210 bar



Opening pressure



1.0 bar



0.8 bar



0.5 bar



0.4 bar



Different control ratios can be chosen with the NG6 and NG10 valves.



Control ratio



1 : 3 or 1:7 1.8



1 : 3 or 1 : 6.5 4.0



1 : 2.4



1:3



7.4



9.5



Weight [kg]



CPOM4 / CPOM6



CPOM2 / CPOM3



DD



X P Y T



B



A



X P Y T



B



A



X P Y T



B



A



AA



BB
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Parker Hannifin GmbH Hydraulic Controls Division Kaarst, Germany
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Catalogue HY11-2500/UK



Performance curves



Pilot operated check valves Series CPOM



∆ p/Q performance curves Model CPOM2



Model CPOM3



∗ BB (type HT) Model CPOM2∗



∗ BB (type HT) Model CPOM3∗



Model CPOM4



Model CPOM6
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Pilot operated check valves Series CPOM



Catalogue HY11-2500/UK



Ordering Code



CPOM Check valve, pilot-operated



V Valve size



Pilot-operated connection



Code



Size



2 3 4 6



NG6 NG10 NG16 NG25



Code



Connection



DD



A and B



AA



only A



BB



only B



Control ratio



Seal FPM



Code



Control pressure ratio



omit



CPOM2, 3 and 6 1:3 CPOM4



HT



Design series (not required when ordering)



CPOM2 = 1 : 7 CPOM3 = 1 : 6.5



7 Switch code



"C" "A"



"B"
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Pilot operated check valves Series CPOM



Catalogue HY11-2500/UK



Dimensions



CPOM2 Note: The O-rings for sealing the connecting surface of the manifold side are included. The O-rings and positioning pins are always mounted on the manifold side.



Seal kit CPOM2 Control ratio



Seal



Order code



HT



V N



SK-CPOM2-V-11 SK-CPOM2 HT



CPOM3



7



Note: The O-rings for sealing the connecting surface of the manifold side are included. The O-rings and positioning pins are always mounted on the manifold side.



Seal kit CPOM3 Seal



Order code



V



SK-CPOM3-V-11
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Pilot operated check valves Series CPOM



Catalogue HY11-2500/UK



Dimensions



CPOM4 Note: The O-rings for sealing the connecting surface of the manifold side are included. The O-rings and positioning pins are always mounted on the manifold side.



Seal kit CPOM4 Seal



Order code



V



SK-CPOM4V-10



CPOM6 Note: The O-rings for sealing the connecting surface of the manifold side are included. The O-rings and positioning pins are always mounted on the manifold side.
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Seal kit CPOM6 Seal



Order code



V



SK-CPOM6-V-20
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Pilot Operated Check Valve Series CPOM Characteristics 

When the valve poppet is open, the large cross-section allows high flow rates at low differential pressure. â€¢ Different control ratios can be chosen with the NG6.
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Characteristics Pilot Operated Directional Control Valves ... - Mercateo 

Catalogue HY11-3500/UK ... The D3DP, D4P, D9P and D11P are hydraulically control- led 4/3 or 4/2 ... The minimum pilot pressure must be ensured for all op-.
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Hydraulically Pilot Operated Check Valve Series SVLB Characteristics 

Pressurizing the X-port relieves the area on top of the poppet to the drain port and allows flow from B to A. The seat design of the SVLB valve series provides ...
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Hydraulically Pilot Operated Check Valves Series SVLE (Parker), C4V 

Hydraulic. Max. operating pressure. [bar] 350. Nominal flow. [l/min]. 150. 270. 450. Fluid. Hydraulic oil to DIN 51524. Viscosity recommended. [cSt]/[mmÂ²/s] 30...
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7-41 Characteristics Pilot operated pressure relief valves Series RM 

Parker Hannifin GmbH. Hydraulic Controls Division. Kaarst, Germany. Catalogue HY11-2500/UK. 7. Series. RM3. RM 4. RM6. DIN. NG10. NG16. NG25. Port.
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Hydraulically Pilot Operated Check Valve Series RH Characteristics 

provides shock-free unloading of the fluid, especially at high working pressure and large volumes. Connection for pilot line. Connection for pilot line. Code. RH.
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Direct Operated Check Valve Series CM Characteristics 

Series CM. 7. Ordering Code. Schematics. The valve side is shown at the top of the symbols, the manifold side with channel designation is shown on the bottom.
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7-23 Characteristics Direct operated pressure reducing valves Series 

Series PRDM are direct operated pressure reducing valves to regulate pressure in one area of a hydraulic circuit at a predetermined level below normal system.
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Pilot Operated Directional Control Valves Series 4D02V ... - Mercateo 

Catalogue HY11-3500/UK ... Further spool types, solenoid voltages, position control, hydraulic and mechanical ... Minimum pilot supply pressure. [bar]. Static / ...
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Pilot Operated Directional Control Valves Series D31DW, D41VW 

Catalogue HY11-3500/UK. Parker Hannifin GmbH ... The minimum pilot pressure must be ensured for all op- erating conditions of the ... 1. Directional control valve. Style. Pilot. NG 06. Spool type. Series. 3 position spools. Code. Spool type a. 0.
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7-29 Characteristics Direct operated pressure relief valves Series RDM 

piston type valves with low hysteresis. They can be used as a P-T relief, and a T-T controlled counter balance valve. 4 pressure stages with max. pressure ...
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Pilot Operated Directional Control Valves Series 4D02V, 4D03, 4D06 

4D03 (NG16) and 4D06 (NG25) are offered under Deni- .... 3. 6. 55. â€“. 7. â€“. 8. â€“. 56. 4. â€“. â€“. 9. â€“. 4D02V. The flow curve diagram shows the flow versus pressure.
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Pilot Operated Pressure Relief Valve Series RM Characteristics 

4.9. 5.9. Hydraulic. Max. operating pressue. [bar] 350. Fluid hydraulic oil to ISO. Fluid temperature. [Â°C] -20...+80. Viscosity recommended permitted. [cSt]/[mm2/s].
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Pilot Operated Sequence Valves Series S (Parker), R4S (Denison 

Technical data S/R4S. General. Nominal size. 10. 25. 32. Interface. Subplate mounting acc. ISO 5781. Mounting position as desired, horizontal mounting ...
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7-15 Characteristics Throttle check valves Series FM 

Seal. FPM. V. Design series. (not required when ordering). Throttle valve. FM. Throttle ... Seal. V. FM2. The O-ring plate (with O-rings) for sealing the connect-.
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Pilot Operated Check Valve Series ZRE (Denison) - Parker Hannifin 

Page 1. 7-79. Catalogue HY11-3500/UK. Parker Hannifin GmbH & Co. KG. Hydraulic Controls Division. Kaarst, Germany. Pilot Operated Check Valve.
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Pilot Operated Pressure Reducing Valve Series PRM Characteristics 

The valve bodies of the Parker Manapak valve series. PRM are made of steel. ... in the valve body. â€¢ Piloting results in a ... The O-rings for sealing the connecting ...
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Pilot Operated Proportional DC Valve Series D*1FH Characteristics 

B12 3) zerolap 2). E52. B61. QB = QA /2. ( ) flow for spool B11/B12. Code. Flow [l/min] .... If the minimal supply voltage drops below, it is internally monitored and ...
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Throttle Check Valve Series FM Characteristics 

Adjustment. Throttle valve. Seal. FPM. Design series. (not required for ordering). V. Code ... V. SK-FM2-V-20. Note: The O-ring plate (with. O-rings) for sealing the.
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Direct Operated Proportional DC Valves Series 4DP01, 4DPE01 

DIN NG6 / CETOP 03 / NFPA D03 ... DIN 24340 / ISO 4401 / CETOP RP121 / NFPA ... 3-14. 4DP01-4DPE01_UK.INDD CM. Direct Operated Proportional DC ...
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Pilot Operated Pressure Relief Valve Series R5V*P2 ... - Parker Hannifin 

Catalogue HY11-3500/UK ... pressure control. G0R. Solenoid voltage. 12V 2.3A. Ordering Code. Code Pressure stages. 1 ... Minimum pressure curve 1).
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Pilot Operated Pressure Relief Valve Series R5V (Denison 

NBR. 5. FPM. Code. Port size. 06. SAE Â¾". 08. SAE 1". 10. SAE 1Â¼". 121). SAE 1Â½". A .... AC: up to 7200, DC: up to 16000 switchings/hour. Coil insulation class.
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Pilot Operated Pressure Reducing Valve Series R5R (Denison 

NBR. 5. FPM. Code Solenoid voltage omit. Standard w/o vent function. G0R. 12V= G0Q ... AC: up to 7200, DC: up to 16000 switchings/hour. Coil insulation class.
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Direct Operated Proportional DC Valve Series D1FP Characteristics 

3. Characteristics. The direct operated control valve D1FP of the nominal ... controlling of pressure and velocity. Driven by the new .... [A] 4.0 medium lag. EMC.
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