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790WSP Maintenance

AUDIO OUT. Audio cable. SONY CCXA-53 or equivalent. (XLR 5-pin _ XLR 3-pin, 2 m). GENLOCK IN. BNC. 1-569-370-12. TC IN. TC OUT. TEST OUT. 
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1-4. Matching Connectors



1-4. Matching Connectors When external cables are connected to the connector during maintenance, the hardware listed below (or the equivalents) must be used: Panel Indication



Matching Connector/Cable Name



Part No.



AUDIO IN CH-1/CH-2



XLR 3-pin, male



1-508-084-00



AUDIO OUT



Audio cable (XLR 5-pin _ XLR 3-pin, 2 m)



SONY CCXA-53 or equivalent



GENLOCK IN TC IN TC OUT TEST OUT VIDEO OUT



BNC



1-569-370-12



DC IN



XLR 4-pin, female



1-508-362-00



DC OUT 12 V



DIN 4-pin, male



1-566-425-11



MIC IN +48 V



XLR 3-pin, male



1-508-084-00



REMOTE



6-pin, male



1-560-078-00



EARPHONE



Mini jack



Available separately



LIGHT



Power tap [OE]



ANTONBAUER 33710 or equivalent
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1-5. Signal Inputs and Outputs



1-5. Signal Inputs and Outputs Inputs GENLOCK IN TC IN



1.0 V p-p, 75 Z 0.5 V to 18 V p-p, 10 kZ



MIC IN : XLR 3-pin, female 2



Outputs TEST OUT TC OUT VIDEO OUT EARPHONE



1.0 V p-p, 75 Z, unbalanced 1.0 V p-p, 75 Z 1.0 V p-p, 75 Z, unbalanced _∞ to _18 dBu, adjustable, 8 Z



AUDIO IN CH1/CH2 : XLR 3-pin, female 2



1



1



3



3











Pin No.



Signal



Specification



Pin No.



Signal



Specification



1



MIC IN (G)



_60 dBu High



1



LINE/MIC IN (G)



+4 dBu/_60 dBu High



2



MIC IN (X)



impedance balance



2



LINE/MIC IN (X)



impedance balance



3



MIC IN (Y)



3



LINE/MIC IN (Y)



(0 dBu=0.775 Vrms)



DC IN : XLR 4-pin, male



(0 dBu=0.775 Vrms)



BATT IN : 5-pin, male 4



1



1



2



3



4



5



2 3



Pin No.



Signal



1 2



Specification



Pin No.



Signal



GND



1



BATT IN (_)



_



2



BATT IND IN



3



_



3



BATT REM IN



4



EXT DC IN



4



LIGHT CONT OUT



5



BATT IN (+)



DC 11 to 17 V



DC OUT 12V : DIN 4-pin, female 4



Specifications



DC11 to 17 V



AUDIO OUT : XLR 5-pin, male



1



1



5 2



3



2



Pin No.



Signal



3



4



Specification



Pin No.



Signal



Specifications



1



UNREG GND



1



GND



2



_



2



CH1 (X) OUT



0 dBm



3



_



3



CH1 (Y) OUT



(Terminated in 600 Z)



4



UNREG +12 V OUT



4



CH2 (X) OUT



5



CH2 (Y) OUT
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0.1 A MAX
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1-5. Signal Inputs and Outputs



VF : 20-pin, female



REMOTE : 8-pin, female 1



3



4



9 13 18



1



2



8



3



12



4



17 20







7



8



6 5







Pin No.



Signal



Specifications



Pin No.



Signal



1



VTR SAVE OUT



L : Light on, OPEN : Light off



1



RM TX (+) OUT



2



RM TX (_) OUT



2



ABNORMAL OUT



L : Light on, OPEN : Light off



3



RM RX (+) IN



3



16:9/4:3 OUT



H : NORMAL (4:3) L : WIDE (16:9)



4



RM RX (_) IN



5



UNREG GND



6



UNREG +12 V OUT



7



RM TEST (G) OUT



8



RM TEST (X) OUT



4



REC (L) OUT



H : Light on, L : Light off



5



COLOR VF DET IN



H : Color, L : B/W



6



CCIR/EIA OUT



H : CCIR, L : EIA



7



DISPLAY ON IN



OPEN : ON, L : OFF



8



G TALLY OUT



H : Light on, L : Light off



9



_



10



Y (X) OUT



1 Vp-p, VF : Zi=1 kZ



11



ZEBRA ON IN



H : OFF, L : ON



12



VIDEO (X) OUT



1 Vp-p, VF : Zi=1 kZ



13



AUDIO CTL IN



14



B-Y (Y) OUT



700 mVp-p, VF : Zi=1 kZ, 75% color-bars



15



R-Y (X) OUT



700 mVp-p, VF : Zi=1 kZ, 75% color-bars



16



BATT IND OUT



H : Light on, L : Light off



17



REC/TALLY OUT



H : Light on, L : Light off



18



+9.3 OUT



REG +9.3 V



19



GND



20



UNREG OUT
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Specifications



+11 V to 17 V



1 Vp-p, Zo=75 Z



LIGHT : 2-pin, female 2



1



Pin No.



Signal



Specifications



1



LIGHT +12 V OUT



50 W MAX



2



GND



+11 V to 17 V



DVW-790WS/709WS/707 DVW-790WSP/709WSP/707P P1



1-5. Signal Inputs and Outputs



LENS: 12-pin, female 9



1 2



8



10 12



3 4



7



11 5



6



Pin No.



Signal



Specifications



1



RET(SW) IN



L : ON, OPEN : OFF



2



VTR TRIG IN



L : ON



3



LENS GND



4



AUTO +5 V IN



AUTO : +5 V MANU : 0 V or OPEN



5



IRIS CONT OUT



+3.4 V (F16) to +6.2 V (F2.8)



6



UNREG +12 V OUT



+11 V to 17 V



7



IRIS POSITION IN



+3.4 V (F16) to +6.2 V (F2.8)



8



REMOTE/LOCAL IN



9



EXTENDER IN



EX 2 ON : 0 V EX 0.8 ON : +1.8 V OFF : +4.8 V



10



ZOOM POSITION IN



WIDE : 2 V TELE : 7 V



11



N.C



No connection



12



N.C



No connection
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maintenance & restoration Propeller Maintenance 

trifugal force acting to pull the blades from the hub. While ... easily tear the engine from its mounts, rendering the air- .... Issue Frequency: Monthly. 5.
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maintenance & restoration Propeller Maintenance 
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Maintenance & Restoration: DIY Aircraft Maintenance 
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maintenance & restoration Fuel System Maintenance 
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Maintenance Information 
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Service & maintenance 
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INSTALLATION MAINTENANCE 
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Maintenance Information 
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Maintenance Information 
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Manuel de maintenance 

Kontrollera att alla hjul står stabilt på marken och att det ... gång eller som sittplats när den står stilla. Ändra inte ..... Port Melbourne, Victoria 3207. Phone:- 1300 ...
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