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94/20/EC (STU)



APPENDIX I



Réf.: 9427-PL



to EEC Type Approval Certificate No: e11*94/20*7303*00



=1,00 h



concerning the component type-approval of mechanical coupling devices with regard to Directive 94/20/EC



1.



ADDITIONAL INFORMATION



1.1



Class of type of coupling: A50-X



NOTICE DE POSE A USAGE PROFESSIONNEL FITTING INSTRUCTIONS FOR PROFESSIONAL FITTERS, INSTRUCCIONES DE MONTAJE PARA USO PROFESIONAL, MANUAL DE MONTAGEM PARA UTILIZACÄO PROFISSIONAL, MONTAGEANLEITUNG FÜR PROFESSIONNELLEN EINSATZ, ISTRUZIONI DI POSA AD USO PROFESSIONALE, MONTAGEHANDLEIDING VOOR PROFESSIONEEL GEBRUIK



Type: 5001 Citroën



1.2



1.3



D 9,70 kN



Categories or types of vehicles for which the device is designed or restricted: M, N



? kg



94/20/EC e11 00-7303



? kg RAYMOND



Maximum D-value: 9.7 kN



L 1.4



Maximum vertical load S at the coupling point: 100 kg
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Maximum load U at the fifth wheel coupling point: Not applicable
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1.6



Maximum V-value: Not applicable



1.7



Instructions for attachment of the coupling type to the vehicle and photographs or drawings of the fixing points at the vehicle given by the manufacturer; additional information if the use of the coupling type is restricted to special types of vehicles: See manufacturers fitting instructions
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Remarks(1): None
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B E



Information on the fitting of special towing brackets or mounting plates: Not applicable
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Including information as to whether fifth wheel couplings are unsuitable for positive steering.
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If the means of identification of type contains characters not relevant to describe the component types covered by this type approval certificate such characters shall be represented in the documentation by the symbol `?' (e.g. ABC??123??).
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The EEC type approval number appearing on this document shall consist of all sections outlined in Annex VII to Directive 70/156/EEC as last amended by Directive 92/53/EEC. The component itself shall be marked as prescribed in the relevant separate Directive.
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Name(s) and address(es) of assembly plants: Thule Towing Systems B.V. Industrieweg 5 7951 CX, Staphorst Netherlands



Thule Towing Systems B.V. Stephensonstraat 6 7903 AV Hoogeveen Netherlands



Thule Towing Systems SARL ZAC des Naux 51450 Bétheny France



Thule Towing Systems A/S Glasmagervej 21, Fensmark 4684 Holmegaard Denmark



1



Thule Towing Systems AB Industrigatan 8 46228 Vänersborg Sweden
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SECTION II



B C



1.



Additional information (where applicable): See Appendix I



2.



Technical service responsible for carrying out the tests: TÜV SÜD Automotive GmbH



3.



Date of test report: 20 January 2009



4.



Number of test report: 09-00020-CX-GBM
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5.



Remarks (if any): See Appendix I



6.



Place: BRISTOL



7.



Date: 04 FEBRUARY 2009



8.



Signature:
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A. W. STENNING Head of Technical and Quality Group
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9.



The index to the information package lodged with the competent authority that has granted type approval, which may be obtained on request, is attached.
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THE UNITED KINGDOM VEHICLE APPROVAL AUTHORITY COMMUNICATION CONCERNING THE GRANTING OF EEC TYPE APPROVAL AS A COMPONENT OF MECHANICAL COUPLING DEVICES FOR MOTOR VEHICLES AND THEIR TRAILERS PURSUANT TO DIRECTIVE 94/20/EC OF 30 MAY 1994 (STU) Type Approval No(1): e11*94/20*7303*00 Reason(s) for Extension: Not applicable
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0.1



Make (trade name of manufacturer): Brink or Thule



0.2



Type and general commercial description(s): 5001 / non-standard coupling ball 50



0.3



Means of identification of type if marked on the component(2): Make (trade name), type and class



0.3.1



Location of that marking: Type plate on socket



0.5



Name and address of manufacturer:



16 Thule Towing Systems B.V. Industrieweg 5 7951 CX, Staphorst Netherlands
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In the case of components and separate technical units, location and method of affixing of the EEC approval mark: Type plate on socket plate, riveted
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dove: T= Massa Complessiva Max. della motrice (in kg) C= Massa Rimorchiabile Max. della motrice (in kg)



≤ 9,7



Si dichiara inoltre di aver informato l’utente del veicolo sull’USO e MANUTENZIONE del dispositivo stesso.



tipo:.......................................................................................... Il dispositivo di attacco sopra indicato è stato installato su autoveicolo modello:................................................................................... targa:........................................................................................ Data:.........................................................................................



TIMBRO e FIRMA



DICHIARAZIONE DI CORRETTO MONTAGGIO: la sottoscritta Ditta dichiara di aver montato in maniera corretta ed in conformit⁄ alle prescrizioni sia del costruttore del veicolo che del costruttore del dispositivo stesso il seguente dispositivo di attacco meccanico:



DA COMPILARE PER IL COLLAUDO



Per verificare l’idoneità del dispositivo di traino omologato a norma CEE 94/20, all’installazione sulla vettura su cui si intende procedere al montaggio, compilare la seguente formula (se necessario declassare la massa rimorchiabile):



Classe e tipo di attacco: A50-X Omologazione: e11 00-7303 Valore D: 9,7 kN Carico Verticale max. S: 70 kg Larghezza rimorchiabile per Caravan e T.A.T.S.: 2,55m vedere CARTA di CIRCOLAZIONE VEICOLO (motrice) + 70 cm = ..arrotondare ai 5 cm superiore (vedi D.M.28/05/125) Massa rimorchiabile: vedi carta di circolazione dell’ autoveicolo



Dispositivo di traino tipo: 5001 Per autoveicoli: Peugeot 5008 Tipo funzionale: OE****/**
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TYPE ZJX650, TYPE ZJX740, TYPE ZJX750, TYPE ZJX760, TYPE 

plates or gas burners. • This kettle is for .... Haal altijd de waterkoker van het motorblok ... Controleer of de spanning van het blijft functioneren en er goed uit blijft.
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TYPE ZJX650, TYPE ZJX740, TYPE ZJX750, TYPE ZJX760, TYPE 

Caution: Do not operate the kettle on an inclined surface. ... appearance and efficiency of your kettle. .... switching off before affecting operation. Refer to ...
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Type 5710 Type 5709 Type 5708 

27 avr. 2006 - We hope you enjoy your new Braun shaver. The Braun Freeglider is a shaver which automatically applies a Shaving Conditioner during shaving. The shaver is washable. ... of children. Keep away from sources of ignition - no smoking. .....
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Type 5736 Type 5738 Type 5739 - braun 

any part of it. Otherwise there is risk of electric shock. .... For electric specifications, see printing on the ..... Modelos 5873/5874 e 5875: A luz de car- regamento ...
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Type 5710 Type 5709 Type 5708 

5710320_S4-102 Seite 8 Donnerstag, 1. MÃ¤rz 2007 12:21 12 ... Best environmental temperature range for charging is. 15 Â°C to 35Â°C. ... Freeglider. Preserving the cell unit ... b) Lift old applicator at the notch on one side, then the other. ... f) 
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Type 

F 430 HC-40/38. Messwerte / Values / Valeurs ± 10 % gemessen mit Wasser bei 20°C am Druckstutzen der Pumpe obtained with water at 20°C at the outlet ...
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Type 

Typ / Type. F 424 S-43/38. F 424 S-43/37 Z. F 424 S-50/45 Z. F 425 S-41/34. F 426 S-41/38. F 427 S3-43/38. F 430 S-41/38. F 430 S-41/37 Z. F 430 S-50/45 Z.
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Type 5736 Type 5738 Type 5739 - Braun 

D/GB/F/E/P//NL/DK/N/S/FIN/. TR/GR/RUS. Printed in Germany. Page 3. 5736451_Contour 5877_S3 Seite 1 Mittwoch, 29. November 2006 10:11 10. 100% start-stop on N. 3 washabb. 5000. Series algeysem do o NO. 1 charge charge. N empty on * off. Lepiko,. Fant.
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Type 

Messwerte / Values / Valeurs ± 10 % gemessen mit Wasser bei 20°C am Druckstutzen der Pumpe obtained with water at 20°C at the outlet nozzle of the pump.










 


[image: alt]





Type 5774 Type 5779 - gzhls.at 

98949659-09. D/GB/F/E/P/I/NL/DK/N/S/FIN/TR/GR. 98949659_370-360_s02.indd 1. 04.05.2009 11:50:27 OHr. Page 3. washable. Verk. Series 3 on off off on. 0 m nm on a w N â€“ full kow. 370. 370. 360. 10. Jock. STOP ! 2 3. 98949659_370-360_s04.indd 1. 20.05
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Type Manufacturer Philips Type Type Manufacturer ... - Matthieu Benoit 

BTA212B-600B. BCR12CS-12. MITSUBISHI. BTA216B-800B. BCR12CS-8. MITSUBISHI. BTA216B-600B. BCR16C-10. MITSUBISHI. BTA225-800B. BCR16C-8.
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Type ASP - Épissure en aluminium Général Type ... 

Type ASP - Épissure en aluminium. Général. Type: Connecteurs à compression codés couleurs. Code Couleur: Rose. Matériau: Tubes en aluminium sans joints ...
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Type 5 720 Type 5 721 AWS 

5720453_5612/10_AMEE Seite 11 Dienstag, 28. Mai 2002 1:37 13 k dispozici u vaÅ¡eho prodejce nebo v servisnÃch stÅ™ediscÃch Braun.) * (CelkovÃ© hodnocenÃ uÅ¾ivatelÅ¯ strojku Braun, kteÅ™Ã srovnÃ¡vali svÃ© holenÃ s novÃ½mi dÃly s dÃly, pouÅ¾Ãva
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Type 5776 

Golarka w czasie golenia zawsze powinna byÄ‡ prowadzona pod kÄ…tem prostym w stosunku do golonej powierzchni. 3. NaleÅ¼y naciÄ…gnÄ…Ä‡ skÃ³rÄ™ i goliÄ‡ Â«pod wÅ‚osÂ», odwrotnie do kierunku porostu wÅ‚osÃ³w. Czyszczenie. GÅ‚owica golarki jest przystoso
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Cooling Fan Package, Type 12 Ventilateur de refroidissement, Type 

To avoid electric shock and equipment damage, disconnect any power supplies to the enclosure before installing the exhaust grille. Do not energize any circuits ...
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Rain Shroud, Type 3R Monture De Pluie, Type 3R ... - Hoffman 

Para evitar cualquier interferencia del componente, presentar a las ubicaciones que perforan para el recubrimiento antes de corte cualesquiera agujeros. La apertura de la caja dentro del recubrimiento de la lluvia debe ser tan alta como sea posible d
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Type 20 2.5-4.4 

Page 1. Type 20. 2.5-4.4 volume in ftÂ³ / volume en piÂ³. ML15WS1P***. 92. This model / Ce modÃ¨le. 410. 92. 41013814B.
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Type 13 4.5-6.4 

Page 1. Type 13. 4.5-6.4 volume in ft³ / volume en pi³. MP24BCG***1. 263This model / Ce modèle. 430. 189. 41014119B.










 


[image: alt]





TYPE N SPECIFICATIONS 

6 in-lbs. max. Mating Torque. 12 to 15 in-lbs. Coupling Nut. Retention ... .141 SR, RG402, MIL17/130, ULTRA-FLEX .085 SR, RG405, MIL17/133, ULTRA-FLEX.
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TYPE 586 - PartsGuy 

WHITE-RODGERS DIVISION. EMERSON ELECTRIC CO. 9797 REAVIS ROAD. ST. LOUIS, MISSOURI 63123-5398 www.white-rodgers.com. PART NO./No.
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Homotopy type theory - SMF 

what it is to be a group by homotopies which provide a corresponding annotation. We sometimes say that the homotopies are witnesses of the algebraic laws in.
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Rapport type d'instruction 

Etes-vous soumis aux obligations en termes de commande publique ? ... Les informations recueillies font l'objet d'un traitement informatique destinÃ© Ã  instruire ...
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Type 5729 - Okay 

Page 1 ... charged. When the battery is fully charged, the charging light intermit- tently blinks ... place at a Braun Service Centre or at appropriate collection points.










 


[image: alt]





TYPE 2A37 WHITE-RODGERS 

heating system. As the air ... damage, disconnect electric power to system at main fuse or ... of the control to turn the dial so that the fixed indicator. (B) points to ...
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