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94635035 8.5x11 1416 - Watts Water Technologies

tubing. 1.Ajuster l'Ã©crou et la gaine sur en la tuberia. 2. Cut tubing square. Insert le tube. 2. Corte la tuberia recta. Introduzca tubing into fitting. 2. Couper le tube Ã  l'Ã©querre. la tuberia en el empalme. 3. Hand-tighten plus 1/4 turn InsÃ©rer le tube dans le raccord. 3. Apriete a mano, mÃ¢s 1/4 de vuelta. MANGUITO with wrench. 3. 
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94635035 8.5x11 1416 - Watts Water Technologies 

*LEAD FREE: The wetted surface of this product *SANS PLOMB : Les ... water contains less than l'eau potable contiennent moins de 0,25 % de plomb par.
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94635035 8.5x11 1416 - SupplyHouse.com 

d'arrosage. 1.Appliquer de la pâte à joint ou un adhésif d'étanchéité. 2. ... *LEAD FREE: The wetted surface of this product *SANS PLOMB : Les surfaces de ce produit en contact avec contacted by consumable water contains less than l'eau potable conti
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94635035 8.5x11 1416 

manguito en la tuberia y apriete. *LEADFREE: The Wetted surface of this product. Contacted by Consumable Water Contains less than. 0,25% of leadby Weight.
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LF886V - Watts Water Technologies 

Normal discharge and nuisance spitting are accommodated by use of a FEBCO air gap fitting and a fabricated indirect waste line. The gap drain is not designed ...
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Series BD1156F - Watts Water Technologies 

system pressure (the indicators will show black). CAUTION ! Always observe the Boiler Pressure Gauge when using this feature. Using this feature with the Purge Valve closed can result in over pressurizing the system or exceeding the Pressure. Safety 
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94635035 8.5x11 1416 

Coloque la abrazadera o el manguito en la tuberÃa y apriete. *LEAD FREE: The wetted surface of this product contacted by consumable water contains less than.
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LFN45B-M1 - Watts Water Technologies 

siÃ¨ge-tige. Filtre. Ã‰crou de manÅ“uvre. Filtre. Instructions d'installation. 1. Ce rÃ©gulateur doit Ãªtre installÃ© par un entrepreneur agrÃ©Ã©, en conformitÃ© avec.
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Series BD1156F - Watts Water Technologies 

Remove the anti-tamper cap by pulling up on the cap. Raise the reduced pressure by adjusting ... When adjustment is completed, place the anti-tamper cap back on the top of the valve. NOTICE. Watts is not ... emergency BTU steam discharge capacity if 
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Series LF1170 and LFL1170 - Watts Water Technologies 

Estas válvulas principales de templado del agua caliente no se pueden utilizar para templar la temperatura del agua en los accesorios. Se pueden provocar ...
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Series 152A â€“ 252A - Watts Water Technologies 

(en adelante, â€œla CompaÃ±Ãaâ€�) garantiza, por un perÃodo de un aÃ±o a partir de la fecha ... COMPAÃ‘Ã�A POR LA PRESENTE RENUNCIA ESPECÃ�FICAMENTE A TODAS LAS .... o reemplazar el disco o filtro, quite el tapÃ³n de la parte inferior de cabeza ...
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S eries LFX65B - Watts Water Technologies 

The valve should be inspected annually to assure maximum life and performance. ... in material and workmanship under normal usage for a period of one year ...
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1Se riesPIPF-M1 - Watts Water Technologies 

Apply heat with the flame directed AWAY from the center of the valve body. Excessive heat can harm the seats. Purging the Hydronic System. 1. Isolate all ...
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Series LF1170 and LFL1170 - Watts Water Technologies 

(47.63mm). 3/4 in.Pipe (19.05mm). 1 in.Pipe (25.4mm). 1/2 in.Pipe (12.7mm). Figure 1. Domestic Hot Water Application. To prolong the life of the valve, it is recommended the valve be trapped as shown. â€  Devices tested to. ASSE 1016, ASSE. 1070 or A
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S eries 9DM2, 9DM3 - Watts Water Technologies 

Double clapet anti-retour avec Ã©vent atmosphÃ©rique. 1â�„2", 3â�„4" (15, 20mm). RP/IS-9D. 9D. Installation Instructions â€¢ Instrucciones de instalaciÃ³n â€¢ Instructions d'installation. LIMITED WARRANTY: See Watts.com. GARANTÃ�A LIMITADA: Consulte 
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S eries 800M4 & LF800M4 - Watts Water Technologies 

For field testing procedure, refer to Watts installation sheets ... and workmanship under normal usage for a period of one year from the date of original ship- ment.
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Series WDS-SI and LFWDS-SI - Watts Water Technologies 

use the supplied Pocket Screwdriver to depress the tab on the cable while pulling cable from its socket. Figure 4. Important: Interconnecting wires must not touch ...
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Instructions for Installing FS-204-W - Watts Water Technologies 

The preferred installation of the FS-204-W is in a horizontal pipe with a straight run of at ... SO FAR AS IS CONSISTENT WITH APPLICABLE STATE LAW, ANY ...
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Series 850, LF850, 856, LF856 and 856ST - Watts Water Technologies 

Inspect/clean debris from the disc and seat ring. Replace worn or damaged parts as required. 4. Replace the cover, ensure the spring assembly is positioned in ...
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S eries N55B and LFN55B - Watts Water Technologies 

La pose d'une soupape de décharge ou d'un réservoir de dilatation peut s'avérer ... et tous les renseignements de sécurité du produit avant d'en commencer.
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Instructions for Installing FS-200-W - Watts Water Technologies 

(see Flow Chart - Table 1) ... être utilisé dans des applications impliquant de l'eau et ne doit pas être utilisé avec des liquides dangereux ou corrosifs.
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Model RBFF Modelo RBFF ModÃ¨le RBFF - Watts Water Technologies 

charge should match the system fill pressure. (water pressure regulator valve) setting. If replac- ing tank, remove old tank and install new tank. Check air charge in new tank and adjust if needed. Model RBFF. Modelo RBFF. ModÃ¨le RBFF. Residential B
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S eries N55B and LFN55B - Watts Water Technologies 

gauge is recommended to verify correct pressure setting. ... GARANTÍAS IMPLÍCITAS DE APTITUD PARA LA COMERCIALIZACIÓN E IDONEIDAD PARA UN ...
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FS10-C Nov 08.pub - Watts Water Technologies 

RK FS10-3-1. PADDLE A, B & C. RK FS10-6. PADDLE D. RK PRP-218-3957. “O” RING. USA: 815 Chestnut St., North Andover, MA 01845-6098 www.watts.com.
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Instructions for Installing FS-200-W - Watts Water Technologies 

THE COMPANY HEREBY SPECIFICALLY DISCLAIMS ALL OTHER WARRANTIES, ExPRESS OR IMPLIED, INCLuDING BuT NOT LIMITED TO THE IMPLIED. WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICuLAR PuRPOSE. The remedy described in the first paragraph of this warr
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