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ARRIFLEX D-20



_ Introduction



A F I L M S T Y L E D I G I TA L C A M E R A Over the last century cinematographers, innovators and equipment manufacturers have created a set of sophisticated tools for visual storytelling. At the heart of these tools is a 35 mm ﬁlm camera with certain characteristics, including the size of the aperture, a large variety of lenses, a bright optical viewﬁnder, the ability to run at variable speeds, simple to use controls, robust and ergonomic construction and an extensive array of specialized accessories. Video cameras, on the other hand, have been based on the 2/3“ chip standard and have been designed for Electronic News Gathering, making them less than ideal for narrative ﬁlm making.



The ARRI Group, a world wide supplier of the highest quality motion picture ﬁlm equipment since 1917, has introduced a camera concept combining the handling, functionality and creative options of ﬁlm cameras with the immediacy of digital cameras, making it ideal for TV oriented applications where turn-around time and costs are key issues.



F R O M C O N C E P T T O R E A L I T Y: T H E A R R I F L E X D - 2 0



At IBC 2003, ARRI presented the D-20 concept, which has received enthusiastic praise from cinematographers and rental houses alike. Starting in the Fall of 2004, ARRI will place D-20 pre-production units into the ﬁeld for trial productions to further ﬁne tune the D-20 to the needs and desires of cinematographers and producers. These cameras will be made available through ARRI rental houses to selected productions that are interested in experimenting with innovative workﬂows and are eager to make use of a modern ﬁlm style high deﬁnition camera.
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ARRIFLEX D-20



_ C M O S Sensor



F I L M S T Y L E C R E AT I V E O P T I O N S B Y D E S I G N



Since the single 6 Megapixel CMOS sensor at the heart of the D-20 has the same size as a Super 35 mm ﬁlm aperture, the D-20 uses the same lenses as 35 mm ﬁlm cameras. This makes the vast range and excellent optical quality of 35 mm lenses available to directors and cinematographers when shooting HD, greatly expanding their creative options.



The resulting images have the same depth of ﬁeld as 35 mm ﬁlm, giving ﬁlm makers the ability to direct the viewer's attention to a speciﬁc part of the image, a crucial tool in visual storytelling. Other issues essential to cinematography are also addressed: the D-20 has the ability to capture images at higher speeds, it runs speed ramps, has excellent color ﬁdelity and a high dynamic range.



BECAUSE OF THE SIZE OF ITS SENSOR, THE D-20 USES THE SAME PRIME, ZOOM A N D S P E C I A LT Y L E N S E S A S 3 5 M M F I L M C A M E R A S .



35 MM FILM IMAGE AREA:



ANSI SUPER 35 (24.9MM X 18.7MM / 0.980“ X 0.7362“)



TYPICAL 2/3“ CCD SENSOR IMAGE AREA:



9,4 X 5,3 MM



PIXELS:



1920 X 1080



PIXEL PITCH:



4.9 X 4.9 MICRONS



D-20 CMOS SENSOR IMAGE AREA:



FULL WIDTH OF ANSI SUPER 35 (24.9MM X 18.15MM / 0.980“ X 0.7146“)



PIXELS:



3018 X 2200



PIXEL PITCH:



8.25 X 8.25 MICRONS



THE 6 MEGAPIXEL CMOS IMAGE SENSOR



C U STO M D E S I G N E D F O R D I G I TA L C I N E M ATO G R A P H Y.



W H AT I S C M O S ? Like other photoelectric sensors, CMOS (Complementary Metal-Oxide Semiconductor) image sensors are based on an array of photo-sensitive diodes. Each pixel contains one diode that converts light into an electrical charge. Unlike CCDs (Charge Coupled Devices), which output the charge from the pixels serially in a “bucket brigade” process, CMOS image sensors provide a voltage signal at each pixel that is directly proportional to the amount of charge the pixel has collected. Each pixel can be individually addressed to access this information, resulting in a much higher level of flexibility with regards to timing or image format.



WHY CMOS? Since the D-20 sensor is an ARRI specified design, its performance is custom tailored to digital cinematography and gives ARRI tremendous freedom for future developments. CMOS sensors inherently have superior power efficiency and a natural blooming immunity, plus it is possible to read out any portion of the sensor at any time. This has a wide range of advantages, including the ability to read out high frame rates despite the high pixel count and the ability to run speed ramps. It also means that the recording format can be freely chosen, so it is possible to trade spatial resolution for frame rate. Because CMOS is essentially a more flexible technology than CCDs, ARRI can experiment in the future with new and sophisticated features like higher frame rates or a double read-out of each frame to further increase dynamic range.



06



ARRIFLEX D-20



_ Modular



Approach



A MODULAR AND FUTURE PROOF APPROACH



01111101



To ensure that the D-20 is an economically viable investment it is designed in a modular fashion; the sensor can be upgraded when advances in technology offer better performance, and the signal output boards can be exchanged to accommodate future ﬁle based interface and storage options. The rest of the D-20, including the housing, the Optical Module (containing the lens mount, mirror shutter, optical viewﬁnder and camera control electronics) and the internal data bus have been designed to last through many upgrade cycles with traditional ARRI robustness.



To further future proof the D-20, many components have been designed for capabilities far greater than the currently available recording technologies can accommodate. The sensor and the internal data bus, for example, are prepared for frame rates up to 150 fps.
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THE ARRIFLEX D-20 USES THE SAME VIEWFINDER DESIGN AS ALL OTHER MODERN ARRI CAMERAS. CA M E R A O P E R ATO R S A L L OV E R TH E WO R L D A P P R E C I ATE TH E V I EW F I N D E R ' S U N I Q U E A B I L IT Y TO B E F R E E LY P O S I T I O N E D, E V E N O N T H E OT H E R SIDE OF THE CAMERA. THEY ALSO LIKE THE B R I G H T, D I STO RT I O N F R E E I M A G E A N D T H E L A R G E EX IT P U P I L TH AT A L LOWS TH E M TO MOV E TH E EYE WITHOUT LOOSING THE IMAGE.
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THE OPTICAL MODULE Users of ARRI ﬁlm cameras should feel right at home with the bright optical viewﬁnder and the silent rotating mirror shutter borrowed from the ARRICAM. The optical viewﬁnder provides not only the highest quality color image for evaluating focus and composition but also allows the operator to see a larger image area than the sensor is capturing. The optical video assist, which is optional, consists of the IVS II optics and electronics from the ARRIFLEX 435 Xtreme. An optical video assist has many advantages in a digital camera, as it provides a video image when the mirror shutter is stopped in the viewing position, showing a larger area than the sensor is capturing and using little power. The Optical Module can be expanded to provide interfaces for many of the extensive range of cine accessories, including wireless lens and camera control or speed ramps with the Remote Control Unit RCU-1. These accessories integrate with the D-20 just like they do with any other ARRI camera.



FLEXIBLE OUTPUT OPTIONS: VIDEO OR FILM MODE Different productions have different needs, and the D-20 is a ﬂexible tool that can be used in two different output modes: Video or Film Mode. In Video Mode, the data coming from the D-20 sensor is processed live in the camera. Color reconstruction is performed simultaneously as the 2880 x 1620 pixel grid is converted to 1920 x 1080 resolution. A sophisticated on-board color management system has been implemented to optimize the camera's performance for different lighting situations including blue and green screen work. In Video Mode, the D-20 can supply a variety of standard HD video signals for different recording formats, including HDCAM SR, thus allowing the D-20 to integrate seamlessly into existing HD infrastructures. In Film Mode, the unprocessed data from the sensor is output directly to the recorder. Similar to a ﬁlm negative, this data must ﬁrst be „developed“ in an off-line process involving complex 3D Look Up Tables (LUTs) before it is usable or even viewable. The advantage is that all the image information captured by the sensor is retained, and being able to use more processing power in post production results in higher image quality. The live HD output can still be used for monitoring and as a guide for color grading. The grading parameters can be stored as metadata with the unprocessed image data.



TOP VI EW



BOTTOM VI EW



T H E O N - B O A R D CO LO R M A N A G E M E N T O F T H E D - 2 0 I S U S E D TO T R A N S F O R M DATA F R O M T H E E X T E N S I V E D - 2 0 CO LO R S PA C E ( W H I T E L I N E S ) I N TO T H E M O R E R E ST R I C T I V E CO LO R S PA C E O F C U R R E N T LY U S E D H D V I D E O STA N DA R D S ( S O L I D CO LO R S ) .



THE ARRIFLEX D-20 WITH THE OPTIONAL I N T E G RAT E D V I D E O SYST E M ( I VS ) . THE IVS CAPTURES THE IMAGE OF THE GROUND GLASS, THEREFORE PROVIDING AN IMAGE EVEN WHEN THE MIRROR SHUTTER IS IN THE VIEWING POSITION.



SIDE VIEW
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P R E L I M I N A R Y S P E C I F I C AT I O N S



Operational Modes: . . . . . . . . . . . . Video Mode . . . . . . . . . . . . . . . . . . . D-20 outputs standard SMPTE 292M HDTV video signal Film Mode . . . . . . . . . . . . . . . . . . . . D-20 outputs raw Bayer data for post processing Fps: . . . . . . . . . . . . . . . . . . . . . . . . . . 1 to 60 fps, including the standard HDTV speeds of 23.976 fps, 24 fps, 25 fps, 29.97 fps, 30 fps Mirror Shutter: . . . . . . . . . . . . . . . . . ARRICAM style silent mirror shutter, electronically adjustable in 0.1° steps from 11.2° to 180° Electronic Shutter: . . . . . . . . . . . . . . Full electronic shutter optional, at 24 fps variable from 66° to 360° Lens Mount: . . . . . . . . . . . . . . . . . . . 54mm stainless steel PL mount, accepts all 35 mm cine lenses Flange Focal Distance: . . . . . . . . . . 51.98 - 0.01mm Noise Level: . . . . . . . . . . . . . . . . . . . below 20 db/A Sensor: . . . . . . . . . . . . . . . . . . . . . . . Large format custom designed CMOS sensor with Bayer mask Accomodates all formats up to ANSI Super 35 aperture width (24.9 mm / 0.980“) Active pixels: . . . . . . . . . . . . . . . . . 3018 x 2200 Sensor is speciﬁed to be able to capture images up to 150 fps Sealed with a low pass ﬁlter that has an antistatic and anti-reﬂective surface Film Mode: . . . . . . . . . . . . . . . . . . . . Aperture size: . . . . . . . . . . . . . . . . . accomodates all formats up to ANSI Super 35 aperture width (24.9 mm / 0.980“) Active sensor pixels: . . . . . . . . . . . 3018 x 2200 Format: . . . . . . . . . . . . . . . . . . . . . . 4:3 Output: . . . . . . . . . . . . . . . . . . . . . . Raw Bayer data with 12 bits bit depth (Post processing necessary to derive full color images) Video Mode: . . . . . . . . . . . . . . . . . . . Aperture size: . . . . . . . . . . . . . . . . . Super 35 HDTV Active sensor pixels: . . . . . . . . . . . 2880 x 1620 Format: . . . . . . . . . . . . . . . . . . . . . . 16:9 Output: . . . . . . . . . . . . . . . . . . . . . . . 1920 x 1080, YUV 4:2:2 10 bit (via single link HD-SDI) 1920 x 1080, RGB 4:4:4 10 bit (via dual link HD-SDI) Standard Deﬁnition Output: . . . . . . Regardless of Film or Video Mode, there is always a standard PAL or NTSC video output available Sensitivity: . . . . . . . . . . . . . . . . . . . . EI 300 Viewﬁnder: . . . . . . . . . . . . . . . . . . . . Bright and ergonomic optical viewﬁnder can be used camera left or right. Viewﬁnder arm telescopes closer/farther from camera body, with automatic or manual image rotation. Optional ARRIGLOW provides illuminated frame outlines with continuously adjustable brightness and warnings for BAT and ASY. Flip in contrast ﬁlter. Accepts 435/535 style eyepiece, eyepiece extensions and heated eyecups. Optical Video Assist: . . . . . . . . . . . . Optional ARRIFLEX 435 Integrated Video System (IVS II) Image Processing: . . . . . . . . . . . . . . ARRI Color Management Proprietary algorithms for color reconstruction from raw Bayer image data



Internal Data Bus: . . . . . . . . . . . . . . 10 Gb/s maximum data rate Power Input: . . . . . . . . . . . . . . . . . . 18 V DC to 32 V DC Power Consumption: . . . . . . . . . . . D-20 without optical video assist: . . . . . . . . . . . . . . . . . . . . . . . 50 W @ 24 fps D-20 with optical video assist: . . . . . . . . . . . . . . . . . . . . . . . . . . 54 W @ 24 fps Dimensions: . . . . . . . . . . . . . . . . . . . Length: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39 cm / 15.35“ Width (viewﬁnder arm up): . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19 cm / 7.48“ Width (viewﬁnder in normal viewing position, w/o IVS): . . . . 27 cm / 10.83“ Width (viewﬁnder in normal viewing position, with IVS): . . . 30 cm / 11.81“ Height (with handle): . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 cm / 11.81“ Height (without handle): . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23 cm / 9.06“ Weight (without lens): . . . . . . . . . . 7 kg / 15.4 lbs Compatible Accessories: . . . . . . . . Wireless Remote System, Wireless Remote Control (WRC-1), Remote Control Unit (RCU-1), Camera Handgrip Right, Remote Switch RS-4, matte boxes, follow focus systems, Eyepiece Leveler, Bridgeplates, all PL mounted 35mm lenses, Shift & Tilt System, Tilt Focus lenses, ARRI Macro lenses, ARRIHEAD, ARRIMOTION, Obie Light, power supplies, batteries.



Germany Arnold & Richter Cine Technik (Headquarters, Sales & Service) Türkenstraße 89, D-80799 Munich, Germany Director of Sales & Marketing: Thomas Popp, [email protected] Tel: +49 (0) 89 3809 0, Fax: +49 (0) 89 3809 1244 ARRI Lighting Solutions (Studio Project Management, Sales) Agastrasse 24, D-12489 Berlin, Germany Head of Administration: Norbert Wunderlich, [email protected] Tel: +49 (0) 30 678 233 0, Fax: +49 (0) 30 678 233 99



Great Britain ARRI GB Limited (Sales & Service) 2 Highbridge, Oxford Road, Uxbridge, Middlesex, UB8 1LX, England Film Equipment Sales: Alan Fyfe, [email protected] Tel: +44 (0) 1895 457 000, Fax: +44 (0) 1895 457 001



Italy ARRI Italia S.r.l. (Sales & Service, Milan) Viale Edison 318, 20099 Sesto San Giovanni (Milano), Italy Vice President: Antonio Cazzaniga, [email protected] Tel: +39 02 262 271 75, Fax: +39 02 242 1692 ARRI Italia S.r.l. (Sales & Service, Rome) Via Placanica 97, 00040 Morena (Roma), Italy Camera Sales: Mauro Sembroni, [email protected] Tel: +39 06 79 89 021, Fax: +39 06 79 89 02 206



USA ARRI Inc. (Sales & Service, East Coast) 617 Route 303, Blauvelt, NY 10913-1109, USA Vice President: Jürgen Schwinzer, [email protected] Tel: +1 (1) 845 353 1400, Fax: +1 (1) 845 425 1250 ARRI Inc. (Sales & Service, West Coast) 600 North Victory Blvd., Burbank, CA 91502-1639, USA Vice President: Bill Russell, [email protected] Tel: +1 (1) 818 841 7070, Fax: +1 (1) 818 848 4028



Canada ARRI Canada Limited (Sales & Service) 415 Horner Ave. Unit 11 & 12, Toronto, Ontario M8W 4W3, Canada Accounts Manager, Camera & Digital Systems: Sébastien Laffoux, [email protected] Tel: +1 (1) 416 255 3335, Fax: +1 (1) 416 255 3399



This ARRIFLEX D-20 brochure (K5.58522.0) is published by: Arnold & Richter Cine Technik, September 01 , 2004 Camera Marketing, [email protected] Technical Data are subject to change without notice | © ARRI/2004



ARNOLD & RICHTER CINETECHNIK



TÜRKENSTRASSE 89 / D-80799 MUNICH P H O N E + 4 9 ( 0 ) 8 9 3 8 0 9 0 / FA X + 4 9 ( 0 ) 8 9 3 8 0 9 1 2 4 4 w w w. a r r i . c o m



























des documents recommandant







[image: alt]





T HI R D F L O O R A V A I LA B LE 

Page 1. T. HI. R. D. F. L. O. O. R. A. V. A. I. LA. B. LE. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12.










 


[image: alt]





T HI R D F L O O R A V A I LA B LE 

Page 1. T. HI. R. D. F. L. O. O. R. A. V. A. I. LA. B. LE. Page 2. Page 3. Page 4. Page 5. Page 6. Page 7. Page 8. Page 9. Page 10. Page 11. Page 12.










 


[image: alt]





a . .- .... . .. . .. .. .. . .. .. .. . . .. .. . . .. . r. l . . . . .. . f U .. .. . . .. . .. . . . . 

_... .. .. .. . .11....â€œ ,.... . . . .. .... .1. 2.. ,........ ..... w. a... .. . - 44.... .. .4...%.;....,J.,...._....f . 1-.....) a â€œpd ...... .......+1........3-9%....Â»an...r#.%w..3123i .. u .. mi... * i . $1 . . 8 .










 


[image: alt]





J F R 2 0 1 7 

FabriquÃ© par SuperSonic Imagine â€“ AixplorerÂ® (classe IIa â€“ Certificat CE no. 26415). Ã‰chographe destinÃ© Ã  l'imagerie de diagnostic : imagerie gÃ©nÃ©rale ...










 


[image: alt]





F o r m u l a i r e d ' i n s c r i p t i o n s 

5 Doubles â‰¤ 2000 points. 6 Doubles â‰¤ 3400 points. 7 500 â‰¤ 1299 points (5 Ã  12). 8 Handicap. Challenge BÃ©nech 2018. F o r m u l a i r e d ' i n s c r i p t i o n s.










 


[image: alt]





L E F R A N C E 

risation des films, ce chiffre a Ã©tÃ© portÃ© Ã  24 images par seconde pour avoir une audition parfaite. Donc notons comme base Ã  laquelle il faudra toujours se ...










 


[image: alt]





F A X U R G E N T 

Dec 28, 2012 - Titre : Production de piÃ¨ces hors agrÃ©ment. 1. APPLICABILITE : Tout ensemble parachute de secours (sac-harnais, voilure de secours et autres ...










 


[image: alt]





Page 1 K E N N E T H R . W | L S O N M E M O R I A L A W A R D ... 

Hermione Wilson. Name / Nom. LAB Business and Bio Business. Publication / Publication. Best Regularly Featured Department or Column. Meilleure chronique ...










 


[image: alt]





r^^i ,^M,^ ,i-0,r,,if. 

... L'HOMME DEVRA PASSER DANS. DATE. LA RÉSERVE de l'armée active. ... du 8ervlce militaire r^^i ,^M,^. ,i-0,r,,if. S36J. — Paru et Limoge». — laprimerig et ...










 


[image: alt]





F I F T Y C H A R M S (I R A N 

protection . They are supposed. Â« The evil eye can also be detrimental, and even fatal, to livestock and their offspring. The source is a person who is jealous, ...










 


[image: alt]





r^^i ,^M,^ ,i-0,r,,if. AWS 

AA//)'J\iAA. wT. Visage : X)^










 


[image: alt]





M i l l é s i m e 2 0 1 6 M o d e l y e a r 

Poste de conduite auxiliaire dans le cockpit / Auxiliary cockpit engine control ... Essuis glace électrique à tribord / Starboard electric winscreen wiper. ▫. ▫. ▫. ▫.










 


[image: alt]





M i l l Ã© s i m e 2 0 1 6 M o d e l y e a r 

Projecteur de pont / Deck floodlight. -. -. -. - r r r. Compas de route / Compass. â–«. â–«. â–«. â–«. â–«. â–«. â–«. Essuis glace Ã©lectrique Ã  tribord / Starboard electric winscreen ...










 


[image: alt]





M i l l Ã© s i m e 2 0 1 6 M o d e l y e a r 

Surfaces de circulation antidÃ©rapantes / Non-skid decking. â–«. â–«. Liston de protection de coque / Hull rubrail. â–«. â–«. Anneau de treuillage / Trailer winch ring. â–«. â–«.










 


[image: alt]





R E F I N I N G T O N E R 1 

Instrucciones: Humedezca una bolita de algodÃ³n con Refining Toner 1. Aplique generosamente a su rostro y cuello con movimientos en direcciÃ³n ascendente y.










 


[image: alt]





Ã¿Ã¾M i c r o s o f t W o r d - L a b H o u r 0 4 . d o c 

Programming Concept. 2006/7. Lab sheet 3.2: Events Programming ... Private Sub btnLeft_Click(ByVal sender As System.Object, ByVal e As System. ... can be referred to â€œAn Introduction to Programming Using Visual Basic 2005, page 70-71â€� ...










 


[image: alt]





P E T I T O G R E U N L I V R E 

Page 1. P E T I T. O G R E. U N. L I V R E. Page 2. M A M A N. O G R E. P A P A. O G R E. Page 3. A A A A E E E E E G G. G I I L M M N N O O O.










 


[image: alt]





Page 1 E n b o r d u r e d e | " a u t o r O u t e 2 0 |NTER00 M ... 

Niveau du local Rez-de-ChaussÃ©e l'autoroute 20. Loyer de base 13,00 $ | pi? = Adjacent Setlakwe, Fromagerie Lemaire,. Loyer additionnel (estimÃ©) 2,50 $ / pi?










 


[image: alt]





f-_ a r 

Ji~~~ ':-ck.. ~. ~. ~ ~~~ --- ~. ~CMAÃ€--. ~(Ã‚AU-:J. -. ~ ~LU-~ Jr~-r~Â· l.Drt.U.L.. ~Â·' . Â·- @Ã€,- ~~~. 1:; ()~ c)~ ~ Jc::vvvv..mcx.c;;. ~{~,~~. ~~ ..e.










 


[image: alt]





Louisiana B I R D S O F P R E Y 

huntersâ€� (order Falconiformes, which include vultures ... nocturnal raptors or â€œnight huntersâ€� (order. Strigiformes ...... concealed perch for their vigil. The other.










 


[image: alt]





I R I S A 

travel from a branching router to another following the tree constructed by the branch message. .... Multicast has become increasingly important with the emergence of .... Thus, the list of destinations is cutted into sub-lists of at most Â§Â¥ destin










 


[image: alt]





M U R R A Y F E I S S 

Short Threaded Pipe. Stem (S). 5(-12" Long). Fixture Coupler. Glass Shade. Counter Ring. Check Ring. Bulb (not included). Carefully unpack and identify all parts before assembly. Bulbs are not included. 1. Remove counter rings and check ring from soc










 


[image: alt]





S T U D IO R E F E R E N C E M O N ITO R S 

to the clever switching that automatically returns the satellites to full-range operation whenever the sub88 is muted. The rear panel features a footswitch jack allowing you to easily ..... SUB BYPASS JACK. The Sub Bypass jack provides a switch closu










 


[image: alt]





I P F A 2 0 0 9 

Feb 15, 2009 - The Technical. Programme Committee is inviting papers related, but not limited to, the following areas: Sample Preparation, Metrology and ...










 














×
Report A R R I F L E X D - 2 0





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



