






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































A429 - PC

Self Test: â€¢. Power-up Test with Status Register Report. â€¢. BIT - DSP and Encoder/Decoder Test. â€¢. Run-time Health Status Register. â€¢. Loop Back â€œUnit Testâ€�. 

















 Télécharger le PDF 






 1MB taille
 13 téléchargements
 398 vues






 commentaire





 Report
























A429 - PC



ARINC Interface



Features: 8 or 16 - Highly Configurable Channels with Concurrent and Independent Operation. Each Channel Selectable for: Transmit or Receive High or Low Speed Receive and/or Bus Monitoring



• Transmitter Advanced Bus Scheduling Transmission list Synchronization Word Level Error Injection



• Receiver Label/SDI Current Value Table 48 bit 1µSec Time Stamp Error Detection



• Bus Monitor Filterable Sequential Buffer Link List Buffer Chains 48 bit 1µSec Time Stamp Error Detection External Trigger Initiation



The A429-PC interface provides the user with an 8 channel or 16 channel ARINC interface over the ISA backplane. Each channel is software configurable for transmit or receive, high or low speed (12.5k or 100k bits per second) and ARINC 429 or 575 protocol requirements. Source lists may be transmitted by any channel. Sink data may be filtered and received in a current value table, local monitor and/or global monitor buffers. The ARINC data word may be identified and sorted by either Label or Label/ SDI. The onboard DSP controls the flexible data structures, triggers, interrupts, time stamping and data communications on the 429 bus. External triggers may be used for synchronization while the advanced interrupt technology allows realtime event handling by the host processor. As each 32 bit ARINC 429 data word is received, it is time stamped with a 48 bit, 1µsec time tag. When the receive channel is placed in the monitor mode, the time stamped data is accompanied with a 16 bit status word which provides error information regarding each received word. When a channel setup as a transmitter, any number of label sequences may be sent on each channel and all transmit channels may be synchronized for simultaneous transmission. Each ARINC word to be transmitted has an accompanying control word used to implement various error injection capability. Words may be transmitted in scheduled and/or asynchronous priority methods.



• Architecture Host Off-loading DSP Large, Flexible Memory Label & SDI Operations System Event Interrupts



• Software Support No Cost Drivers & Libraries Including Source Code



Hardware Overview SBS A429 interfaces are based upon high speed DSP, programmable logic and dual port RAM. This advanced design delivers a highly reliable hardware platform that is feature rich and user friendly. The 256k of dual port RAM allows the host system to access setup, receive, monitor, transmit and change data structures, at any time. Definable transmission and receive structures, including link list and buffer length sizes, allows the user to design the data structure optimal for the specific application while maintaining an easy to use environment.



Avionics and Telemetry Products, 2400 Louisiana Boulevard NE, #5-600, Albuquerque, NM 87110 1-800-SBS-1553 • 1-800-DATABUS Tel (505) 875-0600 • Fax (505) 875-0400 • Email: [email protected] • Internet: www.sbs-avionics.com



A429 - PC Interface Specifications A429 Functionality: Transmitter Function • Independent Channel Operations • Major/Minor Frame Scheduling • Priority Asynchronous Message Insertion • Transmission Link Buffers • Synchronous Word Transmission • On-the-fly Transmission List • Error Injection • Programmable Interword Gap • 100k or 12.5k Transmission Speed Receiver Function • Current Buffer Value • Time Stamped Received Labels • SDI & Label Differentiation • Label Filter Functions • 48 bit, 1µsec Time Stamp • Multiple Triggers & Interrupts



ISA Functionality: • • •



Interface Connections: • •



•



•



•



•



Self Test:



•



Power-up Test with Status Register Report BIT - DSP and Encoder/Decoder Test Run-time Health Status Register Loop Back “Unit Test”



Maximum Power Consumption with 400 ohm transmit loads - 8 Channel: 5V @ 1 Amps +12V @ .36 Amps -12V @ .31 Amps Maximum Power Consumption with 400 ohm transmit loads - 16 Channel: 5V @ 1.6 Amps +12V @ .72 Amps -12V @ .62 Amps Standard Commercial Temperature: 0° C to +60° C Designed to ≤ 95% rH non-condensing Mechanical - 8 Channel: Approximately 1/2 Length ISA Bus Card Dimensions: 7.15” x 3.7” (182mm x 94mm) Mechanical - 16 Channel: Approximately 3/4 Length ISA Bus Card Dimensions: 9.0” x 4.2” (229mm x 107mm)



Software & Documentation Support: • • •



Inputs/Outputs: •



8 Channel - DB25F DB25M Loop Back Connector Supplied 16 Channel - DB44F DB44M Loop Back Connector Supplied



Interface Card Specifications:



Monitor • Channel Sequential Monitor • Global Sequential Monitor • Buffer Swap Notification • Variable Length Buffers • Count Detection Triggers • Error Detection



• • • •



PCAT Bus Port Addressing Selectable Interrupt Requests



External Triggers



Low Level Drivers & C Library Sets with Source Code Borland and Microsoft C Compiler Compatible Hardware and Library Manual Set



Customer Support: • • • SBS guarantees a successful integration which includes no-cost phone, e-mail and ftp support, with on-site customer visits as necessary.



Two Year Warranty Extended Warranties Available Driver and Library Upgrades



Interface Model Numbers: • •



A429-PC-8 A429-PC-16



8 Channel ARINC 429 to ISA Interface 16 Channel ARINC 429 to ISA Interface



SBS Technologies Inc., Avionics and Telemetry Products 2400 Louisiana Boulevard NE, #5-600, Albuquerque, NM 87110 • 1-800-SBS-1553 • 1-800-DATABUS Tel (505) 875-0600 • Fax (505) 875-0400 • Email: [email protected] • Internet: www.sbs-avionics.com Specifications subject to change without notice. Rev. 01/08/01
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pc 

16 dÃ©c. 2015 - 16,00 $ par annÃ©e/pc. 76 Boul. Cartier O. ... Total des dÃ©penses avant service de la dette (entreprise). Taxes et dÃ©penses annuelles. 11 722 pc.
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pc 

local est situÃ© entre l'autoroute 440 et le boulevard Saint-Martin. Grand stationnement extÃ©rieur. Hauteur libre du plafond 15 pieds. 1 Porte de garade au niveau ...
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Plancher séparateur. Chargement. Équip./Serv. Stationnement. Étude environnementale. Espace commercial de 4500 pieds carrés avec droit acquis pour la ...
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4 nov. 2018 - De l'appartement de 16 m2 à la maison entièrement dédiée à un mode de vie ...... 24 feuilles A4 couleurs pastels assorties et. 25 feuilles A3 ...
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2016 1-PC 1-Year Free PC ... 

Well go ahead look over the best blog post on (BD)Bitdefender Antivirus Plus 2015/2016 1-PC 1-Year Free PC Booster 7 review. For everybody who is on the ...
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16 déc. 2015 - LE CARREFOUR #205. Agence immobilière. ROYAL LEPAGE LE CARREFOUR. James Kelemen, Courtier immobilier commercial. 16,00 $ par ...
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PC + iPad 

Essayez de placer les joueurs Ã©galement devant le microphone, afin d'Ã©viter de capter un instrument plus que tous les autres. Basse acoustique et Ã©lectrique. L'enregistrement de la basse acoustique (contrebasse) et de la basse Ã©lectrique sont deu
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PC Zone 

band' theory, which relates to the fact that the story you end up with could be long. (stretched) or short, depending on the route you decide to take. If nothing else,.
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PC module 

To decompress the software, create a directory on the hard disk and transfer file ZIP.EXE into this directory. ..... CMD command file to start several applications.
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PC Host 

... souple d'utilisation. I. Introduction .... The basics of the 2D-AP cache [4] is to copy 2D zones of the ... 4681, p. 483-491, Medical Imaging 2002: Visu- alization ...
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PC Installation Guide 

Mar 10, 2001 - If you still have questions about Microsoft Windows after consulting your system admin- istrator or reference guides, please contact Microsoft.
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CP PC Datacraft 170915 

Instatour2015, c'est le Tour de France vus par ... FondÃ©e en 2011 par Julien Daubert et Eliot Jacqui, 10h11 associe les meilleurs designers, dÃ©veloppeurs et.
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Untitled - Pocket PC Central 

électrique. • Chargez le casque .... avec l'équipement électronique standard. (catégorie ... composants consommables d'une vie limitée tels que des batteries et ...
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Steel Panthers - Manual - PC 

can save up to twenty-three games plus two E-mail games, depending upon your avail- ... To play, install the game according to instructions on the data card. 1 ... Formations consisting of mines, pillboxes, forts, truck transport, and ...... You may 
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S sur PC - arXiv 

6 oct. 2006 - Meeting of the IEEE / ACM MASCOTS2004, Volendam, Holland, 2004. 29. ... rapport de thèse, Versailles, France, Decembre 2004. 12.
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Thermodynamique 2de Annae Pc Pc Psi Psi Cours Avec 

Get free access to PDF Thermodynamique 2de Annae Pc Pc Psi Psi Cours Avec Exercices Corrigas at our Ebook. Library. PDF File: Thermodynamique 2de ...
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SHARP PC-l500 & RADIO SHACK PC-2 .fr 

answers. The trade-off they make (f,"","ntly without Knowing It) is one of speed Of progr..-nmlng ... conlJUter using a language such as BASIC, one ml~t have to deal with ... is dOes is transfer Information to and from memory. Part of what it .... Th
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PC-2 Assembly Language 

The M PU signals BRQ and BAK are not supplied to the external output ...... ACS X-X. F492H. Arctangent. ATN X-X. F496H. OEG X-X. F531H. OMS X-X. F564H.
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practical pc pdf 

All free free to find, read and download. practical pc PDF, but practical pc is packed with valuable instructions, information and warnings. We also have many ebooks and user guide is also related with practical pc PDF, include : Politics Of Conflict
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PC Basics .fr 

Library of Congress Catalog Card Number: 2010912366. Note: This ...... banking. Many banks, credit card companies, and companies that supply goods and ..... UÃ‘Is Print to file or Print to Adobe PDF selected in the Print dialog box? It shouldn't be. 
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PC-Weatherstation - MPI Montesquieu 

For this all measured values of the Weather Station are transmitted .... for UV and sun radiation is taken over the maximum-value of the storage interval.
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Le Sharp PC G850V 

validation de la ligne est plus appropriÃ©), avec un impÃ©ratif malheureux .... tests. L'Ã©diteur basic est ici pleine page (contrairement Ã  la sÃ©rie 13 mais comme le ...
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