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ac manual motor controller without overload protection 30a, 600 vac

COUPLE DE 16POUCES LIVRE (1.8 Nm). Remarque: ORIENTER L'INTERRUPTEUR. COMME INDIQUE. D. PLACER ET INSTALLER L'INTERRUPTEUR. 
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AC MANUAL MOTOR CONTROLLER WITHOUT OVERLOAD PROTECTION 30A, 600 VAC



COMMANDE MANUELLE DE MOTEUR 30A, 600 V CA, SANS PROTECTION DE SURCHARGE



WIRING INSTRUCTIONS



METHODE DE CABLAGE



WARNING: RISK OF ELECTRIC SHOCK. TURN OFF POWER BEFORE INSTALLATION!



AVERTISSEMENT: DANGER DE CHOC ELECTRIQUE DEBRANCHER LE SECTEUR AVANT D’INSTALLER CE DISPOSITIF.



CAUTION: USE COPPER WIRE ONLY



ATTENTION: N’EMPLOYER QUE DU FIL DE CUIVRE.



Note: THIS DEVICE TO BE INSTALLED BY A QUALIFIED ELECTRICIAN OR QUALIFIED PERSON IN ACCORDANCE WITH NATIONAL AND/OR LOCAL CODES AS APPLICABLE.



Remarque: CE DISPOSITIF DOIT ETRE INSTALLE UNIQUEMENT PAR UN ELECTRICIEN OU UNE PERSONNE QUALIFIEE CONFORMEMENT AUX PRESCRIPTIONS DES CODES NATIONAUX EN VIGUEUR.



DO NOT EXCEED ELECTRICAL RATING OF THIS DEVICE.



NE PAS UTILISER CE DISPOSITIF AU DELA DE SA CAPACITE NOMINALE.



USE 60/75°C WIRING.



UTILISEZ LE CÂBLAGE DE 60/75°C.



INDUSTRIAL CONTROL EQUIPMENT SUITABLE FOR USE IN A CIRCUIT CAPABLE OF DELIVERING NOT MORE THAN 5kA @ 600VAC MAX SWITCH IN “OFF”



POSITION INTERRUPTEUR EN POSITION “ARRET”



DISPOSITIF DE CONTRÔLE INDUSTRIEL POUVANT TRE UTILISÉ DANS UN CIRCUIT DE 5 kA à 600 VCA MAXI



SWITCH IN “OFF” POSITION INTERRUPTEUR EN POSITION “ARRET”



5/8″ 16mM 5″ 127mm



LOAD CHARGE



LINE LIGNE



LOAD CHARGE



LINE LIGNE



HANDLE IN “OFF” POSITION POIGNEE EN POSI TION “ARRET”



A. REMOVE SWITCH AND MOUNT BOX. INSTALL CONDUIT. B. PULL WIRES AND STRIP TO DIMENSIONS AS SHOWN.



C. WITH SWITCH TOGGLE IN THE “OFF” POSITION: CONNECT “LOAD” WIRES TO “T” SIDE OF SWITCH. CONNECT “LINE” WIRES TO “L” SIDE OF SWITCH. Note: WHEN INSTALLING 2 POLE SWITCH, DISREGARD TERMINALS “T2”, “L2.” TIGHTEN ALL SCREWS WITH 16 IN. LBS. OF TORQUE (1.9 N•m). Note: ORIENT SWITCH AS SHOWN. D. POSITION AND INSTALL SWITCH ONTO BRACKETS WITH TWO SCREWS.



E. WITH HANDLE IN THE “OFF” POSITION, INSTALL COVER ENGAGING SWITCH TOGGLE AND HANDLE. OPERATE HANDLE FOR PROPER “ON” “OFF” FUNCTION OF SWITCH. F. REINSTALL TWO COVER SCREWS.



A. RETIRER L’INTERRUPTEUR ET INSTALLER LE BOITIER INSTALLER LES CONDUITES ELECTRIQUES. B. TIRER LES FILS ET LES DENUDER AUX DIMENSIONS INDIQUEES.



C. INTERRUPTEUR DANS LA POSITION ARRET CONNECTER LES FILS “CHARGE” DU COTE “T” DE L’INTERRUPTEUR. CONNECTER LES FILS “LIGNES” DU COTE “L” DE L’INTERRUPTEUR. Remarque: SI VOUS INSTALLEZ UN INTERRUPTEUR 2 POLES, N’UTILISEZ PAS LES TERMINAUX “T2” ET “L2.” SERRER TOUTES LES VIS AVEC UN COUPLE DE 16POUCES LIVRE (1.8 Nm). Remarque: ORIENTER L’INTERRUPTEUR COMME INDIQUE. D. PLACER ET INSTALLER L’INTERRUPTEUR SUR LES CROCHETS AVEC DEUX VIS.



E. LEVIER DANS LA POSITION “ARRET”: INSTALLER LE COUVERCLE EN ENGAGEANT LE LEVIER INTERRUPTEUR ET LA POIGNEE. MANIPULER LA POIGNEE POUR VERIFIER LE BON FONCTIONNEMENT “MARCHE”, “ARRET” DE L’INTERRUPTEUR. F. REMETTRE EN PLACE LES DEUX VIS DU COUVERCLE.



© 1998 Pass & Seymour/Legrand



P.O. Box 4822



Syracuse, NY 13221



Part No. 340591 Rev. B Printed in U.S.A.
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ac manual motor controller without overload protection 30a, 600 vac ... 

DISREGARD TERMINALS â€œT2â€�, â€œL2.â€� TIGHTEN ALL SCREWS WITH 16 IN. LBS. OF TORQUE (1.9 Nâ€¢m). Note: ORIENT SWITCH AS SHOWN. D. POSITION AND ...










 


[image: alt]





tower pro 30a bmc brushless motor controller setup menu - Megasimple 

TOWER PRO 30A BMC BRUSHLESS MOTOR CONTROLLER. SETUP MENU. The BEC works with up to 3LiPo (10cell NiMh/NiCd). Maximum of 5LiPo or 18 ...
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Motor Controller 

May 29, 2008 - If you have any problems during this operation restart your computer and redo the installation process ... Total Vehicle Distance: it's the mileage of the bike. ... Left Brake: it simulates the pulling of the left brake lever. ... To u
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MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

Like all Curtis motor controllers, the 1244 offers superior operator control ..... The ET-XXX can be integrated into a control head to provide wigwag-style ...... should be cut back to prevent damage to batteries and other electrical system.










 


[image: alt]





MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

The 1244 controller can also be specified to be ... Controller is programmable to provide throttle control of motor speed, ... Disconnect the motor or jack up the vehicle and get the drive wheels off the .... threads, resulting in loose connections. 
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user manual - Shop-Vac 

Ne laissez pas l'appareil sans surveillance quand il est branchÃ©. DÃ©branchez-le lorsqu'il n'est pas ... se doit, qu'il a Ã©tÃ© Ã©chappÃ©, endommagÃ©, laissÃ© Ã  l'extÃ©rieur ou s'il est tombÃ© dans l'eau, retournez-le Ã  la sociÃ©tÃ© Shop-Vac pour 
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user manual - Shop-Vac 

USER MANUAL. Series: H87. ATTENTION! DANGER! Read all safety rules carefully before attempting to operate. Retain for future reference. Never operate this ...
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user manual - Shop-Vac 

23. STAY ALERT. Watch what you are doing and use common sense. Do not use vacuum cleaner when you are tired, distracted or under the influence of drugs, alcohol or medication causing diminished control. 24. WARNING! Do NOT use this vacuum cleaner to 
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user manual - Shop-Vac 

Do not expose to rain â€“ store indoors. 3. Do not allow to be used as ... barium, beryllium, lead, pesticides or other health endangering materials. Specially designed units are ..... Fraccionamiento Guadalajara Technology Park. Zapopan, Jalisco ...
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user manual - Shop-Vac 

VENTILATEUR. Pour vos dossiers, veuillez noter les renseignements suivants et ranger ce manuel dans un endroit sÃ»r. NÂ° de catalogue .... Assurez-vous que l'appareil a suffisamment d'espace de chaque cÃ´tÃ© pour permettre une ventilation adÃ©quate. 
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dry vac - Shop-Vac 

U.S. Customers call 888-822-4644 or visit www.shopvac.com 24 hours a day. Canadian Customers call 905-335-9730 or visit www.shopvac.ca 24 hours a day.
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dc electric motor controller .fr 

solutions for electric vehicles are available to meet the ... The systems are ... variable speed motor controls can be used on battery powered electric vehicles.
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Brushless Motor speed controller Manual - Les Dauphins MJC Claix 

25A: max current 30A, continuous current 25A for 10 minutes. 30A: max current 35A, ... Temperature protection, shutdown if the surface temperature reaches 110.










 


[image: alt]





Tidy-Vac 3 manual - cloudfront.net 

activate, turn off machine, unplug power cord and check for full dust bag, vacuum hose clog ...... Sac en papier, ensemble de 12 sacs/ 2 filtres. Pièce n° 9009776.
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Manual Fiat 600 Full 

Se reseÃ±an en este manual las caracterÃsticas del .... manual que se aconseja realizar en nuestros talleres ..... quitar los cuatro tornillos de fija- ciÃ³n y sacar la ...
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vac n blo car vac pro series 

furniture, and stretching to reach high places. 5. The Crevice Tool (C) allows you to clean those hard to reach places. It can be used for vacuuming and blowing.
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CNC TB6560 3 Axis Stepper Motor Controller 

ST6560-T3 3axis mach3 cnc Stepper Motor Controller operation instruction. 1. ST6560-T3 3axis mach3 ... â…¡ã€�Applicationsï¼š . ..... Fig 9 eight-wire stepper motor connection. Notes:Motor A+ ... The panel of IFS-6560T3-N axis match with two and four-
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Motor Logicâ„¢ Solid-State Overload Relay Assembly Ensamble de 

(En option 9999RR04). Auxiliary Contacts ... SpÃ©cifications du RSCT. Options / Opciones / Options .... SSOLR can develop dangerous voltage if energized ...
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Samsung SGH-600 service manual 

to find the BCH which has highest level soon after turned on. .... The gain of the AGC amplifier is set by a DC control voltage supplied ... 2-4-1 DC/DC Converter.
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1657 AC Power Source Manual 

Avant de mettre l'appareil sous tension, lisez la notice d'utilisation pour vous ..... supporter le courant Ã  pleine charge, la tension et la puissance maximum,.
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LG SPLIT AC MANUAL PDF 

Victoires De La Psychologie Pierre Daco, Lettres De Messire Antoine Arnauld Docteur De La Maison. Et Societe De Sorbonne Tome Quatrieme, Life In A Castle ...










 


[image: alt]





PA 600 PA 600 - Domyos 

Ne restez pas sur le banc lors du réglage de l'inclinaison de la planche. SéCURITé. Avertissement ... ment et d'étirements. • Effectuez tous les mouvements avec ...
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without 

Director's Statement Note du rÃ©alisateur. Women .... Comment avez-vous dÃ©couvert ce ... Comment s'est passÃ©e votre collaboration avec Shahrnush Parsipur ?
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Switched Mode Controller for DC Motor Drive - Fribotte 

Oscillator Charging Current (Pin 18). .... and discharging current source, a current source set ter- minal ... lSET terminal to develop the capacitor charging current.
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