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accordance with the instructions, may cause harmful interference to radio communications. ... Consult the dealer or an experienced radio/TV technician for help. .... Chapter 1: I ntroduction. Description. The AM7520 is an 802.11ac/b/g/n 2.4G+5G USB module and supports 2T2R technology, which runs up to 866Mbps. 
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2T2R 802.11b/g/n/ac Module AM7520



User’s Manual FCC Certification Federal Communication Commission Interference Statement



This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications.



However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one of the following measures: ● Reorient or relocate the receiving antenna. ● Increase the separation between the equipment and receiver. ● Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. ● Consult the dealer or an experienced radio/TV technician for help.



Warning: Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment.



CAUTION



This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.



For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible.



This device and its antenna(s) must not be co-located with any other transmitters except in accordance with FCC multi-transmitter product procedures. Refering to the multi-transmitter policy, multiple-transmitter(s) and module(s) can be operated simultaneously without C2P.



IMPORTANT NOTE: FCC Radiation Exposure Statement: This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20 cm between the radiator & your body.



IMPORTANT NOTE: This module is intended for OEM integrator. The OEM integrator is responsible for the compliance to all the rules that apply to the product into which this certified RF module is integrated.



Additional testing and certification may be necessary when multiple modules are used.



20 cm minimum distance has to be able to be maintained between the antenna and the users for the host this module is integrated into. Under such configuration, the FCC radiation exposure limits set forth for an population/uncontrolled environment can be satisfied.



Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment.



USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20 cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the FCC radio-frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. If the size of the end product is smaller than 8x10cm, then additional FCC part 15.19 statement is required to be available in the users manual: This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation.



LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains TX FCC ID: MQ4AM7520 ". If the size of the end product is larger than 8x10cm, then the following FCC part 15.19 statement has to also be available on the label:



This device complies with Part 15 of FCC rules. Operation is subject to the following two



conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation. Antenna list: Ant.



Brand



Model No.



Type



Connector



1 2



M.gear M.gear



SRF20152371 SRF20152371



PCB PCB



I-PEX I-PEX



Note: The EUT has two antennas.



Gain (dBi) 2.4GHz -1.5 -0.9



5GHz Band 1 2.2 1.3



5GHz Band 4 2.2 1.3



IC Certification: This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement.



For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible. Pour les produits disponibles aux États-Unis / Canada du marché, seul le canal 1 à 11 peuvent être exploités. Sélection d'autres canaux n'est pas possible.



This device and its antenna(s) must not be co-located with any other transmitters except in accordance with IC multi-transmitter product procedures. Refering to the multi-transmitter policy, multiple-transmitter(s) and module(s) can be operated simultaneously without reassessment permissive change. Cet appareil et son antenne (s) ne doit pas être co-localisés ou fonctionnement en association avec une autre antenne ou transmetteur.



The device for operation in the band 5150–5250 MHz is only for indoor use to reduce the potential for harmful interference to co-channel mobile satellite systems.



les dispositifs fonctionnant dans la bande 5150-5250 MHz sont réservés uniquement pour une utilisation à l’intérieur afin de réduire les risques de brouillage préjudiciable aux systèmes de satellites mobiles utilisant les mêmes canaux. IMPORTANT NOTE: IC Radiation Exposure Statement: This equipment complies with IC RSS-102 radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20 cm between the radiator & your body.



Cet équipement est conforme aux limites d'exposition aux rayonnements IC établies pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec un minimum de 20 cm de distance entre la source de rayonnement et votre corps.



This module is intended for OEM integrator. The OEM integrator is responsible for the compliance to all the rules that apply to the product into which this certified RF module is integrated. Additional testing and certification may be necessary when multiple modules are used.



20 cm minimum distance has to be able to be maintained between the antenna and the users for the host this module is integrated into. Under such configuration, the IC RSS-102 radiation exposure limits set forth for an population/uncontrolled environment can be satisfied.



Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment.



USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the IC radio-frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation.



LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains IC: 2826B-AM7520 ". The Host Model Number (HMN) must be indicated at any location on the exterior of the end product or product packaging or product literature which shall be available with the end product or online.



Chapter 1: Introduction   Description



The AM7520 is an 802.11ac/b/g/n 2.4G+5G USB module and supports 2T2R technology, which runs up to 866Mbps. Optimized RF architecture and baseband algorithms provide superb performance and low power consumption. AM7520 is ideal for high throughput networking and multimedia application that requires better Wi-Fi performance.



Features ■Standard: 802.11ac/b/g/n ■USB2.0 support for date rates up to 12Mbps full speed and 480Mbps high speed ■Enterprise level security supporting: WEP, WPA, WPA2 ■Support Wi-Fi Direct ■Wake on WLAN ■Conforms to EN300328 V1.8.1(2012.08)
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Chapter 2: Installation



For Windows 7 Install Software Note: Do not insert the Wireless USB Adapter into the computer until the InstallShield Wizard finished installing. 1. Exit all Windows programs. Insert the included Installation CD into the computer. The CD-ROM will run automatically. Please click Next to process the installation.



-2-



2. When prompt to the following message, please click Install to begin the installation



3.



When the following screen appears, click Finish to restart the computer to complete the software installation.



-3-



Install Hardware Note: Insert the Wireless USB Adapter when finished software installation. Insert the Wireless USB Adapter into the USB Port of the computer. The system will automatically detect the new hardware.



Verification To verify the device is active in the computer. Go to Start > Control Panel > Device Manager. Expand the Network adapters category. If the 802.11a/n/b/g/ac 2cm Wireless LAN USB2.0 Adapter is listed here, it means that the device is properly installed and enabled.
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Installation Guide AC Radio Module - FCC ID 

undesired operation. This equipment has been tested and found to comply with the limits for Class B Digital Devices, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when th
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MediaAccess TG1700(d)ac - FCC ID 

The Technicolor TG1700(d)ac is a high-speed Gigabit Passive Optical. Network (GPON) triple-play gateway taking advantage of the latest developments in Fiber To The Home (FTTH), while at the same time guaranteeing the highest quality of service. With 
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Bluetooth Module: BT12A User Manual - FCC ID 

Regulatory Information. USA-Federal Communications ... for compliance could void the user's authority to operate the equipment. Labeling. System integrators ...
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IPH-1062_BLE Module rev - FCC ID 

or systems Targeting Compliance with worldwide radio frequency s : ETSI EN 300 328 and EN 300 440 Class 2 ... band Automation, Including Auto-Acknowledgment and Address. Relevant Registers in All Power Modes .... uct can be kept as far as possible fr
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FCC Statement - FCC ID 

This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will n
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fcc warning - FCC ID 

The power door locks will cycle when you have successfully entered ... If programming has failed, repeat this procedure from the beginning. ... Changes or modifications not expressly approved by Dorman Products Inc. could void the user's ...
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ac WLAN Module AM7221 - UserManual.wiki 

for the host this module is integrated into. Under such configuration, the FCC radiation exposure limits set forth for an population/uncontrolled environment can ...
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DATASHEET TiWi-uB1 Bluetooth Smart (BLE) Module - FCC ID 

Multiple Configuration Options o Single-Chip Configuration, Allowing. Applications to Run on CC2541 o Network Processor Interface for. Applications ... Do you need help with your host board? LS Research Design Services will be happy to develop custom
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FCC Part 15 - FCC ID 

licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en
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CrestronCWD07234 Two-Way RF Transceiver Module ... - FCC ID 

listed below with the maximum permissible gain and required antenna impedance for each antenna type indicated. Antenna types .... Crestron Electronics, Inc.
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ALPINE AFT-RW404 WI-FI Module - FCC ID 

brouillage radioelectrique subi, meme si le brouillage est susceptible d'en compromettre le fonctionnement. The following label must be displayed on the outside of the device in which this module is installed: “Contains FCC ID: A269ZUA143”. “Contains
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Operation Guide for Operation Guide for FANW Module - FCC ID 

Operation Guide for. 1. Product Overview. FANW wireless module is a proprietary. Automotive Systems, Inc. The modem. (DCMs) designed and produced by Conti installed into vehicles during the OEM's without use of special tools. Primary connections to T
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POWER-G MODEM TRANSCEIVER MODULE Installation ... - FCC ID 

simple access to the wireless devices. Its main application is an RF interface in a security system that communicates PG messages. The transceiver features UART and USB ports that can be applied to the host of Control panel. Mechanical support and ..
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Scanned Document - FCC ID 

instructions. When end-user instructions are required, as in the case of this product, the grantee must notify the OEM to notify the end-user. Robert Bosch Corporation will supply this document to the reseller/distributor dictating what must be inclu
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door sensor - FCC ID 

batterie CR2450. COMPATIBILITÃ‰ DU CAPTEUR DE PORTE. Visiter www.LiftMaster.com/door-sensor ou www.chamberlain.com/door-sensor pour prendre connaissance des produits compatibles avec ce capteur de porte. DÃ‰TECTEUR SUR PORTE. MODÃ‰LES MYQ-G0302, 821L
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MoCA - FCC ID 

Read me first! Lisez-moi d'abord! QUICK START GUIDE. GUIDE DE DÃ‰MARRAGE. HT-EMN3. 1. STEP/ Ã‰TAPE. Check the box contents/ VÃ©rifier le contenu de la boÃ®te. Look in the box and make sure you have the following: Regardez dans la boÃ®te et assurez-vo
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Smoke Detector - FCC ID 

Two AA-size Alkaline batteries. â€¢ Over two years battery's lifetime. SIZE and WEIGHT: â€¢ H: 46.7 mm, Diameter: 135 mm. Weight â€“ 210 grams including batteries. ENVIRONMENT: â€¢ Storage range: -20oC â€“ +50oC. â€¢ Operating Ambient Temperature ran
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MP-840 - FCC ID 

For pet rejection, the optimal height is 2.1 m (7 ft). Surface or corner ... 7. Slide the detector upward until a click is heard. Note: It is recommended to wait about 1 minute after battery removal, before inserting the new battery. Caution! ... Ins
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LightStrips - FCC ID 

22 juil. 2013 - NOTICE: Changes or modications made to this device not expressly approved by. Philips Lighting Company (USA) and Philips Electronics Ltd ...
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Download - FCC ID 

PARPADEO RAPIDO LUZ AZUL: MODO EMPAREJAMIENTO. BLAUW LICHT: VERBONDEN. LANGZAAM KNIPPEREN: BEZIG MET VERBINDEN. SNEL KNIPPEREN: VERBIND MODUS. Wireless Subwoofer Model S3. 02 014 Orbitsound td. USB 500mA Power. Upgrade Port. AL POWER upozÐ½Ð¾ Ð¼A do.
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ESTE4606 Mnl.indd - FCC ID 

... radio exempts de licence. L'exploitation est autorisÃ©e aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioÃ©lectrique subi, mÃªme si le brouill
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MBI1804 - FCC ID 

controlling the light intensity of LEDs. In addition, users can .... tof. VDD= 5.0 V. VDS= 1-1.5V. VIH= VDD. VIL= GND. Rext= 300 Î©. VL= 4.0 V. RL= 10 Î©. CL= 10 ...
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Untitled - FCC ID 

(1) this device may not cause harmful interference, and. (2) this device must accept any .... The supply terminals are not to be short-circuited. 7. .... Slide to Open.
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Untitled - FCC ID 

Declaration of conformity with regard to the EU Directive 1999/5/EC. Kronoz LLC hereby declares that this device is in compliance with the essential ...










 














×
Report ac Module AM7520 - FCC ID





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



