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802.11a/n/b/g/ac WLAN Module AM7221



User’s Manual FCC Certification Federal Communication Commission Interference Statement



This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications.



However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one of the following measures: ● Reorient or relocate the receiving antenna. ● Increase the separation between the equipment and receiver. ● Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. ● Consult the dealer or an experienced radio/TV technician for help.



Warning: Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment.



CAUTION



This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.



For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible.



This device and its antenna(s) must not be co-located with any other transmitters except in accordance with FCC multi-transmitter product procedures. Refering to the multi-transmitter policy, multiple-transmitter(s) and module(s) can be operated simultaneously without C2P.



IMPORTANT NOTE: This module is intended for OEM integrator. The OEM integrator is responsible for the compliance to all the rules that apply to the product into which this certified RF module is integrated. Additional testing and certification may be necessary when multiple modules are used.



20cm minimum distance has to be able to be maintained between the antenna and the users for the host this module is integrated into. Under such configuration, the FCC radiation exposure limits set forth for an population/uncontrolled environment can be satisfied.



USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the FCC radio-frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. If the size of the end product is smaller than 8x10cm, then additional FCC part 15.19 statement is required to be available in the users manual: This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation.



LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains TX FCC ID: MQ4AM7221". If the size of the end product is larger than 8x10cm, then the following FCC part 15.19 statement has to also be available on the label: This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation. Antenna list: Ant. 1 2



Brand -



Model No. -



Note: The EUT has two antennas.



Type



PCB PCB



Gain (dBi)



Connector N/A N/A



2.4GHz



5GHz Band 1



5GHz Band 4



3.00 2.42



1.03 1.66



2.03 1.08



IC Certification: This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement.



For product available in the USA/Canada market, only channel 1~11 can be operated. Selection of other channels is not possible. Pour les produits disponibles aux États-Unis / Canada du marché, seul le canal 1 à 11 peuvent être exploités. Sélection d'autres canaux n'est pas possible.



This device and its antenna(s) must not be co-located with any other transmitters except in accordance with IC multi-transmitter product procedures. Refering to the multi-transmitter policy, multiple-transmitter(s) and module(s) can be operated simultaneously without reassessment permissive change. Cet appareil et son antenne (s) ne doit pas être co-localisés ou fonctionnement en association avec une autre antenne ou transmetteur.



The device for the band 5150-5250 MHz is only for indoor usage to reduce potential for harmful interference to co-channel mobile satellite systems. les dispositifs fonctionnant dans la bande 5150-5250 MHz sont réservés uniquement pour une utilisation à l’intérieur afin de réduire les risques de brouillage préjudiciable aux systèmes de satellites mobiles utilisant les mêmes canaux.



IMPORTANT NOTE: IC Radiation Exposure Statement: This equipment complies with IC RSS-102 radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20cm between the radiator & your body.



Cet équipement est conforme aux limites d'exposition aux rayonnements IC établies pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec un minimum de 20cm de distance entre la source de rayonnement et votre corps.



This module is intended for OEM integrator. The OEM integrator is still responsible for the IC compliance requirement of the end product, which integrates this module.



Any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment.



USERS MANUAL OF THE END PRODUCT: In the users manual of the end product, the end user has to be informed to keep at least 20cm separation with the antenna while this end product is installed and operated. The end user has to be informed that the IC radio-frequency exposure guidelines for an uncontrolled environment can be satisfied. The end user has to also be informed that any changes or modifications not expressly approved by the manufacturer could void the user's authority to operate this equipment. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation.



LABEL OF THE END PRODUCT: The final end product must be labeled in a visible area with the following " Contains TX IC : 2826B-AM7221 ".



Chapter 1: Introduction   Description



The AM7221 is an 802.11ac/b/g/n 2.4G+5G USB module and supports 2T2R technology, which runs up to 866Mbps. Optimized RF architecture and baseband algorithms provide superb performance and low power consumption. AM7221 is ideal for high throughput networking and multimedia application that requires better Wi-Fi performance.



Features ■Standard: 802.11ac/b/g/n ■USB2.0 support for date rates up to 12Mbps full speed and 480Mbps high speed ■Enterprise level security supporting: WEP, WPA, WPA2 ■Support Wi-Fi Direct ■Wake on WLAN ■Conforms to EN300328 V1.8.1(2012.08)
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Chapter 2: Installation



For Windows 7 Install Software Note: Do not insert the Wireless USB Adapter into the computer until the InstallShield Wizard finished installing. 1. Exit all Windows programs. Insert the included Installation CD into the computer. The CD-ROM will run automatically. Please click Next to process the installation.



-2-



2. When prompt to the following message, please click Install to begin the installation



3.



When the following screen appears, click Finish to restart the computer to complete the software installation.



-3-



Install Hardware Note: Insert the Wireless USB Adapter when finished software installation. Insert the Wireless USB Adapter into the USB Port of the computer. The system will automatically detect the new hardware.



Verification To verify the device is active in the computer. Go to Start > Control Panel > Device Manager. Expand the Network adapters category. If the 802.11a/n/b/g/ac 2cm Wireless LAN USB2.0 Adapter is listed here, it means that the device is properly installed and enabled.



-4-
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Retrait du module 6930p WLAN HP Elitebook 

Retrait du module 6930p WLAN HP Elitebook. Ce guide va vous montrer comment localiser et supprimer le (WiFi) Module WLAN. RÃ©digÃ© par: Richdave.
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ac Module AM7520 - FCC ID 

accordance with the instructions, may cause harmful interference to radio communications. ... Consult the dealer or an experienced radio/TV technician for help. .... Chapter 1: I ntroduction. Description. The AM7520 is an 802.11ac/b/g/n 2.4G+5G USB m
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n (2T2R) WLAN Half-size Mini PCIe Module User 

24 nov. 2015 - FCC Caution. Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment. This device complies with part 15 of the FCC Rules. Operation is subject
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Installation Guide AC Radio Module - FCC ID 

undesired operation. This equipment has been tested and found to comply with the limits for Class B Digital Devices, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when th










 


[image: alt]





WLAN Cardbus Adapter .fr 

Texas Instrument chip technology and a special data acceleration mode provided with the Vivanco. Wireless LAN Cardbus Adapter, the data rate can be ...
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AC Po w er Module Module d'alimentation ca MÃ³dulo de ... - Leviton 

Module d'alimentation c.a.. MÃ³dulo de Fuerza Alterna (A. C). 47605-0DP. AC. Pow er Module. DESCRIPTION. The AC. Pow er Module, an accessory for ...
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AC-10S, AC-10F 

AC-10S, AC-10F. Access Control. Clavier Ã  Codes rÃ©tro-Ã©clairÃ©. TÃ¼rcodemodul. Control de acceso. Codeklavier. Surface mount type. Clavier saillie. Aufputztyp.
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WLAN a+b+g Cardbus Adapter 

The objective is to delay the start of Group Policy until wireless network authentication occurs. Valid ranges are from 0 to 65535 seconds. The value that you set goes into effect after you reboot your computer with this profile set as the active pro
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ACM 85 AC 125 AC 175 AC 225 - Frigoristes.fr 

Replacement of ice level light control. Replacement of P.C. ... Replacement of fan motor ... Cleaning instructions of water system. Page 01 ..... electrical power connections to wire cord provided ...... voltage integrated with a program selector, of
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ACM 85 AC 125 AC 175 AC 225 - Frigoristes.fr 

Replacement of the water pump (AC 125 & AC 175 ) ...... compressor) and through the suction line. In both the accumulator and the suction line it exchanges.
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CH11 for 2.4G band by supplied firmware programming tool. OEM shall not .... the potential for harmful interference to co-channel mobile satellite systems;.
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WLAN a+b+g Cardbus Adapter 

systems; Data transmission equipment operating using wide band modulation ... In Italy the end-user should apply for a license at the national spectrum ...
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cyclic prefix OFDM (CP-OFDM) and the more advanced Pseudo. Random Postfix OFDM ... result, the system concept is shown to be valid and OFDM is proven to be a suitable .... with the real time operating system (RTOS) VxWorks. The signal.










 


[image: alt]





WLAN program review - Markus Mu(e) 

Two fundamentally different approaches: Single Carrier and OFDM (Orthogonal .... Orthogonal / Overlapping channels .... Analog/digital I/Q separation.
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AC-425 

croissance. Chaque unitÃ© de contrÃ´le d'accÃ¨s AC-425 (ACU) supporte quatre lecteurs (EntrÃ©e/Sortie) de divers formats, y compris Wiegand 26 bits standard.
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AC 105 

d) Pull out the polystyre post from the corners and then remove the .... Rx Tx. WATER IN VALVE. HOT GAS VALVE. CONTACTOR COIL. FAN MOTOR. WATER ...
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TRMS AC 

Test logique oui. -. - oui. Largeur min Impulsion. 25 ns ... Test de continuitÃ© oui oui oui oui. Test de diode oui oui ... BK 391A multimÃ¨tres. TRMS AC. Performances.
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AC–225 

SYSTEMES DE SECURITE DE TAILLE MOYENNE GERANT JUSQU'A 30,000 UTILISATEURS ET 4092 PORTES. PILOTE PAR LE ... PROX, CARTE A PUCE ET BIOMETRIQUES DE ROSSLARE AVEC LA SELECTION DE CARTES D'IDENTITE RFID ... Permet la gestion des données des utilisateurs,
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AC-825IP 

lorsque le boîtier est ouvert. Chaque unité de contrôle d'accès AC-825IP (ACU) prend en charge jusqu'à quatre portes (In / Out) via le protocole Wiegand et 2 ...
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local ac 

23 mars 2015 - ... BOMA / SIOR INDUSTRIAL STANDARD. A-C. 5,068. 5,058. NOTE. Drawings and Area information were provided by a third party Architect.
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TRMS AC 

VDC. 400 mV Ã  1000 V (5 cal.) 400 mV Ã  1000 V (5 cal.) 400 mV Ã  1000 V (5 cal.) 200 mV Ã  1000 V (5 cal.) PrÃ©cision*. Â±( 0,5% + 1d). Â± (0,25% + 1d). Â± (0,1% + ...
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module 1 

classe de 6e annÃ©e, alors que les enfants Ã©taient en rÃ©crÃ©ation. Pendant ma ... accroÃ®tre l'Ã©tendue des possibilitÃ©s chez vos enfants et amplifier le champ.
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