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Active subwoofer box

The active subwoofer has no internal fuse. Connect a ... Use a suitable RCA signal cable to connect between car stereo head unit and sub ... Warranty service. 
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ASB 308 ASB 310



Active subwoofer box



Connections using High Level input



WELCOME Thank you for buying a DLS active subwoofer box. The subwoofer box must be installed correctly in order to work well. This manual will show you how to install it like a pro. Please read the entire manual before beginning the installation.



INPUTS Left Right INPUTS High level



SAFETY INSTRUCTIONS



Hz 250 50



Max Min +180 0



GAIN L+ L- R- R+



If you do the istallation work yourself please observe the following safety instructions: - Disconnect the negative terminal of the battery before you start the installation. - Make sure you don´t damage vehicle components when drilling holes. - Use power wiring with cable size not less than AWG 7(10 mm2). - The box must be installed professionally for safety reasons. Fasten the box so it can´t move around in case of hard retardation. Use the velcro stripes coming with the subwoofer box.



Connect in parallel with rear speakers or direct to stereo head unit speaker output Left +



Connections using RCA input Use a suitable RCA signal cable to connect between car stereo head unit and sub box amplifier as seen below.



INPUTS Left Right INPUTS High level



Hz 250 50



Max Min +180 0



DLS



Right +



fuse holder



Left -



Use 40 Amp fuse Right -



+



FM1 107,3



Battery 12 V



Automatic remote start When using high level input to the sub box amplifier the amplifier turns on automatically when you start your head unit. You don´t need to connect a separate remote wire.



Input Level control (GAIN) The input level control matches the output of your radio to the input of the amplifier. After installation is complete, make sure the GAIN control of the amplifier is turned down to min. Play a tape or CD, make sure all bass and treble settings, or equalizer, are flat. Turn the volume of the radio up until you reach a normal listening level. Increase the gain control until you hear an increase in bass level. You may have to alternate between finely tuning GAIN control and LP filter to optimize the sound.



Max Min



GAIN



Low Pass Filter (LP filter) GAIN



L+ L- R- R+



REMOTE GND +12,5V



PHASE



LP filter



INSTALLATION AND CONNECTION Connect a red wire from the battery + to the amplifier terminal marked +12,5V. Use cable size not less than AWG 7(10 mm2). Use max 40 A fuse in the amplifier power cable not more than 30 cm from the vehicle battery to protect the battery and amplifier in event of a short-circuit between it and the power amplifier. Use the fuse holder coming with the active subwoofer. The active subwoofer has no internal fuse. Connect a black wire from the amplifier terminal marked GND to the closest negative vehicle ground. Connect a remote wire from the remote terminal on the amplifier to the control output on the car stereo equipment (e.g. for electronic aerial or amplifier). If you use the RCA inputs the remote wire is normally integrated with the RCA cable. The box sould be installed in the rear trunk with the speaker directed backwards.



REMOTE GND +12,5V



PHASE



LP filter



RCA signal cable



The LP-filter allow low frequencies only and blocks higher frequencies. A typical setting is 60 – 80 Hz. Choose the setting that sounds best in your car.



Remote cable



Hz 250 50



LP filter



Phase control (PHASE) DLS



FM1 107,3



fuse holder



Use 40 Amp fuse



Remote start Connect a remote wire from the remote terminal on the amplifier to the control output on the car stereo head unit (e.g. for electronic aerial or amplifier).



+



Battery 12 V



The phase control can be set continuously from 0 - 180 degrees. This is very useful when you want to adjust the bass sound for best front stage image. Start at 0 and turn the control slowly clockwise until you experience the bass sound coming from the front. The best sound is often obtained in the beginning. If you turn the knob too much, the bass sound becomes bad.



+180 0



PHASE



Warranty service SPECIFICATIONS ASB308 180 W 4 ohm 8” (20 cm) W308B 12 - 14 volt 0-180 degrees 50-250 Hz variable



ASB310 180 W 4 ohm 10” (25cm) MW110 12-14 volt 0-180 degrees 50-250 Hz variable



RMS Power Nominal impedance Speaker Supply voltage Phase control Crossover, lowpass High and low level input Dimensions, cm 44,5 x 32,5 x 24 /15 47,5 x 33 x 27 /19 Dimensions, inch 17,5 x 12,8 x 9,5 / 5,9 18,7 x 13 x 10,6 / 7,5 Weight 11 kg (24 lb) 14 kg (30,8 lb)



This product is covered by warranty, depending on the conditions in the country where it is sold. If the speaker is returned for service, please include the original dated receipt with the product.



DLS Svenska AB P.O. Box 13029 SE-40251 Göteborg, Sweden Tel: +46 31 840060 Fax: +46 31 844021 E-mail: [email protected] www.dls.se



ASB 308 ASB 310



Aktiv subwooferbox



Anslutning via högnivåingång



VÄLKOMMEN Tack för att du köpt en DLS aktiv subwooferbox. Lådan måste installeras på rätt sätt för att fungera som avsett. Denna bruksanvisning visar hur du kopplar in den. Läs igenom hela bruksanvisningen innan du påbörjar installationen.



SÄKERHETSFÖRESKRIFTER



Anslut en röd kabel från batteriets + till förstärkarens terminal märkt med +12,5V. Använd strömkabel med kabelarea på min AWG 7(10 mm2). Koppla in en säkringshållare med säkring på max 40 A i strömkabeln, max 30 cm från batteriet. Denna säkring skyddar kabeln och förstärkaren vid eventuell kortslutning. Använd säkringshållaren som levereras med i förpackningen. Den aktiva subwoofern har ingen inbyggd säkring. Anslut en svart kabel från förstärkarens anslutning märkt GND till närmaste chassiejordpunkt i bilen. Anslut en kabel för remotestart av förstärkaren från förstärkarens terminal märkt REMOTE till bilstereons utgång för automatantenn eller förstärkarstart. Om du använder dig av en RCA-kabel för signalen så sitter det ofta en tunn remotekabel på denna (DLS SL-5). Subwooferlådan monteras normalt bakom ryggstödet i bagaget med högtalaren riktad bakåt i bilen.



Anslutning via RCA-ingång Använd lämplig RCA signalkabel (ex.vis DLS SL5) för att koppla samman bilstereon med förstärkaren så som visas på bilden nedan.



Hz 250 50



Max Min +180 0



Max Min +180 0



REMOTE GND +12,5V



PHASE



LP filter



Ansluts parallellt med bakre högtalare eller direkt till stereons högtalarautgångar. vänster +



höger +



vänster -



höger -



DLS fuse holder



Säkring 40 A



+ FM1 107,3



Batteri 12 V



Automatisk remote start Vid användning med högnivåingång startar förstärkaren automatisk när du slår på stereon. Du behöver alltså ingen separat remotekabel mellan huvudenhet och förstärkare.



Nivåjustering (GAIN) Nivåkontrollen (GAIN) är till för att matcha radions utgång till förstärkarens ingång. När installationen är klar, ställ GAIN-kontrollen på läge Min. Spela ett band eller en CD, ställ bas och diskantkontroller på rak frekvensåtergivning, och skruva sedan upp volymen på din radio till normal lyssningsnivå. Öka sedan GAIN-kontrollen på förstärkaren i baslådan tills du hör en ökning av basnivån. Du kan omväxlande behöva justera LP-filter och GAIN-kontroll tills du uppnår en optimal ljudåtergivning.



Max Min



GAIN



REMOTE GND +12,5V



Lågpassfilter (LP filter) GAIN



L+ L- R- R+



Hz 250 50



GAIN



INSTALLATION OCH INKOPPLING



INPUTS High level



INPUTS High level L+ L- R- R+



Om du gör installationen själv så bör du observera följande: - Koppla bort den negativa polskon från bilbatteriet innan du påbörjar installationen. - Var säker på att du inte borrar så att bilens kablage skadas. - Använd strömkabel med kabelarea på min. AWG 7(10 mm2). - Boxen måste fästas fast så att den inte åker omkring i bagaget vid kraftig inbromsning eller acceleration. Använd det kardborreband som medföljer, eller fäst boxen på annat trafiksäkert sätt.



INPUTS Left Right



INPUTS Left Right



PHASE



LP filter



RCA signalkabel



Ett lågpassfilter släpper igenom låga frekvenser och stoppar de högre. En normal inställning är 60 – 80 Hz. Välj den instälning som ger bästa ljud i din bil.



Remotekabel



Hz 250 50



LP filter



Faskontroll (PHASE) DLS fuse holder



FM1 107,3



Säkring 40 Amp



Remotestart Anslut en kabel mellan förstärkarens anslutning för remotestart och bilstereons utgång för kontroll av förstärkarstart eller automatantenn.



+



Batteri 12 V



+180 0



PHASE



Garantiservice



SPECIFIKATIONER ASB308 RMS Uteffekt 180 Watt Nominell impedans 4 ohm Högtalare 8” (20cm) W308B Matningsspänning 12 - 14 volt Fasjustering, kont. 0-180 grader Lågpassfilter 50-250 Hz variabelt Hög- och lågnivåingång Dimensioner, cm 44,5 x 32,5 x 24 /15 Vikt 11 kg



Faskontrollen kan justeras kontinuerligt mellan 0 -180 grader. Denna används för att justera basljudet för bästa främre ljudbild. Starta på 0 och vrid sedan sakta medurs tills du upplever att basljudet kommer framifrån när du lyssnar. Ofta är det bästa läget precis i början. Vrider du för långt försämras basljudet. Prova dig fram.



ASB310 180 Watt 4 ohm 10” (25 cm) MW110 12 - 14 volt 0-180 grader 50-250 Hz variabelt 47,5 x 33 x 27 / 19 14 kg



Denna aktiva subwoofer täcks av garanti som kan vara olika beroende på i vilket land den är såld. Om högtalaren returneras för garantiåtgärd måste kvittokopia eller annan styrkt köpehandling bifogas reparationen.



DLS Svenska AB Box 13029 - 402 51 Göteborg Gamlestadsvägen 2-4, B27 415 02 Göteborg Tel: 031 840060 Fax: 031 844021 E-mail: [email protected] www.dls.se



























des documents recommandant







[image: alt]





Active Subwoofer 

The model and serial numbers are located on the right side of the unit. Record the serial ..... con salida nominal superior a la del amplificador). t Baje el volumen.
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Active Speaker System (Powered Subwoofer) 

mains mouillées, cela pourrait provoquer un incendie ou une décharge électrique. ... Mise sous tension et Volume. Régler la balance du volume entre le caisson de graves alimenté et les enceintes gauche et droite de l'appareil connecté.
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Subwoofer 

Car audio. Autoradio. Sistema de audio de automóvil. Electronic crossover network. Circuit séparateur de fréquences. Red electrónica divisora de frecuencias.
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Using an Accelerometer to Make an Active Subwoofer 

relative to the THD measurement without the feedback system in effect. The project must ... This would maintain the desired differential operation, while allowing a choice of open- loop gains. .... 2 36-watt power amps ... recorded. As anticipated, t
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Subwoofer 

O cuidado durante o processo de instalaÃ§Ã£o serÃ¡ recompensado com anos de satisfaÃ§Ã£o com o desempenho. Caso nÃ£o esteja certo quanto Ã  sua capacidade.










 


[image: alt]





Subwoofer 

Effective frequency range. 30 â€“ 1,000 Hz*2. Mass. Approx. 5.2 kg (11 lb 8 oz) per speaker. Supplied accessory. Parts for installation. Design and specifications ...
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Subwoofer 

One dual 4 ohm voice coil woofer with voice coils in parallel results in a 2 ohm ...... geschlossenes GehÃ¤use besser ist, 50 bis 91 bedeuten, dass ein Subwoofer.
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ACTIVE DI-BOX â€“ 1 CHANNEL 

... no deberÃ¡ desecharlo con los demÃ¡s residuos domÃ©sticos, con el fin de evitar posibles efectos negativos en el medio ambiente y en la salud humana debidos al vertido incontrolado de desechos. La recogida selectiva ayuda a su posterior reciclaje
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Subwoofer - Soundstream 

1. 2 .0. 0. " 1. 3 .5. 0. " 10.50". 12.00" .745 cu. ft. = 1287.0 cu. in. woofer + 225.0 cu. in. ... Efficiency Bandwidth Product (Fs/Qes). 29.1. Vas (ft3). 3.32 ... SPECIFICATIONS & ... It is preferable to cut the wood with a table saw to ensure stra
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Subwoofer - Directed 

O cuidado durante o processo de instalaÃ§Ã£o serÃ¡ recompensado com anos de satisfaÃ§Ã£o com o desempenho. Caso nÃ£o esteja certo quanto Ã  sua capacidade.
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Subwoofer - Directed 

As we are always finding new ways to improve our product, the features and specifications are subject to change without notice. PRACTICE SAFE SOUND™.
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Subwoofer - ownerIQ 

performance made possible through outstanding design and exceptional ... New Custom Cone with Large Roll Polyether Surround provides longer excursion ...
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active 
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sub3070 powered subwoofer AWS 

Use only as directed. â€¢ Connect this speaker according to the instructions in the manual. â€¢ Many ELAC speakers are equipped with spikes and / or anti-slip feet. They are explicitly provided for leveling the alignment. They have to be screwed into
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sub3010 powered subwoofer 

NOTE: Clean only with soft, smooth cloth or with dust brush. ..... Produktes erfolgen, welches der gleichen Preis- und QualitÃ¤ts-Klasse entspricht. .... Vos nouveaux haut-parleurs ELAC sont conÃ§us selon les normes les plus Ã©levÃ©es, et sont ...
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Subwoofer Model: HB1502B1 

BR 386 Km 435 / 92.480-000. Nova Santa Rita - RS - Brazil. Fax: +(55) 51 479-1120. URL: www.selenium.com.br. ELETRÃ”NICA SELENIUM S.A.. USA Address:.Missing:
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SONANCE CABINET SUBWOOFER 

26 oct. 2018 - you use it in a wide variety of audio system configurations. Line Level. You can ... constitute a risk of electric shock. This device complies with ...
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elac s8 powered subwoofer AWS 

with a CRT based TV). â€¢ Close to magnetic cards (Since the speakers are not magnetically shielded placing magnetic cards such as credit cards or commuter cards may cause them to fail). ..... une nouvelle qualitÃ© de son dans votre maison. Amusez-vo
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sub3070 powered subwoofer 

You can download the â€œELAC SUB Control 2.0â€� APP from the AppleÂ® App StoreÂ® or GoogleÂ® Play StoreÂ®. Please note that your mobile device must support ...
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Subwoofer Model: HB1502B1 

E-mail: [email protected]. URL: www.seleniumloudspeakers.com. SELENIUM EUROPE. Subwoofer. Model: HB1502B1. F:\CAIXAS ACÃšSTICAS\TRIO ...
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Passive, active and intra-active (self) touch 

somatosensation. For example, it was Katz [7] who first discussed the concepts of passive and active touch and work on these aspects of touch continue.
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Car subwoofer Rockford Fosgate P2D4-10 

IC. E. C. O. IL. S. U. B. W. O. O. F. E. R. S. Serial Number: Date of Purchase: R o ckfo rd C o rpo ratio. n o ffers a lim ited w arranty o n R o ckfo rd Fo sgate pro.
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Active Directory 

Apr 10, 2013 - Domains and Domain Trees. 9. Forests. 11. Organizational Units. 13 ... Dissecting an Example Active Directory Class. 99 .... The Five Golden Rules of Permissions Design ..... crucial assistance in decrypting English phraseology is pric
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OFF! Active® 

Active® protège contre les moustiques, les tiques, les aoûtats, et une variété d'autres insectes ... de sécurité (MSDS) avant de l'utiliser. L'étiquette contient un ...
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