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Use Application Maestro to configure the module as required. 2. At the 'Generate Files' step, save the output to the directory where your project code resides. 3. 
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1. Introduction ADCPol is a general-purpose library module for processors PIC18C242, PIC18C252, PIC18C442, PIC18C452, PIC18F242, PIC18F252, PIC18F442, PIC18F452, PIC18F6620, PIC18F6720, PIC18F8620 & PIC18F8720. It configures ADC module for polling mode and provides a descriptive interface in the form of macros and functions.



2. Module Features • •



Checks whether ADC is busy or idle. User selectable acquisition time to allow for settling of analog signal, before start of AD conversion.
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3. List of Component Modules ADCPol.P18.ex.txt ADCPol.asm ADCPol.inc



P18xxx.inc



This file demonstrates the usage of the ADCPol library module. This file contains the functions of the ADCPol library module. User needs to include this file in their project. This file contains the macros of the ADCPol library module. User needs to include this in their ‘.asm’ file, where the library module macros & functions are utilized. General purpose processor definition file for PIC18xxx family



4. Using the Library Module in a Project Please follow the steps below to use the ADCPol library module in your project. 1. 2. 3. 4. 5.



Use Application Maestro to configure the module as required. At the ‘Generate Files’ step, save the output to the directory where your project code resides. Launch MPLAB, and open the project’s workspace. Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). In the Workspace view, right-click on the “Source Files” node. Select the “Add Files” option. Select ADCPol.asm and click OK. 6. Now right-click on the “Linker Scripts” node and select “Add Files”. Add the appropriate linker file (.lkr) for the project’s target microcontroller. 7. Add any other files that the project may require. Save and close the project. 8. Include ‘ADCPol.inc’ in your ‘.asm’ file, where ADCPol library functions & macros are utilized.
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5. List of Shared Parameters Shared Data Bytes VADCPolChannelNumber_A



The content of this gives the ADC channel that is being sensed



Shared Functions ADCPolAcquisitionTime



This provides acquisition time delay before start of AD conversion. The required acquisition time is entered by the user in Application Maestro.



Shared Macros mADCPolInit



mADCPolChannelSelect



mADCPolStart mADCPolIsBusy mADCPolReadHigh mADCPolReadLow mADCPolDisable
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Configures the ADC as per user options. This sets channel 0 as default ADC channel. If user wants to use a different channel, he can select the required channel by invoking macro mADCPolChannelSelect. Selects the ADC channel. This macro calls a function. The purpose of having this macro is to pass parameter for channel number. This macro gives the warning message "WARNING: The processor does not have the selected ADC channel”, if the user selects a channel not available for the processor. The channel selection is ignored in the above case and the previous channel will be used for next conversion. Starts the AD conversion. Checks whether the AD conversion is over or not. This reads the high byte of the ADC result into WREG. This reads the low byte of the ADC result into WREG Switches off the ADC.
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6. Functions



Function Preconditions Overview Input Output Side Effects Stack Requirement



ADCPolAcquisitionTime None Provides acquisition time delay before start of AD conversion. The required acquisition time is entered by the user in Application Maestro. None None WREG changes 1 level deep
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7. Macros Macro Overview



Input



mADCPolInit Configures the ADC as per user options. This sets channel 0 as default ADC channel. If user wants to use a different channel , he can select the required channel by invoking macro mADCPolChannelSelect. This macro takes one or two arguments depending upon the processor used. For processors PIC18C242, PIC18C252, PIC18C442, PIC18C452, PIC18F242, PIC18F252, PIC18F442, & PIC18F452 ADC port configuration name is the only argument required. Chose the appropriate port configuration name from Table 1. For processors PIC18F6620, PIC18F6720, PIC18F8620 & PIC18F8720 this macro requires two arguments. The first argument is the port configuration name & the second argument is the ADC reference voltage configuration name. Chose these arguments from Table 2 & 3 respectively. Example1: Single Argument ; AN0-AN4 analog ports, VREF+ is VDD, VREF- is VSS mADCPolInit ADCPORTCONFIG2 Example 2: Two arguments ; AN0-12 analog ports, External VREF+ at AN3, VREF- is AVss mADCPolInit ADCPORTCONFIG2,ADCREFERENCECONFIG1



Output Side Effects Stack Requirement



None WREG changes None



Macro Overview



Side Effects Stack Requirement



mADCPolChannelSelect Selects the ADC channel. This macro calls a function. The purpose of having this macro is to pass parameter for channel number. This macro gives the warning message "WARNING: The processor does not have the selected ADC channel”, if user selects a channel not available for the processor. The channel selection is ignored in the above case and the previous channel will be used for next conversion. Example: To select the ADC channel 11, write mADCPolChannelSelect D’11’ or mADCPolChannelSelect .11 ADC channel number as the macro argument. Stores the selected channel number in the location AdcPolChannelNumber WREG changes 1 level deep



Macro Overview Input Output Side Effects Stack Requirement



mADCPolStart Starts the AD conversion. None None None None



Input Output
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Macro Overview Input Output Side Effects Stack Requirement



mADCPolIsBusy Checks whether the AD conversion is over or not. None WREG contains 0x0 if the AD conversion is over, else 0x1. None None



Macro Overview Input Output Side Effects Stack Requirement



mADCPolReadHigh This reads the high byte of the ADC result into WREG. None WREG None None



Macro Overview Input Output Side Effects Stack Requirement



mADCPolReadLow This reads the low byte of the ADC result into WREG None WREG None None



Macro Overview Input Output Side Effects Stack Requirement



mADCPolDisable Switches off the ADC. None None None None
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8. Port and ADC Reference Voltage Configuration Tables
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I2C Master Library Module (Polled) 

Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). 5. In the Workspace view, right-click on the â€œSource Filesâ€� node.
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SPI Master Library Module (Polled) 

Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). 5. In the Workspace view, right-click on the â€œSource Filesâ€� node.
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RTC general-purpose library module 

Use the Application Maestro to configure the code as required. 2. At the Generate Files step, save the output to the directory where your projects code resides. 3.
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Interrupt based CAN library module 

Application Maestro. 4. Using the Library Module in a Project. To use the CAN Library Module then please follow the steps below. 1. Use Application Maestro to ...
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Interrupt based UART library module 

according to Application Maestro selection and flushes the Rx and Tx buffer. It clears all UART errors. UARTIntISR. This is an Interrupt service routine for Serial ...
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Library Routine for External LCD module 

Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). 5. In the Workspace view, right-click on the â€œSource Filesâ€� node.
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SPI Slave Library Module (Interrupt-driven) 

Use the Application Maestro to configure the module as required. 2. At the 'Generate Files' step, save the output to the directory where your project code resides.
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SPI Master Library Module (Interrupt-driven) 

Use the Application Maestro to configure the module as required. 2. At the 'Generate Files' step, save the output to the directory where your project code resides.
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I2C Slave Library Module (Interrupt-driven) 

Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). 5. In the Workspace view, right-click on the â€œSource Filesâ€� node.
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Interrupt Driven EUSART Based LIN-Master Library Module 

Verify that the Microchip language tool suite is selected (Project>Select Language Toolsuite). 5. In the Workspace view, right-click on the â€œSource Filesâ€� node.
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Library Routine for External LCD module (for C Language) 

C and click OK. 7. Now right-click on the â€œLinker Scriptsâ€� node and select â€œAdd Filesâ€�. Add the appropriate linker file (.lkr) for the project's target microcontroller. 8.
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module 1 

classe de 6e annÃ©e, alors que les enfants Ã©taient en rÃ©crÃ©ation. Pendant ma ... accroÃ®tre l'Ã©tendue des possibilitÃ©s chez vos enfants et amplifier le champ.
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moDULe 1 

2 Ã‰coutez ! + Organigramme. Pour chacune des parties a, b et c, faites (rÃ©)Ã©couter l'enregistrement dans son intÃ©gralitÃ©. Chaque appre- nant note ses rÃ©ponses.
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XBee Module 

second thanks to a GPS module. Â® It calculates the route to follow and compares it to the heading thanks to a compass. Â® It estimates the drift due to the wind ...










 


[image: alt]





Module P00999 

Aug 2, 2005 - between human-immune system and computer security, we will reuse some of the ..... specialized organizations need to make a more intensive advertising about the ..... Besides, according to a survey of Marcus J.Ranum for ICSA Labs in 200
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GigE Module 

(ToS/DSCP) traffic prioritization settings. â€¢ Dual Port capability for network element prequalification testing. â€¢ Control/Respond Loopback feature to loop-up/down.
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Module 1 

I play basketball. Je joue au hockey sur glace. I play ice hockey. Je joue au tennis. I play tennis. Je joue au volley. I play volleyball. Des verbes utiles avec â€œnousâ€�.
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DDS Module 

2006 Sunrise Telecom Incorporated. All rights reserved. Specifications subject to change without notice. All product and company names are trademarks of their ...
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Bluetooth Module 

Networking (LAN, Ad hoc, ...) 18. Rendering (Printing, Speaker, ...) .... attempt to connect to the one reporting the lowest load. 4. 3. 2. Minor Device Class bit no of ...
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SONET Module 

The MTT-38 SDH/SONET Module, part of the Modular Test Toolkit (MTT) family of products, is ... ASCII decode of 16-byte or 64-byte HP/STS or LP/VT path trace.
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PC module 

To decompress the software, create a directory on the hard disk and transfer file ZIP.EXE into this directory. ..... CMD command file to start several applications.
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Programming Module 

This signals that the EPROM MCU has been cor- programming the MC68705P3. Before the MC68705P3 can rectly programmed. Close switch S2 to reset the.
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moDULe 1 

6. CoNSeiLS D'UTiLiSATioN. moDULe 1. Ã‰tape 1 entrer en contact. âž” Saluer quelqu' ... b Les apprenants s'initient Ã  la description d'une pro- fession. c Le jeu ...
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Bluetooth Module 

AT command mode, user can configure the module and send control .... Example: Set serial port parameters to 115200, 2 bits stop bit, and even ... AT+MPIO?
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