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ADEKIT P4202 SYSTEM POLYURETHANE ADHESIVE LIQUID – 1 HOUR POT LIFE



DESCRIPTION • Bonding of honeycomb panels (Nomex, thermoplastics, foam). • Bonding of wood, sheet aluminium or sheet steel. • Bonding of polyester, composite materials.



PROPERTIES • Liquid polyurethane adhesive.



• Application with a notched spatula, roller or spray. • Ideal for production of high dimension bonding. • Different grades of mixing viscosity depending of isocyanate used.



• Two-component filled. • Semi-flexible.



PHYSICAL PROPERTIES Composition



POLYOL



Mix ratio by weight Mix ratio by volume at 25°C Aspect Colour Visosity at 25°C (mPa.s) Specific gravity at 25°C (g/cm3) Mixed viscosity Mixed density Colour Pot life at 25°C on 100g



BROOKFIELD LVT ISO 1675 : 1985



BROOKFIELD LVT ISO 2781 : 1996



Gel Timer TECAM



ISOCYANATE



P4202 100 100 liquid beige 40,000 1.62



P4001 14 20 liquid brown 200-250 1.22



mPa -



10,000



min



P4002 14 20 liquid brown 100 - 150 1.22



50



ISO 868 : 2003



Shore D1 / D15



ISO 527 : 1993



MPa % °C



ISO 527 : 1993



Working temperature



-



4,000



8,000 1.56 beige



THERMAL AND MECHANICAL PROPERTIES Hardness Tensile strength Elongation at break



P4003 14 20 liquid brown 20 1.22



P4001 60 7,50 100



60



(2)



P4002 55 7,50 100 -40 ; +100



P4003 45 6 140
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AXSON TECHNOLOGIES Head Office France +33 1 34 40 34 60 [email protected] axson.fr



GERMANY +49 60 74 40 71 10 [email protected] axson.de



SPAIN & PORTUGAL +34 93 225 16 20 [email protected] axson.es



ITALY +39 02 96 70 23 36 [email protected] axson.it



U.K. +44 1 638 66 00 62 [email protected] axson.com



SLOVAKIA +421 37 642 25 26 [email protected] axson-ce.sk
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ADEKIT P4202 SYSTEM POLYURETHANE ADHESIVE LIQUID – 1 HOUR POT LIFE



MECHANICAL PROPERTIES ON ASSEMBLIES



(2)



P4001 Open time at 23°C Time to obtain 1 MPa lap shear strength at 25°C (1)



Lap shear strength on aluminium Lap shear strength after moist cataplasm 07 days at 60°C



-



min



ISO 4587 : 2003



hrs



P4002



P4003



75 6



ISO 4587 : 2003



MPa



13 CF



ISO 4587 : 2003



MPa



9 CF



(3)



(3)



12 CF 8 AF



(3)



(3)



10 CF 8 CF



(3)



(3)



(1)Lap shear strength on aluminium 2017A sand blasted. (2)Hardening conditions: 8 hours at 80°C + 48 hours at room temperature. (3)According to ISO 10365:1992: CF = Cohesive failure, AF = Adhesive failure.



HANDLING PRECAUTIONS It is recommended to use the product at a temperature between +18°C and +35°C. Normal health and safety precautions should be observed when handling these products : • • •



ensure good ventilation, wear gloves and safety glasses, wear waterproof clothes.



For further information, please consult the product safety data sheet.



STORAGE CONDITIONS Shelf life of ADEKIT P4202 SYSTEM is 12 months stored in its original unopened packaging at a temperature between +15°C and +25°C. Any open can must be tightly closed under dry inert gas (dry air, nitrogen, etc.).



PACKAGING POLYOL P4202



ISOCYANATE



250 KG



250 KG



GUARANTEE The information contained in this technical data sheet result from research and tests conducted in our Laboratories under precise conditions. It is the responsibility of the user to determine the suitability of AXSON products, under their own conditions before commencing with the proposed application. AXSON guarantee the conformity of their products with their specifications but cannot guarantee the compatibility of a product with any particular application. AXSON disclaim all responsibility for damage from any incident which results from the use of these products. The responsibility of AXSON is strictly limited to reimbursement or replacement of products which do not comply with the published specifications.
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480 kPa (4.9 kgf/cm2, 69.7 psi) @ 4 500 ... Upper Chain Guide [A] (Face the tab [B] downward.) ... Torque - Chain Guide Bolts: 8.8 N-m (0.90 kgf.m, 78 in-lb).










 


[image: alt]





LDAP System Administration .fr 

in such a way that information common to one or more clients can be shared via the ... for items such as user and group accounts, host information, general contact ...... An attribute type's definition lays the groundwork for answers to questions ...










 


[image: alt]





8000SF System .fr 

A background transition switches from the video currently selected on the ...... You can set the horizontal and vertical curve ratio, and the curve center position.










 


[image: alt]





Ignition System .fr 

potential hazards relating to the servicing, or lack of servicing, of ..... SDS: Suzuki Diagnosis System. T: TO Sensor: ...... Use a high quality ethylene glycol base.










 


[image: alt]





system board d1325 system board d1325 .fr 

PS/2 and OS/2 Warp are registered trademarks of International Business ... All rights, including rights created by patent grant or registration of a utility model or ...










 


[image: alt]





Digital Cinema System Specification .fr 
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