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ADJUSTMENT

â€¢Gasoline is extremely flammable and is explosive under some conditions. The working area must be well ventilated and do not smoke or allow flames or. 
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250



SERVICE INFORMATION GENERAL



ð WARNING •Before running the engine, make sure that the working area is well ventilated. Never run the engine in a closed area. The exhaust contains poisonous carbon monoxide gas, which may cause death to people. •Gasoline is extremely flammable and is explosive under some conditions. The working area must be well ventilated and do not smoke or allow flames or sparks near the working area or fuel storage area. SPECIFICATIONS ENGINE Throttle grip free play Spark plug Spark plug gap Valve clearance Idle speed



: 2_ 6mm : NGK: DPR7EA9 : 0.9~1.0mm : IN: 0.1mm : 1700±100rpm



Engine oil capacity: At disassembly : 1.1 liter At change : 0.9 liter Gear oil capacity : At disassembly : 0.20 liter At change : 0.18 liter



EX: 0.1mm Cylinder compression Ignition timing Coolant capacity Radiator capacity Reserve tank capacity



: 15±2kg/cm_ : repeatedly : 1400±20cc : 1000±20cc : 400±20cc



TIRE Front Rear



1 Rider 1.75kg/cm_ 2.00kg/cm_



TIRE SPECIFICATION: Front : 120/70-12 Rear : 140/70-12 TORQUE VALUES Front axle nut : 14.8_ Rear axle nut : 107.8_
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68.6N-m 127.4N-m



2 Riders 1.75kg/cm_ 2.25kg/cm_



3. INSPECTION/ADJUSTMENT



GRAND DINK 250



MAINTENANCE SCHEDULE Perform the periodic maintenance at each scheduled maintenance period. I: Inspect, and Clean, Adjust, Lubricate or Replace if necessary. A: Adjust C: Clean R: Replace T: Tighten Regular Service Mileage (km)



Whichever



Frequency comes Item



first ! Ú



R New motorcycle



Engine oil



300km



Engine oil filter screen Fuel filter Gear oil Valve clearance Carburetor Air Cleaner Spark plug Brake system Drive belt Suspension Nut, bolt, fastener Tire Steering head bearing Brake fluid Radiator coolant Radiator core Radiator cap Brake lever Brake shoe wear Shock absorber



1000



Note 3



Note 2,3



2000



4000



6000



8000



10000



R



R



R



R



R



C C Replace at every 6000km



R New motorcycle 300km



I I



I



R



R



A



A A I I R R Clean at every 3000km and replace if necessary I I I I I I I I I I I I I Perform pre-ride inspection daily Replace every year or at every 10000km (R) I I I I I I I I I I



In the interest of safety, we recommend these items be serviced only by an authorized KYMCO motorcycle dealer. Note: 1. For higher odometer readings, repeat at the frequency interval established here. 2. Service more frequently when riding in dusty or rainy areas. 3. Service more frequently when riding in rain or at full throttle. •
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250



FUEL LINE/FUEL FILTER Remove the center cover. Check the fuel lines and replace any parts, which show signs of deterioration, damage or leakage. Check for dirty or clogged fuel filter and replace with a new one if it is clogged.



＊ • Do not smoke or allow flames or sparks in your working area.



Fuel Filter



Fuel Line



THROTTLE OPERATION Check the throttle grip for smooth movement. Measure the throttle grip free play. Free Play: 2_ 6mm



Major adjustment of the throttle grip free play is made with the adjusting nut at the carburetor side. Adjust by loosening the lock nut and turning the adjusting nut.



Adjusting Nut



Lock Nut



Minor adjustment is made with the adjusting nut at the throttle grip side. Slide the rubber cover out and adjust by loosening the lock nut and turning the adjusting nut.



Adjusting Nut
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Lock Nut



3. INSPECTION/ADJUSTMENT



GRAND DINK 250 Oil Dipstick



ENGINE OIL OIL LEVEL INSPECTION Stop the engine and support the motorcycle upright on level ground. Wait for 2_ 3 minutes and check the oil level with the dipstick. Do not screw in the dipstick when making this check.



OIL CHANGE



＊ • Drain the oil while the engine is warm. Remove the oil drain bolt to drain the engine oil. Install the aluminum washer and tighten the oil drain bolt. Torque: 14.7N-m



＊ • Replace the aluminum washer with a



new one if it is deformed or damaged.



Oil Filter Screen Cap



Pour the recommended oil through the oil filler hole. Oil Capacity: At disassembly: 1.1 liter At change: 0.9 liter Recommended Oil: SAE: 15W40# API: SJ Start the engine and check for oil leaks. Stop the engine and recheck the oil level.



OIL FILTER SCREEN INSPECTION Drain the engine oil. Remove the oil filter screen and spring. Clean the oil filter screen. Install the oil filter screen, spring, and filter screen cap. Fill the engine with recommended engine oil.



Oil Filter Screen



Spring
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250 Screws



AIR CLEANER Remove the six air cleaner case cover screws and the cover.



Air Cleaner Case Cover



Remove the air cleaner element. Check the element and replace it if it is excessively dirty or damaged.



Air Cleaner Element



CHANGE INTERVAL More frequent replacement is required when riding in unusually dusty or rainy areas.



＊•



The air cleaner element has a viscous type paper element. Do not clean it with compressed air. • Be sure to install the air cleaner element and cover securely.



SPARK PLUG Remove the frame center cover. Remove the spark plug cap and spark plug. Check the spark plug for wear and fouling deposits. Clean any fouling deposits with a spark plug cleaner or a wire brush.



Spark Plug



Specified Spark Plug: NGK: DPR7EA9 Measure the spark plug gap. Spark Plug Gap: 0.9~1.0mm



Cracks Damage



＊ • When installing, first screw in the spark plug by hand and then tighten it with a spark plug wrench.



Torque:14.7_
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19.6N-m



Deformation Gap Wear Fouling Deposits



｝



0.9mm



3. INSPECTION/ADJUSTMENT



GRAND DINK 250 Bolts



VALVE CLEARANCE



＊ • Inspect and adjust valve clearance while the engine is cold (below 35℃ ).



Remove the cylinder head cover.



Cylinder Head Cover



Turn the A.C. generator flywheel to the top dead center (TDC) on the compression stroke so that the “T” mark on the flywheel aligns with the index mark on the left crankcase cover.



Top Dead Center Mark



Inspect and adjust valve clearance. Valve Clearance: IN: 0.1mm EX: 0.1mm Loosen the lock nut and adjust by turning the adjusting nut Special



Valve Adjuster



＊ • Check the valve clearance again after the lock nut is tightened.



CARBURETOR IDLE SPEED



＊ • The engine must be warm for accurate



Feeler Gauge Throttle Stop Screw



idle speed inspection and adjustment.



Lift up the seat and remove the inspection cover. Warm up the engine before this operation. Start the engine and connect a tachometer. Turn the throttle stop screw to obtain the specified idle speed. Idle Speed: 1700±100rpm When the engine misses or run erratic, adjust the pilot screw.



Pilot Screw
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250



CYLINDER COMPRESSION Warm up the engine before compression test. Remove the center cover and spark plug cap. Remove the spark plug. Insert a compression gauge. Open the throttle valves fully and pushes the starter button to test the compression. Compression: 15±2kg/cm_ If the compression is low, check for the following: _Leaky valves _Valve clearance to small _Leaking cylinder head gasket _Worn pistons _Worn piston/cylinder If the compression is high, it indicates that carbon deposits have accumulated on the combustion chamber and the piston head.



FUEL TANK CAP CABLE WIRE Please inspect the fuel tank cap cable wire slack when operate the fuel tank cap hardly.



SEAT CABLE WIRE Please inspect the seat cable wire when operate the seat hardly.



Compression Gauge



Relax



Look Nut Relax



Look Nut
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Pull



Adjust Nut Pull



Adjust Nut



3. INSPECTION/ADJUSTMENT



GRAND DINK 250 Oil Check Bolt Hole/Oil Filler



FINAL REDUCTION GEAR OIL



＊ • Place the motorcycle on its main stand on level ground.



Stop the engine and remove the oil checks bolt. The oil level shall be at the oil check blowhole. If the oil level is low, add the recommended oil SAE90# to the proper level. Install the oil check bolt.



＊ • Make sure that the sealing washer is in good condition.



OIL CHANGE Remove the oil check bolt. Removes the oil drains bolt and drain the oil thoroughly. Install the oil drain bolt. Torque: 9.8N-m



＊ • Make sure that the sealing washer is in good condition.



Oil Drain Bolt/Sealing Washer



Fill the final reduction with the recommended oil SAE90#. Gear Oil Capacity: At disassembly : 200cc At change : 180cc Reinstall the oil check bolt and check for oil leaks.



DRIVE BELT Remove the left crankcase cover. Inspect the drive belt for cracks or excessive wear. Replace the drive belt with a new one if necessary and in accordance with the Maintenance Schedule.



Drive Belt
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250



HEADLIGHT AIM Turn the ignition switch ON. Turn on the headlight switch. Adjust the headlight aim by turning the headlight aim adjusting bolt.



Headlight Aim Adjusting Bolt



CLUTCH SHOE WEAR Start the engine and check the clutch operation by increasing the engine speed gradually. If the motorcycle tends to creep or the engine stalls, check the clutch shoes for wear and replace if necessary.



COOLING SYSTEM COOLANT LEVEL INSPECTION Place the motorcycle on its main stand on level ground. Check the coolant level of the reserve tank and the level should be between the upper and lower level lines. If necessary, fill the reserve tank with recommended coolant to the “F” level line. Recommended Coolant: SIGMA Coolant (Standard Concentration 30%) ＊ • The coolant level does not change no matter the engine is warm or cold. Fill to the “F” (upper) line. COOLANT REPLACEMENT



＊ • Perform this operation when the engine is cold. Remove the front cover. Remove the radiator cap. Remove the drain bolt to drain the coolant and tilt the motorcycle to the right and the coolant will drain more easily. Drain the coolant in the reserve tank. Reinstall the drain bolt. Fill the radiator with the specified coolant.



Upper Line



Lower Line Radiator Cap



＊ • The coolant freezing point should be 5℃ lower than the temperature of the riding area.
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Reserve Tank
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GRAND DINK 250



Coolant capacity : 1400±20cc Radiator capacity : 1000±20cc Reserve tank capacity : 400±20cc Start the engine and check if there are no bubbles in the coolant and the coolant level is stable. Reinstall the radiator cap. If there are bubbles in the coolant, bleed air from the system. Fill the reserve tank with the recommended coolant up to the upper line. Drain Bolt



BRAKE SYSTEM



Rear Brake Reservoir



Front Brake Reservoir



BRAKE FLUID Turn the steering handlebar upright and check if the front/rear brake fluid level is at the upper limit. If the brake fluid is insufficient, fill to the upper limit. Specified Brake Fluid: DOT-4



＊ • The brake fluid level will decrease if the brake pads are worn.



BRAKE DISK/BRAKE PAD Check the brake disk surface for scratches, unevenness or abnormal wear. Check if the brake disk rubout is within the specified service limit. Check if the brake pad wear exceeds the wear indicator line.



＊ • Keep grease or oil off the brake disk to avoid brake failure.



Brake Disk



Wear Indicator Line
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3. INSPECTION/ADJUSTMENT



GRAND DINK 250



NUTS/BOLTS/FASTENERS Check all important chassis nuts and bolts for looseness. Tighten them to their specified torque values if any looseness is found.



WHEELS/TIRES Check the tires for cuts, imbedded nails or other damages. Check the tire pressure.



＊ • Tire pressure should be checked when tires are cold.



Tire Pressure 1 Rider



2 Riders



Front



1.75kg/cm_



1.75kg/cm_



Rear



2.00kg/cm_



2.25kg/cm_



STEERING HANDLEBAR Raise the front wheel off the ground and check that the steering handlebar rotates freely. If the handlebar moves unevenly, binds, or has vertical movement, adjust the steering head bearing.



SUSPENSION Check the action of the front/rear shock absorbers by compressing them several times. Check the entire shock absorber assembly for oil leaks looseness or damage. Jack the rear wheels off the ground and move the rear wheel sideways with force to see if the engine hanger bushings are worn. Replace the engine hanger bushings if there is any looseness.
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Pressure Gauge
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ADJUSTMENT 

â€¢Gasoline is extremely flammable and is explosive under some conditions. The working area must be well-ventilated and do not smoke or allow flames or.
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ADJUSTMENT 

ADJUSTMENT. The test equipment listed in Table 3-1, or equivalent, is ... given for the test equipment are the minimum necessary ... Unit for checking signals.
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adjustment - CapHector 

ADJUSTMENT. 1. ADJUST DOOR IN FORWARD/ REARWARD AND VER-. TICAL DIRECTIONS. (a) Remove the front and rear door scuff plates. (b) Remove ...
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Adjustment Procedure - DocMesure 

Adjust R6028 for +15 V on the voltmeter. R6028 is accessed by .... 4l Adlglt Intensity Limit R1027 (Figure 5-2) for a voltage reading of 0.9 V at TP4028. 5) Switch ...
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Regulator Adjustment - Rapco, Inc 

Turn T handle adjusting screw clockwise to increase vacuum or pressure, or counter clockwise to decrease vacuum or pressure. When decreasing vacuum or ...
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Regulator Adjustment - Rapco, Inc 

the point you would like to be then back up to that point. Usually a quarter turn adjustment at a time is sufficient. Remember to reset the locking tabs once you.
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Pushrod Clearance Adjustment 

booster. 3. Install the master cylinder nuts and tighten to the specified torque. 4. Connect the brake booster in-line with a vacuum gauge 0-760 mm Hg (0 -30 in ...
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Socialization tactics and newcomer adjustment 

Dec 29, 2006 - In B. M. Staw (Ed.), Research in organizational behavior (Vol. ..... Computer and manual searches for published and unpublished articles on socialization ... readers initially agreed on all but 21 coded coeYcients; ...... Matching peop
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dv mechanical adjustment manual iv 

Preparation for Tape Path Checking and Adjustment . ... Tape Guide, Pinch Slider Assembly and Brake Slider ... Tape Fall Stopper, HC Roller and HC Arm ..
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Macroeconomic adjustment with segmented labor 

analysis, while workers are initially perfectly mobile across sectors. A minimum ...... the adjustment path it induces will be qualitatively similar to the transitional.
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dv mechanical adjustment manual v 

For details on printed circuit boards diagram, schematic diagram, ..... Note1: If the micro processor IC in the adjustment remote commander is ... by the sensor changes to another condition. ... lower drum using a super fine applicator (J-3) moistene
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ch3 adjustment - Page de test 

1) Playback the alignment tape. 2) Intermittently short-circuit the two Test Points on VCR Main PCB while setting the adjustment mode. (See Fig. 3-2). 3) Press ...
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dv mechanical adjustment manual vi 

3, -4, -5, -6 and -7, pinch roller and capstan shaft) and lower drum with a .... Manual Test, the operator can freely control the motor of the mechanism deck. 2.
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Adjustment Options VW3-A16101, VW3 

sonnel, and this document should not be viewed as sufficient instruction for those who are not otherwise qualified to operate, service or maintain the equipment discussed. ..... Note: For drive controllers containing V2.1, IE07 or later software, the
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tandem student harness adjustment guide - United Parachute 

Jan 28, 2013 - The Sigma/Vector Student Harness is quite a departure from previous ... This is what keeps the student from falling out of the harness on a hard.
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TESTING AND ADJUSTMENT OF REGULATOR ... - Frogkick 

First stage valve: 1. Connect the regulator to the test equipment. 2. Connect the test manometer hose to one of the low pressure outlets. 3. Open the LP valve ...
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cms risk adjustment participant guide dbid 6hxa 
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Newcomer Adjustment During Organizational Socialization - CiteSeerX 

studies, 83% were longitudinal. The mean number ...... Journal of Applied Psychology, 83, 452â€“ 461. Bureau of .... Unpublished master's thesis, California State.
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Sunroof Installation and Adjustment - Star Motors NY 

770 Hints for Trouble Diagnosis on Electrical Slide Roof. Slide Roof Cover and Power Transmission Elements. If the slide roof does not open and close, even.
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coal mill classifier adjustment dbid n9nei 
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TESTING AND ADJUSTMENT OF REGULATOR CYKLON ... - Frogkick 

A. If the clearance is too small, do not seal the second stage valve. If the clearance is too large, reduce the flow of air and the inhalation resistance will increase.
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BUNDLE BLOCK ADJUSTMENT WITH ULTRACAMD IMAGES 

accuracy of independent check points by a block adjustment with ... control points for two blocks flown with the Vexcel ... 7: configuration of UltraCamD lenses.
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Endogenous Trade Protection and Exchange Rate Adjustment 

Michael B. Devereuxâ€¡. AurÃ©lien ..... The analysis of tariff setting in the model below depends critically on the way in which pre-set .... The impact of a home tariff on home output depends on a mix of income and substitution ...... negative suppl
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TESTING AND ADJUSTMENT OF REGULATOR CYKLON ... - Frogkick 

First stage valve: 1. Connect the regulator to the test equipment. 2. Connect the test manometer hose to one of the low pressure outlets. 3. Open the LP valve ...
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