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Air Capacitor Selection Guide Click on the Part Number for Line Drawing Johanson P/N



Capacitance Range (pF)



Working Voltage (VDC)



Mil-Spec P/N



Temperature Coefficient (PPM/ºC)



Tuning Torque (oz in)



Q min @ 250 MHz



>6



250



PC25J100 PC26T100 PC31J100



0 ± 15



1-5



>5000



>10



500



**



0 ± 20



1-6



>2000



>6



250



PC25J140 PC26T140 PC31J140



0 ± 25



1-5



>3000



>6



250



**



0 ± 50



1-5



>3000



>12



250



0 ± 30



1-5



>1500



>20



250



0 ± 30



1-5



>800



>7



250



0 ± 15



.4-4



>10000



0 ± 50



.4-4



>7500



0 ± 15



.3-3



>10000



0 ± 50



.3-3



>7500



0 ± 15



.4-4 .3-3



>10000



0 ± 25 0 ± 30



1-5



>5000 >3000 >1500



0 ± 20



1-5



>2000



Number Of Turns



5200 5201 .8 to 10 5202 5300 5301 1 to 10 5302 5400 5401 1 to 14 5402 5451 1 to 16 5453 1.5 to 16 5500 5501 1 to 20 5502 5600 6601 1 to 30 5602 5700 5701 .6 to 6 5702 5750 5751 .8 to 10 5752 5753 1 to 10 5800 5801 .35 to 3.5 5802 5850 5851 .5 to 5 5852 5853 .6 to 5 8050 .7 to 6 8051 .6 to 3.5 8052 1 to 10 8053 1.5 to 14 8054 1.5 to 20 8090 1 to 10 8091 8092 1.5 to 14 8093 ** Not Available in Mil-Spec



PC25J200 PC26T200 PC31J200 ** PC26J300 ** PC25J060 PC26J060 PC31J060 **



>8



250



>9



250



>12



250



>7 >10 >6 >6 >12



250



>6



250



Click for Handling Instruction



PC29J100 ** PC27J3R5 PC28J3R5 PC29J3R5 ** PC28J050 PC29J050 PC30J5R0 ** PC30J3R5 ** PC32T140 **



**



Go Back to Table of Contents



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



1500 Series Air Capacitor 1 to 10pF TUNING SLOT .020W X .14 (0.51W X 3.56)



PENETRABLE SEAL CAP



PRODUCT IDENTIFICATION



.57 (14.48)



PENETRABLE SEAL CAP



.28 (7.11)



.31 (7.87)



.156 (3.96) .015 (0.38)(TYP)



.015 (0.38)



.030 (3X) (0.76)



.290±.002 (7.37±0.05)



TUNING SLOT .020W X .14 (0.51W X 3.56)



.57 (14.48)



PRODUCT IDENTIFICATION



1501 (3X)



1518



.28 (7.11) .15 (3.81)



.15 .27 (3.81) (6.86)



.250 (6.35) MAX



.210 (5.33) .300±.002 (7.62±0.05)



.218±.002 (5.54±0.05)



.109±.002 (2.77±0.05)



(TYP)



.225±.002 (TYP) (5.72±0.05)



SUGGESTED MOUNTING HOLE PATTERN



ø .038±.002 (0.97±0.05) (TYP)



SUGGESTED MOUNTING PAD PATTERN (60/40 SOLDER RECOMMENDED)



TUNING SLOT .020W X .14 (0.51W X 3.56)



.28 (7.11)



.125 (3.18)



PENETRABLE SEAL CAP



1585



SPECIFICATIONS



CAPACITY RANGE



1pF TO 10pF (>8 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 195 MHz



> 4000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



15 ± 30 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



TORQUE



1.0 TO 5.0 OZ. IN



.57 (14.48) .32 (8.13)



6



.015 (0.38)



PRODUCT IDENTIFICATION



.115 (2.92) .285±.015 (7.24±0.05)



.300±.002 (7.62±0.05)



.420±.002 (10.67±0.05) .175±.002 (4.45±0.05)



.150±.002 (3.81±0.05) SUGGESTED MOUNTING PAD PATTERN (60/40 SOLDER RECOMMENDED)



COPPER ALLOY & INVAR STRUCTURE ALUMINA INSULATION



.28 (7.11)



TUNING SLOT .020W X .14 (0.51W X 3.56)



1592



Recommended tuning tool JMC 8764 or 8777



.25 (6.35)



PRODUCT IDENTIFICATION



GOLD, SILVER, & CHROMATE FINISH



PENTRABLE SEAL CAP



.57 (14.48) .42 (10.67) .11 (2.79)



ø .062 (1.57)



.015 (0.38)



.032 (2X) (0.81)



.280±.002 (7.11±0.05) .109±.002 (2.77±0.05) .218±.002 (5.54±0.05)



ø .067±.002 (1.70±0.05)



SUGGESTED MOUNTING HOLE PATTERN



Click for Handling Instruction



ø .052±.002 (2X) (1.32±0.05)



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5200 Series Air Capacitor .8 to 10pF .30 (7.62)



PRODUCT IDENTIFICATION .06 (1.52)



.21 (5.33)



TUNING SLOT .020W X .14 (0.51W X 3.56)



.08 (2.03)



(REF)



.295 (7.49) .275 (6.99)



.32 (8.13)



.19 (5.33)



.08 (2.03)



.28 A/F (7.11)



TUNING SLOT .020W X .14 (0.51W X 3.56)



SEAL



PRODUCT IDENTIFICATION



.35 (8.89) ø .295 (7.49) .275 (6.99)



(REF)



.31 (7.87)



SEAL .040 (1.04)



Ø.047 (1.19)



HEX NUT



.030 (TYP) (0.76) 15/64(.234)-64 UNS-2A



.09 (2.29)



.015 (0.38) 15/64(.234)-64 UNS-2A



5200



.290±.002 (7.37±0.05)



Mil Spec P/N: PC25J100



.109±.002 (2.77±0.05) HOLE SUGGESTED MOUNTING



ø.050±.002 (3X) (1.27±0.05)



.29 (7.37) .11 (2.79) .020 (0.51)



.295 (7.49) .275 (6.99)



.218±.002 (5.54±0.05)



Mil Spec P/N: PC31J100



SUGGESTED MOUNTING HOLE PATTERN



SPECIFICATIONS A/F .21 (5.33)



CAPACITY RANGE



.28 (7.11) .08 (2.03) SEAL



ø



5201



+.002 (0.05)



.238 (6.05) -.000



TUNING SLOT .020W X .14 (0.51W X 3.56)



ø .09 (2.29)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 5000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 15 PPM/ °C



TEMPERATURE RANGE



-65°C TO +125°C



6



15/64(.234)-64 UNS-2A



Ø.06 (1.52)



+.002 (0.05)



PRODUCT IDENTIFICATION



0.8pF TO 10pF (>6 TURNS)



.040 (1.04) HEX NUT



5202 Mil Spec P/N: PC31J100



ø .238 -.000 (6.05)



SUGGESTED MOUNTING HOLE



T O R Q U E



TUNING



1.0 TO 5.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5300 Series Air Capacitor 1 to 10pF (500VDC)



PRODUCT IDENTIFICATION .42 (10.67)



TUNING SLOT .020W X .20 (0.51W X 5.08)



.30 (7.62)



.040 (1.02)



.11 (2.79)



PRODUCT IDENTIFICATION



.138 (3.51) (REF) CL TO FLAT



.44 (11.78)



.09 (REF) (2.29)



.28 (7.11)



.138(3.51) (REF) CL TO FLAT



.040 (1.02)



ø



SEAL



TUNING SLOT .020W X .20 (0.51W X 5.08)



.11 (2.79)



.375(9.53) .355(9.02) SEAL



.12 (3.05)



.020 (0.51)



Ø.086 (2.18)



.38 (9.65)



5/16(.312)-64 UNS-2A 5/16(.312)-64 UNS-2A



SUGGESTED MOUNTING HOLE



5300



.437±.002 (11.1±0.05)



.156±.002 (3.96±0.05)



+.002 (0.05) .140 (3.56) -.000



.312 +.002 (0.05) (7.92) -.000



5301 .312±.002 (7.92±0.05)



(3X)



ø.050±.002 (1.27±0.05)



SUGGESTED MOUNTING HOLE PATTERN SPECIFICATIONS



.11 (2.79)



.42 (10.67)



.30 (7.62) .11 (2.79)



.020 (0.51) ø



.375(9.53) .355(9.02)



TUNING SLOT .020W X .20 (0.51W X 5.08)



.138 (3.51) (REF) CL TO FLAT



.38 (9.65) A/F



ø .125(3.18)



SEAL Ø.09 (2.29)



PRODUCT IDENTIFICATION



.140 +.002 (0.05) (3.56) -.000



1pF TO 10pF (>10 TURNS)



WORKING VOLTAGE



500 VDC (TEST VOLT. 1000 VDC)



Q @ 100 MHz



> 2000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 20 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



5/16(.312)-64 UNS-2A .060 (1.52) HEX NUT



CAPACITY RANGE



6



TUNING



1.0 TO 6.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE



.312 +.002 (0.05) (7.92) -.000



GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY



5302



SUGGESTED MOUNTING HOLE



SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



Recommended tuning tool JMC 8764 or 8777



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice
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5400 Series Air Capacitor 1 to 14pF



.30 (7.62)



PRODUCT IDENTIFICATION .06(1.52)



.32 (8.13)



.21 (5.33)



(REF)



TUNING SLOT .020W X .14 .08 (0.51W X 3.56) (2.03) .28 (7.11)



.295 (7.49) .275 (6.99)



.19 (4.83) .08 (2.03) SEAL



A/F



.35 (8.90) (REF)



ø



.295 (7.49) .275 (6.99) SEAL .040 (1.0)



.09 (2.29)



HEX NUT



Ø.047 (1.19)



PRODUCT IDENTIFICATION .015 (0.38) (TYP)



+.002 (0.05)



Mil Spec P/N: PC25J140



.030 (TYP) (0.76)



.290±.002 (7.37±0.05)



15/64(.234)-64 UNS-2A .238 -.000 (6.05)



.50 (12.7)



15/64(.234)-64 UNS-2A



.015 (0.38)



5400



TUNING SLOT .020W X .14 (0.51W X 3.56)



SUGGESTED MOUNTING HOLE



.109±.002 (2.77±0.05)



.218±.002 (5.54±0.05)



ø .050±.002 (3X) (1.27±0.05)



5401 Mil Spec P/N:PC26T140



SUGGESTED MOUNTING HOLE PATTERN SPECIFICATIONS



CAPACITY RANGE



.29 (7.34)



.11 (2.8)



.28 (7.11) A/F



.21 (5.33)



.020 (0.51)



.08 (2.03) SEAL ø



TUNING SLOT .020W X .14 (0.51W X 3.56)



.295(7.49) Ø .09(2.29) .275(6.99)



Ø.06 (1.52) 15/64(.234)-64 UNS-2A PRODUCT IDENTIFICATION



.040(1.0) HEX NUT



5402 Mil Spec P/N: PC31J140



+.002(0.05) ø.238 -.000



(6.05)



HOLE SUGGESTED MOUNTING



1pF TO 14pF (>10 TURNS)



WORKING VOLTAGE



500 VDC (TEST VOLT. 1000 VDC)



Q @ 100 MHz



> 2000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 20 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



1.0 TO 6.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5450 Series Air Capacitor 1 to 16pF



.32 (8.13)



.295(7.49) .275(6.99)



.19 (4.83)



SPECIFICATIONS



1pF TO 16pF (>6 TURNS)



CAPACITY RANGE



.08(2.03)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 3000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 50 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



SEAL



TUNING SLOT .020W X .14 (0.51W X 3.56)



PRODUCT IDENTIFICATION



.31(7.87)



(TYP) .015 (0.38)



.030 (TYP) (0.76) 15/64(.234)-64 UNS-2A



.290±.002 (7.37±0.05) .109



±.002



5451



.218±.002 (5.54±0.05)



T O R Q U E



6



TUNING



1.0 TO 5.0 OZ. IN



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION



Ø .050±.002



(3X)



574°F SOLDER USED IN ASSEMBLY



SUGGESTED MOUNTING HOLE PATTERN



(2.77±0.05)



SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



ø



TUNING SLOT .020W X .14 (0.51W X 3.56)



.295(7.49) .275(6.99) .030 (TYP) (0.76)



15/65(.234)-64 UNS-2A .19(4.83)



.08(2.03)



.30(7.62) .43(10.92) .11(2.8)



5453



.015(0.38)(TYP) PRODUCT IDENTIFICATION



SPECIFICATIONS



CAPACITY RANGE



ø .062(1.57) .210±.002 (5.33±0.05)



1.5pF TO 16pF (>6 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 3000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 30 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



1.0 TO 5.0 OZ. IN



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE



.109±.002 (2.77±0.05)



.218±.002 (5.54±0.05)



GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER



ø .067±.002 (1.70±0.05)



ø .036±.002 (2X) (0.91±0.05) SUGGESTED MOUNTING HOLE PATTERN



GOLD, SILVER, & CHROMATE FINISH



Recommended tuning tool JMC 8764 or 8777 Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5500 Series Air Capacitor 1 to 20pF



PRODUCT IDENTIFICATION .49 (12.45)



.25 (6.35)



.58 (14.73)



TUNING SLOT .020W X .14 (0.51W X 3.56)



.16 (4.06)



.08(2.03)



.28(7.11)



.06(1.52) (REF)



.08(2.03)



.295(7.49) .275(6.99)



TUNING SLOT .020W X .14 (0.51W X 3.56)



A/F



SEAL



SEAL .35(8.9) (REF)



ø



PRODUCT IDENTIFICATION



.295(7.49) .275(6.99)



.015 (0.38)



Ø.047 (1.19)



.09 (2.29)



.040(1.0) HEX NUT



15/64(.234)-64 UNS-2A



.50(12.7)



.015 (0.38)



ø .238 -.000 (6.05)



5500 Mil Spec P/N: PC25J200



.030 (TYP) (0.76)



.550±.002 (13.97±0.05)



.109±.002 (2.77±0.05)



+.002(0.05)



15/64(.234)-64 UNS-2A



5501



.218±.002 (5.54±0.05)



SUGGESTED MOUNTING HOLE



Mil Spec P/N: PC26T200



.050±.002 (1.27±0.05) (3X)



SUGGESTED MOUNTING HOLE PATTERN



SPECIFICATIONS



.49 (12.45)



CAPACITY RANGE



.25 (6.35)



.11 (2.79)



.28(7.11) A/F



.08 (2.03)



.020 (0.51)



SEAL



TUNING SLOT .20W X .14 (0.51W X 3.56)



.295(7.49) ø .275(6.99) ø .09(2.29)



Ø.06 (1.52) PRODUCT IDENTIFICATION



15/64(.234)-64 UNS-2A



.040 HEX NUT



SUGGESTED MOUNTING HOLE



5502 Mil Spec P/N: PC31J200



ø .238 (6.05)



+.002(0.05) -.000



1pF TO 20pF (>12 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 1500



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 30 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



1.0 TO 5.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice
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5600 Series Air Capacitor 1 to 30pF



PRODUCT IDENTIFICATION .68 (17.27)



.25 (6.35)



ø



.295(7.49) .275(6.99)



.08(2.03)



TUNING SLOT .020W X .14 (0.51W X 3.56)



SEAL



.28(7.11) A/F



.08 (2.03)



.06(1.52) (REF)



.16(4.06)



.76 (19.3)



TUNING SLOT .020W X .14 (0.51W X 3.56)



.50(12.7)



PRODUCT IDENTIFICATION



.295(7.49) .35(8.9) ø (REF) .275(6.99) SEAL .015(0.38)



Ø.047 (1.19)



.040(1.0) HEX NUT



.015 (TYP) (0.38)



.09 (2.29)



.030(0.76)(TYP) 15/64(.234)-64 UNS-2A



+.002(7.11)



ø .238 -.000 (6.05)



15/64(.234)-64 UNS-2A



5600



.740±.002 (18.8±0.05)



SUGGESTED MOUNTING HOLE PATTERN



SUGGESTED MOUNTING HOLE



.218±.002 (5.54±0.05)



ø.050±.002 (1.27±0.05) .68 (17.27)



.11 (2.79)



.25 (6.35)



TUNING SLOT .020W X .14 (0.51W X 3.56) .28(7.11) A/F



.08 (2.03)



.020 (0.51)



5601 Mil Spec P/N: PC26J300



.295(7.49) ø.09(2.29) ø .275(6.99)



SPECIFICATIONS



CAPACITY RANGE



1.0pF TO 30pF (>20 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 800



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 30 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



SEAL Ø.06(1.52) .040(1.0) HEX NUT



15/64(.234)-64 UNS-2A



PRODUCT IDENTIFICATION



+.002(0.05)



ø .238 -.000 (6.05)



5602



SUGGESTED MOUNTING HOLE



T O R Q U E



6



TUNING



1.0 TO 5.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart Click for Handling Instruction



Go Back to Selection Guide Dimensions: inches (mm) Specifications subject to change without notice
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5700 Series Air Capacitor .6 to 6pF



TUNING SLOT .020W X .12 (0.51W X 3.0)



PRODUCT IDENTIFICATION .27 (6.58)



.29 (7.37)



.235(5.97) .215(5.46)



.21 (5.33)



.19 (4.83)



PRODUCT IDENTIFICATION



TUNING SLOT .020W X .12 (0.51W X 3.0) ø



.06 (1.52)



.06 (1.52)



.235(5.97) .215(5.46)



SEAL



SEAL .32(8.13) (REF)



.25(6.35)



.16 (REF) (4.06) .015(0.38) (TYP)



ø .047 (1.19) .09(2.29)



.015 (0.38) .060(1.50) ROUND NUT, (2) SLOTS, .04W X .03 DEEP (1.02W X 0.76 DEEP)



#10(.190)-64 UNS-2A +.002(0.05)



*Mil Spec P/N: PC25J060



.030 (TYP) (0.76)



.265±.002 (6.73±0.05)



.078±.002 (1.98±0.05)



ø .190 -.000 (4.83)



5700



#10(.190)-64 UNS-2A



.156±.002 (3.96±0.05)



SUGGESTED MOUNTING HOLE



ø .050±.002 (1.27±0.05) (3X)



SUGGESTED MOUNTING HOLE PATTERN



5701 *Mil Spec P/N: PC26J060



SPECIFICATIONS



.27 (6.58) .020 (0.51) .080 (2.03)



.21 (5.33)



.010 (0.25)



ø .060 (1.52) ø .040 (1.02)



ø .06 (1.52)



TUNING SLOT .020W X .12 (0.51W X 3.0)



.235(5.97) .215(5.46)



SEAL



.060(1.52) ROUND NUT (2) SLOTS .04W X .03 DEEP (1.02W X 0.76 DEEP) PRODUCT IDENTIFICATION



#10(.190)-64 UNS-2A +.002(0.05) SUGGESTED ø .190 -.000 MOUNTING (4.83) HOLE



5702 *Mil Spec P/N: PC31J060



CAPACITY RANGE



0.6pF TO 6pF (>8 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 10000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 15 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



0.4 TO 4.0 OZ. IN



NUT MOUNTING



30 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5750 Series Air Capacitor .8 to 10pF TUNING SLOT .020W X .12 (0.51W X 3.0)



PRODUCT IDENTIFICATION .27 (6.58)



ø



.235(5.97) .215(5.46)



.23 (5.84)



TUNING SLOT .020W X .12 (0.51W X 3.0)



.235(5.97) .215(5.46) .030 (TYP) (0.76)



.06 (1.52) SEAL



#10(.190)-64 UNS-2A



.32(8.13) (REF)



.16(4.06) (REF)



.20(5.1)



.047 (1.19)



ø .015 (0.38)



.29(7.37)



.09 (2.29)



.060(1.5) ROUND NUT, (2) SLOTS, .04W X .03 DEEP (1.02W X 0.76 DEEP)



.11(2.79)



#10(.190)-64 UNS-2A



PRODUCT IDENTIFICATION ø .040 (1.0)



SUGGESTED MOUNTING HOLE



+.002(0.05) ø .190 -.000 (4.83)



.38(9.65)



5753 1 to 10pF



.015 (TYP) (0.38)



5750



.156±.002 (3.96±0.05)



.29 (7.37)



.22 (5.59)



PRODUCT IDENTIFICATION



.078±.002 (1.98±0.05)



TUNING SLOT .020W X .12 (0.51W X 3.0) ø .06 (1.52)



.156±.002 (3.96±0.05)



.235(5.97) .215(5.46)



ø .047±.002 ø.038±.002 (2X) (1.19±0.05) (0.14±0.05 SUGGESTED MOUNTING HOLE PATTERN



SEAL



SPECIFICATIONS



.25(6.35)



(TYP)



.015 (0.38)



#10(.190)-64 UNS-2A .265±.002 (6.73±0.05)



.078±.002 (1.98±0.05)



.156±.002 (3.96±0.05) ø .050±.002 (1.27±0.05) (3X)



.030 (TYP) (0.76)



5751



SUGGESTED MOUNTING HOLE PATTERN



.27 (6.58) .020 (0.51)



.23 (5.84)



.080 (2.03) .010 (0.25)



ø



.235(5.97) .215(5.46)



TUNING SLOT .020W X .12 (0.51W X 3.0)



.060 (1.52)



CAPACITY RANGE



0.8pF TO 10pF (>8 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



>7500



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 50 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



0.4 TO 4.0 OZ. IN



NUT MOUNTING



30 OZ. IN. MAX



SEAL ASSEMBLY



8 OZ. IN. MAX



BRASS & INVAR STRUCTURE



SEAL



GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY ø .060 (1.52) ø .040 (1.0)



SILICONE RUBBER SEAL WASHER .060(1.52) ROUND NUT (2) SLOTS .04W X .03 DEEP (1.02W X 0.76 DEEP)



GOLD, SILVER, & CHROMATE FINISH



+.002(0.05)



PRODUCT IDENTIFICATION



*Mil-C-14409 qualified unit



#10(.190)-64 UNS-2A ø .190 -.000 (4.83)



SUGGESTED MOUNTING HOLE



Recommended tuning tool JMC 8764 or 8777



5752 *Mil Spec P/N: PC29J200



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5800 Series Air Capacitor .35 to 3.5pF TUNING SLOT .015W X .060 (0.38W X 1.52)



.215±.015 (5.46±0.38)



PRODUCT IDENTIFICATION



.28 (7.11)



.27 (6.86) .225±.015 (5.72±0.38) .125 (3.18)



ø



.06(1.52)



.06 (1.52)



PRODUCT IDENTIFICATION



.160(4.06) .150(3.81)



ø



.160(4.06) .150(3.81)



.22(5.59) SEAL



(TYP) TUNING SLOT



SEAL



.015W X .060 (0.38W X 1.52)



.010(0.25)



.030(0.76)



(TYP)



(TYP)



.120-80 UNS-2A



.120-80 UNS-2A



#1(.073)-80 UNS-2A



.060(1.52), ROUND NUT,



HEX NUT .035(0.89) THK X .12(3.05) A/F



(2) SLOTS, .04(1.02)W X .03(0.76) DEEP



LOCKWASHER .015(0.38) X ø.12(3.05) (.005(0.13) THK)



+.002(0.05)



ø .123 -.000 (3.12)



5800



5801



.260±.002 (6.6±0.05)



*Mil Spec P/N: PC28J3R5



SUGGESTED MOUNTING HOLE



SUGGESTED MOUNTING HOLE PATTERN



ø .044±.002 (1.12±0.05)



*Mil Spec P/N: PC27J3R5



(2X)



SPECIFICATIONS



.27 (6.86)



CAPACITY RANGE



.080 (2.03) .020 (0.51)



.225±.015 (5.72±0.38)



.010 (0.25)



.06(1.52)



ø



SEAL



.160(4.06) .150(3.81) TUNING SLOT



.015W X .060 (0.38W X 1.52)



ø .045 (1.14) ø .030 (0.76) PRODUCT IDENTIFICATION



.120-80 UNS-2A



.060(1.52) ROUND NUT, (2) SLOTS, .04(1.02)W X .03(0.76) DEEP



ø



+.002(0.05) .123 -.000



(3.12)



5802 *Mil Spec P/N: PC29J3R5



SUGGESTED MOUNTING HOLE



0.35pF TO 3.5pF (>9 TURNS)



WORKING VOLTAGE



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



> 10000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 15 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



6



TUNING



0.3 TO 3.0 OZ. IN



NUT MOUNTING



10 OZ. IN. MAX



SEAL ASSEMBLY



5 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION 574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8764 or 8777



Click for Q Chart



Click for Handling Instruction



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



5850 Series Air Capacitor .5 to 5pF PRODUCT IDENTIFICATION



.27 (6.86)



ø



.255±.015 (5.72±0.38) ø



5850



.160(4.06) .150(3.81)



TUNING SLOT .015W X .060 (0.38W X 1.52)



.160(4.06) .150(3.81) .020 (0.51)



.06(1.52)



.125 (3.18)



.120-80 UNS-2A



SEAL



TUNING SLOT .015W X .060 (0.38W X 1.52)



.225±.010 (5.72±0.38)



.6 to 5pF >12 Turns



.28(7.11) #1(.073)-80 UNS-2A



.060(1.52) ROUND NUT, (2) SLOTS, .04(1.02)W X .03(0.76) DEEP



LOCKWASHER .015(0.38) X ø.12(3.05) .005(0.13) THK



+.002(0.05)



ø .123 -.000 (3.12)



PRODUCT IDENTIFICATION



SUGGESTED MOUNTING HOLE



.28 (7.11) .06 (1.52)



.010(0.25) ø .030(0.76) .125±.002 (3.18±0.05)



ø .038±.002 (0.97±0.05) ø .025±.002 (0.64±0.05)



TUNING SLOT .015W X .060 (0.38W X 1.52)



.245±.015 (6.22±0.38)



PRODUCT IDENTIFICATION



.48(12.19)



.11(2.79)



.120-80 UNS-2A



HEX NUT .035(0.89) THK X .12(3.05) A/F



ø



.160(4.06) .150(3.81)



.22(5.59) (TYP)



SEAL



.010(0.25)



.030(0.76)



(TYP)



.120-80 UNS-2A



5851 *Mil Spec P/N: PC28J050



.080 (2.03)



SUGGESTED MOUNTING HOLE PATTERN



250 VDC (TEST VOLT. 500 VDC)



Q @ 100 MHz



>7500



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 50 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



.27 (6.86)



.020 (0.51)



.255±.015 (5.72±0.38) .06 (1.52)



.010 (0.25)



ø



.160(4.06) .150(3.81) TUNING SLOT



.015W X .060 (0.38W X 1.52)



ø .045 (1.14)



TUNING



0.3 TO 3.0 OZ. IN



NUT MOUNTING



10 OZ. IN. MAX



SEAL ASSEMBLY



5 OZ. IN. MAX



BRASS & INVAR STRUCTURE



574°F SOLDER USED IN ASSEMBLY SILICONE RUBBER SEAL WASHER GOLD, SILVER, & CHROMATE FINISH



ø .030 (0.76)



5852



6



GLAZED ALUMINA INSULATION



SEAL



PRODUCT IDENTIFICATION



0.5pF TO 5.0pF (>9 TURNS)



WORKING VOLTAGE



(TYP)



.260±.002 (6.61±0.05)



SUGGESTED MOUNTING HOLE PATTERN



SPECIFICATIONS



CAPACITY RANGE



ø .044±.002 (1.12±0.05)(2X)



5853



*Mil Spec P/N: PC30J5R0



.120-80 UNS-2A



*Mil-C-14409 qualified unit



.060(1.52) ROUND NUT, (2) SLOTS, .04(1.02)W X .03(0.76) DEEP +.002(0.05) ø .123 -.000 (3.12)



*Mil Spec P/N: PC29J050



Click for Handling Instruction



Recommended tuning tool JMC 8764 or 8777



SUGGESTED MOUNTING HOLE



Go Back to Selection Guide



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



8050 Series Air Capacitor ø



8050



.235(5.97) .215(5.46)



TUNING SLOT .020W X .12 (0.51W X 3.56)



.7 to 6pF Q>10000 @ 100MHz TC: 0±15 PPM/°C >7 Turns



.030 (TYP) (0.76) #10(.190)-64 UNS-2A



.17(4.32)



ø



8053



*Mil Spec P/N: PC32T140 1.5 to 14pF Q>3000 @ 100MHz TC: 0±25 PPM/°C >6 Turns



.16(4.06)



.40(10.16)



.40(10.16) .11(2.8)



.11(2.8) .013(0.33) ø .040 (1.0)



8051



ø .062 (1.57)



PRODUCT IDENTIFICATION



TUNING SLOT .015W X .060 (0.38W X 1.52)



*Mil Spec P/N: PC30J3R5 .6 to 3.5pF Q>10000 @ 100MHz TC: 0±15 PPM/°C .195±.010 >10 Turns



.020 (0.51) .120-80 UNS-2A



.210±.002 (5.33±0.05)



ø .047±.002 (1.19±0.05)



ø .067±.002 (1.7±0.05)



ø .038±.002 (0.97±0.05)



.160(4.06) .150(3.81)



.015(0.38)



SUGGESTED MOUNTING HOLE PATTERN



SUGGESTED MOUNTING HOLE PATTERN



ø .156±.002 (3.96±0.05)



ø .047±.002 (3.96±0.05)



ø



.040 (1.0) 15/64(.234)-64 UNS-2A



.30(7.62)



.29(7.37)



PRODUCT IDENTIFICATION



TUNING SLOT .020W X .14 (0.51W X 3.56)



.295(7.49) .275(6.99)



8054



ø



.295(7.49) .275(6.99) TUNING SLOT .020W X .14 (0.51W X 3.56)



1.5 to 20pF Q>1500 @ 100MHz TC: 0±30 PPM/°C >12 Turns



.040 (1.0)



.125±.015 (3.18±0.38) .58(14.73)



(4.95±0.25)



.70(17.78)



.28(7.11) .48(12.19)



.11(2.8)



.11(2.8)



.015(0.38)



PRODUCT IDENTIFICATION



.010(0.25)



ø .062 (1.57)



ø .030(0.76)



ø .038±.002 (0.97±0.05)



8052



SUGGESTED MOUNTING HOLE PATTERN



.210±.002 (5.33±0.05)



.125±.002 (3.18±0.05) SUGGESTED MOUNTING HOLE PATTERN



SPECIFICATIONS



TUNING SLOT .020W X .14 (0.51W X 3.56)



.295(7.49) ø .275(6.99)



1 to 10pF Q>5000 @ 100MHz TC: 0±15 PPM/°C >10 Turns



ø .047±.002 (1.19±0.05)



ø .067±.002 (1.7±0.05)



ø .025±.002 (0.64±0.05)



.040 (1.0) 15/64(.234)-64 UNS-2A



.16(4.06)



WORKING VOLTAGE



(TEST VOLT. 500 VDC)



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE RANGE



-65°C TO +125°C



TUNING TORQUE



0.4 TO 4.0 OZ. IN



250 VDC 6



.30(7.62) .40(10.16)



BRASS & INVAR STRUCTURE



.11(2.8)



GLAZED ALUMINA INSULATION PRODUCT IDENTIFICATION



.015(0.38)



574°F SOLDER USED IN ASSEMBLY



ø .062(1.57) SUGGESTED MOUNTING HOLE PATTERN



ø .067±.002 (1.7±0.05)



Click for Handling Instruction



.210±.002 (5.33±0.05)



GOLD, SILVER, & CHROMATE FINISH



*Mil-C-14409 qualified unit Recommended tuning tool JMC 8777



ø .047±.002 (1.19±0.05)



Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



8090 Series Air Capacitor .5 to 14pF ø



.295(7.49) .275(6.99)



TUNING SLOT



ø



.020W X .14 (0.51W X 3.56)



.25 (6.35)



.295(7.49) .275(6.99)



TUNING SLOT .020W X .14 (0.51W X 3.56)



8090



8093



.25(6.35)



1 to 10pF 15/64(.234)-64 UNS-2A



15/64(.234)-64 UNS-2A .16(4.06)



.16(4.06)



.30(7.62)



.44(11.18)



.30(7.62)



.188(4.78) PRODUCT IDENTIFICATION



.015(0.38)



.032 (0.81)



#4(.112)-40 UNC-2A



.015 (0.38)



.032 (0.81)



ø .062(1.57) .290±.002 (7.37±0.05)



ø .120±.002 (7.37±0.05)



ø



.44(11.18)



.11(2.8)



.295(7.49) .275(6.99)



.290±.002 (7.37±0.05)



SUGGESTED MOUNTING HOLE PATTERN



ø .067±.002 (1.7±0.05)



ø .043±.002 (1.09±0.05)



PRODUCT IDENTIFICATION



.040 HEX NUT (1.0)



.44(11.18) .175±.015 (4.45±0.38) .015 (0.38)



15/64(.234)-64 UNS-2A



8091



.25 (6.35)



.290±.002 (7.37±0.05)



ø .043±.002 (1.7±0.05)



CAPACITY RANGE WORKING VOLTAGE



(TEST VOLT. 500 VDC)



Q @ 100 MHz



>2000



INSULATION RESISTANCE



>10 MEGOHMS



TEMPERATURE COEFFICIENT @ 75% MAX. C



0 ± 20 PPM/°C



TEMPERATURE RANGE



-65°C TO +125°C



T O R Q U E



.28(7.11) A/F



TUNING SLOT .020W X .14 (0.51W X 3.56)



ø .043±.002 (1.09±0.05)



SPECIFICATIONS LOCKWASHER .022(0.56)W X ø.30(7.62) .012(3.05) THK



.010(0.25) (REF)



.30(7.62)



.032 (0.81)



HOLE PATTERN SUGGESTED MOUNTING



+.002(0.05)



ø .238 -.000 (6.05) SUGGESTED MOUNTING HOLE PATTERN



1.5pF TO 14pF (>6 TURNS) 250 VDC



6



TUNING



1.0 TO 5.0 OZ. IN



NUT MOUNTING



50 OZ. IN. MAX



BRASS & INVAR STRUCTURE GLAZED ALUMINA INSULATION



ø



.295(7.49) .275(6.99)



8092



TUNING SLOT .020W X .14 (0.51W X 3.56)



574°F SOLDER USED IN ASSEMBLY GOLD, SILVER, & CHROMATE FINISH



Recommended tuning tool JMC 8764 or 8777



.25(6.35) 15/64(.234)-64 UNS-2A



.16(4.06) .30(7.62) .41(10.41) .11(2.8) PRODUCT IDENTIFICATION SUGGESTED MOUNTING HOLE PATTERN .109±.002 (2.77±0.05) ø .067±.002 (1.7±0.05)



.015 (0.38)(TYP) .290±.002 (7.37±0.05)



.218±.002 (5.54±0.05) ø .052±.002 (1.32±0.05)



.032 (TYP) (0.81) ø .062 (1.57)



Click for Handling Instruction Go Back to Selection Guide



Dimensions: inches (mm) Specifications subject to change without notice



Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



Air Capacitor Q Chart
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Go Back to Selection Guide Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954



Air Capacitor Handling Instruction



Mounting Chassis Mounting Capacitor: Recommended mounting torques are as follows Bushing Tread .120-80 .156-64 .190-64 .234-64 .250-64 .312-64 .375-64 .469-32



Torque(oz. in) 10 20 30 50 90 120 120 240



Thru-Hole Capacitor: Air capacitors with leads for PC board mounting may be lightly clinched after assembly to board, to help retain them.



Soldering The use of 60-40 solder (SN60-63) is recommended. The use of higher temperature solder is not recommended. Hand Soldering: Use a temperature controlled 40 watt iron set @ 500°F maximum. The solder joint should be made in 3 seconds or less. Wave Soldering: Recommended preheat is 1 to 2 minutes. Soldering temperature, 220°C for 5 seconds maximum. Reflow Soldering: Recommended preheat is 1 to 2 minutes. Soldering temperature, 240°C for 20 seconds maximum.



Cleaning Air capacitors are compatible with a wide variety of cleaning processes including those that utilize aqueous or semi-aqueous cleaning solutions, alcohol solutions, de-ionized water and numerous other cleaners. However, due to the large variety of such processes, the customer through cleaning process evaluation in conjunction with Johanson product purchased must determine actual compatibility. Capacitors without seal caps should be protected from intrusion of cleaning solutions on the internal bushing thread. It is recommended these units be installed after circuit boards have been cleaned. Units with seal caps may be immersed in liquid, vapor, and ultrasonic cleaning systems.



Adjusting The plastic seal caps available are designed so that, after assembly is complete they may be penetrated by the Johanson tuning tool and left in place or may be removed and discarded before adjustment. The tuning torque range is specified for each type of capacitor. The maximum specified value should not be exceeded or damage to the capacitor may result. Always use the recommended tuning tool. Johanson tuning tools are designed specifically for tuning Johanson products; use of other tools, particularly metal screwdrivers, may damage the internal bushing thread causing rotor binding. Go Back to Selection Guide Johanson Manufacturing Corp., 301 Rockaway Valley Road, Boonton, NJ 07005, Tel: 973-334-2676 Fax: 973-334-2954
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Air Cover 

... in Mil-Spec. Click on the Part Number for Line Drawing ... Recommended tuning tool JMC 8764 or 8777 ...... Always use the recommended tuning tool.
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69-1797EFS - 50007298-001 Cover Plate - Air Quality Solutions 

Position the cover plate and wall plate on the wall with the arrows pointing up. Level the wall plate for appearance only. 3. Use a pencil to mark the mounting holes for your thermostat. 4. Remove the cover plate and wall plate from the wall and dril
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Cover Approved.ai 

Procurez-vous votre billet de saison en remplissant le formulaire ci-dessous ou visitant le www.quebec.rims.org. Paiement comptant, par chÃ¨que ou via PAYPAL ...
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0010 Cover 

repetitive, so that we can judge colors and pitches by the rate of repetition. Granting that .... A Victorian parlor-trick was to listen to the pitch of a fly's buzz, reproduce ...... initial crater, (a), left behind by your finger has sloping sides,
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EAN Cover 

install the O-rings onto the male first stage fitting, at the base of the threads. Install the ... cylinder valve, and wrap the open female fitting with a lint free wipe.
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no cover 

A. Appointment of a Governor of the Free ..... through the democratic method of a free and impartial ..... there will be freedom of the press, speech and assem.
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Cover Page 

title = {Toward a simplified perceptual quality metric for ... No reference quality metrics compute a MOSp based on the distorted image only,. Reduced Reference ...
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