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air permeability tester - Rycobel
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AIR PERMEABILITY TESTER The Akustron air permeability tester measures the air permeability of filter papers, non-wovens and textile fabrics within seconds. Easily transportable, this unit is ideal for monitoring material on the production line, inspecting incoming material on-site and on-going quality control in the lab. Constructed of the most rugged materials, the Akustron withstands the demands of constant usage. Operation Automated testing ensures there are no user related variables. The sample is inserted into the slot, and the lever is pulled forward. This clamps the sample and begins the testing automatically. The method of measurement is based on two, longlife approved speakers. The speaker in the lower enclosure generates an oscillating aircolumn which displaces air through the test sample. A second speaker in the upper enclosure works as a sensor and measures the amount of air that passes through the clamped sample. The measurement is completed in about 3 seconds, and results are shown immediately on the integrated digital display. An RS-232 interface is able to send the test data directly to a PC. Akustron software is included and automatically displays the test data into an already opened spreadsheet. The data can also be downloaded directly to a company’s existing quality control program.



Features • A quick and comfortable way to measure air permeability : it’s as simple as inserting the sample and operating the lever - after 3 seconds, the value is shown on the display • Hand lever, automated testing • 14.2 mm high digital display • RS-232 interface cable option that allows reading the measured value directly to a personal computer • The included software is able to list the values into each standard spreadsheet as well as into your quality control program



Non-wovens, Paper, Textile, ... 4.05



Physical specifications



Performance data



Dimensions 16 x 27 x 20 cm (WxLxH)



Measurement range Air permeability between : 4 to 400 cfm (cb.ft/sq.ft min) at rp = 0.5 inch H2O = 127 Pascal 30 to 3000 l/m2 s at rp = 200 Pascal 30 to 3000 mm/s at rp = 200 Pascal



Net Weight 5 kg Sample dimensions Size : 5 x 12 cm minimum Thickness : 3 mm maximum



Power requirements 110-120 / 220-240 V, 50/60 Hz



Options



Power usage 30 V/A



• Two brass testplates for accuracy verification • RS-232 interface cable option that allows reading the measured value directly to a personal computer



Power fuse 500 mA



Standards In accordance with : DIN 53887, 53120, ISO 9237, ASTM D737-96



Agent



Cardboard Packaging Plastics Pulp



Non-wovens Paper Printing Inks Textile



Nijverheidslaan 47 8540 Deerlijk Belgium Tel.: +32(0)56.78.21.70 Fax: +32(0)56.77.30.40 Email: [email protected] Website: www.rycobel.be



























des documents recommandant







[image: alt]





Continuity Tester 

El probador se agita a un nivel crecientemente variable que permite al usuario notar la diferencia entre 60 V, 120 V, 240 V y 480 V. Indicador de baterÃas con poca carga: El LED / â€¢))) destella con luz roja si el voltaje de las baterÃas es bajo c
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compression tester 

Readers are invited to submit entries to EAA's Hints For Homebuilders, Att: Golda Cox, P.O. Box. 3086, Oshkosh, WI ... INTERNET http://www.airtechintl.com.
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Insulation Tester 

Replace battery as soon as low battery indicator appears to avoid false readings. ... Never ground yourself when taking electrical measurements. • Connect the ... Null (ZERO) test leads by touching test lead tips tightly together. Press >2 sec.










 


[image: alt]





Insulation Tester 

Para evitar posibles riesgos de electrocuciÃ³n, lesiones o la muerte, siga estas instrucciones: â€¢ No use el instrumento si el mismo parece estar daÃ±ado. â€¢ InspecciÃ³nelo ..... santÃ© humaine et d'utiliser les ressources naturelles prudemment et 
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Continuity Tester 

Place the black test lead into the “COM” input and the red test lead into the “V+” input on the tester. • Connect the tester in parallel with the load or circuit. • The tester will automatically turn on, ..... Utiliser la méthode de sécurité en 3 poi
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water vapour permeability cups - CALILAB 

vapour permeability of sheet materials such as specialty ... The water vapour permeability cups are available in a ... steel and is available in a variety of sizes.
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taberÂ® abrasion tester - CALILAB 

An area of 30 square centimeters is subjected to ... Removal of abraded particles with a vacuum pickup ... The height of the vacuum pick-up nozzle is normally.
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GT-10GFI Circuit Tester 

The GT-10GFI cannot properly test two-wire circuits. 4455 Boeing Drive â€¢ Rockford, IL 61109-2988 â€¢ USA â€¢ 815-397-7070. An ISO 9001 Company â€¢ Greenlee ...
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LT-10 Lamp Tester 

Determine if fluorescent light bulbs are operational prior to installation or removal. â€¢ Verify voltage presence without the need for another tool. â€¢ Increase ...
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opacity tester - CALILAB 

the scale, absolute accuracy at the low end of the scale, photometric linearity and day-to-day repeata ... Standards. TAPPI T-425. Cardboard. Packaging. Plastics.
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12 & RJ45 Tester Instructions 

... comerciales son propiedad de sus respectivos dueÃ±os. Toutes les marques et noms commerciaux sont la propriÃ©tÃ© de leurs propriÃ©taires respectifs. Wszystkie znaki towarowe i nazwy handlowe naleÅ¼Ä… do ich wÅ‚aÅ›cicieli. Tutti i marchi registrat
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peel tester - CALILAB 

acceptance throughout industry and educational ... well as peel properties of paper, paperboard, plastic films, adhesives, labels and packaging materials.
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Motor Rotation Tester 

Warranty Statement: This tester is warranted to the original ... claim or claims for such damage, expenses or economic loss. State laws vary, so the above ...
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Motor Rotation Tester 

Warranty Statement: This tester is warranted to the original ... claim or claims for such damage, expenses or economic loss. State laws vary, so the above ...
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compression tester - Size 

body punch at the local tool store that fit the rivet gun, and this ... complete the project as drawn. ... Repair Kits - Small quantity Kit of Vacuum Bagging materials.
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cobb tester - CALILAB 

tion or resistance to absorption of water, oil and other liquids. Features. â€¢ Easy testing of absorption or resistance to absorption. â€¢ Different surfaces can be tested ...
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The RV Tester â€“ 

Do not call out the number or even whisper it. Just point ... â€œIn the center of the book is a numbered list of all of the targets. Please .... 07 Indianapolis Speedway.
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Receptacle Tester - PK Safety 

conçus pour détecter les problèmes de câblage les plus courants dans les prises de courant standard. Humidité relative: < 85%. Température de service: de 0° ...
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tester son activitÃ© - BGE 

1 avr. 2017 - moyens technologiques), lancement de l'entreprise (hÃ©bergement, rÃ©seaux, mise en relation avec des .... UN SAUT DANS L'INCONNU.
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absorption tester - CALILAB 

The desorption test can be run after the absorption test and ... throughput and virtually limitless absorption capacity. ... Maximum sample absorption capacity.
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Earth Ground Resistance Tester 

Cualquier garantÃa implÃcita originada en la venta de un producto IDEAL, incluidas â€”pero sin limitarse a ellasâ€” las garantÃas implÃcitas de comerciabilidad y adecuaciÃ³n para un propÃ³sito particular, se limita a lo indicado anteriormente. El
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GFCI Receptacle Tester - Klein Tools 

Situaciones indicadas: cableado correcto, tierra abierta, polaridad inversa, vivo abierto, neutro abierto, vivo / tierra invertidos. Situaciones NO indicadas: calidad de la conexiÃ³n a tierra, mÃºltiples alambres con corriente, combinaciones de defec
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digital tester circuit dbid 43 
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bending stiffness tester taber - Regmed 

This precision instrument provides accurate test measurement to Â± 1.0 ... In addition to the internal real-time clock and calendar ... method to test it. Testing range.










 














×
Report air permeability tester - Rycobel





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



