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Example of Date Mfg.: a) 901: 9 is year of manufacture = 1979; 01 is work week of manufacture = week of January. 1. b) 021: 0 is year of manufacture = 1980; ... 
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SERVICE BULLETIN NO. 614 Engineering Aspects are FAA Approved Printed February 1981 Page 1 of 2 Pages



Sidney, N. Y. 13838



AIRCRAFT SUBJECT: REASON FOR BULLETIN: EQUIPMENT AFFECTED:



Repair of certain starting vibrators utilizing "5" contact bushing (connector). To alert users of a possible loss of ignition and provide a procedure for corrective action. All starting vibrators with part numbers indicated below and having a date mfg. of 901 through 101, or 8010 through 8101 (see examples below) permanently stamped on the vibrator.



Vibrator Part Numbers: 10-176485-121 10-176485-122 10-176485-241



10-176485-242 10-382780-12 10-382780-24



Example of Date Mfg.: a) 901: 9 is year of manufacture = 1979; 01 is work week of manufacture = week of January 1. b) 021: 0 is year of manufacture = 1980; 21 is work week of manufacture = week of May 18. c) 101: 1 is year of manufacture = 1981; 01 is work week of manufacture = week of January 1. d) 8010: 80 is year of manufacture = 1980; 10 is work week of manufacture = week of March 2. Compliance: Procedures in this bulletin must be completed within the next 25 hours of operation. General Information: Bushing (connector), P/N 10-382943, may become loose in the vibrator plate and cause the grounding of both magnetos with possible loss of ignition. See Figure 1 (defect). Detailed Instructions: WARNING Master switch must be in the off position while performing any procedures on the engine.



Figure 1 Defect 1. Remove starting vibrator from the airframe. 2. Remove cover to expose the internal surface of the terminal bushing (connector). 3. The surface around the terminal bushing must be clean, dry, free of oil, dirt and grease. 4. Reseat the terminal bushing in the mounting plate to its full extent.
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5. Use RTV (Silicone rubber sealant, or equivalent, Dow corning Corp., Midland, Mich. 48640) to seal terminal bushing to the mounting plate. Apply a small bead completely around the bottom of bushing to secure the bushing to the plate as shown in figure 2 (repaired). If RTV is not available, use either Hysol, Epoxi-patch Kit (general purpose), Hysol Corp., Olean, NY or Conap, Easypoxy Kit (K20 general purpose) 1405 Buffalo St., Olean, NY, or equivalent.



7. After proper curing, reinstall the starting vibrator cover and reinstall the vibrator in the airframe. 8. When the vibrator repair has been completed as per the instructions in this bulletin, the vibrator must be permanently identified as follows: Approximately 1/4 inch to the right of the manufacture date apply a 1/16 inch dot of red dykem, or equivalent. 9. Make an appropriate entry in the airframe log book to indicate compliance with this bulletin. 10. Compensation for the work involved in complying with the Service Bulletin for those vibrators under warranty will be made upon submission of a Warranty Claim submitted through a currently Authorized Bendix Engine Products Division Distributor. Compensation will be made in accordance with established Bendix Warranty procedures, with 1/2 hour labor authorized for this bulletin procedure.



Figure 2 Repaired 6. Allow a curing time of 24 hours at room temperature of 77°F (or follow manufacturer's recommended curing instructions on the adhesive) before reinstalling the starting vibrator.



Special Tools Required: None Man Hours Required: 1/2 (.5) hour Weight Change: N/A
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AIRCRAFT 

position while performing any procedures on the engine. Figure 1 Defect. 1. Remove starting ... secure the bushing to the plate as shown in figure 2 (repaired).
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AIRCRAFT 

Observing the engine manufacturers ground run-up procedures allow the engine to reach operating temperatures and perform a normal magneto check. 2.
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AIRCRAFT 

Field reports indicate that occasionally switches performing the "Switch Function" listed in Table 1 have been found to leave the right magneto "Live" or "Hot." ...
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aircraft application data guide - Aircraft Spruce 

Jan 14, 2008 - This application guide is listed in three categories. The aircraft/ ...... MZ-4218. 235. ERZ-8011. SRZ-9021*. LW-15571. MZ-4222. 235. ERZ-8011.
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Aircraft Building 

In general, we are very privileged to have only a ..... Antique/Classic. Insurance. Program. BENEFITS INCLUDE: â€¢ LOWER LIABILITY & HULL PREMIUMS.
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Aircraft Building 

referencing the building of the Spruce. Goose. ... construction, and how to properly fin- ish wood. AIRCRAFT ..... Call now â€¢ 650/856-7616 â€¢ for a quote on a Black.
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Aircraft Brakes 

wear out or when hydraulic fluid is lost through a leak- ing fitting, leaking ... maintenance manual on the Cessna 150 brakes: I OVERHAUL OF ... hydraulic fluid. While most mechanics .... Jerry . . . Chief, Physical Anthropology Lab, FAA Aero-.
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Aircraft Brushes 

humidity, vibration, duty cycle, etc. 62 APRIL 1993. By BOB NUCKOLLS. EAA 205021 ... the analysis in the world. I am personally involved in the sup-.
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Aircraft Rigging 

Wing chord incidence bar with "devil level" ... control pressures in long cross-country flights and in ... and aileron controls creates a hazard during cross-wind.
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Aircraft Building 

spruce such as Douglas fir, white pine, and western ... figure applies to white pine and west- ern hemlock. ... or bark on the edge or corner of a piece of wood.
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Aircraft Building 

the wood. With that in mind, care must be taken by the aircraft builder and re- storer to ensure the ..... Superfil epoxy filler used on wood leading edge of wing.
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Aircraft Fabric 

terial after World War I and was in common usage until the ... covering system's manual, and don't deviate from the method ... Most experienced builders and restorers still use the selvage edge as a guide when installing synthetic fabrics.










 


[image: alt]





Aircraft Systems.book 

Oct 1, 2008 - This manual was compiled for use only with the PMDG MD-11 simulation for Microsoft ..... Compare the position on the POS REF page and use the ...... value will be retained in small font with an asterisk or possible future.










 


[image: alt]





Aircraft Building 

by the outside finish. Not only is .... More on this when we discuss final color coats. .... required for production aircraft and test ...... Dust and dirt in final finish. To.
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portant to note that you do not need a pristine laboratory to ... You will want to place a hard ... Place a large clock with a sweep sec- ond hand ... perature is less than about 65 degrees .... both O degrees and 90 degrees. In ... Many people call.
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another advancement for the aircraft industry. ... own airplane designs in kit form. ..... BOX 818, PARK RIDGE, IL 60068 .... W) for enhanced cockpit commu-.
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A typical stand of spruce in Oregon. largely comprised of .... lumber mill in Washington or Oregon they are then cut ..... NORTH POLE EXPRESS. Depicts Santa ...
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referencing the building of the Spruce ... veneers used must be free of most wood defects. The glue used must also ..... has been shown to deteriorate in hot,.
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on aircraft 

1 janv. 2009 - Spinlock Limited quality management system is accredited to ... IATA sur le transport des matiÃ¨res dangereuses ; 50 Ã¨me Ã©dition, publiÃ©e le 1er ...
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tery for a minimum of 30 minutes. ... Patented Electronic Fuel Injection/Ignition ... an example, if you wish to calculate R, ... into electrical energy that can power.
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Aircraft Building 

review will be necessary to achieve the goal of ... to build a composite aircraft, either a .... Knives â€” including utility knife ... assembly manual or the designer's.
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Aircraft Building 

Find out why Ellison is the right carburetor for your aircraft. For product literature, write, phone. 425-271-3220, fax 425-277-9333, or visit our web site to email or ...
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Aircraft Building: Aircraft Assembly, Rigging & Weighing 

Apr 27, 2002 - C-3B's type certificate says the J-5 is the only engine approved for the airplane, so I have to get FAA ap- proval to use the Lycoming.
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the instructions of the kit manufac- turer. They will .... World class hunting, fishing, skiing & golf are only minutes away! $1,350,000 ..... Stereo 4, 6 or 8 place.
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