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airforce blaster pet dryer

NORMAL MAINTENANCE, SUCH AS MOTOR BRUSH REPLACEMENT, CAN BE MADE AT ... MOTOR BUSH LIFE IS APPROXIMATELY 500 HOURS. 
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AIRFORCE BLASTER PET DRYER INSTRUCTION MANUAL MODEL B-3



DELIBERATELY MADE BETTER IN THE U.S.A®



METRO AIRFORCE BLASTER PET DRYER



A. B. C. D. E.



4.0 HP, Two Stage, Dual Fan Motor (MVC-157D) On/Off Switch (MVC-74) Handle (MVC-47) 10 ft. Commercial Grade Hose (MVC-56D) Blower Nozzle (MVC-195)



Other Available Attachments: 1. Crevice Tool – MVC-188 2. Inflator Adaptor – MVC-211C 3. Air Flare Nozzle – MVC-195AB 4. Male/Male Adaptor – MVC-182A 5. Blower Nozzle – MVC-195



DELIBERATELY MADE BETTER IN THE U.S.A®



Before using, check your plug to make sure it is the proper voltage for your country. Avant utilisation, vérifier votre fiche pour s'assurer qu'il est la tension appropriée pour votre pays.



UK plug 220-240 volt Prise UK 220-240 volts



EURO plug 220-240 volt EURO prise 220-240 volts



AUSTRALIAN PLUG 220-240 Prise AUSTRALIAN 220-240



USA plug 110-120 can also be used in JAPAN USA bouchon 110-120 peut également être utilisé au Japon.



***READ ALL INSTRUCTIONS BEFORE USE*** METRO AIRFORCE BLASTER PET DRYER Model B-3



The METRO AIR FORCE BLASTER is designed to cut drying time by as much as 75%. The BLASTER provides gentle heat and dramatic air velocity to even dry the thickest coated pets quickly and thoroughly.



1. Insert the grounded Power Supply Cord into a grounded outlet. IMPORTANT: PRODUCT MUST BE GROUNDED. WARNING: IMPROPER CONNECTION OF THE EQUIPMENT GROUNDING CONDUCTOR CAN RESULT IN A RISK OF ELECTRIC SHOCK! 2. Use your Dryer in a dry area to eliminate risk of electric shock. 3. Fit the 10 ft. by 1 ½” Hose (D) over the steel tube protruding from the front end cap of the power unit. Tighten the adjustable clamp to keep the hose securely on the dryer. 4. Start the dryer by pushing the On/Off Switch (B) from left to right. 5. Attach or remove the Neoprene Nozzle, or other attachments from the hose to control the air velocity. 6. For even greater air flow, the hose cuff on the blower end screws off in a counter clockwise direction and screws back on in a clockwise direction.



SERVICE NORMAL MAINTENANCE, SUCH AS MOTOR BRUSH REPLACEMENT, CAN BE MADE AT YOUR LOCAL SERVICE SHOP. MOTOR BUSH LIFE IS APPROXIMATELY 500 HOURS. BRUSHES SHOULD BE CHECKED BETWEEN 200-250 HOUR INTERVALS. SEE ENCLOSED INSTRUCTIONS. FILTER LIFE IS DEPENDENT ON USAGE. CHECK AND REPLACE WHEN REQUIRED. CAUTION: DO NOT DROP THIS MACHINE. MOTOR MALFUNCXTION CAUSED BY PRODUCT BEING DROPPED IS NOT COVERED UNDER WARRANTY.



DELIBERATELY MADE BETTER IN THE U.S.A®



METRO AIRFORCE BLASTER PET DRYER



DELIBERATELY MADE BETTER IN THE U.S.A®



METRO AIRFORCE BLASTER PET DRYER



A. 4.0 HP, en deux étapes, double moteur du ventilateur (MVC-157D) B. Interrupteur On / Off (MVC-74) C. Poignée (MVC-47) D. 10 pi Tuyau Commercial Grade (MVC-56D) E. Buse de ventilation (MVC-195) Autres Accessoires Disponibles: 1. Suceur plat - MVC-188 2. Gonfleur adaptateur - MVC-211C 3. Air Flare Buse - MVC-195AB 4 Homme / Homme Adaptateur - MVC-182A 5 Buse de ventilation - MVC-195



Délibérément fait mieux dans le U.S.A ®



***LIRE TOUTES LES INSTRUCTIONS AVANT UTILISATION***



METRO AIRFORCE BLASTER PET DRYER Model B-3 Le METRO AIR FORCE BLASTER est conçu pour réduire le temps de séchage par autant que 75%. Le BLASTER fournit de la chaleur douce et vitesse de l'air dramatique à même de sécher les animaux les plus épaisses revêtues rapidement et en profondeur. 1. Insérez le cordon d'alimentation à la terre dans une prise de terre. IMPORTANT: PRODUIT DOIT ÊTRE MIS À LA TERRE. AVERTISSEMENT: impropre RACCORDEMENT DU conducteur de terre PEUT PROVOQUER UN RISQUE DE CHOC ÉLECTRIQUE! 2. Utilisez votre sécheuse dans un endroit sec pour éliminer le risque de choc électrique. 3. Monter le 10 pieds par 1 ½ "tuyau (D) sur le tube d'acier dépassant du chapeau d'extrémité avant de l'unité de puissance. Serrer la pince ajustable pour garder le tuyau en toute sécurité sur la sécheuse. 4. Démarrez le sèche-linge en appuyant sur l'interrupteur marche / arrêt (B) de gauche à droite. 5. Fixez ou retirez la buse néoprène, ou autres pièces jointes à partir du tuyau de contrôler la vitesse de l'air. 6. Pour encore plus de débit d'air, le manchon de serrage sur les vis de la tête de soufflante dans un sens inverse des aiguilles d'une montre et vis de retour sur dans le sens des aiguilles d'une montre.



SERVICE : ENTRETIEN NORMAL , COMME MOTEUR REMPLACEMENT DE LA BROSSE , peuvent être faites à VOTRE SERVICE LOCAL SHOP. MOTEUR BUSH VIE EST environ 500 heures. BROSSES doit être vérifiée ENTRE 200-250 heures d'intervalle. VOIR instructions jointes. FILTRE VIE dépendent de son utilisation. Vérifier et remplacer AU BESOIN. ATTENTION: NE PAS TOMBER CETTE MACHINE. MOTEUR MALFUNCXTION CAUSE PAR PRODUIT étant tombé NE SONT PAS COUVERTS PAR LA GARANTIE.GARANTIE.



Metropolitan Vacuum Cleaner Company, Inc. 5 Raritan Road Oakland, New Jersey 07436 WWW.METROVACWORLD.COM
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airforce blaster pet dryer variable speed 

BRUSHES SHOULD BE CHECKED BETWEEN 200-250 HOUR INTERVALS. ... A. 4.0 HP, en deux étapes, double moteur du ventilateur (MVC-157D).
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metro airforce blaster 

BRUSHES SHOULD BE CHECKED BETWEEN 200-250 HOUR INTERVALS. SEE ENCLOSED ... A. 4.0 HP, en deux étapes, double moteur du ventilateur ...
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master blaster pet dryer variable speed 

BRUSHES SHOULD BE CHECKED BETWEEN 200-250 HOUR INTERVALS. SEE ENCLOSED. INSTRUCTIONS. FILTER LIFE IS DEPENDENT ON USAGE.
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air force quick draw portable pet dryer 

The AIR FORCE QUICJK DRAW is designed to cut drying time ... The Air Concentrator (C) and the Air Flare (G) also fit directly at the end of the steel tube to use ...
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Master the Blaster 

he was doing. Anyone can be trained ... you're doing, such as removing paint, rust, or tool marks; .... powder coated, consider having it done professionally by a ...
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PET 

Apr 7, 2005 - 480 MM. 1. 26 944 201 773 00 hose. 1. 27 944 201 153 00 breather pipe. 1 ...... manual transmission ...... 13 082 519 141 BS adjusting shim.
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Dryer 

Minimum diameter for a standpipe drain: 2" (51 mm). Minimum ...... angular. 1. 2. 0. Metal rígido. Metal rígido. Metal rígido. 35 pies (10,7 m). 27 pies (8,2 m).
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air force blaster sidekick 

AIR FORCE BLASTER SIDEKICK. INSTRUCTION MANUAL. MODEL. SK-1. DELIBERATELY MADE BETTER IN THE U.S.A® ...
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PET 

Apr 6, 2005 - radio with antenna manual comprising: 1. -. 477 035 503 A antenna. 1. -. E 059 035 267 A ...... 13 082 519 141 BS adjusting shim. 1,85. X.
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PET 

ATT black. APQ classic grey. DBM midnight blue. DCK chestnut brown. DDK black/marble grey ..... 1 M 564. NW8 black. APN classic grey. ARN cobalt blue. -93.
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air force master blaster 

NORMAL MAINTENANCE, SUCH AS MOTOR BRUSH REPLACEMENT, CAN BE MADE AT ... MOTOR BUSH LIFE IS APPROXIMATELY 500 HOURS.
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Steam Dryer - Steam Dryer Hose Kit 

Fixer l'autre extrémité du long tuyau à l'électrovanne située au bas du panneau arrière de la sécheuse. Visser le raccord à la main jusqu'à ce qu'il repose sur le ...
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gas dryer installation instructions canadian electric dryer 

If a closet door or louvered door is installed, top and bottom air openings .... Gas supply pressure testing ... on an approved noncorrosive leak-detection solution.
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gas dryer installation instructions canadian electric dryer 

breakdown, grounding will reduce the risk of electric shock by providing a path ...... Terminer le serrage des raccords â€“ deux tiers de tour supplÃ©mentaires avec.
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pet-rimceb 

MegaCHOP/BEAM for young poor risk DLBCL ... R-MegaCHOP/ESHAP/BEAM young poor risk DLBCL (n 105) ... RIMCEB: Trial Design. Negative. R. 3x R-CHOP.










 


[image: alt]





dryer - PartSelect 

introduce outside air into the dryer. The opening (such as a nearby window) should be at least twice as large as the dryer exhaust opening. The washer/dryer can be installed using the standpipe drain system (floor or wall), the laundry tub drain syst
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Dryer Installation 

Service” section of the Washer/Dryer Use and Care Guide. ... homes, or sleeping quarters. ...... n Must be fully extended and supported in final dryer location.
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gas dryer installation instructions canadian electric dryer 

The gas pipe that comes out through the rear of your dryer has a 3/8" male pipe ..... level here. Not Level. LEVEL. Not Level. Check levelness of dryer from side to side. ... If you live in a hard water area, use of a water softener is recommended ..
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1988 2008 yamaha 200 blaster dbid p8ei 
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Gas and Electric Dryer 

26 juin 2018 - in the dryer until all traces of these flammable liquids or solids and their fumes have been ... Samsung reserves the right to change specifications without ...... dry quickly out of the dryer early while letting others continue to dry
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Dryer Tech Data Sheet 

Press power and look for console light up. 2. Rotate .... The last 3 errors in memory. Errors are ... 3 The display will show the last error in memory. 4 Clear the ...
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W11040073A Whirlpool Agora Dryer 

the entire drying cycle and turns off once the load reaches your selected dryness ... If Timed Dry is your answer, the dryer runs for the amount of time you select, ...
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Electric Washer/Dryer 

La seÃ±al es Ãºtil cuando se secan prendas que se deben quitar de la secadora en cuanto se detiene. Gire el selector de END OF CYCLE SIGNAL (SeÃ±al.
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Quick Start Dryer Guide 

Pour les programmes manuels, le compte à rebours de la durée commence au début du programme. DÉPANNAGE – LONGUES DURÉES DE SÉCHAGE, ...
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