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Airworthiness Directive Schedule Components & Equipment Carburettors Precision Airmotive (Marvel Schelder, Facet Aerospace) 29 June 2000 The date above indicates the amendment date of this schedule. New or amended ADs are shown with an asterisk *
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CAA of NZ



Components & Equipment



Carburettors Precision Airmotive (Marvel Schelder, Facet Aerospace)



DCA/MA/1



Cancelled



DCA/MA/2



Cancelled



DCA/MA/3



Cancelled - Purpose fulfilled



DCA/MA/4



Cancelled



DCA/MA/5



Cancelled - Purpose fulfilled



DCA/MA/6



Cancelled - Purpose fulfilled



DCA/MA/7A



Throttle Arm - Inspection and Re-torque of Screw/Nut



Applicability:



All carburettors on which the throttle arm is clamped to the throttle shaft



Requirement:



To prevent throttle arm becoming loose and separating from the throttle shaft accomplish the following:1. Check for correct torque the clamp screw, or alternative bolt and self-locking nut securing the throttle arm to the throttle shaft. The correct torque values are 15 to 20 inch pounds for the number 10-24 screw on MA-3 series carburettors, 20 to 25 inch pounds for the number 10-24 screw on MA-4 series carburettors and 35 to 40 inch pounds for the number 10-32 bolt and nut. 2. Check that there is clearance between the clamp faces when the torque value is correct. 3. Lock screws with 0.032 inch lockwire as shown in the drawing below.



Safe-tie throttle arm screw with lockwire as shown



View of Carburetor Throttle Arm Showing Method of Tieing Lockwire



Compliance:



Within the next 100 hours TIS, unless already accomplished, and thereafter each time the throttle arm is fitted to the throttle shaft.



Effective Date:



DCA/MA/7 - August 1971 DCA/MA/7A - 30 October 1992
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CAA of NZ



Components & Equipment



DCA/MA/8



Carburettors Precision Airmotive (Marvel Schelder, Facet Aerospace)



Carburettor Float - Removal



Applicability:



Precision Airmotive (formerly Facet Aerospace and Marvel Schebler) Model MA3, MA3A, MA3PA, MA3SPA, and MA4SPA carburettors repaired or rebuilt from 1 November 1991 through 15 July 1992 or for carburettors with code numbers or serial numbers listed in Consolidated Fuel Systems Incorporated (CFS) Mandatory SB CF1-92, Revision 1 dated 6 July 1992. These carburettors are installed on but not limited to Textron Lycoming model 0-235, 0-290 and 0-320 series engines and Teledyne Continental A-65, A-75, C-75, C-85, C-90, C-115, C-125, C-145, 0-200 and 0-300 series engines.



Requirement:



To prevent a disruption of fuel flow to the engine and engine power loss accomplish the following:Visually inspect the float for CFS P/N CF30-766 and remove the float if the date 10 91 is stamped on the top of the float lever arm and replace with a serviceable float. Note: Floats identified with Precision Airmotive P/N 30-766 with any date stamped on the float lever arm or CFS P/N CF30-766 with dates 8 89, 12 89, 1 90, 2 90, 8 90, 10 90, 1 91, 2 91, 4 91, 4 92 or 7 92 stamped on the float lever arm do not need to be removed. (Emergency FAA AD 92-15-16 refers)



Compliance:



Within next 5 hours TIS.



Effective Date:



18 July 1992



DCA/MA/9



Carburettor - Removal



Applicability:



MA-3PA carburettors, Facet P/N A10-5220, A10-5257 and A10-5267 having S/N in range DD-4-1583 through DD-4-1633, DM-3-1818 through DM-3-1829 and DT-3-1911 through DT-3-1981 respectively, each as detailed in Facet SB A1-87. These carburettors may be fitted to Lycoming 0-235-C1C, -L2C, -H2C, -N2C, and -P1 engines.



Requirement:



To prevent possible power loss due to a loose metering sleeve, accomplish the following:1. Check affected engines to determine the carburettor S/N. (on carburettor name plate on throttle body). 2. If S/N is one of those listed in Facet SB A1-87 (Avco Lycoming SB 481 also refers), remove the carburettor from service before further flight. (FAA AD 88-02-04 refers)



Compliance:



Within next 25 hours TIS or 30 days whichever is the sooner.



Effective Date:



8 April 1988 Note: This AD has been transferred from the Avco Lycoming AD Schedule DCA/LYC/177 referred.
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CAA of NZ



Components & Equipment



DCA/MA/10 Applicability:



Requirement:



Compliance: Effective Date:



Carburettors Precision Airmotive (Marvel Schelder, Facet Aerospace)



Carburettor Modification MA4-5, MA-5 and MA-6 series carburettors manufactured after April 1984, installed on but not limited to Lycoming 0-360, 0-540, VO-540, TVO-540 and Continental 0-470 series engines. To prevent possible jamming of the throttle, modify affected carburettors per Facet SB A1-88. (Avco Lycoming SB 483 and TCM SB M88-15 refer). (FAA AD 89-04-02 refers) Within next 100 hours TIS. 16 June 1989 Note: This AD has been transferred from the engine AD Schedules - DCA/LYC/178 and DCA/CON/160 referred.



* DCA/MA/11B Applicability: Requirement:



Compliance: Effective Date: DCA/MA/12B Applicability: Requirement:



Composite Floats - Replacement Precision Airmotive (formerly Facet Aerospace and Marvel Schebler) Carburettors fitted with composite floats. To prevent composite floats absorbing fuel and sinking which may result in disruption of fuel flow to the engine, replace the existing composite float with an advanced polymer float or a metal float per Precision Airmotive Corporation SB MSA-1, Rev 1. At next carburettor overhaul or by 31 August 1993, whichever is the sooner. DCA/MA/11A - 12 February 1993 DCA/MA/11B - 29 June 2000 Improved Venturi - Modification All MA-3A, MA-3PA, MA-3SPA and MA-4SPA carburetors. To prevent primary venturi failure and disruption of fuel flow to the engine, replace the two piece venturi with a one piece combination primary and main venturi casting per Precision Airmotive Corporation SB MSA-2, Revision 1, 2 or 3. (FAA AD 98-01-06 also refers) Note: If the engine subsequently runs rough or experiences power loss after a onepiece venturi is installed, modify the carburettor in accordance with the following:For Precision Airmotive Corporation Model MA-3SPA series carburettors with P/N 104894 or 10-4115-1, installed on Teledyne Continental Model O-200A series, install a new fuel nozzle per Precision Airmotive SB MSA-7, dated September 30, 1994. For Precision Airmotive Corporation Model MA-3SPA series carburettors with P/Ns 10-4895, 10-4439, or 10-3237, installed on Teledyne Continental Model O-300 or C145 series engines, install a new fuel nozzle per Precision Airmotive SB MSA-8, dated July 10, 1995. For Precision Airmotive Corporation Model MA-3SPA series carburettors with P/Ns 10-4240, 10-4252, 10-4252-1, or 10-4457, installed on Teledyne Continental Model C75, C-85, or C-90 series engines, install a new fuel nozzle per Precision Airmotive SB MSA-9, dated October 10, 1995.



Compliance: Effective Date:



Issued 29 June 2000



At next carburettor overhaul or by 31 August 1993, whichever is the sooner. DCA/MA/12A - 12 February 1993 DCA/MA/12B - 13 March 1998
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CAA of NZ



Components & Equipment



DCA/MA/13



Carburettors Precision Airmotive (Marvel Schelder, Facet Aerospace)



Mixture Control Shaft Retainer Clip - Installation



Applicability



Precision Airmotive Corporation (formerly Facet Aerospace Products and MarvelSchebler) Model HA-6 series carburettors P/N 10-5092, 10-5180, 10-5189, 10-5200, 10-5200-1, 10-5201-11, 10-5206, 10-5206-1, 10-5210, 10-5211, 10-5211-1, 10-5214, 10-5215, 10-5221, 10-5227.



Requirement:



To prevent interruption of fuel flow to the engine caused by the mixture control shaft moving out of position, accomplish the following:Install a mixture control shaft retainer clip P/N 55-A239, screw P/N 15-B395 and washer P/N 78-A292 per Marvel-Schebler/Tillotson SB A1-78 or Precision Airmotive Corporation SB MSA-6. (FAA AD 94-25-04 refers)



Compliance:



By 14 April 1996



Effective Date:



14 April 1995



Issued 29 June 2000



Page 5 of 5



CAA of NZ



























des documents recommandant







[image: alt]





Airworthiness Directives - Components 

Jun 29, 2000 - DCA/MA/7A. Throttle Arm - Inspection and Re-torque of Screw/Nut. Applicability: All carburettors on which the throttle arm is clamped to the ...










 


[image: alt]





federal aviation administration airworthiness directives 

Oct 1, 2007 - the fuel strainer cable, and the fuel line between the auxiliary ..... (1) Have horizontal stabilizer brace tube assembly, part number ... (g) To get copies of the service information referenced in this AD, contact Air Tractor Inc.,.










 


[image: alt]





federal aviation administration airworthiness directives small 

Feb 23, 2006 - requirements of this AD is affected, the owner/operator must request ... England Executive Park, Burlington, MA; or at the National Archives and .... (c) This AD affects Model 750XL airplanes, all serial numbers, that are ...










 


[image: alt]





federal aviation administration airworthiness directives small ... .fr 

Apr 9, 2004 - 04-17219 Filed 7-29-04; 8:45 am] .... Place, Suite 650, San Antonio, Texas 78216; telephone: (210) 308-3365; facsimile: (210) 308-3370.










 


[image: alt]





federal aviation administration airworthiness directives small ... .fr 

Dec 7, 2006 - (1) Remove the fuel control regulator assembly from the engine and perform an initial visual and dimensional ..... Oâ€“320â€“E3D. Beech Aircraft: ...










 


[image: alt]





federal aviation administration airworthiness directives small ... .fr 

Jun 13, 2005 - Bell Helicopter Textron Canada Rotorcraft: 222, 222B, 222U, 230, 430 ..... 172R, 172S, 182T, T182T, 206H, T206H .... AN01-60FFA-2'' or ''Erection and Maintenance No. ... These torque values supersede those in the manuals.










 


[image: alt]





federal aviation administration airworthiness directives small 

Nov 1, 2005 - Bell Helicopter Textron Canada Rotorcraft: 222, 222B, 222U, 230, 430 ..... Bell Helicopter Textron Canada Rotorcraft: 206A, A-1, B, B-1, L, L-1, L-3, L-4 ... Model 101AP glider maintenance manual that revealed conflicting ...










 


[image: alt]





federal aviation administration airworthiness directives small 

Sep 11, 2006 - 2002-11-05-R1 R 2002-11-05. Air Tractor ... General Machine - Diecron, Inc. Appliance: Actuator Nut Assembly. 2006-13-05. S 2005-26-53.










 


[image: alt]





federal aviation administration airworthiness directives small 

Apr 1, 2004 - Pacific Aerospace Corporation,. Ltd. FU24-954 and FU24A-954 ..... request to the Manager, Standards Office, FAA, Small Airplane Directorate.










 


[image: alt]





federal aviation administration airworthiness directives small 

lbs. to 105 ft.-lbs. Safety wire all attaching bolts in an FAA- approved manner. (6) Once the propeller is installed with P/N B-3339 bolts and P/N A-2048-2 washers ...










 


[image: alt]





federal aviation administration airworthiness directives small 

Aug 6, 2005 - 365N2, and AS 365 N3 .... May I Request an Alternative Method of Compliance? .... methods of compliance for this AD if requested using the ...










 


[image: alt]





federal aviation administration airworthiness directives small 

Jun 13, 2005 - 365N2, and AS 365 N3 .... Cessna Models 401and 402 SID (compliance times in this AD take precedence over the compliance times in the SID):.










 


[image: alt]





federal aviation administration airworthiness directives small 

Mar 17, 2006 - To view the AD docket, go to the Docket Management Facility; U.S. Department of. Transportation, 400 ..... United Consultants. See-Bee. Utva.










 


[image: alt]





federal aviation administration airworthiness directives small 

Jan 1, 2003 - Bell Helicopter Textron Canada Rotorcraft: 206A, 206A-1, 206B, 206B-1, 206L, 206L-1, ... and 206L-4 ..... applicable maintenance manual.










 


[image: alt]





federal aviation administration airworthiness directives small ... .fr 

Aug 10, 2004 - Bell Helicopter Textron Canada Rotorcraft: 407. 2004-10-08. Alexander .... Engine: PW206A and PW206E ..... applicable maintenance manual.










 


[image: alt]





federal aviation administration airworthiness directives small aircraft 

Jan 14, 2004 - 2003-26-04 Agusta S.p.A.: Amendment 39-13401. ..... (a) Before further flight and until you replace the circuit breakers in accordance with.










 


[image: alt]





federal aviation administration airworthiness directives small 

AIRWORTHINESS DIRECTIVE www.faa.gov/aircraft/safety/alerts/ www.gpoaccess.gov/fr/advanced.html. CORRECTION: [Federal Register: December 21, 2006 ...










 


[image: alt]





federal aviation administration airworthiness directives small 

Aug 6, 2006 - AD No. Information Manufacturer. Applicability. Info: E - Emergency; COR .... General Machine - Diecron, Inc. Appliance: Actuator Nut Assembly ..... (3) Do an eddy current inspection as part of the cold working ...... surfaces of thread










 


[image: alt]





federal aviation administration airworthiness directives small 

Jun 3, 2007 - manufacturer or other source, use these actions if they are FAA-approved. Corrective actions are ..... intakes, and flight into icing conditions are prohibited. (ii) Prior to each flight ...... with clamps the left manifold pressure hos










 


[image: alt]





federal aviation administration airworthiness directives small 

Sailplane: DG-100, DC-400, DG-500 Elan, and DG-500M. 2006-03-08. Aero Advantage. Appliance: Vacuum Pumps. 2006-03-17. Polskie Zaklady Lotnicze.










 


[image: alt]





federal aviation administration airworthiness directives small 

Apr 9, 2005 - Bell Helicopter Textron Canada Rotorcraft: 222, 222B, 222U, 230, ..... Rotorcraft: 206A and 206B ...... Aircraft Company Maintenance Manual,.










 


[image: alt]





federal aviation administration airworthiness directives small 

Oct 14, 2005 - manual; and (iv) Revise the flight and maintenance manuals. .... These engines are installed on, but not limited to, Bell Helicopter Textron 206L-.










 


[image: alt]





federal aviation administration airworthiness directives small 

Aug 7, 2007 - Info: E - Emergency; COR - Correction; S - Supersedes; R - Revision; - See AD for additional .... Aircraft Certification Service ... IO-470-M ... A188-300 AG Truck. IO-520-D ...... G.(8) of the Accomplishment Instructions of Hartzell.










 


[image: alt]





federal aviation administration airworthiness directives small 

Oct 21, 2006 - E6-17326 Filed 10-18-06; 8:45 am] ..... Aerospace Engineer, ASW-150 (c/o MIDO-43), 10100 Reunion Place, Suite 650, San Antonio, Texas.










 














×
Report Airworthiness Directives - Components





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



