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eco design and development of a wide range of products and an en- ergy management system, result- ing in energy conservation and a reduction of waste. 
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Daikin’s unique position as a manufacturer of air conditioning equipment, compressors and refrigerants has led to its close involvement in environmental issues. For several years Daikin has had the intention to become a leader in the provision of products that have limited impact on the environment. This challenge demands the eco design and development of a wide range of products and an energy management system, resulting in energy conservation and a reduction of waste.



Het ISO14001 assures an effective environmental management system in order to help protect human health and the environment from potential impact of our activities, products and services and to assist in maintaining and improving the quality of the environment.



Daikin Europe N.V. is approved by LRQA for its Quality Management System in accordance with the ISO9001 standard. ISO9001 pertains to quality assurance regarding design, development, manufacturing as well as to services related to the product.



“ The present publication is drawn up by way of information only and does not constitute an offer binding upon Daikin Europe N.V.. Daikin Europe N.V. has compiled the content of this publication to the best of its knowledge. No express or implied warranty is given for the completeness, accuracy, reliability or fitness for particular purpose of its content and the products and services presented therein. Specifications are subject to change without prior notice. Daikin Europe N.V. explicitly rejects any liability for any direct or indirect damage, In the broadest sense, arising from or related to the use and/or interpretation of this publication. All content is copyrighted by Daikin Europe N.V..”



Naamloze Vennootschap



Daikin Europe N.V. participates in the Eurovent Certification Programme for Air Conditioners (AC), Liquid Chilling Packages (LCP) and Fan Coil Units (FC); the certified data of certified models are listed in the Eurovent Directory.



Zandvoordestraat 300 B-8400 Ostend, Belgium www.daikin.eu BTW: BE 0412 120 336 RPR Oostende
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EEDEN08-720 - 06/2008 Printed in Belgium by Goekint Graphics Copyright © Daikin



Daikin units comply with the European regulations that guarantee the safety of the product.
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Features
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Specifications TECHNICAL SPECIFICATIONS



Dimensions



Unit



Packing



Weight



Unit



Packing Ambient temperature Temperature setting range



Height



EKRTW



3



mm



87



Width



mm



125



Depth



mm



34



Height



mm



65



1 2



Width



mm



175



Depth



mm



100



Net



g



215



Gross



g



440



Material



Carton



Weight



g



55



Storage



°C



-20~60



Operation



°C



0~50



Heating



°C



4-37



Cooling



°C



4-37



Temperature setting resolution



°C



Clock



0.5 Yes



Regulation function Features



Proportional band



Item



Heating only Heating and cooling Comfort function mode (= comfort setpoint) Reduced function mode (=night setback setpoint) Scheduled function mode(= schedule timer) Number of setpoint changes



Note



12/day



Item



Holiday function mode Off function (with integrated frost protection) Setpoint limitation Keylock function
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ELECTRICAL SPECIFICATIONS



Power Supply



Voltage



Connection Maximum rated switching current (at 230VAC)



EKRTW



battery powered 3* AA-LR6 (alkaline) Wired A
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Options



Additional information:



comfort function mode reduced function mode
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scheduled function mode holiday function mode off function setpoint limitation floor temperature protection



Use this mode for a fixed temperature on comfort level. (comfort setpoint default on 21°C in heating mode, 24°C in cooling mode) Use this mode for a fixed temperature on reduced level. (reduced setpoint default on 17°C in heating mode, 28°C in cooling mode) Use this mode to let your installation be controlled by the schedule timer. The actions programmed in the schedule timer will be executed automatically according to the actual time. This function uses the scheduled temperature setpoint. Use this mode to set a fixed temperature during a long absence. Use this mode to switch of your installation. Integrated frost protection remains activated. (frost protection default on 4°C in heating mode) Use this function to limit the setpoint range for the end customer. Use this function to set a maximum and a minimum floor temperature. 4TW57991-2
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Dimensional drawing & centre of gravity
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Dimensional drawing
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Wiring diagram
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External connection diagram



EKHB-A Standard parts Power supply



1 5



For more details please check unit wiring diagram



Outdoor unit 3 core



Unit power supply: 230V + earth



X1M:L-N-Earth



Backup heater power supply (3/6/9kW): 400V or 230V + earth



Optional power supply



X2M:1-2-3-Earth



Booster heater power supply (3kW): 400V or 230V + earth



3 or 4 core



3 core



Optional parts



4 core



Field supply X1M:9-10-11-Earth



Sanitary tank Room thermostat Power supply booster heater



Q2L - Clixon booster heater



R5T - Thermistor water temperature



4 core 5 core



A3P (optional)



X1M:7-8-Earth



230V or 400V



NO valve:



2 core



NC valve:



2 core



2 core Signal Thermistor cable Note: min. distance to power cable = 3cm



2 way valve M2S (EKHBX Units) for cooling mode



3 way valve M3S (when EKSWW is installed) selection sanitary-floorheating



Indoor unit User interface



3TW56719-6
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Service Field Settings ... General Overview Field Settings - Auto temperature Setting. First code ... Remote Controller Field Settings - Tank Disinfection Mode.










 


[image: alt]





Altherma Commissioning 

4-01 Status: decides whether the backup heater & booster heater can operate simultaneously (0), or the booster heater operation has priority over backup heater ...
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Altherma Commissioning Guide 

Installation Location. Check that ... operation. Failure to do this can result in this volume of water freezing ... machine on a solid surface with no provision for drainage â€“ the ice has ... The refrigeration piping for Altherma should be sized at
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470 Altherma FAQs artwork 

Altherma Frequently asked questions. What functions can Altherma provide? Space heating, domestic hot water and cooling. Is the hot water function always ...
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Altherma 3 Port Valves. â€¢ This has caused a great deal of confusion for installers in the past. This valve always used to be site supplied. â€¢ We recommended a ...
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Daikin Altherma - Hydronic Heat Pumps 

R4911377-1. M8. 3. 3. 3. A4. 127810J. RUBBER CUSHION PRE-ASSY. 4P082917-1 ...... SEALING RING EPDM 45X35X2. 4SW04376-3. 1. 1. 1. 1. 17. 300843P.
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Altherma remote controller clock and schedule timer instructions and 

Within all the timers you can program upto 5 daily actions. The action could be ... Repeat the last step until all required actions are programmed, then press and ...
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