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AlzChem Dyhard UR500 - Specification - ARIA

max. 10 m max. 1.0%. DyhardÂ® UR500 is a difunctional latent urone accelerator with low toxicity for use in epoxy resin formulations. Typical Values. Appearance. 
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Product Specification



Latent Urone Accelerator



Dyhard® UR500



Dyhard® UR500 is a difunctional latent urone accelerator with low toxicity for use in epoxy resin formulations. Specification Appearance



Dyhard® UR500 white to yellowish powder



Purity



min. 95.0%



Melting point



min. 180 °C



Particle size 98%



max. 10 µm



Volatiles (105 °C)



max. 1.0%



Typical Values Appearance Purity



Dyhard® UR500 white powder 97 - 98%



Melting point



180 - 181 °C



Particle size 98%



8.5 - 9.5 µm



Volatiles



0.1 - 0.2%



Solubility in Water (20 °C)



~ 60 g/l



Solubility in MEK (20 °C)



~ 0.4 g/l



LD50 oral, rat Environmental impact Hazard indication



> 2000 mg/kg free from halogens none



Product Specification



Latent Urone Accelerator



Dyhard® UR500



Handling The acute oral toxicity levels are low (LD50 oral, rat > 2000 mg/kg). No hazard label is required. Nevertheless the usual precautions for handling chemicals must be observed. In particular the general threshold level for dust and a sufficient skin and eye protection must be observed. Please consult the Material Safety Datasheet for additional information.



Packaging Cardboard box with PE-inliner containing 10 kg net (400 kg per pallet).



Storage Unlimited storability in a dry place at ambient temperature without chemical decomposition. Long storage may result in caking. Storage time from date of delivery is recommended not to exceed 6 months. Please consult the Material Safety Datasheet for additional information.



Contact Joerg Brinkmann Dr. Martin Hitzler Dr. Christian Klinger Commercial Manager Applied Technology Applied Technology Phone: +49-8621 / 86-2935 +49-8621 / 86-3352 +49-8621 / 86-2511 Fax: +49-8621 / 86-502935 +49-8621 / 86-503352 +49-8621 / 86-502511 E-mail: [email protected] [email protected] [email protected]



This information and all further technical advice is based on our present knowledge and experience. However, it implies no liability or other legal responsibility on our part, including with regard to existing third party intellectual property rights, especially patent rights. In particular, no warranty, whether express or implied, or guarantee of product properties in the legal sense is intended or implied. We reserve the right to make any changes according to technological progress or further developments. The customer is not released from the obligation to conduct careful inspection and testing of incoming goods. Performance of the product described herein should be verified by testing, which should be carried out only by qualified experts in the sole responsibility of a customer. Reference to trade names used by other companies is neither a recommendation, nor does it imply that similar products could not be used. Status May 2007 * Edition May 2007/ BK-TB-SP * ID No. S-U500/01e Provided that a new edition is published this data sheet loses its validity. ____________________________________________________________________________________________________________



AlzChem GmbH • P.O. Box 1262 • D-83303 Trostberg
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AlzChem Dyhard 100S - Specification - ARIA 

for Epoxy Resins. DyhardÂ® 100S. Specification. Assay of dicyandiamide. Content of water. Content of anti caking agent. Melting point of dicyandiamide.
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AlzChem Dyhard D50EP - Specification - ARIA 

DyhardÂ® D50EP. Latent Curing Agent for Epoxy Resins. DyhardÂ® D50EP. Specification. Content of dicyandiamide. Analysis of dicyandiamide: Particle size 98%.
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AlzChem Dyhard OTB- Specification - ARIA 

AlzChem GmbH â€¢ P.O. Box 1262 â€¢ D-83303 Trostberg. DyhardÂ® OTB. Product Specification. Curing Agent for. Epoxy Powder Coatings. Packaging. Cardboard ...
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AlzChem Dyhard UR300 - Specification - ARIA 

DyhardÂ® UR300 is a latent urone accelerator for use in epoxy resin formulations based on substituted urea. Typical Values. Appearance. Purity. Melting point.










 


[image: alt]





AlzChem Dyhard UR500 - Product Information - ARIA 

DyhardÂ® UR500 finds wide application as latent accelerator in hot curing of epoxy resin formulations. Its use is particularly suited in combination with micronized ...
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AlzChem Dyhard PI- Specification - ARIA 

for Epoxy Resins. DyhardÂ® PI. Specification. Assay of 2-phenyl-1H-imidazole. Content of water. Melting point min. 94.0% max. 0.3% min. 140 Â°C. DyhardÂ® PI is ...
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Alzchem Dyhard 103S - Specification - ARIA 

Latent Hardener for Epoxy Resins. DyhardÂ® 103S. Specification. Appearance. Particle size 98%. Anti caking agent white powder max. 10 m contains white silica.
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AlzChem Dyhard UR200 - Specification - ARIA 

DyhardÂ® UR200 is a latent urone accelerator for use in epoxy resin formulations based on a substituted urea. Typical Values. Appearance. Purity. Melting point.
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AlzChem Dyhard URAcc 43 - Specification - ARIA 

for Epoxy Resins. DyhardÂ® URAcc 43. Specification. Appearance. Particle size 98%. Particle size 50%. Volatiles (105 Â°C) white to yellowish powder max. 15 m.
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AlzChem Dyhard MI-FF - Specification - ARIA 

Accelerator for Epoxy Resins. DyhardÂ® MI-FF. Specification. Content of. 2-methyl-1H-imidazole. Content of water. Melting point. Content of anti caking agent.
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AlzChem Dyhard URAcc 13- Specification - ARIA 

for Epoxy Resins. DyhardÂ® URAcc 13. Specification. Appearance. Particle size 98%. Particle size 50%. Volatiles (105 Â°C) white to yellowish powder max. 15 m.
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AlzChem Dyhard MI-C- Specification - ARIA 

Accelerator for Epoxy Resins. DyhardÂ® MI-C. Specification. Assay of 2-methyl-1H-imidazole. Content of water. Melting point min. 99.0% max. 0.5% min. 140 Â°C.
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AlzChem Dyhard PIN- Specification 

max. 0.05%. DyhardÂ® PIN - combined with DyhardÂ® CA AB - is a curing agent for epoxy resin and hybrid matt powder coating formulations. Typical Values.
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AlzChem Dyhard CA AB - Specification 

DyhardÂ® CA AB - combined with DyhardÂ® PIN - is a curing agent for epoxy resin and hybrid matt powder coating formulations. Typical Values. Melting point min.
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AlzChem Dyhard UR300- Product Information - ARIA 

DyhardÂ® UR300 finds wide application as latent accelerator in hot curing of epoxy resin formulations. Its use is particularly suited in combination with micronized ...
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AlzChem Dyhard URAcc - Product Information - ARIA 

Product Information. DyhardÂ® URAcc. Latent Accelerator for Epoxy Resins. DyhardÂ® URAcc products represent latent micronized urone-type accelerators based.
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Aria 
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specification 

Apr 24, 2008 - Electrical Characteristics . ..... JIS K7105. Note: Avoid operating with hard or sharp material such as a ball point pen or a mechanical.
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ARIA 350SP 

You want what's best for the people, places and things that matter in your ... FEATURES. â€¢ Your new Steam Press provides clean, professional results every time! .... Inseam- Place the inside of the crotch area on the board facing up. Align with ...
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400U - ARIA 

Pulsed gas filled tungsten, no warm-up. â€¢ Performance: 0 to 200% reflectance. ... Physical Dimensions: H 8.4 cm W 8.1 cm L 19.1 cm. (3.3 x 3.2 x 7.5 inches).
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ARIA 370 

ARIA 370. 7824 / SKU 1300003. P.01 /02. LIRE ATTENTIVEMENT LES INSTRUCTIONS AVANT DE COMMENCER LE MONTAGE. CE PRODUIT DOIT ÊTRE ...
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MatchStikTM - ARIA 

a fandeck match. With allowances for either matte or glossy finish, MatchStik provides an accurate color read in 2 seconds and stores up to 20 color readings.
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PPE Specification Labeling Specification Surgicel Original NuKnit ... 

SURGICELÂ® Absorbable Hemostat should not be used on non-hemorrhagic serous oozing surfaces, since body fluids other than whole blood, such as serum, ...
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head office - ARIA 

BENASEDO S.p.A. Via Anguissola S., 2 - I-20146 MILANO. SALES OFFICE .... Saturated polyester. ---. BUTYLGLYCOL. BUTANOL. 70. Z3-Z4+. 42-50. ---. 2 g.
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