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ANTERO - CLDA1 SERIES

... as they are available to consumers. Product performance is rated at 0.1 in. static pressure, based on tests conducted in AMCA's state-of-the-art test laboratory. 
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Under-Cabinet ANTERO



Antero’s surfaces flow together in a stunning and sophisticated look that anyone would be proud to have in their kitchen. Modern features such as the quiet Captur™ system, LED lighting and capacitive touch controls make it a pleasure to use. The LED modules included with this hood are the latest in LED cooktop illumination technology specially designed to operate in the elevated temperatures of cooking - offering bright lighting and lasting up to 25 times as long as a standard bulb and greater reliability than typical replacement LED bulbs. SIZE



WHITE



BLACK



BLACK STAINLESS



STAINLESS



GREASE FILTERS (replacement)



NON-DUCTED FILTERS



30 in.



CLDA130WW**



--



CLDA130BLS*



CLDA130SS



HPFAMM30 (Type C2)



HPF30 (Type Xc)



36 in.*



CLDA136WW



CLDA136BL



CLDA136BLS



CLDA136SS



HPFAMM36 (Type D2)



HPF36 (Type Xd)



* Not available in Canada.



**Not available in U.S.A.



PERFORMANCE Duct Orientation



Size



Sones



Damper



3¼ in. x 10 in. Included Vertical - Rectangular Horizontal - Rectangular 3¼ in. x 10 in. Included Round - Vertical 7 in. Sold Separately FEATURES Control type Delay off Filter Clean Reminder



3-speed Capacitive Touch no yes



Heat Sentry™



no



ADA Capable Lighting Grease Filters Installation Hardware ENERGY STAR® Recirculation



yes 2-level LED (included) Micro Mesh (Qty. 2) EZ1 brackets no Non-ducted filters sold separately



Normal 1.5 1.5 1.5



Medium 3.0 3.0 3.0



CFM High 5.0 5.0 5.0



Normal 140 110 150



Medium 180 150 190



High 230 210 250



AC INPUT 120 V, 60 Hz - 0.65 AMPS OPTIONAL ACCESSORIES 7-in. Round Damper BP87Q ADA Wiring Kit HAWRK3



LIMITED WARRANTY 1-year 3-year (LED modules only) See installation manual for full warranty text. FOR INDOOR USE ONLY 0.5 Vercal High Speed, 7-in. round



Stac pressure (in. w.g.)



ANTERO - CLDA1 SERIES



SPECIFICATION SHEET



MOUNTING HEIGHT 18 in. to 24 in. from cooktop to bottom of hood



Dimensions shown in inches.



0.4 Vercal High Speed,  with 3¼ in. x 10 in. damper 0.3 Horizontal High Speed, with 3¼ in. x 10 in. damper 0.2



30-IN. WIDTH HOODS



0.1



36-IN. WIDTH HOODS



0 0
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HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the Home Ventilating Institute, for off-theshelf products, as they are available to consumers. Product performance is rated at 0.1 in. static pressure, based on tests conducted in AMCA’s state-of-the-art test laboratory. Sones are a measure of humanly-perceived loudness, based on laboratory measurements.



Broan-NuTone LLC Venmar Ventilation ULC



| 926 West State Street, Hartford, WI 53027 | 550 Lemire Blvd., Drummondville, QC Canada J2C 7W9



| 1 800-558-1711 | 1 877-896-1119



| |



99045763E



www.broan.com www.broan.ca



Hottes conventionnelles ANTERO



Les surfaces d’Antero se fondent en un style superbe et raffiné qui fera la fierté de votre cuisine. Des caractéristiques d’avant-garde comme le système silencieux CapturMC, l’éclairage à DEL et la commande capacitive en font un plaisir à utiliser. Les modules DEL étant issus de la plus récente technologie en matière d’éclairage de surface de cuisson, ils sont spécialement conçus pour fonctionner dans un environnement à chaleur élevée. Leur durabilité est jusqu’à 25 fois supérieure à celle des ampoules standards et ils sont plus robustes que les ampoules à DEL typiques. LARGEUR



BLANC



NOIR



INOX NOIR



30 po



CLDA130WW



--



CLDA130BLS*



36 po * CLDA136WW CLDA136BL CLDA136BLS * Non offert au Canada. **Non offert aux É-U.



FILTRES À GRAISSES FILTRES DE (remplacement) RECIRCULATION CLDA130SS HPFAMM30 (Type C2) HPF30 (Type Xc) INOX



CLDA136SS



HPFAMM36 (Type D2)



HPF36 (Type Xd)



RENDEMENT Orientation du conduit



Largeur



Sones



Volet



Normale Moyenne 1,5 3,0 Rectangulaire vertical 3¼ po x 10 po inclus Rectangulaire horizontal 3¼ po x 10 po inclus 1,5 3,0 Rond vertical 7 po vendu séparément 1,5 3,0 CARACTÉRISTIQUES Type de commande Arrêt différé Rappel d’entretien des filtres



pi³/min Haute 5,0 5,0 5,0



Normale Moyenne 140 180 110 150 150 190



Haute 230 210 250



Capacitive, à 3 vitesses non oui



Détecteur Heat SentryMC non Capacité ADA Éclairage Filtres à graisses Matériel pour l’installation ENERGY STAR® Recirculation



oui DEL à 2 intensités (inclus) À maillage fin (qté 2) Supports EZ1 non Filtres de recirculation vendus séparément



ALIMENTATION CA 120 V, 60 Hz - 0,65 AMPS ACCESSOIRES OPTIONNELS Volet rond de 7 po BP87Q Ensemble de câblage ADA HAWRK3



GARANTIE LIMITÉE 1 an 3 ans (modules DEL seulement) Voir le manuel d’installation pour le texte complet de la garantie. POUR UTILISATION À L’INTÉRIEUR SEULEMENT 0,5



Pression staque (po d’eau)



ANTERO - SÉRIE CLDA1



FICHE TECHNIQUE



HAUTEUR DE MONTAGE De 18 po à 24 po au-dessus de la surface de cuisson



Vercal 7 po rond, haute vitesse 0,4



Les dimensions indiquées sont en pouces.



Vercal 3¼ po x 10 po  rectangulaire, haute vitesse 0,3 Horizontal 3¼ po x 10 po rectangulaire, haute vitesse 0,2



HOTTES DE 30 PO DE LARGEUR



0,1



HOTTES DE 36 PO DE LARGEUR
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Débit de l’air (pi³/min) ®



L’HOMOLOGATION HVI-2100 est conforme aux nouvelles techniques et procédures d’essai prescrites par le Home Ventilating Institute pour les produits d’emploi courant, dès leur disponibilité pour les consommateurs. Le rendement du produit est évalué à une pression statique de 0,1 po, d’après les tests effectués dans le laboratoire d’essai ultra-perfectionné de l’AMCA. Le sone est une mesure de la perception humaine de la puissance sonore, d’après des mesures effectuées en laboratoire.



Broan-NuTone LLC Venmar Ventilation ULC



| 926 West State Street, Hartford, WI 53027 | 550 boul. Lemire, Drummondville, QC Canada J2C 7W9
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antero - clda1 series - Broan 

FOR INDOOR USE ONLY. PERFORMANCE. Duct Orientation. Size. Damper. Sones. CFM. Normal Medium. High. Normal Medium. High. Vertical - Rectangular.
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antero - clda1 series - Broan 

CLDA136BLS. CLDA136SS. HPFAMM36 (Type D2) HPF36 (Type Xd). 99045763E. Dimensions shown in inches. 30-IN. WIDTH HOODS. 36-IN. WIDTH HOODS.
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Online Communications Committee Report Antero Virkkala, Chair 

Apr 25, 2014 - Activities, spring 2014. 2. âž¢ Amendments after EPO's change of practice. âž¢ CMS (Case Management System). âž¢ PDF conversion issues.
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SerieS 

FANUC 31i. Gamme 136/142 - Baureihe 136/142 - Machine range 136/142 ... Gamme de vitesse de la broche .... Centres d'usinage verticaux compact. Kompakt ...
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series 

Take time to read through this manual before embarking on your journey through the ..... add at least one additional calibration star to improve the mount's all-sky ...
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Series 

Installation Instructions. Shut Off Water Supplies. 1. Position faucet and/or gasket on lavatory. Use silicone sealant between faucet and lavatory to prevent water ...
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Soritical Series and Fisher Series 

smooth transition from red to orange and notes that â€œborderline cases are cases for which looking red ... is shifted depending on the order of presentation. In her.
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WARNING Read all safety warnings and in- structions. ... This will ensure that the safety of the heated ..... site internet www.milwaukeetool.com ou contactez.
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High and the red LED will light. Temperature setting can be ..... 11/17. Printed in China. MILWAUKEE TOOL. 13135 West Lisbon Road. Brookfield, WI 53005 USA.
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

medical devices, consult the devise manufacturer and/or your physician .... Heated Jacket to a MILWAUKEE factory Service Center location, freight prepaid and ...
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

dangerous and must be repaired. • Disconnect the battery pack from the heated hoodie before storing. Such preventive safety mea- sures reduce the risk of ...
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repair person using only identical replacement parts. ... a helpless person, or anyone insensitive to heat, ... If the heated jacket turns off unexpectedly, check.
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dark areas invite accidents. ELECTRICAL SAFETY .... and through another grommet into a side pocket. It is not recommend to use the pocket ... side of the jacket. Use the jacket and pocket power buttons to control the two zones. To turn on, press and 
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302B Series, 302G Series, 302R Series 43-72 

wash, Gentle Cycle in warm water. Tumble Dry. Low Heat. â€¢ Do not bleach. ... Tumble Dry on Low Heat. .... fatigue ou sous l'influence de l'alcool, de drogues.
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

Calefacción baja: el diodo luminoso. (LED) azul permanece encendido. 2. Portabaterías. 3. Puerto del cable de alimentación. 4. Bolsillo del portabaterías. 5.
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

Have your heated hoodie serviced by a qualified repair person ... If you have a medical condition making you sen- sitive to ... If unreadable or missing, contact.
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302B Series, 302G Series, 302R Series 43-72-1000 M12 

2. 1. 1. Power button. High: Red LED. Medium: White LED. Low: Blue LED. 2 ... Monday-Friday, 7:00 AM - 6:30 PM CST or visit www.milwaukeetool.com. Contact ...
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

DESCRIPCION FUNCIONAL. 1. Botones de encendido de la chaqueta y los bolsillos. Alto: Foco LED rojo. Medio: Foco LED blanco. Bajo: Foco LED azul. 2.
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202B Series, 202G Series, 202R Series, 222C ... - acmetoolstore.com 

PERSONAL SAFETY. • Stay alert, watch what you are doing and use common sense when using the heated jacket. Do not use while you are tired or under the ...
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