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Presentation The MicAD program allows generating LF frames and RF decoding up to 4 channels simultaneously with 10µs resolution dating. On each channel, you can have up to 16 different protocols with different baud rate and content. On channels 2...4, you can choose the receiver RF frequency (for example: 315MHz, 433.92MHz, 434.42MHz, depending of the receiver installed boards). The first channel is reserved for an external receiver (LF 125 kHz for example).
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Software installation The web site contains all informations about MicAD products : http:\\MicADWeb.free.fr - Download the last version of MicAD.exe application on the web site. - Copy "MicAD.exe" file in a empty directory (ex: C:\MicAD). - Copy "Licence.dat" in the same directory. - Connect MicAD bench to an USB port. - Windows detect and download the corresponding driver. If the installation is not automatic, download the driver available on the web site and install it ("CDM 2.02.04 WHQL Certified" driver). - Install driver (channel A and channel B) with the provided driver. Notes: - To install the USB driver, you must have administrator privileges. After this installation, theses privileges are not mandatory. - Without the "Licence.dat" file, you can not execute a START. - The driver is installed twice (channel A and channel B).
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Using overview When you run MicAD.exe, you can see the main tool bar :



Use : To configure the hardware, and to manage the configuration file (see Program configuration)



To define the different LF frames you want to send (see LF Config page)



To describe the different RF frames to be decoded (see RF Config page)



To define the parameters of the Run tests (see Run Config page)



To start the test and to display the results (see Run page)



3.1 Help Help is displayed when you click on picture or via the item menu. It's a PDF help file (MicAD.pdf) with useful links. This file must be installed in the same directory of the program MicAD.exe You can download the last version on the web site.
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Detailed description



4.1 Program configuration



Clicking on this button display a sub-menu: New configuration: create a new test configuration Load configuration: load a defined configuration Save configuration: save the configuration Save configuration as: save the configuration as another file Hardware: display the dialog box concerning the hardware configuration (see Hardware configuration) Reload last acquisitions: off-line execution from a binary file of acquisitions (see Save and Reload last acquisitions) Save last acquisitions : save the last 82s acquisitions (see Save and Reload last acquisitions) View Log messages: display the dialog box about the information printed during the Start phase (see Log messages) Password: Create or change the password, Delete the password (see Role management) Informations: display licence information (see Licence) Help: display this help Quit: quit the program (possible only in mode STOP). If the configuration is modified and not saved, the program will inform you.
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4.1.1 Hardware configuration



With this dialog you can: - indicate the used COM ports - set a digital filter - display the installed RF receivers Find COM ports In Automatic mode, the program finds the appropriate COM port. You can specify one PORT with Manual mode. The microcontroller version is displayed: v boot.major.minor Set a digital filter In case of parasitic noise, you can activate a digital filter on acquisitions. IMPORTANT: if activated, the used Manchester baud rate must be 
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ANumLFRF Help - ANumSofts 

PROGRAM CONFIGURATION . ..... According Type description (LF Data Type or LFCWType), the fields to fill are different: For LF Data : Comment ..... _RTime: relative time from Start (time of the frame end). _ATime: absolute time. Channel: ...
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NEED HELP? 

Conectores de Cable. Nut. Ecrou. Tuerca. Socket Assembly. Assemblage Douille. Ensamblaje del. Casquillo. 1/8-27 Nipple. Téton 1/8-27. Boquilla 1/8-27.
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NEED HELP? 

Ecrou Borgnes. H. Glass. Verre. I. Glass Retainer Ring /. Cage. Cage /. Bague de Retenue Verre. J. Screws. Vis. K. Self Ballasted Lamp. Lampe A Ballast Intégré.










 


[image: alt]





WinMSS Help 

IPSC grants you a license to use WinMSS, free of charge. Products that are referred to in .... Export Membership Information into Windows Address Book ..... microsoft.com/library/default.asp?url=/downloads/list/dataaccess.asp. Note: Current ... You c
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NEED HELP? 

Sea Gull Lighting at its sole option will repair or replace, F.O.B. Factory, freight prepaid, any Sea Gull Lighting product ... products delivered prove defective. ... Terminal. O. Cage. Cage. ArmazÃ³n. Wire Connectors. Connecteurs CÃ¢ble. Conectores
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NEED HELP? 

G. Fixture Mounting Screws. Vis de Montage du Luminaire. H. Finial. Fleuron. I. Decorative Cup. Coupe DÃ©corative. J. Coupling. Coupleur. K. Key slots. Fentes. Ground Wire*. CÃ¢ble de Terre. Outlet Box*. BoÃ®te de Prise de Courant*. Wire Connectors*.
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NEED HELP? 

... when properly installed and under normal conditions of use, are warranted to be free .... rod assembly (E) or chain coupling to nipple of the swivel joint. (B). 5.
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NEED HELP? 

F. Shade. L'abat-Jour. G. Retaining Ring. Bague de Retenue. H. Green Grounding Screw ... Place backplate (D) against wall and mark location for drywall.
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NEED HELP? 

R. * not included non fourni. M. Track and Cover. (Non-Illuminated Section) ... Multiply the total quantity of lamps in your run by the rated wattage. This is your ...
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NEED HELP? 

Invoices for labor charges and/or charge backs for labor will be denied unless prior written approval is given. .... Noter la charge nominale en watt. 3. multiplier le ...
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NEED HELP? 

Sea Gull Lighting fixtures and components, when properly installed and under ... Sea Gull Lighting at its sole option will repair or replace, F.O.B. Factory, freight ...
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NEED HELP? 

Any modification to a Sea Gull Lighting product not made at the factory will void the UL or ETL listing as well as the. Sea Gull Lighting warranty policy. To register your fixture, please visit our website: SeaGullLighting.com. Please record for futu
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NEED HELP? 

Garder un espace libre d'un minimum de 15,25cm (6") autour de CHAQUE. CIRCUIT .... 1,25cm (1/2") d'espace entre le cheminement et le bord du meuble pour.
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NEED HELP? 

... Lighting fixtures and components, when properly installed and under normal conditions of use, are warranted to be free ... To register your fixture, please visit our website: SeaGullLighting.com ... listing and create a potential safety hazard.
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NEED HELP? 

Sea Gull Lighting fixtures and components, when properly installed and under normal conditions of use, are warranted to be free from defects in materials and ...
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HELP (John Lennon - Paul Mc Cartney) Help, I need somebody, Help 

When I was younger, so much younger than today, I never needed anybody's help in any way. But now these days are gone, I'm not so self assured,. Now I find ...
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karto's help .fr 

download it free on http:\\www.java.com. For downloading ... a Â« help Â» directory , with help files , install and tutorial in Word version (.doc) and HTML. (.htm and ...
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shop talk Wiring Help 

price anywhere from about $20 to $30. The alligator clips are Radio Shack part number 270-. 356. They have red and black vinyl coverings. I used No. 14 lamp ...
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temporary help file - AcousModules 

the left and right audio level send to the audio outputs. Activation of the analysis for each input. Locker. When it is turned off, the Cinetic section can be used like ...
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NEED HELP? - Home Depot 

LX alimenté par une alimentation électrique SGL. Homologuée Classe 1 et ... S'assurer que le courant du réseau électrique sur lequel vous travaillez est coupé ...
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lefebvre connect help 
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lefebvre connect help 1.0.2 
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ActivInspire 1.3 Help - Inforef 

(analogique, numÃ©rique ou les deux) en cliquant sur les icÃ´nes appropriÃ©es. â€¢ Cliquez sur les symboles + ou - pour afficher ou masquer la barre d'outils Horloge.
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FlexPro Online Help - Weisang 

17 juin 2019 - Ce tutoriel vous fournit un bref aperÃ§u de la structure de FlexPro et des mÃ©thodes d'utilisation de base. Avant de commencer, il est essentiel ...
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