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Use the main dial or ï ð keys to toggle the. DIMMER ON / OFF. The key may be used as a short cut to OFF. to accept the data and return to a standard display. 
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AR8600 Mark2 ADDENDUM



(paperwork V1.0)



Due to continuous development of our products, the AR8600 has been enhanced in several areas. The upper frequency range has been extended to 3.0GHz (3000MHz), lower band sensitivity has been increased (now officially covering to 100kHz) with an enhancement to short wave performance by the addition of further bandpass filters and selection of alternative I.F. filters. Mini-Circuits RMS1 / RMS2 mixers have been employed with active SPM aerial switching devices (not diode-switching) abundantly employed throughout the signal path. The AR8600 Mark2 provides remarkable short wave performance, making other similar wide band competitors mediocre by comparison. However daily operation of the AR8600 Mark2 is largely unaffected, just a few operational changes need be noted. • An LCD / keypad illumination (lamp) dimmer has been added • The LCD / keypad illumination can be squelch activated • The rear panel ACC configuration has been amended with audio out now being squelch controlled • The calibration of SCAN / SEARCH LEVEL has been changed The following comparison chart between the AR8600 and AR8600 Mark2 provides cross referencing to the specific page numbers of the operating manual:



Item



AR8600



AR8600 Mark2



Page number



Frequency coverage



530kHz - 2040MHz



100kHz - 3000MHz



P.143



Lamp dimmer



not available



added



P.106 - 107



Squelch operated lamp



not available



added



P.106 - 107



ACC socket Pin 6 & 7



audio not squelch



audio squelch



P.8



controlled



controlled with mute



Tape motor



Not used as audio is



switching contact



squelch controlled



available



revised calibration



ACC socket Pin 4 & 5



Scan / Search - LEVEL



P.8



P.68 - 69



LAMP DIMMER There are now effectively three states of LAMP, lamp off / lamp on / dimmer on. While the lamp is bright for daily operation, in areas of permanent low lighting, it is nice to dim the lamp. An additional line has been added to the CONFIG MENU, ‘DIMMER’ with a value of OFF or ON, the default is OFF. To access the CONFIG menu . The first item in the config menu is “BEEP”. òto move the cursor to the line marked “DIMMER”. Use the main dial or ï ð keys to toggle the DIMMER ON / OFF. The key may be used as a short cut to OFF. to accept the data and return to a standard display. Alternatively move to the next item on the config menu. Refer to pages 106 - 107 of the operating manual.



to abort entry or



ò to



SQUELCH OPERATED LAMP When the lamp is set to AUTO, the lamp will illuminate when the squelch opens. In AUTO mode, the lamp illuminates either when the keypad is operated or when a signal opens the squelch, after a few seconds the lamp will switch off. There may be an audible ‘click’ under some circumstances when the lamp automatically switches on and off. Refer to pages 106 - 107 of the operating manual.



innovation & evolution



REASSIGNMENT OF ACC SOCKET



ACC connections 1 5V d.c. output



The AR8600 Mark2 provides squelch controlled audio output to pins 6 & 7 of the rear panel ACC connector. For this reason, pins 4 & 5 no-longer have relay controlled squelch switching.



max current 30mA 2 Detector output 50mV @ 100k OHMS 3 N/C



The audio output and detector levels have been revised.



4 N/C 3 N/C



Refer to page 8 of the operating manual.



5 High level audio output 300mV @ 600 OHMS 7 Low level audio output 30mV @ 600 OHMS 8 Ground



CR5000 tape lead The optional tape connecting lead CR5000 may still be used as switched audio will be provided via the 3.5mm mono jack plug of the lead, however the 2.5mm mono jack plug previously used for tape motor switching is no-longer used.



SCAN / SEARCH - LEVEL SQUELCH The relationship between level squelch and signal meter has been revised. This affects VFO SEARCH LEVEL SQUELCH (page 47 section 4-4-3 of the operating manual), SCAN LEVEL SQUELCH (page 68 section 7-8-2 of the operating manual) and PROGRAM SEARCH LEVEL SQUELCH (page 84 section 8-7-2 of the operating manual). In each case, the following table replaces that previously employed: 1



2



3



4



5



6



7



8



9



10



11



12



13



14



4



7



12



16



19



23



28



30



35



39



43



47



51



54



The typical level at which the “«” legend will be extinguished is now in the region of 3 - 45.



I.F. OUTPUT for spectrum display operation The I.F. output is already activated on standard stock units for reception of WFM, please contact your supplier if you require the I.F. output in all modes. Note: As the 34.35MHz oscillator of the WFM circuit is used to produce the 10.7MHz I.F. output, activation in ALL MODES increases the number of internal spurii produced by the AR8600 / AR8600 Mark2. The I.F. output of the AR8600 / AR8600 Mark2 is +/- 2MHz (bandwidth 4MHz total). When used in conjunction with the SDU5500 spectrum display unit, the SDU5500 should be set to OTHER radio and used as a ‘passive’ bandscope. The SDU5500 will not support the AR8600 / AR8600 Mark2 as a specific ‘active’ radio type.



TUNING STEP SIZE & AUTO BANDPLAN As the AR8600 Mark2 will tune to a lower receive frequency of 100kHz (0.1MHz), it is necessary to consider the tuning step size to prevent anomalies occurring. It is important that the tuning step is SMALLER than the receive frequency... for example, if you have a receive frequency of 100kHz, the tuning step should be set to 50kHz or something more appropriate such as 9kHz or 10kHz, if receiving 200kHz then the tuning step size should be set to 100kHz or something more appropriate such as 9kHz or 10kHz. This is very important when a PROGRAM SEARCH or VFO SEARCH is carried out. Ideally the receive frequency should be divisible by the tuning step, resulting in a round number greater then one 500kHz / 10kHz = 50, okay. When the receive frequency is greater than 1MHz, no anomaly will be created as the maximum tuning step size is always smaller than 1MHz. The auto bandplan data may be modified using the AOR WORKSHOP PC software, this is available as a free download from the AOR web sites (you will require an optional standard RS232 cable)



NOTE WHEN USING HEADPHONES When using HEADPHONES, it is recommended that the KEYPAD BEEP be reduced to a level of 1 or disabled from the CONFIG menu... the BEEP level has been set as a confirmation tone for noisy mobile environments - it sounds very loud when using headphones, caution is required.



AOR LTD, 2-6-4 Misuji, Taito-Ku, Tokyo 111-0055, Japan Tel: +81 3 3865 1695 Fax: +81 3 3865 1697 e-mail: [email protected] web: www.aorja.com
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Untitled - TSF70 

series AC Adapters, available from all dealers where the receiver is sold ..... the engine is run fast. .... the advanced digital functions can be confusing at first If the.
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Untitled - TSF70 

Before operating the unit, please read this manual thoroughly and retain it for future ... For details, refer to â€œNotes on model types and receivable ... from the U.S. Government Printing Office, ... converter, 115.15-223 MHz can also be received. 
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#2 SERIES 

your pump carefully to ensure that no damage occurred during shipment. ... are present in the pond or fountain, a condition called â€œgalvanic corrosionâ€� may occur ...
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#2 SERIES 

GB INTRODUCTION ... READ THESE INSTRUCTIONS CAREFULLY BEFORE ATTEMPTING TO INSTALL, ... is filled with a dielectric lubricant at the factory for optimum motor heat trans- ... designed to be cooled by pumping fluid. ... recommended solution to this si
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PRO-2020 Scanner - TSF70 

Mar 10, 2002 - press [MANUAL] continuously until the Display indicates Channel 1 or .... One great feature of your Pro-2020 is its ability to "search" for.
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AR8200 Index Section 1 - RadioManual 

(3) Basic manual operation of the receiver . ..... 5-4 Memory read â€œM.RDâ€� . ...... Selection of memory/scan bank â€œCâ€� or â€œcâ€� and search bank .... connect to a truck / H.G.V. 24V battery. ..... For example the European 5.5050 MHz VOLMET ser
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PD Series Ram-Air Reserve Parachute Owner's Manual Addendum 

been tested and found to work well using both the PRO Pack method shown here, and the Flat Pack method shown in section XVII of the PD Reserve Owner's ...
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version 2.0 addendum - Tascam 

Real Hard Drive Size. (Actual Storage Capacity). 1 GB = 1,073,741,824 Bytes. 1024 bytes. 1024 KB. 1024 MB. 1 KB (kilobyte). 1 MB (megabyte). 1 GB (gigabyte).
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Mopho Manual Addendum 

additions and changes that are not documented in the manual. Global Parameters ... time-varying changeâ€”a smooth transitionâ€”between successive, discrete ...










 


[image: alt]





CONTAINER PACKING MANUAL ADDENDUM 

CAREFULLY FOLLOW ALL INSTRUCTIONS BEFORE AND DURING PACKING AND USING THE PARACHUTE ... 2.1.2 CLOSING THE RESERVE CONTAINER.
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DR16 V2.1 Addendum (E) 

Mar 10, 1997 - 6) Press the STORE/ENT key. FORMATTING appears on the display, and the DR16 starts formatting the disk. Note: Formatting takes awhile.
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SUPERNOVA Owners Manual Addendum 

The Page Up and Page Down buttons now auto-repeat if they are pressed and held. ... When this parameter is set to â€œPickupâ€� mode no controller data will be sent & no edits to ..... For example a setting of 8 voice will produce a fat sound ... syst
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trax 3.6 addendum 

TRAX has a small but powerful vocabulary, proving commands to manipulate .... Chapter 2: Devices. 15. As an alternative to typing the port assignment, you can ...
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PLL Synthesized Scanning Receiver - TSF70 

This equipment has been tested and found to comply with the limits ..... *When using the receiver on batteries, unplug the AC power adaptor ...... buildings. Try listening near a window. *Certain frequencies may be difficult to receive due to interna
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DR16 V2.3 Addendum (E) 

May 22, 1997 - Bi-phase 24fps pull-down I/O is supported. ... The DR16 now can select the 8-channel digital output signals on the optional digital ... during the format, copy, back-up, or snapshot operation, the DR16 may sometimes display NO .... Not
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trax 3.6 addendum 

Provide named constants and sub-expressions, making the program easier to maintain. Please refer to .... using the â€œDownloadâ€� button in the â€œDevice Supportâ€� window. ..... The Tao of AppleScript, 2nd Edition, Derrick Schneider/Hayden Books, ..
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THERMOCODE SERIES 2 

Oct 23, 2015 - System Variables Manual ISSUE7 (23-10-2015).doc ...... The default settings are JAN, FEB, MAR, APR, MAY, JUN, JUL, AUG, SEP, OCT, NOV, ...
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WH 2 Series 

as contact with them might be fatal. Read Instructions: All the safety and operating instructions should be read before the product is operated. Retain Instructions: ...
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THERMOCODE SERIES 2 

Mar 8, 2006 - Page 1-1. THERMOCODE SERIES 2. ESCAPE SEQUENCES. ISSUE 2.0. Designed and manufactured by;. OPEN DATE EQUIPMENT LIMITED.










 


[image: alt]





Technical Addendum 2: The Consequences of ... - Gregory Corcos 

Imposing a Non$negative Price Restriction. February 5, 2010. Abstract. In this appendix we show that adopting a demand function of the form p(q) Ï† max "d.
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2 series - Pump Express 

P. O. Box 12010 ... The Little Giant pump you have purchased is of the highest quality workmanship and material, and has been ... brown (or black) are live.
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CTs 2-Channel Series 

du panneau de contrÃ´le de l'alarme ..... AprÃ¨s installation, essayez le systÃ¨me de signalisation d'urgence pour vÃ©rifier que son ...... Le choix de l'endroit de montage du dispositif, de ses commandes et du passage des cÃ¢bles doit Ãªtre effectuÃ
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david series 2 book series dbid 8k3uc 
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AR8600 Index Section 1 - TSF70 

NiCads completely discharge. ... The BP8600 will typically provide around 300 charge / discharge cycles. ...... capacitor is required for memory retention.
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