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1. Introduction   The Tracker2 fills the gap between a traditional packet radio terminal node  controller (TNC) and a transmit‐only APRS™ tracker, and adds features not  found in either.  While it may be used in KISS mode with a PC for general  purpose packet radio communications, its feature set is focused on APRS™  applications, including position reporting, messaging, and telemetry.    Firmware updates and enhancements are published frequently, so check the  Tracker2 website at http://www.argentdata.com/tracker2 to make sure you have  the latest firmware and documentation.  The Wiki site at  http://wiki.argentdata.com also has in‐depth technical information and user‐ contributed tips and tricks.   



2. A Brief Overview of APRS   To understand the Tracker2 and how it can be used, it is important to first  understand exactly what APRS is.    APRS stands for Automatic Packet Reporting System.  The name is a trademark  of its creator, Bob Bruninga, WB4APR.  What the name refers to can be a subject  of considerable confusion to newcomers.    Primarily, APRS is a communications protocol.  It defines how data (including  station and map object positions, weather information, radio direction finding  readings, text messages, and telemetry) can be communicated among packet  radio stations.    APRS can also refer to the network that carries this information.  Throughout the  United States, Europe, and several other countries, a network of digital repeaters  (‘digipeaters’), usually on a common nationwide frequency, provides a transport  for APRS packets.  Most APRS stations operate on one of these common  channels, but not all.    The APRS Internet System (APRS‐IS) is an Internet‐based adjunct to the radio  network.  Internet gateways (IGates), often simply home PCs with an Internet  connection and a radio, pass traffic from the radio network to a shared,  worldwide APRS stream.  Many IGates will pass at least text message traffic, and  sometimes other data, from the Internet back to the radio network.  In this way, 
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text messages can be passed from one station to another even when a digipeater  path between the two doesn’t exist or isn’t reliable.    The name APRS is also sometimes used to refer to WB4APR’s original MS‐DOS  APRS mapping program, but it is now properly called APRSdos.  Numerous  other mapping and messaging programs exist, using either the APRS radio  network, the APRS‐IS, or both.  Some of these programs can function as IGates as  well.    Connected to the worldwide APRS‐IS stream are a number of database services.   These systems (findu.com and aprsworld.net are two of the most popular)  process and store all APRS traffic that finds its way to an IGate anywhere in the  world, and most provide maps, weather displays, and telemetry graphs based on  this traffic.  This allows anyone with Internet access to monitor APRS data  without needing radio equipment of their own or special software.    Getting data to a web‐connected database isn’t the only thing APRS is good for,  of course.  Depending on network coverage and load, it’s possible to  communicate over a range of hundreds of miles using the radio network alone.   However, being a shared network, reliability decreases with each added  digipeater hop.  APRS is most reliable at the local level, and it’s rarely advisable  to use more than two or three digipeater hops.  Often, a single hop is adequate  for local coverage.    The APRS protocol, hardware, and software can be used independently of the  national networks, as well.  Local or temporary networks may be set up to cover  special events or to fill the needs of a particular organization.  Some uses may not  require digipeaters at all – high altitude balloons, for example, often use APRS to  transmit position and telemetry data on a dedicated frequency directly to the  chase teams.    Mobile use of APRS can take a number of different forms.  The simplest mobile  APRS setup is a transmit‐only tracker connected to a radio and GPS receiver.   These trackers generally have no receive capability, other than to check that the  channel is clear before transmitting.  They allow the vehicle to be tracked by  others, but can’t receive messages or positions.    Another option is an APRS‐capable radio, like those sold by Kenwood.  These  radios have a text display, but require a mapping GPS receiver to display the  positions of other stations. 
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  An ordinary radio with a TNC can be used in conjunction with a laptop  computer or PDA to provide full APRS functionality, including mapping and  messaging, although this is usually the most expensive option and may not be  practical to operate while driving.   



3. Where the Tracker2 Fits In   The Tracker2 has the capability to fill a number of roles in the APRS system.  As  the name implies, it’s a tracker – it can format and transmit position data from a  GPS receiver.  It also offers receive capability, though, and in a way that no other  device can currently match.    When it receives a position for a station or map object, the Tracker2 can create a  GPS waypoint for that position.  On a mapping GPS receiver, this allows the user  to see the locations of other stations on the map, updated as each new position is  received.    While this concept isn’t new – APRS‐capable radios have been doing it for years  – the Tracker2 takes it a step further.  While other devices output only a position  and name, the Tracker2 will, when used with a compatible Garmin or Magellan  GPS receiver, pick the most appropriate symbol for the waypoint (including  custom APRS symbols if available), extract the altitude, and insert the status text  (often including course and speed) into the waypoint details.  For many  applications, this allows a GPS receiver to be used in place of a PC or PDA.    Aside from its tracking capabilities, the Tracker2 can also function as a  digipeater.  Its remote control capabilities allow it to be reconfigured remotely,  and even through IGates, and its path limiting features let the sysop reduce the  amount of extraneous traffic carried by the network.    In KISS mode, the Tracker2 can also function as part of an IGate, when connected  to a PC with an Internet connection and appropriate software.    With few exceptions, the Tracker2 can perform all of its functions concurrently.   For example, a mountaintop installation could function simultaneously as a  digipeater, weather station, site monitor (reporting voltage and temperature),  and TNC for an IGate. 
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4. Major Features   APRS Tracker ‐ The Tracker2 is first and foremost a full‐featured APRS tracker.   It works with GPS receivers using either the industry‐standard NMEA format  ($GPRMC, $GPGGA, and $GPGLL sentences) or the proprietary Garmin binary  protocol.  In addition to transmitting its own position, it can also decode  incoming positions and plot them as waypoints on the screen of a GPS receiver,  selecting appropriate symbols and setting comment text and other waypoint  details if supported by the receiver.    KISS Mode ‐ The KISS protocol defines an interface between a TNC and its host,  typically a PC.  This mode allows the Tracker2 to be used with PC‐based APRS  programs like Xastir, WinAPRS, and UI‐View32.  It can also be used with non‐ APRS applications, subject to the limitations of the Tracker2’s transmit and  receive buffers.     Digipeater ‐ A digipeater acts as a simplex digital repeater, receiving packets  and retransmitting them, typically on the same radio channel.  The Tracker2’s  digipeater function is designed specifically for APRS use, and supports advanced  features such as WIDEn‐N operation, hop count limiting, duplicate elimination,  preemptive digipeating, and multiple aliases.    Weather Station – The Tracker2 can be connected to several models of weather  station, including the Peet Bros. Ultimeter 2000 series, Dallas/AAG 1‐Wire  Weather Station, and LaCrosse WS‐2310 wireless weather station, to provide  remote weather telemetry.    Command Console – While the Tracker2 comes with a Windows‐based  configuration program, it can also be configured, tuned, and upgraded through a  traditional console interface with command syntax similar to that of the classic  TNC2 and its clones.  Keyboard‐to‐keyboard QSOs are supported through a  ‘converse’ mode as well as APRS messaging commands.    Power Control – The Tracker2 includes an integrated solid‐state relay that may  be used to control an external DC load.  Typically, this is used to control power  to a transceiver to conserve power in applications like solar‐powered weather  stations; the radio can be automatically powered on just prior to a transmission,  and turned off again when the transmission is complete.  The power output can  also be controlled manually through APRS messages. 
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5. Hardware Description   The Tracker2 model OT2m features a heavy‐duty steel enclosure and measures  approximately 4.2” by 3.2” by 1”.  The circuit is built with surface mount  technology and includes over‐voltage and over‐current protection, as well as RFI  filtering on external connections.  5.1.



Front Panel 



    The front panel has three indicator LEDs, marked ACT (activity), TX (transmit),  and RX (receive).  The 6‐pin modular jack is an accessory port that provides a  Dallas 1‐wire data bus, 5 volt power, a counter/transmit trigger input, and a  profile select input.  5.2.



Rear Panel 



    The rear panel has a female 9‐pin D‐sub connector for connection to a radio.  A  male 9‐pin D‐sub connector provides, depending on software configuration, a  single RS‐232 port with hardware flow control or dual independent RS‐232 ports.   A standard 2.1x5.5mm center‐positive power connector accepts from 7 to 28 volts  DC, and an access hole is provided to allow heavy gauge power cables to be  connected to the appropriate pads on the circuit board for control of an external  DC load. 
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6. Connections   6.1.



SERIAL Connector 



  2:    Data in (port A)  3:    Data out (port A)  4:    Power output for GPS  5:    Ground  7:    Data out (port B) or CTS  8:    Data in (port B) or RTS    Note: The serial interface is configured as DTE (data terminal equipment) to  allow direct connection to a GPS receiver.  Connection to a PC requires a null‐ modem cable.    6.2.   1:  2:  3:  5:  6:  7:  8:    6.3.



RADIO Connector               



Audio out  COR / Squelch input  PTT out  Audio in  Ground  Power in  PTT in 



ACCESSORY Connector 



  1:    Counter / Transmit input  2:    Ground  Ground  3:    4:    1‐Wire data bus  5:    +5 Volt power output  6:    Profile select input    Note: Pin 1 is the left‐most pin as seen from the front of the connector. 
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7. Jumper Settings Voltage select – ‘5’.  Connects pin 4 of the serial connector  to the output of the 5‐volt regulator.  Use this setting to  supply power to a 5‐volt GPS receiver or other external  device.    Voltage select – ‘12’.  Connects pin 4 of the serial  connector to the input of the 5‐volt regulator.  Use this  setting to supply unregulated power from the radio  connector to a GPS receiver, or to supply power to the  tracker from the serial connector.    ‘EQ’ – Disables RX equalization when set.          ‘HI’ – This jumper sets the audio output level to the high  range.  This is needed mostly for mobile radios,  especially some commercial models.      ‘HT’ – Selects if push‐to‐talk signaling through the audio  output line is enabled.  Use this jumper with most HTs  by Icom, Yaesu, and Alinco handhelds, but not  Kenwood.   



Tracker2 User’s Manual



8



8. Setup and Configuration   Once installed, you can use a PC to connect to the Tracker2 either the Windows  configuration program (otwincfg.exe) or a terminal emulation program of your  choice, such as HyperTerminal, SecureCRT, or Minicom.     To use the command console, connect at the proper baud rate (4800 baud is the  default) and press enter several times until you see a command prompt.  To use  the Windows configuration program, simply start the program, select the COM  port, and power up the device.    The only setting absolutely required for normal APRS tracker operation is the  callsign.  The defaults for all other settings should be reasonable, but you should  check on locally recommended settings, particularly for the digipeater path.  The EQ jumper controls the response of the audio input filter.  Generally, the  jumper should be set when the audio source is ‘flat’ and not de‐emphasized, and  removed for most speaker connections.  If you’re not sure which setting to use,  try both and see which works best for you.     



9. Position Modes   Before getting started, it’s important to understand that the Tracker2 ordinarily  will not make automatic transmissions (including position, status, weather, and  telemetry packets) unless it knows where it is.    The device knows where it is when it receives a valid fix from a GPS receiver, or  when it’s programmed by the user with a fixed position.  It can be configured to  transmit without a valid fix; if no fix has been received since power‐up, only  status and telemetry packets will be sent.  If the last valid GPS fix is more than 30  seconds old, a ‘NO FIX’ warning is added to each position packet.    If the AUTOSAVE option is enabled, as soon as the last valid fix is 30 seconds old,  that position is saved and the device enters fixed position mode.  As soon as  another valid fix is received, it switches back to GPS mode.  This is useful for  portable digipeaters and weather stations that will have a GPS receiver  connected only briefly during deployment.   
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10. Port Modes   The Tracker2 has two serial ports that share the same physical connector.  A ‘Y’  adapter is available to separate the ports if needed.  Both ports can operate in  multiple modes:    AUTO – In this mode, the device will automatically detect NMEA GPS data, Peet  Bros weather data, or (for port A only) command console input.  Note that while  both ports can be configured in AUTO mode, only one should be used for a  given function at any time.  For example, port A can accept NMEA data while  port B accepts weather data, but providing NMEA data to both ports  simultaneously will cause unpredictable operation.     GARMIN – This mode forces the selected port to 9600 baud, ignoring any  manual setting, and starts Garmin binary communications.    KISS – In KISS mode, a PC or other host device sends and receives raw AX.25  packets.  Keep in mind that even with one or both ports in KISS mode, the  Tracker2 will continue to perform its other functions, including messaging and  digipeating.  The host should use a different callsign/SSID combination to avoid  interference.    WS2300 – Supports LaCrosse WS‐2300 series weather stations at 2400 baud,  again ignoring manual baud rate settings.    DAVIS – Supports Davis Vantage Pro series weather stations.    FLOW – Valid only for port B, this setting causes the port B pins to function as  CTS/RTS flow control signals for port A.    
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11. Remote Access   Commands can be issued to the Tracker2 remotely via APRS messages.  The  originating station’s callsign must appear in the device’s security authorization  list (see AUTHLIST command.)  Commands are prefixed with ‘CMD’, and the  results of the command, if any, will be send back as an APRS message to the  sending station.     For example,  ‘CMD VERSION’, sent from an APRS client, will cause the target  device to reply with its firmware version.    In response to a RESET command, the device will attempt to send one  acknowledgement before resetting.  This is intended to prevent message retries  from causing multiple resets, but especially if the channel is busy there is a  possibility that the acknowledgement will not be sent before the reset is  executed.  A RESET command should be cancelled after a few retries with no  response received to check if the device has indeed been reset.   
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12. Authentication   In addition to the security authorization list, remote access to the Tracker2 can be  controlled through a more secure one‐time password mechanism.  This  mechanism is enabled by setting PWAUTH ON.    To set up one‐time password authentication, use the command SECRET followed  by a pass phrase of at least 16 characters.  The device will use this pass phrase to  generate a 128‐bit key that is stored in nonvolatile memory.  The password  sequence counter is set to 0 when the key is created.    The PASSLIST command can then be used to generate a list of 4‐character one‐time  passwords, each listed with a unique sequence number.  These passwords must  be used in the specified order.  You can print out this list and cross off each  password as it’s used.    cmd:secret The quick brown fox jumps over the lazy dog. Set. cmd:passlist 24 0:C0EP 1:U60T 2:8JES 3:BVBN 4:Z2ZC 5:TEAR 8:JCBX 9:NE8G 10:NAAM 11:P1Y8 12:ZJ59 13:H654 16:VM89 17:GTNW 18:CW52 19:B7ZX 20:X4DF 21:Z5HF



6:VA5S 14:KSBB 22:CNNU



7:EV1F 15:PDM8 23:A8FS



    To use a password, append it to the CMD prefix at the start of the command  message.  For example, if the next valid password is ‘SBCY’, the message  “CMDSBCY VERSION” will execute the VERSION command.    While it should be virtually impossible for someone to determine the next  password without knowing your pass phrase, the system is not foolproof.  Be  sure not to use the same pass phrase on two different devices, because an  eavesdropper who hears a password used on one device (or who retrieves an old  message from an online database) could potentially use the same password on  the other unit.    Also, should a valid password be sent without being received by the target  device, an eavesdropper would know the next valid password.  If you are unsure  of being able to reach the target device, send an unauthenticated message or  query first and make sure you get a reply.   
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13. Garmin Fleet Management Interface   Some Garmin navigation systems, including the nüvi 300 and 600 series and  StreetPilot 7000 series, provide a Fleet Management Interface (FMI) that can be  used with the Tracker2 with the proper cable.    To use the FMI features, set one of the Tracker2’s serial ports to GARMIN mode  and connect the FMI cable.  The Tracker2 will automatically place the navigation  system in fleet management mode, which adds a ‘Dispatch’ menu item and may  change the layout of other menus.  This mode change can only be reversed by  erasing all user data on the navigation system    If the waypoint output option is enabled, the Tracker2 will attempt to create  points of interest (POIs) on the navigation system for every station, object, or  item received.  This feature is not part of the documented FMI protocol and does  not work properly on all devices; many will create duplicate POIs every time a  station moves.  Until Garmin adds this feature to the official protocol, only the  nüvi 350 is known to display moving POIs properly.    Incoming APRS messages will display a message icon on the navigation system’s  screen and will be stored in the inbox.  Outgoing messages can be addressed to a  specific station by starting the message with a dash (‘‐‘) and the destination  callsign, followed by a space and the message text.  If no station is specified, the  message will be sent to the sender of the last message received.  This allows  conversations to be carried on without having to constantly re‐enter callsigns.    To send a configuration command to the Tracker2, start a message with ‘‐‐’.  For  example, ‘‐‐VERSION’ will cause the Tracker2 to respond with a message stating  its firmware version.
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OTWINCFG Configuration Program   The Tracker2 can be configured using the otwincfg.exe program under  Windows.  The program is available for download at  http://www.argentdata.com/support.    Connect the tracker and start the configuration program. The first window  displayed allows you to select the COM port that the tracker is connected to.     



    13.1.



Overwriting an Invalid Configuration 



The ‘Erase device and load new firmware’ option will load a new firmware  image, using the default configuration settings, without attempting to read the  existing configuration first. This is particularly useful if the tracker has an invalid  or missing configuration.    13.2.



Turbo Mode 



By default, the configuration program will attempt to connect at 115,200 baud. If  you have trouble connecting, use the ‘Disable Turbo’ option to force the program  to connect at 19,200 baud.    13.3.



Warm Boot vs. Cold Boot 



If the unit is already powered on and operating when you click the ‘Connect’  button, the program attempts a ‘warm boot’ operation to put the device into  configuration mode. If the firmware has been corrupted, i.e. by a failed upgrade,  it may fail to enter configuration mode. You can correct this by performing a  ‘cold boot’ ‐ power the unit off and power it on again after clicking ‘Connect’.  
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Working Offline 



  If you need to edit a configuration without connecting the tracker, click the  ‘Offline’ button.  You will need to have a saved configuration file to work from.    13.5.



Main Configuration Window 



 



    13.6.



Configuration Profiles 



The Tracker2 can store two separate configuration profiles. The profile currently  being shown is selected using the tabs at the top of the window labeled ‘Profile 1’  and ‘Profile 2’.   
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When it is first powered on, the Tracker2 will always start out using Profile 1.  After startup, profile selection depends on the settings in the profile switching  screen.  To access these settings, click ‘Profile Switching’.  See the section below  on profile switch for more information.    13.7.



Loading and Saving Settings 



  After changing any configuration options, you must click the ‘Write’ button to  write the changes to the tracker’s firmware. You may also use the ‘Save to File’  button to save the configuration options to a file, which can be loaded later using  the ‘Load from File’ button.    13.8.



Basic Configuration Options 



  Callsign – The radio callsign to use when transmitting. Tactical callsigns may be  used, but FCC and ITU rules require periodic identification. If the actual callsign  is not used here, be sure to include it in the comment field.    Baud Rate – For normal VHF operation this should be 1200.  300 baud is  commonly used for HF.  The Tracker2 uses mark and space frequencies of 1600  and 1800 hz respectively in 300 baud mode.    Path – This specifies the digipeater path to use. Specific callsigns may be entered  (e.g., ‘K6SYV‐10, K6TZ‐10’) but for APRS operation a set of common aliases are  usually used. A suggested default path is ‘WIDE1‐1, WIDE2‐1’. It is rarely  necessary to use a path greater than WIDE3‐3 (requesting three ‘wide’ digipeater  hops), and excessive paths generate large amounts of traffic that degrade the  performance of the network. If you’re not sure what path should be used for  your local area, check with a local digipeater operator. This field may be left  blank.    Alternate Paths ‐ When enabled, this option causes the tracker to alternate  between the paths specified in either profile with each transmission.    Symbol Table and Symbol Code – These settings control the symbol used to  indicate the station’s position when drawn on a map. See Appendix B for a  listing of available symbols.   
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Temp. Adjust – Calibration offset for onboard temperature sensor. The sensor  used on the OpenTracker is fairly linear across its operating range and requires a  single‐point calibration. The easiest way to accomplish this is to set a  thermometer next to the tracker. Subtract the temperature reported by the tracker  from the temperature shown by the thermometer, and enter that value in this  field. For example, if the thermometer shows the temperature as 26°C and the  tracker reports 29°C, enter –3 for the adjustment value.    Quiet Time – This setting determines how long the channel must be clear before  the tracker will transmit. Each unit is approximately 1/56 second. Setting the  quiet time to zero causes the tracker to ignore detected traffic.    Text – This is a freeform text field. Anything entered here will be displayed in  the comment portion of the transmission or in a separate status packet, as  selected. Keep comments as brief as possible to avoid wasting channel capacity,  or use the ‘Every __ Transmissions’ option to reduce how often the text is sent.    Altitude, Course/Speed, Time – When checked, report these values as indicated  by the GPS receiver. The timestamp may be in Days/Hours/Minutes or  Hours/Minutes/Seconds.    DAO – Enables the proposed !DAO! APRS extension to provide the map datum  used and an extra digit of latitude and longitude resolution.  May not be  supported by all APRS clients.  The datum is always reported as WGS84, which  is the standard for normal APRS operation.    GPS Quality – Report number of satellites in use and horizontal dilution of  precision information as reported by the GPS receiver.    Temperature – Report temperature as indicated by the onboard temperature  sensor in the comment field, in degrees C.  Not affected by the Metric / English  setting.    Voltage – Report input voltage in the comment field. The maximum value is 18.5  volts, and the minimum is the dropout voltage of the regulator – typically 6.7  volts.    Compressed – Enables Base91 compressed position reporting.  This mode is  widely, but not universally, supported.  Packets in Base91 format are shorter  than their uncompressed equivalents and provide greater position resolution. 
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Telemetry every n – Sends a telemetry packet every n transmissions.  See the  telemetry section for more details.    TX Interval – How often the tracker should transmit. Allowable values are 0 to  65,535 seconds. This setting will depend on your intended use. One transmission  every two minutes is acceptable for most mobile stations. A fixed station (e.g., a  solar powered site reporting battery voltage and temperature) might choose an  interval in the range of 5 to 30 minutes. If you require transmissions more often  than every two minutes or so, consider using the SmartBeaconing™ options  detailed below. Special events with many trackers and short transmission  intervals should be operated on a separate frequency, not on the shared APRS  channel. An interval of zero will disable timed transmissions.    SmartBeaconing – Originally developed for the HamHUD by Tony Arnerich,  KD7TA, and Steve Bragg, KA9MVA, the SmartBeaconing™ algorithm allows the  tracker to operate more efficiently by changing how often it transmits depending  on its speed and direction of travel.    When stopped or moving at a speed below the low speed setting, the tracker will  transmit at a fixed rate determined by the lower rate setting. Above the specified  high‐speed threshold, the higher rate setting is used. Between these two  extremes, the interval varies between the low and high rates depending on the  speed. A turn angle can also be specified to cause the tracker to transmit when  turning.  The final setting ensures that the tracker will never transmit more often  than the specified interval, regardless of speed and turn rate.  This can be useful  to avoid transmitting more than once in a long, shallow turn.   



    Use PTT Input – When this checkbox is enabled, the tracker can be connected  inline with a microphone to operate in burst‐after‐voice (mic encoder) mode. A  packet will be transmitted whenever the microphone PTT is released. 
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Timeslot – The timeslot option is typically used to coordinate multiple trackers,  especially for special events where many transmitters will be sharing the same  channel with a high beacon rate. The number entered selects the timeslot’s offset,  in seconds, from the start of the hour. The tracker will transmit at this time, and  every transmit interval after that. The timeslot value should be smaller than the  transmit interval.    As an example, two trackers could be configured with an interval of 10 seconds,  with one tracker set to slot 0 and the other to slot 5.  The first tracker would  transmit at 12:00:00, 12:00:10, 12:00:20, and so on, while the second would  transmit at 12:00:05, 12:00:15, and 12:00:20.    Position – The tracker can operate in GPS or fixed position mode.   When  entering a fixed position, enter degrees in the first box and decimal minutes in  the next box.  Click on the buttons next to the coordinates to select North/South  and East/West.     Don’t require GPS fix – Normally, while in GPS mode, the tracker will not  transmit without a valid fix. When this option is selected, the tracker will  continue to transmit its last known position if GPS lock is lost for more than 30  seconds. This condition is indicated by the text ‘NOFIX’ in the status message. If  the tracker has received no valid fix since startup, no position will be reported.  Status text and telemetry packets will be unaffected. This option is particularly  useful for applications like high altitude balloons that may lose GPS lock after  landing, but still need to transmit to be found.    Save – When enabled, the tracker will save its last‐known GPS position as a  permanent fixed position if the GPS fix is lost.  This may be used in the case of a  temporary digipeater or weather station where a GPS receiver is installed only  during setup and is removed to conserve power.  The system must remain  powered on for 30 seconds after GPS fix loss before the position is saved.    Waypoint Output – Enabling the waypoint output option causes the tracker to  parse received APRS positions and output them over the serial port at 4800 baud.   Waypoints are provided in both NMEA 0183 format ($GPWPL sentence) and  Magellan format ($PMGNWPL sentence).    Length Limit – Some GPS receivers are not capable of display the full 9  characters required for APRS call signs and object names.  Setting this option to a  smaller number causes the tracker to intelligently truncate the name of the 
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waypoint.  Spaces and dashes are eliminated first, and if further truncation is  required, characters are dropped from the left first.  This prevents stations with  different SSIDs from conflicting – for example, with a limit of 6 characters,  KB6YUO‐12 and KB6YUO‐6 would be truncated as 6YUO12 and B6YUO6  respectively.    Use Custom Symbols ‐ Enables the use of custom symbols if they have been  uploaded to a compatible Garmin GPS receiver (using the Garmin xImage  utility).    Range Limit ‐ When enabled, waypoints will only be created for stations and  objects within the specified range.    Enable Counter – This checkbox enables the digital counter function. When this  function is enabled, the tracker will no longer transmit immediately when X1 pin  4 is shorted to ground. Instead, it will increment a counter and include the  current count in the status text, e.g., ‘CNT00001’. The maximum count is 65535,  after which the counter rolls over to zero.  This option can not be used  concurrently with profile switching with the ‘jumper’ option.    Reset on Transmit – Setting this checkbox causes the counter to reset with every  transmission. Hence, the count reported is the number of events since the last  transmission.     Debounce – This is a delay applied to the counter input. After a counter event is  registered, all subsequent events are ignored until the specified time has elapsed.   Without a suitable debounce setting, a typical pushbutton could register several  events for one press.    Power Control – When selected, the tracker will activate its internal solid state  relay before each transmission. The tracker will pause for the specified number of  seconds to give the transmitter time to power up. The power control feature is  especially useful for solar‐powered weather or telemetry stations.    TX Audio Level – This slider sets the audio output level.  This level can be set  interactively from the Tuning/Diagnostics screen.  If you find that the required  level is less than one quarter of the full scale, make sure you have the ‘HI’ jumper  removed.  Running with the audio level set in software to a very low level can  increase DAC quantization noise. 
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TX Delay – All radios require a certain amount of time to stabilize on their  transmitting frequency, and receivers also require time to lock on. This value  specifies the number of milliseconds the tracker should wait after the start of the  transmission before it begins sending data. Allowable values are 0 to 1023  milliseconds. Setting this value too high will keep the channel busy longer than  necessary. Setting it too low will prevent packets from being transmitted  properly. Finding the optimum value for your radio may require some  experimentation.    Don’t transmit if supply ’ (greater than) or ‘ 
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