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Audio Transformer LL1554 - JAC Music

LL1554 is a general-purpose audio transformer, with a variety of connection alternatives. It differs ... Isolation between windings / between windings and shields:. 
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Audio Transformer LL1554 LL1554 is a general-purpose audio transformer, with a variety of connection alternatives. It differs from the LL1544 only in core material, which has a lower saturation point, and is slightly cheaper. The transformer is built up from two coils, each with a secondary winding surrounded by shields and two primary windings. This structure results in an excellent frequency response. All winding ends are available on the pins. Thus, the transformer can be used in many different applications, such as a high impedance line input transformer (accepting signal levels of 20 dBU @ 40 Hz with primaries in series), or as a medium impedance microphone input transformer. The LL1554 is made with amorphous core material. As this type of core does not store energy (unlike conventional mu-metal cores) the low frequency resonance with external capacitors is practically eliminated. Refer to the back side of this sheet for termination alternatives. Turns ratio: Dims: (Length x Width x Height above PCB (mm)) Pin Layout (viewed from pins side) and Windings Schematics: 1 2 3 4 5 6 7 8
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Spacing between pins: Spacing between rows of pins: Weight: Rec. PCB hole diameter: 1.5 mm Static resistance of each primary (average): Static resistance of each secondary (average): Self resonance point: Recommended load for best square-wave response (Termination alternative A below): Frequency response (source 600Ω , load (6.7 kΩ + 470 pF) in parallel with 56 kΩ ): Loss across transformer (at midband with termination as above): Core: Isolation between windings / between windings and shields:



2.54 mm (0.1") 22.86 mm (0.9") 27 g 130 Ω 260 Ω > 220 kHz 6.7 kΩ + 470 pF 10 Hz - 70 kHz +/- 0.5 dB @ 0 dBU 0.2 dB Amorphous Strip 3 kV / 1.5 kV



Data at different termination alternatives, showed on the back side of this sheet: Termination Turns Copper Resistance Idle impedance Suggested Use THD < 0.5%@40 Hz Alternative ratio prim/sec @40 Hz, 0dBU primary level / real source impedance A 1:1 520Ω / 520Ω 30kΩ / 30kΩ 10 kΩ / 10 kΩ 20 dBU / 600Ω B 1:1 130Ω / 130Ω 7.5kΩ / 7.5kΩ 600Ω / 600Ω 14 dBU / 150Ω C 1:2 130Ω / 520Ω 7.5kΩ / 30kΩ 600Ω / 10kΩ 14 dbU / 150Ω D 1:2 33Ω / 130Ω 2kΩ / 7.5kΩ 200Ω / 1kΩ 8 dBU / 37.5Ω E 1:4 33Ω / 520Ω 2kΩ / 30kΩ 200Ω / 10kΩ 8 dBU / 37.5Ω F (Split) G (Split)



2:1+1 520Ω / 260Ω + 260Ω 1:1+1 130Ω / 260Ω + 260Ω Left side can also be connected as BCenterTap (1:1+1) or D (1:2+2) R970302



     LL1554 Termination Alternatives (Left side is input if not stated otherwise)



!!!!! Pin’s side views !!!!! 1 2 3 4 5 6 7 8
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SV6550C - JAC Music 

Grid no.2 DC (screen) voltage. 400. V. Grid no.1 (control) voltage. -300. V. DC cathode current. 175. mA. Plate dissipation. 35. W. Grid no.2 (screen) dissipation.
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ab lars lundahl - JAC Music 

LL1545. LL1545 is a general purpose audio transformer, with a variety of connection alternatives. ... Isolation between windings / between windings and shields:.
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845B Tube Review by Ed Sawyer - JAC Music 

845B Tube Review by Ed Sawyer. June 23 rd. 2004. Page 2. The new 845B. Serial numbers for the pair in this review are 0005 and 0006. The 845B is a recent ...
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LAU-JAC PAJ 2019 

5 mars 2019 - 93. Nombre de km de route forestière. Poste d'accueil. Portage. Traversée du plan d'eau. Distance en KM du poste d'accueil. Essence. Mercier.
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Liasse fiscale JAC-NET 

(SDNC-DGFiP) - Octobre 2017. JAC-NET. 1 639 321. 1 639 321. 1 639 321. 1 639 321. 20 206. 579. 1 660 106. 27 411. 748. 192 919. 26 696. 905 820. 355 263.
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101 facons de transformer votre vie livre audio dbid 37qw 
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LAU-JAC PAJ 2019 

5 mars 2019 - Nombre de chaloupes ou places en location durant cette période. Espèce. Quotas/ pers / jrs. Moteurs autorisés / cv minimum recommandé et.
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JAC Presentation - Julien Ardelean Consulting 

Contingency PlansContingency Plans. Planning, organizing and controlling ... 4.0 x 4.2 sqmm die. â�� 0.5 Âµm, HF5CMOS process. First pass silicon success; high ...
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RF Transformer 

ISO 9001 ISO 14001 AS 9100 CERTIFIED. Mini-CircuitsÂ®. P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661 For detailed ...
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SavantÂ® IP Audio 125 with Savant Music 2.0 (PAV 

(Gold pins face up). IMPORTANT: When wiring to ... providing a virtual audio switch that can be configured to suit almost any need. Regulatory Statement.
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009-1658-01 Savant IP Audio 50 with Savant Music 

While not shown in the diagram above, Zones 2 to 4 follow the same wiring as ... CTS/RTS handshaking is supported for flow control based on the profile used in ...
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Asus Transformer Pad TF300T 

Android tel que l'ASUS Transformer Pad. Utilisez ou crÃ©ez votre compte Google pour pouvoir accÃ©der au Play Store. Pour plus de dÃ©tails sur la crÃ©ation d'un ...
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Transformer l'école avec Minecraft? 

... avec Minecraft? Figure – Programme scolaire : Devenez le maître MINECRAFT. ... Minecraft, futur ingénieur, devait valider les différentes étapes réalisées.
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Transformer le destin en 

A la suite d'un banquet offert au MaÃ®tre Ã  l'HÃ´tel de Ville, ... crayon de [nuls-Paul, fait en 1896. De tous cÃ´tÃ©s, il y avait .... MÃ©diathÃ¨que Jean Renoir. DiscothÃ¨que.
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MUSIC 

May 1, 1999 - A FUSION STUDY IN SPEECH / MUSIC CLASSIFICATION. Julien Pinquier, Jean-Luc Rouas and R Ã©egine Andr Ã©e-Obrecht. Institut de ...
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DoC MTSNP Transformer A 
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Home made output transformer 

sections with frec leads, it can be connected in. TN !ast month's ... included descriptions of some interesting circuits customary .... two A.C. couplings is not likely to cause instability ... harmonics are too weak to hear,. The fifth ... the numbe
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000 control transformer wiring diagram transformer wiring diagrams dbid m3hh6 
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Transformer Disconnect AWS 

transformateur, l'examiner pour s'assurer qu'il n'a pas été endommagé pendant l'expédition. En cas de dommages possibles, faire une réclamation à remettre ..... 50/60 Hz. 0.25 kVA 9070T250D31. EN 61558. 50/60 Hz. 0.16 kVA. CLOCK. DATE. CLASS/CLASE/CL
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DoC MTSNP Transformer B 
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DIMMABLE ELECTRONIC TRANSFORMER ... - PDFHALL.COM 

Le transformateur doit Ãªtre localisÃ© dans un endroit bien ventilÃ©. Ne pas enfermer ni couvrir le transformateur avec des matÃ©riaux d'isolation thermique. La.










 


[image: alt]





DIMMABLE ELECTRONIC TRANSFORMER ... AWS 

DÃ©brancher les transformateurs avant de les tester. TECHNICAL DATA. ModÃ¨le. Puissance en watts. Courant prim. Courant sec. Temp. ambiante Temp. critique max. Charge minimale pour gradation. AU-60T3 .... Assurez-vous que la puissance nominale actuel
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audio conferencing | conférence audio 

International Toll-Free and Local Phone Numbers | Numéros de Téléphone. Locaux et Internationaux Sans Frais. Page 1 of 2. Canada/USA | Canada/É.-U.
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SCHUBERT - Classical Music, Classical Music News, Classical Music ... 

5 fÃ©vr. 2011 - ne souffrent pas de cet aspect abrasif qui rebute tellement de profanes. Elles semblent plutÃ´t faire naturellement partie des arcs mÃ©lodiques,.
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