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AURO® BEAM 200 DC

Comes with Osram Sirius HRI 132W lamp,. 2 omega brackets and power cord. DESCRIPTION. The Cameo AURO® BEAM 200 DC is a super fast Beam Moving ... 
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AURO® BEAM 200 DC



BEAM MOVING HEAD WITH OSRAM SIRIUS 132 W DISCHARGE LAMP



DESCRIPTION The Cameo AURO® BEAM 200 DC is a super fast Beam Moving Head with extremely narrow 3° beam, motorized focus and 16-Bit 3-phase motors providing 630° pan and 235° tilt. Equipped with a powerful 7,800 K Osram Sirius HRI 132 W discharge lamp, it generates a huge illuminance of 480,000 lx at 5 m distance. The luminaire‘s colour wheel offers a selection of 14 dichroic filters including CTO plus white. In addition to 14 gobos, the AURO® BEAM 200 DC features 8-facet circular and 5-facet linear prisms which are rotatable and overlapping to create stunning effects. It includes dimming and strobe functions, automatedprogramsforstandaloneoperationandatemperature-controlled low-noise fan. The AURO® BEAM 200 DC supports the RDM protocol and sports a battery-powered full colour menu display for convenient offline configuration. Neutrik 3-pin and 5-pin DMX and powerCON input and output connectors enable easy daisy chaining. The Beam Moving Head comes with 2 Omega brackets and power cord.



FEATURES P Beam Moving Head with 480.000 lx illuminance @ 5 m P Super narrow 3° beam P Motorized focus P 14 dichroic colours including CTO + open P 14 sharp-edged gobos + open P Rotatable 8-facet circular prism P Rotatable 5-facet linear prism P Prism overlapping P RDM enabled P Super fast 16-bit 3-phase pan/tilt motors P Battery powered display for offline configuration P Neutrik 3-pin & 5-pin DMX inputs and outputs P Neutrik powerCON input and output P Comes with Osram Sirius HRI 132W lamp, 2 omega brackets and power cord



Features and specifications subject to change without notice.
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AURO® BEAM 200 DC



BEAM MOVING HEAD WITH OSRAM SIRIUS 132 W DISCHARGE LAMP



SPECIFICATIONS



PHOTOMETRICAL DATA



Product type



Moving Lights



Type



LED Moving Heads, Discharge Moving Heads



Lamp Type



Osram Sirius HRI 132 W



Colour temperature



7800 K



Dispersion



3°



Number of gobos



14



DMX input



XLR 3-pin male, XLR 5-pin male



DMX output



XLR 3-pin female, XLR 5-pin female



DMX mode



13-channel, 16-channel



DMX Functions



Dimmer, Frost, Gobo wheel, PAN FINE, Pan/Tilt Macros, Pan/Tilt Speed, Prism Circle, Prism Linear, strobe, TILT, TILT FINE, auto programs, Colour wheel, Device Settings, Focus, PAN



PAN movement



540° - 630°



TILT movement



270°



High Speed Strobe



> 13 Hz



Standalone modes



Auto Mode, Device Settings, Static



Controls



Value Down, Value Up, Enter, mode



Indicators



LC display



Operating voltage



100 V AC - 240 V AC, 50 - 60 Hz



Power consumption



270 W



Power connector



Neutrik powerCON IN / OUT



Housing material



ABS plastic, metal



Chromaticity coordinates



Cabinet colour



Black



xy 0.288



Cooling



temperature-controlled fan



Illuminance



355000lx @ 5m / 177500lx @ 10m, 480.000 lx @ 5 m



Luminous flux



400 lm



Width



300 mm



Height



420 mm



Depth



225 mm



Weight



12 kg



Accessories (included)



power supply, 2 x Omega Clamp, Osram Sirius HRI 132 W Lamp



Distance (m)



13



51



02



0



CRI 61 CCT 7800 K CCT 9200 K (lamp only)



3.0˚



Beam angle (1/2 peak): 3.0˚



Illuminance (full on) [lux] Beam width (1/2 peak) [cm]



12M 1.3M 480k 5 16 27



120k 54



30k 107



Wavelength [nm]



All LEDs on



UV



400



All LEDs on



500



4000 lm



600



700



0.448



IR



204,1mm [8,03in]



301,2mm [11,86in]



148,1mm [5,83in]



302,1mm [11,89in]



99,2mm [3,90in]



91,5mm [3,60in]



226,9mm [8,93in]



250,7mm [9,87in]



428,9mm [16,88in]



232,1mm [9,14in]
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AUROÂ® BEAM 200 DC 

The DMX mode (DMX 13ch, DMX 16ch) is shown in the top line of the display ... Use â—� and â–· to select one of the four automatic programmes (Prog 1â€“Prog 4), ...
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AURO SPOT 

Never touch the power cord and power adapter with wet hands. 27. Whenever possible, avoid switching the equipment on and off in quick succession because otherwise this can shorten the useful life of the equipment. 28. IMPORTANT INFORMATION: Replace f
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AURO SPOT 300 - AWS 

Prima di collegare il dispositivo alla presa, controllare innanzitutto se la tensione e la frequenza della rete elettrica coincidono con i valori indicati sul dispositivo .... giratorio, enfoque 16 bits por DMX, estrobo de alta velocidad, motores ult
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AURO SPOT 

Make certain that the power cable does not become kinked, especially at the mains outlet and/or power adapter and the equipment ... Whenever possible, avoid switching the equipment on and off in quick succession because otherwise this can shorten the
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auro matrix 500 AWS 

Assurez-vous que la consommation totale de tous les ... AsegÃºrese de que el consumo total de todos los equipos conectados no ..... activates Blackout. DimmerCurve. = Dimmer Curve. Linear. = The light intensity increases linearly with the DMX value. 
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BEAM OPTICS 

They must satisfy the paraxial Helmholtz equation derived in Sec. 2.2C. ...... matrix of a SELFOC graded-index slab with quadratic refractive index (see Sec.
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AURO BAR 100 AWS 

Durch DrÃ¼cken der MODE-Taste gelangen Sie in das Auswahl-MenÃ¼ fÃ¼r Systemeinstellungen (System Settings). Mit Hilfe der Pfeiltasten wÃ¤hlen Sie nun den MenÃ¼-Punkt â€žDMX Addressâ€œ aus (dunkel hinterlegt) und bestÃ¤tigen mit ENTER. Die 3 Ziffern, 
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AURO SPOT 400 AWS 

nir chaudes. AprÃ¨s utilisation, ne manipulez ou ne transportez l'appareil qu'au bout de 10 minutes de refroidissement. ATTENTION ! NIVEAUX SONORES Ã‰LEVÃ‰S SUR LES PRODUITS AUDIO. Cet appareil a Ã©tÃ© conÃ§u en vue d'une utilisation professionnelle.
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Photon sound beam 

-REMF peter for E-ghoten Sound bearm infinity vs Life pulse professional ? no mare ... dees ( plasma tu bes ladrant 7 dts tan ce) vs plasma rod hold n hand?
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DC 

Miniature, 1W Isolated .... Isolation. 1s flash test. 1. kVrms. Voltage. 60s test, UL1950(1). 1. kVrms ..... Transformer drive transistors have a characteristically low.
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200$ 200$ 90$ 100$ 

24 avr. 2017 - est moderne et Ã©lÃ©gant pour saccorder Ã  votre style. 100$ .... lavable Ã  la machine et se range trÃ¨s facilement. VoilÃ  un choix judicieux !
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DC 

s Up to 88% Efficiency s Small ... 5V Output Efficiency ..... Information furnished by Linear Technology Corporation is believed to be accurate and reliable.
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200 

Live parts must not come into contact with the housing of the BG. â—‡ .... Der Battery Guard BG40/60/100/200 (abgekÃ¼rzt bezeichnet als BG) ist eine intelligente, ...
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200 

If the switch is opened again, the BG will switch on again after about 5 seconds. Since the current through the switch is zero (
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200 

Het product mag alleen door vakbekwame installateurs / monteurs, die op de hoogte zijn van de voorschriften voor het werken met hoge accu spanningen, worden aangesloten. â—‡. Spanningvoerende delen mogen nooit in aanraking komen met de behuizing van 
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Down DC-DC 

REJECTION RATIO vs. FREQUENCY. 20 .... only operation or low-voltage AC adapter usage. ... than VOUT, but the AC adapter output is greater than. VOUT.
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200 

Pour TV de 26 à 40'' (66 à 102 cm). • Compatible VESA 50/75/100/200. • Poids maximum supporté : 17 KG. • Orientation : +/- 90°. • Inclinaison : -5°/+20°.
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200 

Support ultra-mince : distance entre le mur et la TV comprise entre 4,1 cm et 9,9 cm. Ajustement facile et prÃ©cis : le pivot autostable par friction offre une grande.
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photon sound beam 

Lymphatic and Cardiovascular Systems. â€¢ Removal of ... System. â€œOur physiology is primarily electrical in nature, and secondarily physical.â€� .... in body, and for overcoming a common problem with any technology: body accommodation --.
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Beam dynamics at ThomX 

Effect of Beam Dynamics Processes in the Low Energy. Ring ThomX ... New beam dynamics regime. ... ThomX Technical Design Report, LAL RT 14/21, SOLEIL.
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Cone Beam 3D Imaging Systems 

The CB3D scan revealed that the maxillary second premolar did have a palatal root (figure 2). It is common to expect two roots and two canals in maxillary.
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EN DS DC DC converter Mar27 
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DC-DC Converter Applications - RS Components International 

Inhabited. AIC. 4.0. 1.64. Cargo. Space Flight. SF. 0.5. 1.00. Missile Launch. ML. 12.0 ... Cargo occupied by aircrew entertainment and non-safety critical applications. Space. SF ...... netic waves in air and cover the frequency spectrum .... The re
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2016 EN DS DC DC converter 
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