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WARNING:
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Paragliding is an extremely dangerous activity that can and often does result in serious injur y or death. The designer, manufacturer, distributor, wholesaler and retailer cannot and will not guarantee your safety when using this paraglider. You alone must judge the flying conditions, including weather, wind, congestion, launching areas, and landing area before you fly. Paragliders require careful and consistent care. Overtime, solar radiation, dirt, dust, grease, water, wind, stress, and other variables will degrade the performance and safety of the gilder, thereby increasing the risk of injury or death. Read the owner's manual of the paraglider before you fly. Always wear a helmet and protective clothing when flying a paraglider.
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1. Dear Independence Pilot It is our pleasure to welcome you to the world of Independence pilots. The new Avalon paraglider was developed to suit pilots that enjoy superior performance, high speed and agility, but still want a high level of security. The Avalon distinguishes itself through its unique handling and performance. Like every paraglider the Avalon has its own characteristics. To ensure your best possible flying experience we provide this manual.



2. It is most important that you read this manual before flying your new Avalon! We are not liable for misuse of your paraglider New paragliders must be flown by the seller first. This flight must be acknowledged in the protocol by signature and date. The Avalon must only be flown in combination with an authorised rescue system and harness. The pilot is responsible for pre-flight checks and condition of his/her equipment. Fly market GmbH & Co. Kg is not liable for any compensation resulting from breach of these articles.



3. Target Group The Avalon has been rated DHV class 1 GH not accelerated; DHV class 1-2 GH accelerated. It is suitable for pilots from the beginning in school. We recommend that every pilot should play with the paraglider on the ground (ground handling) as much as possible. Attending an over water safety clinic (SIV) is also advisable. Perfect control of the paraglider on the ground and in the air is the key to flying fun and the best way to ensure accident free flying.



4. Construction and development of the Avalon The Avalon consists of 40 cells, of which every second one is attached to a line. The V-bands ensure that the load on the line attachments is spread onto the adjoining ribs. This results in fewer lines without loss of airfoil shape, whilst maintaining profile integrity, and canopy stability. The resistance of the lines in the air is thus reduced as well as providing easier sorting of the lines before take off. We have used the best and up to date technical equipment to develop the Avalon. 3D models were built on the computer and tests were simulated before production. All parts are tailored by computerised cutting machines and printed with inscriptions. Our development team has more than 15 years of experience in developing and producing paragliders and are supported by experienced test pilots. For computer freaks: We use a P3 multiprocessor workstation with two monitors. The cutting plotters are controlled by a SGI workstation. Our FlyCAD2000 program was specially developed for paraglider construction, is written in C++/Arx and is updated regularly. It is now used by nearly all other manufacturers. The Avalon is a new milestone in its class. The different Avalon sizes are symmetrically scaled achieving the same performance for the equivalent weight load and a nearly identical inflight behaviour.
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independence gliders for real pilots www.independence-world.com 5. Material Data The canopies of our paragliders are made of Porcher Marine Skytex Ripstop Nylon material with an E77 coating. A filament net is woven into this material which prevents ripping and increases the tensile strength along the seams. The polyurethane coating makes the material water proof and UVresistant. The material used for the lines is Edelrid HMA Aramid, these are made of a special Aramid formula and have been tried by the DHV and ourselves in multiple snapping and load tests.



6. Technical Data Size Sizing Conventional flat area Conventional span Conventional A/R Area proj. Span proj. A/R proj. Cells Take off weight min. Take off weight max. V-Trimm V-Max. DHV not accelerated DHV accelerated



XL % m² m A/R m² m A/R No Kg Kg Km/h Km/h Kat. Kat.



112 36,44 13,69 5,14 30,88 11,43 4,23 40 110 140 37 >50 1-2 GH 1 GH



L 105 32,03 12,83 5,14 27,14 10,72 4,23 40 95 120 37 >50 1-2 GH 1 GH



M 100 29,05 12,22 5,14 24,62 10,21 4,23 40 80 105 37 >50 1-2 GH 1 GH



S 92 24,59 11,24 5,14 20,84 9,39 4,23 40 65 85 37 >50 1-2 GH 1 GH



7. How to check your paraglider Every paraglider delivered is tested and measured by us. Nevertheless we advise you to check your paraglider for the following criteria. You should also follow these instruction after a long intensive flight or an accident on landing, eg: tree landing. Check: the seams where the lines attach, and the canopy for any damage. that all the lines have been sewn correctly and are free of damage that all the line locks have been screwed up properly and the plastic inlets are tight that all ribs and V-attachments are free of rips Every fault no matter how small must be checked and repaired by a professional. A damaged paraglider is not air-worthy.



8. Steering/brake lines The two steering/brake lines lead up to a line cascade which is fixed to the trailing edge. On the risers the steering lines run through a pulley and are connected to a handle. These handles are fixed to the risers with a push button when not in use. The length of the steering lines is set correctly at the factory. They have to have at least 5cm of free play and must only be adjusted by a qualified flying instructor or the dealer. The improper adjustment of the steering lines can cause severe changes to inflight behaviour.
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9. Inflight The following pages are not intended to describe how to fly a paraglider. Rather we want to show you the Avalon's specialities and give you important information regarding in-flight behaviour.



9.1 The Harness The Avalon has been developed and authorised with the GH harness. Nearly all harnesses recently produced are type GH harnesses. They differ from the GX harness due to their low suspension and not very effective (if at all included) cross straps. Cross straps have not proven themselves in combination with new paragliders. The last authorisation of a GX harness by the DHV was in 1997. The use of a fixed cross fixture is inadmissible. The easiest way to check the harness is via the DHV website. Here the GH or GX harness type is stated.



9.2.Take off preparation Before every take off the paraglider must be checked visually for possible damage. The easiest way to take off with the Avalon is to lay it out in an arc so all A-lines are under the same tension. We generally advise using just the middle A-risers, but using all risers is not a problem. In flat take off areas you may need to take two steps before the lines come under tension. In other circumstances we advise tensioning the A-lines lightly. The most important issue whilst launching the glider is not the force used, but applying a constant pull. The Avalon is very easy to launch, but you may need to brake slightly in stronger wind conditions or steep take off areas to prevent the wing over-flying.



9.3 Take off run During take off the Avalon shows no peculiarities. When launching in stronger winds, you can avoid a premature take off by moving under the paraglider whilst launching it. The best way to train for taking off in strong wind conditions is by regular ground handling practice.



9.4 Level flight With loose steering lines, depending on the wing loading, the Avalon reaches a flying speed of 35 to 40 km/h. In calm conditions the Avalon flies at minimum speed if the pull is approx. 60 - 65 cm. In turbulent air we advise flying with the brakes pulled down 5 - 15 cm. The angle of attack is higher and this makes the wing more stable. All measurements are relative to the brake lines under no tension
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independence gliders for real pilots www.independence-world.com 9.5 Accelerated flight When using the speed system with your feet, the angle of attack is reduced and the Avalon flies up to 14 km/h faster. Due to the increased speed the reaction of the canopy is more dynamic in collapses. For your own safety you should only accelerate in calm wind conditions with ample ground clearance. Sharp reactions during accelerated flight must be avoided, as the low angle of attack increases the chance of a collapse.



9.6 Using the Speed bar



Position normal flight



Position accelerated flight



9.7 Turning The Avalon reacts immediately to the first 15cm pull on the brake. That is why you do not have to pull heavily when attempting tight turns, wingovers or spirals. Our test pilots agree that the Avalon is best flown without alteration to the factory brake line length.



9.8 Landing The Avalon is easy to land. With a little training you will find landing on the spot easy. We recommend you slow the paraglider down steadily rather than “pumping” it, should you come in too high. Be careful not to stall the paraglider, and do allow space to correct possible turbulence and a lack of wind near the ground.



10.Winch launching (Towing ) The Avalon is certified for tow launches. You should however discuss the requirements of towing with a flying instructor or the person in charge of the winch. Towing is only permitted when the person in charge of the winch has a valid winch license. The equipment needed for the tow must also be certified.
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11. Using a motor Please refer to the paramotor manufacturer to ensur the paramotor is suitable for the paraglider.



12. Flying manoeuvres 12.1 Asymmetric Collapse Should one side of the Avalon's wing collapse in turbulent conditions there is no need to panic. Its good natured flying behaviour in extreme situations will ensure that it reopens quickly. To minimise height loss and amount of turn, move your weight to the open side and pull the steering line down to the height of the main carabiner. Big collapses will re-opened quicker by steady pumping of the collapsed side of the paraglider. But don't forget to release pressure on the brakes as soon as the canopy is open.



12.2 Cravats Extreme situations can cause the wing to cravat, the collapsed cells getting caught up in the lines. Should this happen, you must immediately stop the inevitable rotation. This is done by opposite braking. Should the rotation happen near the ground, and continue despite heavy steering you must use your reserve parachute. If you have managed to stop the rotation but are nearing the ground, try to pull out the cravat by energetically pulling on the brake lines on the folded side to try to reopen the glider. Should this be unsuccessful pull the folded side in even further using the outer Ariser. The last possibility to handle bad cravats is to pull the stabilo line, attached to the Avalon's Briser. If you have considerable height, a full stall will also usually release the cravat.



12.3 Symmetric or Front tuck (Frontals) A fold of the complete leading edge might look spectacular however it is not dangerous. No rotations occur and the paraglider quickly reopens unassisted, to return to normal flight again. Braking evenly on both sides will speed up the opening of the leading edge.



12.4 Parachutal Stalls! Letting go of the B-risers too slowly exiting a B-stall with old porous material , damaged lines or ribs, pulling the C or D-riser or incorrect take off weight can result in the glider going parachutal falling vertically but still holding its shape. You can tell whether or not your paraglider is parachutal, as the flying noise can hardly be heard even though the brakes are free and you are sitting in your unusual position under the canopy. Normally, letting up on the steering lines will allow the glider to resume normal flight. If the canopy and the lines are in good working condition, the Avalon will speed up again automatically after 2-3 seconds. Should this fail to happen you must pull the A-risers down approx. 5cm. If the paraglider goes parachutal repetitively, have it checked by your dealer.
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independence gliders for real pilots www.independence-world.com 12.5 B-line stalls A B-line stall with the Avalon is easy and performed as a normal descent technique. The pulling down of the B-risers takes a lot of effort for the first 10cm, however the B-stall is easy to hold once started. When ending the B-line stall you just have to let go of the risers quickly to avoid the glider going parachutal.



12.6 Spiralling Spiralling is the most efficient way to descend quickly. However, this causes a lot of strain for the paraglider as well as the pilot. Please be aware that, according to your fitness, outside temperature (cold) and descent rate, you could loose consciousness. Many pilots lower their breathing rate or start hyper ventilating, both of which heighten the risk of loosing control. With the first signs of sickness, weariness or blurred eye sight you must stop spiralling immediately. Nearly every paraglider reaches the point where the canopy's leading edge points down (rolls over) and may remain in this position even if the steering lines are let go deep spiralling. The descent rate of the Avalon is 14m/sec as recorded by the DHV. You can achieve a higher descent rate through slight braking of the outside wing without the Avalon rolling over. On rare occasions a glider can drop into a deep spiral from a slow descent. The reason may be that the pilot's weight is still focused on the inside of the turn after releasing the inner steering line. A deep spiral can be stopped by shifting your weight to the middle and applying some counter braking.



12.7 Big Ears Big Ears is a simple, but not too effective way of descending. It is more suitable for reducing the glider's performance. Too severe pull down of both sides reduces the speed but increases the risk of a stall. You can increase the descent to approx. 5m/sec and halve the gliding performance. Much greater stability, a higher sink rate and more forward speed will be obtained by also using the accelerator. This can be a very useful and important strategy in some difficult situations. DANGER: Please note. You must never induce Big Ears when already on speed bar (accelerated), as a front collapse is almost inevitable due to the already low angle of attack. Always apply Big Ears first followed by the speed bar. Please note: Never attempt tight turns or spirals with Big Ears, as the A-lines will be over stressed.



12.8 Full stall You can only induce a full stall by pulling the steering lines down by more than 70 cm and remaining in this position for more than one second. When stall speed is reached the canopy will empty itself at once, the pilot is hurled forward and the impression is given that the canopy falls backwards.
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It is vital to keep the brakes pulled down until the empty canopy is above the pilot again (this will take 3-6 seconds). If you let go of the steering lines with the paraglider still behind you, the glider will shoot forward and dive in front. Not until the glider is above the pilot can the steering lines be let go quickly and symmetrically. The perfect ending to a full stall should take place in two steps: 1) slow refilling of canopy (slow loosening of brakes, approx. up to the shoulder) until the canopy is reopened completely, then 2) slowly releasing the brakes altogether



12.9 Negative Spins Pulling down hard on one brake can cause the air stream to break away on that half of the wing. A reversion of the air-stream direction can occur. The slowed half flies in the opposite direction. The paraglider then turns around its vertical axis. Please only attempt to induce negative spins under the instructions of an experienced trainer and above water.



12.10 Wingovers During severe so called wingovers the glider can be up to 90 degrees of angle (ie pilot out horizontally). This is an illegal acrobatic flight manoeuvre and is prohibited. At up to 60 degrees of angle the Avalon will not collapse if properly handled.



12.11 Emergency steering In the event of loosing control of the steering lines, the Avalon can be flown easily with the rear risers (D lines). A stall happens quicker when steering with the rear risers as opposed to steering with the brake lines, being an average of approx. 20cm with the Avalon. Light turns can be flown using the stabilo lines or by shifting your weight.



13. Summary For a quick descent the best ways are B-stalls, spiralling and Big Ears. All other flight manoeuvres are considered as artistic flying and just as dangerous. Full stall and spins are only to be flown over water.



14. Care and storage Your safety in the air depends on the condition of your paraglider. A maintained and properly used paraglider will last a long time, In order to maintain your Avalon's condition for a long time we would like to give you the following advice:
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!



In time the UV rays will damage the material of the paraglider. Therefore don't leave the Avalon out in the sun unnecessarily. When you pack your paraglider make sure that it is not always folded in the same way. Put the cloth bag that comes with the glider underneath it when folding it up to ensure that the material of the glider is not damaged. Curl up the lines as little as possible with no sharp kinks. Store your glider in a dry place. In case it gets wet lay it out to dry as soon as possible (but not in the sun). Store the paraglider well away from chemical gases or fumes. Clean your paraglider only with clean water and do not use brushes or hard rubbing. Do not use chemical detergents. Small cuts in the material, if they are not anywhere along the seams, can be mended provisionally with sticky material. Other damage like large cuts, cuts along the seam, ripped line loops, torn or damaged lines must only be repaired by an authorised dealer. Insects in the cells should be removed alive, not just for animal care reasons, but the insect secretion is acid and can damage the fabric. Every alteration of the canopy, unless authorised by the DHV or the dealer, results in the glider's certification expiring. The Avalon has to be checked by an authorised dealer every two years or after 300 flying hours, whichever comes first.



! ! ! ! ! ! ! !



! ! !



15.1. Total line length Avalon Small in cm Stabi 11 A B C D



570 568 567 569



10



9



8



7



6



5



4



3



2



1



578 573 576 582



594 593 596 603



605 603 606 615



617 614 618 628



625 621 627 639



626 621 627 639



632 627 632 646



647 653



656 660



659 655



653 655



657 653



654 660



663 665



635 629 635 649 657 673 687



633 627 632 646 655 701 712



641 635 640 655 663 730 753



E Bremse Bremse



15.2. Total line length Avalon Medium in cm Stabi 11 A B C D



616 616 619 622



10



9



8



7



6



5



4



3



2



1



626 622 625 634



646 642 646 651



658 654 658 664



672 666 670 678



679 675 680 691



679 674 680 692



686 680 686 699



713 721



725 731



731 728



727 730



731 726



725 731



734 734



688 682 687 700 709 741 756



686 680 684 698 706 770 781



694 689 693 706 715 799 823



E Bremse Bremse
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15.3. Total line length Avalon Large in cm Stabi 11



653 651 651 654



A B C D



10



9



8



7



6



5



4



3



2



1



662 658 661 670



677 675 682 690



689 687 694 704



703 700 707 719



713 708 715 728



713 708 715 729



720 714 721 736



741 749



753 759



760 756



756 758



760 754



754 759



763 763



724 718 724 740 750 770 785



722 715 721 737 747 800 812



731 724 730 746 756 831 856



E Brem se Brem se



15.4. Total line length Avalon Xlarge in cm Stabi 11



696 694 695 698



A B C D



10



9



8



7



6



5



4



3



2



1



706 701 705 714



722 720 727 737



735 733 740 751



750 746 753 767



760 755 763 777



761 755 762 778



768 762 769 785



791 799



804 810



811 807



806 809



810 805



804 810



814 813



772 765 773 789 800 822 838



770 762 770 786 797 854 866



780 772 780 796 807 887 913



E Brem se Brem se



16.1 Single line length Avalon Small



Profil Nr.



11e



A - Ebene



139,5



10e



9



147



224,5



Stammleine



B - Ebene



7



6



5



4



3



2



1



247



255,5



256



262



265,5



263,5



271,5



368



137



142



Stammleine



C - Ebene



8 235



223



233



429



136



145



368



244



251,5



251



368



217



257



259,5



239,5



248,5



248



377



138



151,5



214,5



253,5



256



253,5



377



226,5



239,5



251



251



386,5



261,5



377 45



45 53,5



45 53,5



53,5



257,5 216



Stammleine



265,5



368



D E D - Ebene



257



368



227,5



Stammleine



368



213,5



222



386,5 386,5



Bremse oben



38



Bremse mitte



55



Bremse Griff



43,5



46,5



55



184



51



50



46



55



44



55



184



46



48



44



55



45



55



184



50,5



54



55,5



55



54



64,5



184



68,5



73



84,5



73,5



93



115,5



83



184



370 + 25
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16.2 Single line length Avalon Medium Profil Nr.



11e



A - Ebene



143



10e



9



153



244,5



Stammleine



8



7



6



5



4



3



2



1



257



270,5



277,5



278



285



286,5



284,5



293



400



B - Ebene



142,5



149



Stammleine



241



252,5



472



C - Ebene



145,5



152



400



264,5



273,5



273



400



235



279



281



259



269



274,5



276



160,5



230



273



410



243



256,5



270



270,5



44



44,5 53



420



44 53



53



277,5 235



Stammleine



281,5



410 D E



148,5



287,5



400



268,5



410



D - Ebene



279



400



246,5



Stammleine



400



232



241



420 420



Bremse oben



43



Bremse mitte



60



Bremse Griff



50,5



55



60,5



61



60



57,5



60



200



57



59,5



60



61



56



60



200



55



60,5



60



64



63,5



60



200



61



75,5



70



79,5



90,5



80



200



99



122,5



90



200



410+25



16.3 Single line length Avalon Large Profil Nr.



11e



A - Ebene



156



10e



9



165



256



Stammleine



B - Ebene



7



6



5



4



3



2



1



268



282



291,5



292



299



303



301



310



420



154



161



Stammleine



C - Ebene



8



254



266



495,5



154,5



164



420



278,5



287



287



420



250



293



296,5



275



283,5



283



430,5



157,5



173



248



289,5



292,5



289



430,5



262



276,5



286



286,5



441



298,5



430,5 51



51 61



51 61



61



294 246,5



Stammleine



303



420



D E D - Ebene



294



420



262



Stammleine



420



244



253



441 441



Bremse oben



45



Bremse mitte



63



Bremse Griff



53



57,5



63



210



63,5



64



60,5



63



60



63



210



62,5



64



58,5



63



63



210



422,5+25



12



58



63,5



67,5



67



63



64



73,5



210



79



83



95



84



104



94,5



210



128,5
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16.4 Single line length Avalon Xlarge Profil Nr. A - Ebene



11e 166



10e



9



176



273



Stammleine



B - Ebene



7



6



5



4



3



2



1



286



301



311



311,5



319



323



321



330,5



448



164



171,5



Stammleine



C - Ebene



8



271



283,5



528,5



165



175



448



297



306



306



448



266,5



312,5



316



293



302,5



302



460



168



184



265



308,5



313



309,5



460



279,5



295



305



306



470,5



319,5



460 54,5



54,5 65



54,5 65



65



313 263



Stammleine



323



448



D E D - Ebene



313



448



279,5



Stammleine



448



260



270



470,5 470,5



Bremse oben 48,5



Bremse mitte



Bremse Griff



56,5



67



61,5



67



224



68



68,5



64,5



67



64



67



224



67



68



62,5



67



62



67



224



67,5



72



71



67



68



78,5



224



84,5



89



101,5



89,5



111



137



101



224



451+25



17.1 DHV certification Avalon Small
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17.2 DHV certification Avalon Medium



17.3 DHV certification Avalon Large
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17.4 DHV certification Avalon Xlarge
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avalon 

couleur Cognac en option, assortie de motifs de perforation uniques et de surpiqÃ»res Ã  motifs nement ciselÃ©s Ã  deux tons. En bref, l'Avalon est brillante Ã  tous ...
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avalon 

Nous mettons Ã  votre disposition les outils qui vous permettront de rÃ©aliser pleinement votre potentiel : des vÃ©hicules dynamiques Ã  l'image de la vie que vous ...
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avalon 

BoÃ®te automatique Direct Shift 8 rapports Ã  super commande Ã©lectronique, mode sÃ©quentiel de passage ... DÃ©marrage Ã  bouton-poussoir, systÃ¨me Smart Key.
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avalon 

poursuit dans le spacieux habitacle, oÃ¹ vous serez entourÃ© de nitions rÃ©alisÃ©es de main de maÃ®tre ... importants d'un coup d'Å“il, comme le niveau de carburant ...
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avalon 

GrÃ¢ce Ã  l'Ã©cran multifonctions de 7 po personnalisable de l'Avalon, vous pouvez voir tous les renseignements importants d'un coup d'Å“il, comme le niveau de.
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avalon 

Moteur V6 de 3,5 L, 301 ch Ã  6 600 tr/min et couple de 267 lb-pi Ã  4 700 tr/min. â€¢ SystÃ¨me de distribution Ã  calage variable intelligent sur l'arbre Ã  cames.
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avalon 2019 

En première dans un véhicule Toyota, l'Avalon offre de série la prise en ... système peut ajuster automatiquement la vitesse de votre véhicule ... l'assistance routière améliorée (abonnement de 3 ans), Scout® GPS Link (abonnement de 3 ans).
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2014 Avalon 

chaussÃ©e. De plus, avec sa technologie .... technologie radar pour vous aider Ã  identifier la prÃ©sence ... Ã‰cran multifonctions Ã  cristaux liquides de type Ã  matrice.
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de temps. Pour plus de commodité, les quatre ports USB ... Clari-FiMC. • EntuneMC 3.0 Audio Plus : EntuneMC App Suite Connect, qui comprend Circulation,.
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avalon 2019 

assortie de motifs de perforation uniques et de surpiqûres à motifs finement ciselés à deux tons. En bref, plus que simplement intelligente, l'Avalon est brillante à ...
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avalon 2019 

potentiel : des véhicules dynamiques à l'image de la vie que vous avez toujours voulu vivre. Mais nous ne vous offrons pas seulement des véhicules de qualité ...
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avalon 2019 

Utilisant une technologie de détection à base de radar, ce système peut ajuster automatiquement la vitesse de votre véhicule afin d'aider à maintenir une ...










 


[image: alt]





avalon 2019 

la toute nouvelle Avalon d'un confort de roulement et d'une tenue de route supérieurs. La plateforme ... messages, et écouter votre propre liste d'écoute via l'écran tactile .... 1K4 GRIS MARITIME MÉTALLISÉ .... Cette garantie couvre les réparations 
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avalon 2019 

série la prise en charge d'Apple CarPlayMC,5. .... (5) Apple CarPlayMC et iPhoneMD sent des marques de commerce d'Apple Inc. (6) Le conducteur a toujours ...
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avalon 2019 

Le site Web de Toyota (toyota.ca) et votre concessionnaire Toyota demeurent votre meilleure source de renseignements Ã  jour. MENTIONS LÃ‰GALES.
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avalon 2019 

une foule de technologies de pointe intuitives conçues pour sublimer votre conduite quotidienne, comme la dynamique de conduite améliorée, qui procure une ...
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avalon 2019 

L'Avalon est équipée en option d'un système audio ... Système de distribution à calage variable intelligent sur l'arbre à cames d'échappement, système de ...
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avalon 2019 

Mais nous ne vous offrons pas seulement des véhicules de qualité conçus avec soin. Nous mettons aussi au point des carburants de substitution.
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avalon 2019 

AVALON 2019. Nous mettons à votre disposition les outils qui vous permettront de réaliser pleinement votre potentiel : des véhicules dynamiques à l'image de ...
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avalon 2019 - Belair Toyota 

dÃ©tecter des piÃ©tons et Ã  prÃ©venir ou attÃ©nuer une collision. PHARES DE ... Radio satellite SiriusXMMD intÃ©grÃ©e, fonction d'affichage de pochettes d'albums.
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avalon 2019 - PDFHALL.COM 

rÃ©ussite esthÃ©tique sans prÃ©cÃ©dent dans l'histoire de Toyota. Mais l'attrait de l'Avalon ... GÃ©nÃ©rateur de son du moteur, suspension sport. â€¢ SystÃ¨me actif ... MÃ©tÃ©o, Slacker, Yelp, Sports, Bourse, Prix du carburant et NPR1 (aucun abonneme
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Avalon 2018 - Houle Toyota 

COUVERTURE Limited montrÃ©e en Gris magnÃ©tique mÃ©tallisÃ©. FRUIT D'UNE PASSION SANS RÃ‰SERVE. La Toyota Avalon 2018 est une berline magistrale ...










 


[image: alt]





Avalon 2016 brochure 

d'amÃ©liorer l'Ã©coulement de l'air et la stabilitÃ©. ... 10 COUSSINS GONFLABLES1 L'Avalon est Ã©quipÃ©e de sÃ©rie de 10 coussins gonflables1, dont des coussins.
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Villa B - Avalon Golf 

Close your eyes and imagine the most perfect setting, complete with its very own golf course, clubhouse, lakes, paved pathways and lush vegetation, typical of ...
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