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5.8GHz Video/Audio RF Module. Description ... The Airwave AWM680TX Audio/Video wireless RF transmitter module uses the popular ... DC 5.0 Volt In. 
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5.8GHz Video/Audio RF Module



Description The Airwave AWM680TX Audio/Video wireless RF transmitter module uses the popular 5.8GHz ISM band. Ideal for short range (300 feet or less) wireless A/V applications. Operating range is dependent on environment, general installation, and antenna system.



Features Use worldwide 5.8GHz ISM band Compact size and low power consumption Efficient FM-FM modulation/demodulation scheme Compatible with both NTSC and PAL composite video formats Fully integrated Audio/Video module, minimal external components needed Two channel ( stereo) audio support Seven selectable RF channels



TECHNICAL SPECIFICATION General Operation Frequency Range Channel Selection Channel Frequency



Video-Audio Modulation/Demodulation Type Operating Ambient Temperature



5725 ~ 5875MHz PLL Synthesizer, 7CH. Ch1: 5740MHz, CH2: 5760MHz, CH3: 5780MHz, CH4: 5800MHz, CH5: 5820MHz, CH6: 5840MHz, CH7: 5860MHz



FM-FM 0℃ ~ 70℃



Transmitter DC + 5V ( ± 2% ) 90mA, typ. 12dBm ± 1dBm ( CE )



Supply Voltage Supply Current Output Power



0dBm ± 1dBm ( FCC )



5.8GHz Carrier Frequency Accuracy



±300KHz, typ.



Antenna Port Impedance



50Ω



AIRWAVE TECHNOLOGIES INC. All Specification are subject to change without notic e.
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AWM680TX 5.8GHz Video/Audio RF Module



Video Input Impedance



75Ω



Video Input Level Audio Input Level



1V P-P, typ. 1V P-P, typ.



PIN DESCRIPTIONS 1 2 3 4 5 6 7 8 9 10



GND SW BIT2 BIT1 BIT0 A_R A_L VIDEO VCC BYPASS



Not Used see note Audio Right CH Input Audio Left CH Input Video Input DC 5.0 Volt In Connect to external 470uF bypass capacitor



Note: BIT2 0 0 0 0 1 1 1



BIT1 0 0 1 1 0 0 1



BIT0 0 1 0 1 0 1 0



CH1 CH2 CH3 CH4 CH5



5740MHz 5760MHz 5780MHz 5800MHz 5820MHz



CH6 CH7



5840MHz 5860MHz
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AWM680TX 5.8GHz Video/Audio RF Module



MODULE DIMENSION
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AWM680TX 5.8GHz Video/Audio RF Module



PCB Layout



RF Output
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AWM680TX 5.8GHz Video/Audio RF Module



AWM680 TX-DIP Switch Module Application Circuit
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Jul 28, 1993 - This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifications judged ...
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G-2700SDX Antenna Rotator Instruction Manual .... the boom if the antenna is already installed). Then ... and the PRESET dial markings will no longer correspond ..... 02 2202655. PRESNY. ADJ-A. -WWA.. *70 kio. 22K TOK. &9 120. 23A1020.
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DC + 5V (+/-2%) ... The Airwave AWM680RX Audio/Video wireless receiver module uses the popular. 5.8GHz ISM band. ... 5.8GHz Video/Audio RF Module.
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CÃ€RAC TERISTIOUES HYPE RFRÃˆOUENCES. RELAIS INVERSEUR DE PUISSANCE BISTABLE. FrÃ¹quanu GH: Ã‰ S 12 18 _. Portes du 4 0.2 0.4 0.6. R.O.S. Ã‰ ...
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LTR. C. TITLE: 1 W. 1 GHZ. BNC/m. COAXIAL TERMINATION. DRAWING. 27 max. E El. Genera tolerances : +/- 0.5 mm. ELECTRICAL CHARACTERISTICS.
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The function of Siemens TWT-Power Supplies is closed the same, the differences ... Detailed descriptions see functional description, block- and circuit diagram ...
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DC â€”~ 18 R 404 360 AFC 7 1.15 50 12. R 404 370 * TNC male 1.20 50 13 .... SM 9 â€œto-5 R 411 909 119 1.25 2.5 2 ... mo 6 i010 R 414 506 1.30 3 5. 10 i010 F1 ...










 


[image: alt]





25mW - F1CHF 

3. 3. Application. 3. 4. Function block. 3. 5. Pin define. 4. 6. Pin descriptions. 4. 7. Absolute maximum ratings. 5. 8. DC/AC Electrical characteristic. 5. 9. Test circuit.
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0.002x F(GHz) Maxi. Insertion loss. 0.07*. âˆšF(GHz) dB Maxi. RF leakage ... Voltage rating. 500 Veff Maxi. Hermetic seal. NA Atm.cm3/s. Dielectric withstanding.
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Insertion loss. 0.25 âˆšF(GHz) dB Maxi. RF leakage. - (. 57 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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Changes supplement, contact your nearest Hewlett-. Packard office. 9. Description. 10. The HP 8484A Power Sensor is used for measuring the average power ...
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This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifications judged necessary.
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Actual Size. NOTE: All dimensions .... ---A1 .140. (3.5) .203. (5.1). 0-64 .062. (1.6). 962 -. 10-64, Saal. Seal. Ð¡Ð°Ñ€. MAV02c06*| ... 7,500 |0+ 50. 23 ) reist-ELE .019.
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Water Resist Cap .... Instruction Manual. Plastic Bag containing;. 1 8mm Spring washer. 2 8mm Nut. 3 8mm Flat washer ..... 4 8mm dia Stud bolt . 6 Pipe clamp.
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PART NUMBER. Max. V.S.W.R.. Power (Watts),. DC â€“ 4 GHz (with cooling fins). 1.35. 1.35. 3. 6. 10. 20. +0.4. 10.5. +0.5. +0.8. R 416 403. R 416 406. R 416 410.
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RF power output from a 28 volt supply and operating over the frequency band of 225-400 MHz. C25-28A. (44911). 25 WATTS - 28 VOLTS. 225 - 400 MHz.
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Impedance. 50 Î©. Frequency. 0-18 GHz. VSWR. 1.06* +. 0.002x F(GHz) Maxi. Insertion loss. 0.07*. âˆšF(GHz) dB Maxi. RF leakage. - (. 60 - F(GHz)) dB mini.
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Insertion loss. 0.07* âˆšF(GHz) dB Maxi. RF leakage. - (. 60 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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RAD I ALLÂ® TECHNICAL DATA SHEET I R411803000. Microwave components. 2 W DC- 15 GHZ SMA COAXIAL ATTENUATOR issue Page. 27. jul .93 1/1.
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IN ACCORDANCE WITH OUR POLICY OF CONTINUAL IMPROVEMENT, WE RESERVE THE RIGHT TO MODIFY THE DESIGN OF ANY. OF OUR PRODUCTS ...
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Jun 7, 1996 - This information is given as an indication. In the continual goal to improve our products. we reserve the right to make any modifications judged ...
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FREQUENCY RANGE: 4 - 12 MHz. STANDARD FREQUENCY:5 MHz. TYPE. PT P5 3. PMT P5 3C. < +5.10-10. Frequency stability under stable operating ...
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