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BCC M415-0000-1A-001-PX0334-200 Order code: BCC06TM

BCC M415-0000-1A-001-PX0334-200. Order code: BCC06TM. Number of conductors: 3. Electrical data. Operating voltage UB max. DC. 250,0 V. Operating ... 
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BCC M415-0000-1A-001-PX0334-200 Order code: BCC06TM Number of conductors: 3



Electrical data Operating voltage UB max. DC Operating voltage UB max. AC Switching output Switching function



250,0 V 250.0 V No Normally open (NO)



Mechanical data System Connector type Tightening torque pigtail Number of female/male pins Power indicator Function indicator (PIN 4) Enclosure Type per IEC 60529 Grip material Contact material Contact carrier material Cover nut material



molded M12x1 0.6 Nm 5 No No IP68 PUR CuZn PUR GD-Zn



Cable Number of conductors Conductor cross-section



Cable jacket material Cable jacket color Cable diameter D Cable length Ambient temp. (moving) Ambient temp. (fixed) Bending radius tensioned cable Bending radius fixed cable Bending cycles Acceleration max. (drag chain) Traverse speed max(drag chain) Permiss.horizon. traverse dist Permiss.vert. traverse dist Ambient temp. (drag chain)



PUR black 4.3 +/- 0.20 mm 20,00 m -25 °C… 80 °C -25 °C… 80 °C min. 10 x D min. 5 x D > 2 Mio. 5 m/s² at 5 m horiz. travel 200 m/min at 5 m/sec² 5 m at 5 m/sec² 2 m -25 °C… 60 °C



General Enclosure type accord. to IEC 60529, when threaded together with the appropriate counterpart. Flame resistant per IEC 332-2 Halogen-free per IEC 60754-1 Cable structure according to UL-AWM Style 21198



3 0.34 mm²



000000000000/179775/00000000



Definitions see general catalog Subject to change without notice.



Internet Balluff Germany Balluff USA Balluff China



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



1 (2) Print Date: 18.10.2011 Selection date: 18.10.2011



BCC M415-0000-1A-001-PX0334-200 Order code: BCC06TM Number of conductors: 3



000000000000/179775/00000000



PIN 1: brown PIN 3: blue PIN 4: black



Internet Balluff Germany Balluff USA Balluff China



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



2 (2) Print Date: 18.10.2011 Selection date: 18.10.2011
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BCC M41C-0000-2A-049-PX0C25-050 Order code: BCC06UW 

(drag chain). 5 m/sÂ². Traverse speed max(drag chain) at 5 m horiz. travel 200 m/min. Permiss.horizon. traverse dist at 5 m/secÂ² 5 m ... +86 (0) 21-50 644131. 1 (2).
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BCC M418-0000-1A-044-PX0825-050 Order code: BCC06K2 

5.00 m. Ambient temp. (moving). -25 Â°Câ€¦ 80 Â°C. Ambient temp. (fixed). -50 Â°Câ€¦ 80 Â°C. Bending ... at 5 m horiz. travel 200 m/min ... +86 (0) 21-50 644131. 1 (2).
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BCC M41C-0000-1A-049-PX0C25-050 Order code: BCC06UL 

No. Ambient temperature Ta. -25 Â°Câ€¦ 80 Â°C. Enclosure Type per IEC 60529. IP68. Grip material. PUR. Contact material. CuZn. Contact carrier material. PUR.
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BCC Brochure.pub 

well as Village Counseling Stations (Pos Konseling. Gampong) in several locations. These stations provide counseling and medical supplies to the surrounding.
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10-S4 Order code: BIS007N 

EN 60068 Part 2-27 ... For use only with converters BIS C-901 or BIS C-6xx ... X1, BIS. Internet. Balluff Germany. Balluff USA. Balluff China. : www.balluff.com.
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05-S4 Order code: BIS007R 

BIS C-325/05-S4. Order code: BIS007R. Read/write head. M18x1 x 45 mm. Mechanical data. Housing material. X6CrNiMoTi 17-12-2. Housing material ...
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01-S4 Order code: BIS007J 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/4A/-/3A. EN55022. Gr.1,Cl.B. Remarks. For installation in metal: Observe clear zone. First ordering you need cable: BIS ...
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BCC Newsletter Bahasa.pub .fr 

scholarship to complete SMP. Now, at age 14, Faizal has his goals set on the horizon. He plans to achieve his dreams of becoming either a mechanic or a pilot.
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BES 517-110-RK Order code: BES02MM 

11,8 mm x 60,0 mm x 63,2 mm. DC, direct ... 2,00 mm. Tolerance Sr. Â±10 %. Assured operating distance Sa. 1,60 mm. Hysteresis H ... Balluff USA. Balluff China.
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BIS C-351-05 Order code: BIS0087 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/3A/-/-. EN55011. Gr.1,Cl.A. Remarks. For installation in metal: Observe clear zone. For use only with converters BIS ...
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BGL 50C-001-S4 Order code: BGL0037 

Principle of optical operation. Through-beam. Optical special feature. Light band. Active length AL ... Switching freq. f max. (at Ue). 500 Hz. Turn on time ton max.
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BIS C-300-05 Order code: BIS005W 

BIS C-300-05. Order code: BIS005W ... EN 60068 Part 2-27. Continuous shock load ... For use only with converters BIS C-901 or BIS C-6xx. Indicated relative ...
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chiffre d'affaires 2015 : 266,50 m - LANSON-BCC 

4 fÃ©vr. 2016 - tarifaire de ses Maisons. ... LANSON-BCC est un groupe composÃ© de sept Maisons productrices de vins de ... Nicolas Roulleaux Dugage.
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BES M18EI-POC80B-S04G-L01 Order code: BES0438 

Sensing face material. PEEK. Chemical resistance. 3% H2O2-Solution. 6% H2O2-Solution. 15% H2O2-Solution. Mounting length. 50.0 mm. Connection type.
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BIS C-6008-048-650-06-ST23 Order code: BIS00K3 

Mechanical data. Vibration rating. EN 60068 Part 2-6. Shock rating. EN 60068 Part 2-27. Continuous shock load. EN 60068 Part 2-29. Free fall. EN 60068 Part ...
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BIC 1I3-P2A50-M30MI3-SM4ACA Order code: BIC0009 

Short circuit protected. Yes. Inputs / Outputs. Number of inputs. 8. Inputs. PNP, Type 2. Switching output. PNP. Sensing data. Working range. 0.0 mm ... 5.0 mm.
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BAW 030-PF-1-K-05 Order code: BAW000C 

Print Date: 07.12.2009. Selection date: 07.12.2009. 000000109078/517872/20090401. Definitions see general catalog. Subject to change without notice.
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BES M12MI-PSC40B-S04G-M01 Order code: BES01ZM 

Inductive sensor. M12x1 x 65,0 mm. DC, direct ... Ambient temperature Ta min. -25 Â°C. Ambient temperature ... Function monitoring. Electrical data. Eff. operating ...
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BOS 26K-PA-1LHA-SA1-S4-C Order code: BOS008C 

II. Rated insulation voltage Ui. 75 V DC. Indicator. Stability - LED GN ... 2. Average power Po max. < 1 mW (IEC 60825-1). Ambient light max. ... Balluff China.
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BAW M30ML-IAD15F-BV07-501 Order code: BAW002Z 

1-800-543-8390. : +86 (0) 21-50 644131. 1 (2). Print Date: 07.12.2009. Selection date: 07.12.2009. 000000108431/118996/20070205. Definitions see general ...
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BIP AD0-B014-01-EP02 Order code: BIP0001 

no. Enclosure Type per IEC 60529. IP67. Shock rating. Shock, half-sinus, 30 gn, 11ms. Vibration rating. 55 Hz, 1 mm ampl., 3x30 min. Degree of contamination.
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BIS C-600-022-650-00-KL1 Order code: BIS0093 

4â€¦40 V. Control voltage inactive. 1.5â€¦-40 V. Input current at 24V. 11 mA. Delay time typ. ... 0 Â°C... 60 Â°C. Application weight. 500.00 g. Electrical connection. Connection internal ... If the control signal CTS is not used, the shunt plug must
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Document de Référence 2012 - LANSON-BCC 

19 avr. 2013 - processus de vinification. Ce choix, gage ... évènementielle Pink Label ou de la cuvée Lanson White Label, « the easy drinking Champagne ».
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BES 516-133-MO-C-PU-04 Order code: BES017F 

Short circuit protected. Yes. Protected against miswiring. Yes. Polarity reversal protected. Yes. Rated short circuit current. 100 A. Output resistance Ra. 2.2k + D + ...
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